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ADDENDUM #1 
 
                                                                                                            July 15, 2016 
TO ALL BIDDERS 

 
PROJECT:  LIBRARY BRANCH EXTERIOR RESTORATION 
 

 CITY PARISH PROJECT NO. 16-ASC-CP-1013 
 
The following revisions shall be incorporated in and take precedence over any conflicting part of the 
original contract documents.  
 

 
1. The Bid Opening schedule is herewith extended 1 week to 2pm Tuesday, July 26th, 2016 (at the 

same place). 
 
2. Contract Time is herewith extended (from 75 calendar days) to 150 calendar days for Base Bid.  

Add 20 days for Alternate No. 1 and/or Alternate No. 2, and no additional days for Alternate No. 
3. 

 
3. Addendum from Architect: 

See attached Addendum No. 1 prepared by Bradley-Blewster & Associates and dated July 13th, 
2016. 

 
4. New Alternate No. 3 is described on attached revised Bid Form. 

 
5. Attached is the 3-page Sign-In Sheet from the (non-mandatory) Pre-Bid Conference. 
 

 
 
 

Total pages in this addendum, including cover page: 12 
 
 
 
 

FAILURE TO INDICATE RECEIPT OF THIS ADDENDUM ON BID FORM MAY BE CAUSE FOR THE BID TO BE REJECTED 
 
 
 
 
Stephen Long, AIA, LEED AP BD+C 
Senior Architect 
Architectural Services Division 
1100 Laurel St Rm 231 
Baton Rouge, LA 70802 
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ADDENDUM NO. 1                                                                                                               July 13, 2016 
The following items represent changes in the drawings and/or Project Manual, and Contractors shall be 
governed accordingly: 
 
 
RE: Library Branch Exterior Restoration 
 For East Baton Rouge Parish 
 City-Parish Project # 16-ASC-CP-1013 
 
FROM:  BRADLEY-BLEWSTER & ASSOCIATES 

8026 Picardy Ave. 
BATON ROUGE, LA 70809 
(225) 769-7040 

 
TO:  PROSPECTIVE BIDDERS  
 
This addendum forms a part of the Contract Documents and modifies the original Bidding Documents 
dated June 2016 noted below.  Acknowledge receipt of this Addendum in the space provided on the Bid 
Form.  Failure to do so may subject the bidder to disqualification.  
 
This Addendum consists of 2 pages, revised Bid Form (1 page), added Specification section 09206 (4 
pages) and one sketch (11x17). 
 
Attached are a list of those in attendance at the non-mandatory prebid meeting. 
 
General & Notice to Contractors 
Extend bid date by one week to July 26, 2016 at 2pm, same place as advertised. 
 
Photographs of the sites are available on the Architect’s DropBox: 
https://www.dropbox.com/sh/sz8zxq8nx3bw65o/AAD0hWlgiG_MpW7Xco1NP1WMa?dl=0 

Revisions to Project Manual 
Use the attached revised Bid Form adding a third alternate previously part of base bid. 
 
On GP-7, Contractors shall note the definition of contract time as time to complete all work. This includes 
punch lists.  
 
CP01 00 00-3 1.04E and Sample Agreement 
Change 75 calendar days to 150 calendar days for base bid. Add 20 days for alternate 1 and/or alternate 
2 and no additional days for alternate 3. 
 
Section 07600 Sheet Metal Flashing 
Add 1.01C. Provide new flashing cap at Carver Branch Courtyard wall. Install per SMACNA guidelines. 
 
Section 09206 Lath and Plaster 
Refer to attached added section  
       
Section 09220 Cement Plaster 
Add 1.01C. For this project, plaster replacement is being specified for the Carver Branch Courtyard. This 
plaster shall be installed over self-furring latch specified in section 09206. 
 
Section 09900 Painting 
Add to section 2.04H Painted Wood and Painted Cement Board (Hardi-Board” – see 06001) 
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Revisions to Drawings  
 
Sheet A-2 
Refer to attached sketch (11x17 Courtyard Wall Revisions at Carver Branch. This changes note 20 to 
remove plaster on courtyard side of wall, notify Architect to review prior to installing any finish. Contractor 
shall assume finish as detailed in their bid (latch and plaster with new metal cap at top of wall as detailed), 
but this will be reviewed by Architect and City Parish before contractor is to proceed.  

    
Plaster above ground faced block  Plaster wall at Courtyard 
 
Change note C-23 to allow contractor to properly prepare rusted base flashing and coat with RustGrip by 
Superior Products International, Inc or equivalent to match existing finish. 
 
Add to note C34. Reinforce paving with 6x6 10/10 welded wire fabric. 
 
Sheet A-3 
Where C28 is noted on Elevation 6 it is not drawn. It will be a horizontal brace located where directed by 
architect on job. Submit anchoring detail for approval. 
 
Sheets A-4 thru A-15 
In note C-1 delete “with mildew Retarder”. Refer to specification section 07175 for Brick Sealer. Refer to 
section 04010 for cleaning masonry and plaster. 
 
Prior Approval 
 
The following manufacturers products meeting the specifications are approved for bidding: 
 
Section 07175 Water Repellant Coating  Sherwin William A10T00007 – Loxon  

Vertical Water Repellant 
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LOUISIANA UNIFORM PUBLIC WORK BID FORM 
 

TO: City of Baton Rouge 
Parish of East Baton Rouge 
Purchasing Division, City Hall 
222 Saint Louis St, 8th Floor, Room 826 
Baton Rouge, LA  70802 

 BID FOR: Library Branch Exterior Restoration 
Carver, Central, Delmont Gardens, Eden Park, 
Greenwell Springs, Scotlandville & Zachary Branches  
 

City-Parish Project No. 16-ASC-CP-1013 

 
The undersigned bidder hereby declares and represents that she/he; a) has carefully examined and understands the Bidding 
Documents, b) has not received, relied on, or based his bid on any verbal instructions contrary to the Bidding Documents or 
any addenda, c) has personally inspected and is familiar with the project site, and hereby proposes to provide all labor, 
materials, tools, appliances and facilities as required to perform, in a workmanlike manner, all work and services for the 
construction and completion of the referenced project, all in strict accordance with the Bidding Documents prepared by: 
Department of Buildings & Grounds, Architectural Services Division and dated: June 2016.  
 

Bidders must acknowledge all addenda.  The Bidder acknowledges receipt of the following ADDENDA:  (Enter the number the 

Designer has assigned to each of the addenda that the Bidder is acknowledging)  ______________________________________ . 
 
TOTAL BASE BID:  For all work required by the Bidding Documents (including any and all unit prices* but not alternates) the 
sum of:     
 

 Dollars ($______________________ ) 
 
ALTERNATES:  For any and all work required by the Bidding Documents for Alternates.  
 

Alternate No. 1: At Carver branch courtyard, lower concrete paving and improve subsurface drainage system to prevent 
water coming into building (see sheet A-2), for the added sum of:       
     

 Dollars ($______________________ ) 
 
Alternate No. 2: At Carver branch courtyard, convert water fountain to planters & provide additional planting (per note C40, 
see sheet A-2), for the added sum of:  
             

 Dollars ($______________________ ) 
 
Alternate No. 3: At Eden Park branch, provide window film (per note C22 on sheets A-8 & A-9), for the added sum of: 
             

 Dollars ($______________________ ) 
 
NAME OF BIDDER:  

ADDRESS OF BIDDER:  

LOUISIANA CONTRACTOR’S LICENSE NUMBER:  

NAME OF AUTHORIZED SIGNATORY OF BIDDER:  

TITLE OF AUTHORIZED SIGNATORY OF BIDDER:  

SIGNATURE OF AUTHORIZED SIGNATORY OF BIDDER **:  

DATE:  
 
* The Unit Price Form shall be used if the contract includes unit prices.  Otherwise it is not required and need not be included with the form.  
 The number of unit prices that may be included is not limited and additional sheets may be included if needed.  
 
** If someone other than a corporate officer signs for the Bidder/Contractor, a copy of a corporate resolution or other signature authorization shall be 
required for submission of bid. Failure to include a copy of the appropriate signature authorization, if required, may result in the rejection of the bid unless 
bidder has complied with La. R.S. 38:2212.B(5). 
 
BID SECURITY in the form of a bid bond, certified check or cashier’s check as prescribed by LA RS 38:2218.A is attached to and made a part of this bid. 
 



SECTION  09206
METAL FURRING AND LATHING

PART 1 - GENERAL

1.01   WORK INCLUDED

A. Wall and furred space framing.

B. Metal lathing for wet plaster finish.

1.02 RELATED WORK

A. Section 05500 - Metal Fabrications

B. Section 09220 - Cement Plaster.

1.03 REFERENCES

A. ANSI/ASTM C841 - Installation of Interior Lathing and Furring.

B. ANSI/ASTM C847 - Metal Lath.

C. FS QQ-L-101 - Lath, Metal, and other Metal Plaster Bases.

D. ML/SFA Metal Lath/Steel Framing Association - Specifications for Metal Lathing and Furring.

1.04 SYSTEM DESCRIPTION
       

A. Fabricate vertical wall and furred space framing to limit finish surface to 1/180 deflection
under lateral point load of 100 lbs.

B. Fabricate horizontal ceiling and soffit framing to limit finish surface to 1/360 deflection under
superimposed dead loads and wind uplift.

1.05 QUALITY ASSURANCE

A. Perform work in accordance with ANSI/ASTM C84 and ML/SFA - Specifications for Metal
Lathing and Furring.

1.06 SUBMITTALS

A. Submit product data under provisions of Section 01300.

B. Provide product data on furring and lathing components, structural characteristics, material
limitations and finish.

1.07 COORDINATION

A. Coordination work of this Section with installation of hollow metal frames.

B. Coordinate the installation of bucks, anchors, blocking, and electrical and mechanical work
which is to be placed in or behind framing, furring, and lathing.
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PART 2 - PRODUCTS

2.01 FRAMING MATERIALS

A. Furring Channels:  Formed steel; minimum 25 gage thick, 3/8 inch deep ax 3/4 inch high;
length as required.

B. Main Ceiling Channels:  Formed steel; minimum 18 gage thick, 3/4 inch deep x 1-1/2 inch
high; length as required.

C. Hangers:  Galvanized steel, of size and type to suit application, to rigidly support ceiling
components in place, with maximum deflection as indicated, 8 gage wire minimum.

D. Lateral Bracing:  Formed steel; minimum 16 gage thick; size and length as required.

E. Casing Bead:  Formed sheet steel; minimum 25 gage thick; thickness governed by plaster
thickness; maximum possible lengths; expanded metal with square edges.

F. Control and Expansion Joint Accessories:  Formed sheet steel; minimum 25 gage thick;
accordion profile, 2 inch expanded metal flanges each side.

G. Anchorage and Fastening Device:  Approved devices of type and size to suit application; to
rigidly secure ceiling furring members in place.

2.02   LATHING MATERIALS AND ACCESSORIES

A. Metal Lath:  ANSI/ASTM C847; FS QQ-L-101; flat diamond self-furring mesh or flat rib, 3/8
inch high.  Lath to be 3.4 lb.

B. Corner Mesh:  Formed sheet steel; minimum 26 gage thick; perforated flanges shaped to
permit complete embedding in plaster; minimum 2 inch size.

C. Strip Mesh:  Expanded metal lath, minimum 26 gage thick; 2 inch wide x 24 inch long.

D. Anchorages:  Tie wire, nails, screws and other metal supports, of type and size to suit
application; to rigidly secure lathing materials in place.

E. Control Joints

2.03 FINISHES

A. Framing Materials:  Galvanized

B. Hangers, Anchors, and Fastening Devices:  Galvanized

C. Lath Materials:  Galvanized

PART 3 - EXECUTION

3.01 INSPECTION

A. Verify that surfaces conditions are ready to receive work.

B. Beginning of installation means acceptance of existing surfaces and substrate.
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C. In cold weather maintain the building temperature at a temperature range of 55 degrees F
to 60 degree F.  Caution should be taken to avoid higher temperatures which promote rapid
drying conditions and are detrimental to plaster. Maintain air circulation at a minimum level
for twenty-four hours prior to, during and after finishing until surface is dry.

       
3.02 CEILING AND FURRING FRAMING

A. Install furring to height indicated.  Erect after above ceiling work is complete.  Coordinate the
location of hangers with other work.

B. Install ceiling furring independent of walls, columns, and above ceiling work.  Securely anchor
hangers to structural members or embed in structural slab.  Space hangers to achieve
deflection limits indicated.

C. Space main carrying channels at maximum 48 inch centers; not more than 6 inches from wall
surfaces.  Lap splice securely.

D. Securely fix carrying channels to hangers to prevent turning or twisting and to transmit full
load to hangers.

E. Place furring channels perpendicular to carrying channels, not more than 2 inches from
perimeter walls, and rigidly secure.  Lap splice securely. Space furring channels at not more
than 16 inches o.c.  Saddle tie channels to runners with 16 gage tie wire.

F. Reinforce openings in suspension system which interrupt main carrying channels or furring
channels with lateral channel bracing.  Extend bracing minimum 24 inches past each
opening.

G. Laterally brace suspension system.

H. Erect resilient channels at maximum inches on center. Rigidly secure in place.

I. Establish contraction, control, and expansion joints with back to back casing beads set 1/4
inch.  Set both beads over 6 inch wide strip of polyethylene sheet for air seal continuity.

J. Where indicated on drawings, attach USG control joints with dry wall screws or Bostitch 9/16
inch "G" staples or equal, spaced not over six inch apart in each flange. Splice ends together
with 16 gage tie wire inserted into openings in the key-lock sections.  remove protective tape
after plastering.

    
K. Interior Walls and Partitions:  Space control joints maximum of 30 feet apart; control joints

occur over door frames at each jamb.

3.03 LATHING MATERIALS

A. Apply metal lath taut, with long dimension perpendicular to supports.

B. Lap ends minimum one inch.  Secure end laps with tie wire where they occur between
supports.

C. Lap sides of diamond mesh lath minimum 1-1/2 inches.  Nest outside ribs or rib lath together.

D. Attach metal lath to metal supports using tie wire at maximum 6 inches on center.
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3.04 TOLERANCES

A. Maximum Variation from True Lines and Levels:  1/8 inch in 10 feet.

B. Maximum Variation from True Position: 1/8 inch.

3.05 INTERSECTING SURFACES

A. Provide accessory mouldings and trim of type indicated at intersections of plastered surfaces
with other materials and at intersections of walls and ceilings as shown on Drawings and as
required to complete plaster work.

   
B. Reinforce internal angles formed by metal lath by Cornerite wire tied over the abutting lath.

C. Finish plaster surfaces which intersect exposed masonry or metal construction with casing
bead.

D. Wherever plaster comes in contact with steel, steel surface shall be given one coat of exterior
grade varnish.

END OF SECTION
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