Page 7

ELEVATOR SPECIFICATIONS


NOTICE

PROPOSAL, PRICE SHEETS, VERIFICATION OF QUALIFICATIONS AND ENGINEERING RESPONSIBILITY SHOULD BE COMPLETELY FILLED OUT WITH DETAILED INFORMATION REQUESTED OR YOUR BID MAY BE REJECTED.

IN ACCORDANCE WITH R.S. 37:2163A CONTRACTORS LICENSE NUMBER MUST APPEAR ON THE BID OPENING ENVELOPE ON ALL PROJECTS IN THE AMOUNT OF $50,000 OR MORE.  ALL BIDS NOT IN COMPLIANCE WITH THIS REQUIREMENT SHALL BE AUTOMATICALLY REJECTED AND NOT READ.

FOR ANY BID SUBMITTED IN THE AMOUNT OF FIFTY THOUSAND DOLLARS OR MORE, THE CONTRACTOR SHALL CERTIFY THAT HE IS LICENSED AND SHOW HIS LICENSE NUMBER ON THE BID.

DEFINITIONS:

DEPARTMENT - DIVISION OF ADMINISTRATION, COLLEGES AND UNIVERSITIES, OFFICE OF STATE BUILDINGS AND/OR DEPARTMENT OF HEALTH & HOSPITALS, ENGINEERING SECTION.

OWNER - AGENCY WHERE THE VERTICAL TRANSPORTATION IS BEING MAINTAINED.

CONTRACTOR'S DISCLOSURE:

I (WE) DO HEREBY DECLARE THAT I (WE) HAVE CAREFULLY EXAMINED THE SPECIFICATIONS AND THE CONTRACT DOCUMENTS, INCLUDING ALL ADDENDA, PREPARED BY THE PROJECT SUPERVISOR OF THIS PROPOSAL AND I (WE) HAVE A CLEAR UNDERSTANDING OF SAID DOCUMENTS AND PREMISES, AND HEREBY PROPOSE TO PROVIDE THE NECESSARY TOOLS, MACHINERY AND APPARATUS ALONG WITH OTHER NEEDS NECESSARY TO COMPLETE THE WORK SPECIFIED.  WE WILL PROVIDE ALL MATERIAL, FURNISH ALL LABOR AND SERVICES SPECIFIED IN THE CONTRACT OR CALLED FOR IN THE CONTRACT DOCUMENTS INCLUDING PERMITS NECESSARY FOR THE COMPLETION OF THE PROJECT OR WORK LISTED FOR THE SUM BELOW.

I (WE) ALSO AGREE TO FOLLOW REQUIREMENTS, SEQUENCE AND FREQUENCY LISTED UNDER "MAINTENANCE PROCEDURES".

IF I (WE) FAIL TO FOLLOW THESE SPECIFICATIONS AND DOCUMENT THE "MAINTENANCE PROCEDURES" WITH THE OWNER OR IF THERE IS ANY EVIDENCE OF FRAUDULENT DOCUMENTATION I (WE), WILL WITHOUT RESERVATION, FREELY FORFEIT THE CONTRACT ALONG WITH ANY MONIES DUE FROM THE DATE OF SUCH FINDING.  ALL MATERIALS AND LABOR WILL BE LEFT INTACT AND I (WE) WILL NOT SEEK ANY RESTITUTION.

 I (WE) HAVE READ THE ENTIRE SPECIFICATIONS AND WILL NOT USE OVERSIGHT
 AS AN EXCUSE FOR NOT FULFILLING MY (OUR) OBLIGATION.

			CONTRACTOR:____________________________
                                     
                                           BY:_______________________________________

                                          TITLE:____________________________________

                  DATE:________________________
         CONTRACTOR'S LICENSE NO.:________________
WE ACKNOWLEDGE THE FOLLOWING ADDENDA 1.____2.____3.____4.____

           ACCEPTANCE

PURCHASING OFFICER:_________________________DATE OF AWARD:_____________
RECOMMENDATION:_______________________________________________

____________________________________
APPROVED BY:

___________________________________                      _______________________________
DIRECTOR                               	                              	  SUPERVISOR


SPECIFICATIONS FOR ELEVATOR/ESCALATOR MAINTENANCE

GENERAL:

BASED ON THESE SPECIFICATIONS, BIDS SHALL BE RECEIVED BY THE DIVISION
OF ADMINISTRATION, STATE PROCUREMENT, FOR SERVICING THE VERTICAL
TRANSPORTATION IN THE DOTD MAIN HEADQUARTERS BUILDING, 1201 CAPITOL ACCESS ROAD, BATON ROUGE, LA.   HEREAFTER DENOTED BY THE TERM "DEPARTMENT".  THE USE OF THE WORD "VENDOR" OR "CONTRACTOR" SHALL BE INTERPRETED TO BE THE FIRM OR CORPORATION WHO HAS BEEN AWARDED A CONTRACT BY THE DEPARTMENT.  THE SUCCESSFUL BIDDER WILL BE REQUIRED TO SIGN A CONTRACT WITH THE DEPARTMENT IN STRICT ACCORDANCE WITH THESE SPECIFICATIONS FOR SERVICES WHICH INCLUDES THE CONTRACT DOCUMENT.

WITH THE COMPLEXITY OF EQUIPMENT AND THE LIABILITY EXPOSURE OF TODAY'S VERTICAL TRANSPORTATION IT IS NECESSARY TO NOT ONLY PROVIDE TOP QUALITY MAINTENANCE, BUT TO ALSO HAVE A PROFESSIONAL ENGINEERING GROUP TO VERIFY THE QUALITY OF MATERIAL AND SAFE OPERATION OF ANY WIRING CHANGES BEING USED OR INTEGRATED INTO THE SYSTEM.  ALSO IN THE CASE OF MICROPROCESSOR EQUIPMENT, THE VENDOR SHALL HAVE COMPLETE ACCESS TO ALL SOFTWARE AND DIAGNOSTIC PROGRAMS.  PRIOR TO AWARD OF THE CONTRACT, THE SUCCESSFUL BIDDER SHALL DEMONSTRATE TO THE OWNER THEIR ABILITY TO COMPLY WITH THIS SECTION.  FOR THE PROTECTION OF THE OWNER, PASSENGERS AND OTHER RELATED EXPOSURES CONNECTED TO FULFILLMENT OF THIS CONTRACTUAL OBLIGATION, THE BIDDER WILL INCLUDE IN HIS BID, MONIES FOR ENGAGING LICENSED REGISTERED PROFESSIONAL ELECTRICAL ENGINEERS*, WITH NO LESS THAN FIVE YEARS EXPERIENCE IN SPECIFYING ELEVATOR MATERIALS AND VERIFYING WIRING CHANGES.  ALL CHANGES ARE TO BE PROVIDED TO DOTD MAIN HEADQUARTERS BUILDING, ON DISKETTE.  THE NAME OF THE LICENSED REGISTERED PROFESSIONAL ELECTRICAL ENGINEER OR PRIVATE CONSULTING GROUP AND/OR FIRM WITH A LICENSED REGISTERED PROFESSIONAL ELECTRICAL ENGINEER ON STAFF COMMITTED BY LETTER TO THIS RESPONSIBILITY, ALONG WITH THEIR ADDRESS AND SIGNATURE SHALL BE PROVIDED IN THE SPACE FOR THE VERIFICATION OF THIS INFORMATION UNDER "ENGINEERING RESPONSIBILITY".

BIDS WILL BE CONSIDERED ONLY FROM BIDDERS WHO ARE REGULARLY ESTABLISHED IN THE BUSINESS CALLED FOR AND WHO, IN THE JUDGEMENT OF THE DEPARTMENT, ARE FINANCIALLY RESPONSIBLE AND ABLE TO SHOW EVIDENCE OF THE RELIABILITY, ABILITY, EXPERIENCE, FACILITIES, AND PERSONS DIRECTLY EMPLOYED AND SUPERVISED BY THEM TO RENDER PROMPT AND SATISFACTORY SERVICE.

COMPLIANCE WITH THE LATEST EDITION OF A.N.S.I. A17.1 CODE WITH AND INCLUDING SUPPLEMENTAL ADOPTIONS WILL BE REQUIRED.
THE STATE OF LOUISIANA RESERVES THE RIGHT TO ADD OR DELETE ELEVATORS AS NECESSARY.

*ELEVATOR CONTRACTORS MUST BE LICENSED IN THE STATE OF LOUISIANA


SPECIAL CONDITIONS

THE FILE NUMBER OF THIS PROPOSAL SHOULD BE REFERENCED ON ALL CORRESPONDENCE TO THE DIVISION OF ADMINISTRATION, OFFICE OF STATE PROCUREMENT, AND TO THE DOTD MAIN HEADQUARTERS BUILDING.

IT SHALL BE SPECIFICALLY AGREED AND UNDERSTOOD THAT THE BIDDERS MAY ATTEND THE BID OPENING, BUT NO INFORMATION OR OPINIONS CONCERNING THE ULTIMATE CONTRACT AWARD WILL BE GIVEN AT THE BID OPENING OR DURING THE EVALUATION PROCESS.  BIDS MAY BE EXAMINED BY PARTIES SEVENTY-TWO (72) HOURS AFTER THE BID OPENING.  WHERE ANY AWARD IS BEING CONSIDERED, BIDDERS SHALL COMPLY WITH REQUESTS FROM DIVISION OF ADMINISTRATION OR AGENCY PERSONNEL TO VISIT THEIR FACILITIES AND/OR FURNISH ADDITIONAL INFORMATION IN ORDER TO ASSIST EVALUATING BIDS.

BID PRICES MUST BE FIRM FOR A PERIOD OF SIXTY (60) DAYS FROM THE DATE OF THE BID OPENING TO ALLOW FOR EVALUATION IF NECESSARY.

IF ANY PROBLEMS OCCUR OR QUESTIONS ARISE CONCERNING THE "ORIGINAL MANUFACTURERS PARTS" OR "EQUAL" IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROVIDE SUCH VERIFICATION AS MAY BE REQUESTED BY THE DIVISION OF ADMINISTRATION, OFFICE OF STATE PROCUREMENT.
SEE "CLARIFICATIONS".

TERMINATION FOR CAUSE:
THE STATE MAY TERMINATE THIS CONTRACT FOR CAUSE BASED UPON THE FAILURE OF THE CONTRACTOR TO COMPLY WITH THE TERMS AND/OR CONDITIONS OF THE CONTRACT; PROVIDED THAT THE STATE SHALL GIVE THE CONTRACTOR WRITTEN NOTICE SPECIFYING THE CONTRACTOR'S FAILURE.  IF WITHIN FIFTEEN (15) DAYS AFTER RECEIPT OF SUCH NOTICE, THE CONTRACTOR SHALL NOT HAVE EITHER CORRECTED SUCH FAILURE AND THEREAFTER PROCEEDED DILIGENTLY TO COMPLETE SUCH CORRECTION, THEN THE STATE, MAY, AT ITS OPTION, PLACE THE CONTRACTOR IN DEFAULT AND THE CONTRACT SHALL TERMINATE ON THE DATE SPECIFIED IN SUCH NOTICE.  THE CONTRACTOR MAY EXERCISE ANY RIGHTS AVAILABLE TO IT UNDER LOUISIANA LAW TO TERMINATE FOR CAUSE UPON THE FAILURE OF THE STATE TO COMPLY WITH THE TERMS AND CONDITIONS OF THIS CONTRACT; PROVIDED THAT THE CONTRACTOR SHALL GIVE THE STATE WRITTEN NOTICE SPECIFYING THE STATE'S FAILURE.

TERMINATION FOR CONVENIENCE:
THE STATE MAY TERMINATE ANY CONTRACT ENTERED INTO AS A RESULT OF THIS BID AT ANY TIME BY GIVING THIRTY (30) DAYS WRITTEN NOTICE TO THE CONTRACTOR. THE CONTRACTOR SHALL BE ENTITLED TO PAYMENT FOR DELIVERABLES IN PROGRESS, TO THE EXTENT WORK HAS BEEN PERFORMED SATISFACTORILY.

THE STATE OF LOUISIANA RESERVES THE RIGHT TO CANCEL THIS CONTRACT WITH A THIRTY (30) DAY WRITTEN NOTICE.



RECORDS:

THE CONTRACTOR SHALL MAINTAIN A COMPLETE, ORDERLY AND CHRONOLOGICAL FILE, INCLUDING DRAWINGS, PARTS LISTS SPECIFICATIONS AND COPIES OF ALL PREPARED REPORTS.  A RECORD OF ALL CALLBACKS AND REPAIRS SHALL BE KEPT BY THE CONTRACTOR INDICATING ANY DIFFICULTY EXPERIENCED AND THE CORRECTIVE MEASURES TAKEN TO ELIMINATE THESE DIFFICULTIES.  A COPY OF THE ELEVATOR/ESCALATOR MAINTENANCE LOG FURNISHED WITH THE CONTRACT MUST BE FILLED OUT AND FORWARDED TO DOTD MAIN HEADQUARTERS BUILDING MONTHLY VIA EMAIL. THE REPORTS OR TROUBLE CALLS MUST BE VERIFIED AND SIGNED BY A PERSON, DESIGNATED BY THE USING AGENCY, WHO WILL RETAIN A COPY.  ALL TROUBLE CALLS (CALL BACKS AND REPAIRS) ARE INDICATED BY A "CALL TICKET" AND SIGNED BY THE CONTRACTOR AND THE AGENCY.  A COPY OF THESE "CALL TICKETS" IS TO BE FORWARDED TO DOTD MAIN HEADQUARTERS BUILDING ON A MONTHLY BASIS.
**(SEE FORM ATTACHED HERETO)

GUARANTEE:

THE CONTRACTOR AGREES TO ACCEPT ALL OF THE EQUIPMENT, (EXCEPT AS EXCLUDED BY THESE SPECIFICATIONS), ON FULL MAINTENANCE, ON THE EFFECTIVE DATE OF THIS CONTRACT, UNLESS IT IS OTHERWISE INDICATED BY A DETAILED REPORT, ON EACH UNIT, AND ATTACHED TO HIS BID.  IT IS ALSO AGREED THAT HE WILL LEAVE THE UNITS IN THE SAME CONDITION AND WITH THE SAME PERFORMANCE WHEN THE CONTRACT IS TERMINATED, AS ON THE DATE THE CONTRACT WAS MADE EFFECTIVE.

THE OWNER RESERVES THE RIGHT FROM TIME TO TIME TO EMPLOY OTHERS TO MAKE SUCH CHECKS AS THEY MAY DEEM NECESSARY OR ADVISABLE.  WHEN IT IS FOUND THAT ANY OF THE UNITS OF VERTICAL TRANSPORTATION ARE NOT UP TO PROPER STANDARDS, SAFETY REQUIREMENTS OR TESTS ARE NOT BEING PERFORMED AS REQUIRED BY THE CURRENT A.N.S.I. CODE OF THE STATE OF LOUISIANA, THE OWNER MAY EXERCISE ANY OR ALL OF ITS OPTIONS AS SET FORTH IN THESE SPECIFICATIONS.  IF THESE DEMANDS ARE NOT PROMPTLY COMPLIED WITH, WITHIN FIFTEEN (15) DAYS AFTER RECEIPT OF SUCH NOTICE, THE STATE OF LOUISIANA, DIVISION OF ADMINISTRATION, OFFICE OF STATE PROCUREMENT MAY CANCEL THIS AGREEMENT AND ENTER INTO AN AGREEMENT WITH OTHERS TO PERFORM SUCH WORK AND DEDUCT THE TOTAL COST THEREOF FROM THE CONTRACTORS MONTHLY CHARGES FOR MAINTENANCE SERVICE.  IF THE CONTRACT HAS BEEN TERMINATED OR HAS EXPIRED, THE OWNER WILL DEMAND PAYMENT FROM THE CONTRACTOR OR HIS BONDING AGENT FOR THE ADDITIONAL COSTS INCURRED.

THE OWNER, THROUGH THE DIVISION OF ADMINISTRATION, OFFICE OF STATE PROCUREMENT, RESERVES THE RIGHT TO ACT AS SOLE AGENT IN DETERMINING IF SERVICE IS SATISFACTORY, INCLUDING A DETERMINATION OF WHETHER PARTS NEED REPLACING IN ACCORDANCE WITH ASME A17.1 CODE. THE CONTRACTORS FAILURE TO COMPLY WITH THE OWNER'S DEMANDS IN THIS REGARD, WITHIN TEN (10) DAYS OF MAILING OF A CERTIFIED LETTER CONTAINING SUCH DEMANDS, WILL CONSTITUTE A CIRCUMSTANCE UNDER WHICH THE OWNER MAY IMMEDIATELY TERMINATE THE CONTRACT.  THE OWNER SHALL CONDUCT, THROUGH THE OPERATIONAL UNIT, PERIODIC INSPECTIONS TO DETERMINE THE STATUS OF INDIVIDUAL ELEVATORS AND/OR ESCALATORS.  THIS INSPECTION SHALL BE CONDUCTED IN ACCORDANCE WITH A UNIFORM MAINTENANCE PLAN FORMULATED BY THE DIVISION OF ADMINISTRATION.  RESULTS AND REPORTS OF SUCH INSPECTION WILL BE FURNISHED TO THE CONTRACTOR AND THE USING AGENCY.

INSURANCE:

PUBLIC LIABILITY INSURANCE AND WORKMAN'S COMPENSATION SHALL BE CARRIED BY THE CONTRACTOR AND A CERTIFICATE OF INSURANCE SHALL BE FURNISHED AT LEAST TEN (10) DAYS PRIOR TO THE EFFECTIVE DATE OF THE CONTRACT.  THE LIMITS OF SUCH INSURANCE SHALL BE AS FOLLOWS AND SHALL BE FROM A COMPANY LICENSED TO DO BUSINESS IN THE STATE OF LOUISIANA.

PERMITS, LICENSES, LAWS AND TAXES:

THE CONTRACTOR SHALL FURNISH ALL NECESSARY PERMITS, LICENSES, AND CERTIFICATES AND COMPLY WITH ALL LAWS OR ORDINANCES APPLICABLE TO THE LOCALITY OF THE BUILDING SITE AND THE STATE OF LOUISIANA.  THE CONTRACTOR SHALL INCLUDE IN HIS BID ALL APPLICABLE STATE, FEDERAL OR OTHER TAXES REQUIRED.

CONTENTS OF THE SIGNED AGREEMENT:

THE PURCHASE ORDER AND THE BIDDERS SPECIFICATIONS WILL BE COMBINED TO FORM THE COMPLETE CONTRACT WHEN THE AWARD IS MADE.


INSTRUCTIONS TO BIDDERS

A.  PROJECT:

MAINTENANCE AND REPAIR OF VERTICAL TRANSPORTATION SYSTEMS FOR THE DOTD 
MAIN HEADQUARTERS BUILDING.

B.  PROPOSALS:

PROPOSALS MUST BE IN ACCORDANCE WITH THESE INSTRUCTIONS IN ORDER TO
RECEIVE CONSIDERATION.

C.  DOCUMENTS:

DOCUMENTS INCLUDE THE BIDDING REQUIREMENT; GENERAL SUPPLEMENTARY CONDITIONS, TECHNICAL SECTION, PLUS ADDENDA WHICH MAY BE ISSUED BY THE DIVISION OF ADMINISTRATION - OFFICE OF STATE PROCUREMENT DURING THE BIDDING PERIOD.  SEE SPECIFICATIONS FOR ELEVATOR/ESCALATOR MAINTENANCE PAGE.

D.  EXAMINATION OF DOCUMENTS AND SITE:

BIDDERS SHALL CAREFULLY EXAMINE THE BIDDING DOCUMENTS AND THE SITES TO OBTAIN FIRST-HAND KNOWLEDGE OF THE SCOPE AND THE CONDITIONS OF THE WORK.  EACH CONTRACTOR, BY SUBMITTING A PROPOSAL TO PERFORM ANY PORTION OF THE WORK, REPRESENTS AND WARRANTS THAT HE HAS EXAMINED THE SPECIFICATIONS AND SITE OF THE WORK, AND FROM HIS OWN INVESTIGATION, HAS SATISFIED HIMSELF AS TO THE SCOPE, ACCESSIBILITY, NATURE AND LOCATION OF THE WORK; CHARACTER OF THE EQUIPMENT AND OTHER FACILITIES NEEDED FOR THE PERFORMANCE OF THE WORK; THE CHARACTER AND EXTENT OF OTHER WORK TO BE PERFORMED; THE LOCAL CONDITIONS; LABOR AVAILABILITY, PRACTICES AND JURISDICTIONS AND OTHER CIRCUMSTANCES THAT MAY AFFECT THE PERFORMANCE OF THE WORK.  NO ADDITIONAL COMPENSATION WILL BE ALLOWED BY THE OWNER FOR FAILURE OF SUCH CONTRACTOR OR SUB-CONTRACTOR TO INFORM HIMSELF AS TO THE CONDITIONS AFFECTING THE WORK.

E.  INTERPRETATION OF DOCUMENTS:

IF ANY PERSON CONTEMPLATING SUBMITTING A BID FOR THE PROPOSAL CONTRACT IS IN DOUBT AS TO THE MEANING OF ANY PART OF THE SPECIFICATIONS (PROJECT MANUAL), OR OTHER PROPOSED CONTRACT DOCUMENTS, HE MAY SUBMIT TO THE DIVISION OF ADMINISTRATION - OFFICE OF STATE PROCUREMENT, NOT LATER THAN SEVEN (7) WORKING DAYS PRIOR TO THE DATE SET FOR OPENING OF BIDS, A WRITTEN REQUEST FOR AN INTERPRETATION OR CLARIFICATION.
BIDDERS SHOULD ACT PROMPTLY AND ALLOW SUFFICIENT TIME FOR A REPLY TO REACH THEM BEFORE PREPARING THEIR BIDS.  ANY INTERPRETATION OR CLARIFICATION WILL BE IN THE FORM OF AN ADDENDUM DULY ISSUED.  NO ALLEGED VERBAL INTERPRETATION OR RULINGS WILL BE HELD BINDING UPON THE OWNER.

F.  SUBSTITUTIONS:

CONDITIONS GOVERNING THE SUBMISSION OF SUBSTITUTIONS FOR SPECIFIC MATERIALS, PRODUCTS, EQUIPMENT, AND PROCESSES ARE IN THE GENERAL CONDITIONS.  REQUESTS FOR SUBSTITUTIONS MUST BE RECEIVED BY THE DIVISION OF ADMINISTRATION - OFFICE OF STATE PROCUREMENT SEVEN (7) WORKING DAYS PRIOR TO THE ESTABLISHED BID DATE.

G.  ADDENDA:

INTERPRETATIONS, CLARIFICATIONS, ADDITIONS, DELETIONS, AND MODIFICATIONS TO THE DOCUMENTS DURING THE BIDDING PERIOD WILL BE ISSUED IN THE FORM OF ADDENDA AND A COPY OF SUCH ADDENDA WILL BE MAILED OR DELIVERED TO EACH PERSON WHO HAS BEEN ISSUED A SET OF THE BIDDING DOCUMENTS.  ADDENDA WILL BE A PART OF THE BIDDING DOCUMENTS AND CONTRACT DOCUMENTS, AND RECEIPT OF THEM SHOULD BE ACKNOWLEDGED IN THE BID FORM.  ADDENDA WILL NOT BE ISSUED WITHIN THREE (3) WORKING DAYS OF THE ESTABLISHED BID DATE.

H.  PREPARATION OF BIDS:

PRICES QUOTED SHALL INCLUDE ALL ITEMS OF COST, EXPENSE, FEES AND CHARGES INCURRED OR ARISING OUT OF, THE PERFORMANCE OF THE WORK TO BE PERFORMED UNDER THE CONTRACT.  ANY BID ON OTHER THAN THE REQUIRED FORM WILL BE CONSIDERED INFORMAL AND MAY BE REJECTED.  ERASURE OR CHANGES IN THE BID SHOULD BE EXPLAINED OR NOTED OVER THE INITIALS OF THE BIDDER.  BIDS CONTAINING ANY CONDITIONS, OMISSIONS, UNEXPLAINED ERASURES, ALTERATIONS, OR IRREGULARITIES OF ANY KIND MAY BE REJECTED.  FAILURE TO SUBMIT ALL REQUESTED INFORMATION WILL MAKE THE BID IRREGULAR AND SUBJECT TO REJECTION.

I.  SUBMITTAL OF BIDS:

THE "NON-COLLUSION AFFIDAVIT" SHOULD BE COMPLETED AND SIGNED BY EACH BIDDER AND SUBMITTED WITH THE BID BY MAIL OR IN PERSON PRIOR TO THE TIME FOR RECEIVING BIDS SET FORTH IN THE "INVITATION OF BID" TO THE DIVISION OF ADMINISTRATION-OFFICE OF STATE PROCUREMENT, P.O. BOX 94095, 1201 N. THIRD ST., STE. 2-160, BATON ROUGE, LA 70804-9095.


ELEVATOR MAINTENANCE


     CONTRACTOR AGREES TO PROVIDE ALL MATERIAL, FURNISH ALL LABOR AND SERVICES SPECIFIED IN THIS CONTRACT INCLUDING PERMITS NECESSARY FOR MAINTENANCE (WHERE CONDITIONS WARRANT, ADJUST, LUBRICATE, REPAIR OR REPLACE THE MECHANICAL AND ELECTRICAL PARTS) OF THE TYPE ELEVATOR(S) LISTED AND RELATED EQUIPMENT LOCATED IN THE FACILITY SPECIFIED IN ACCORDANCE WITH THE SPECIFICATIONS ANNEXED HERETO.

[bookmark: _GoBack]     THIS CONTRACT SHALL BE EFFECTIVE OR DATE OF AWARD AND TERMINATING JUNE 30, 2019. 
     ALL WORK IS TO BE PERFORMED DURING REGULAR WORKING HOURS AND ON THE REGULAR WORKING DAYS OF THE ELEVATOR TRADE UNLESS OTHERWISE SPECIFIED BELOW.

     CONTRACTOR, AT ITS EXPENSE, SHALL, WITHIN TEN (10) DAYS FROM THE COMMENCEMENT DATE OF THIS CONTRACT, PROVIDE OWNER WITH A COPY OF ITS PRESENT MAINTENANCE CHECK-LIST, FOR HIS APPROVAL, THAT SHALL SEQUENTIALLY FOLLOW THE FORMAT OF THE SPECIFICATIONS ANNEXED TO THIS AGREEMENT.

    CONTRACTOR SHALL COMPLETE THE AFOREMENTIONED CHECK LIST AT THE TIMES PROVIDED IN THE SPECIFICATIONS AND REGULARLY PROVIDE THE OWNER AND DMA-GILLIS LONG FACILITY, THE YOUGH CHALLENGE PROGRAM BULDING WITH COPIES THEREOF.

     NOTWITHSTANDING ANYTHING HEREIN TO THE CONTRARY, IT IS EXPRESSLY AGREED AND UNDERSTOOD THAT AT ANY TIME(S) DURING THE TERM OF THIS CONTRACT, OWNER SHALL HAVE THE RIGHT, BUT NOT THE OBLIGATION, TO EMPLOY, AT ITS EXPENSE, A CERTIFIED ANSI ELEVATOR CONSULTANT TO MAKE PERIODIC INSPECTIONS OF THE ELEVATORS AND RELATED EQUIPMENT (IE:  SMOKE DETECTORS, EMERGENCY POWER SWITCHES) TO DETERMINE IF SAID EQUIPMENT IS, IN CONSULTANT'S JUDGMENT, BEING MAINTAINED IN
ACCORDANCE WITH THE SPECIFICATIONS SUBJECT TO THIS AGREEMENT.  THE CONTRACTOR AT HIS OWN EXPENSE, MAY ELECT TO HAVE A REPRESENTATIVE PRESENT FOR THESE INSPECTIONS.  SHOULD THE OWNER'S CONSULTANT DETERMINE THAT THE EQUIPMENT IS NOT BEING MAINTAINED IN ACCORDANCE WITH THE AFOREMENTIONED SPECIFICATIONS, THE CONTRACTOR SHALL, AT HIS OWN EXPENSE, CORRECT ALL NOTED DEFICIENCIES WITH TEN (10) CALENDAR DAYS.  SHOULD THE CONTRACTOR FAIL TO CORRECT THE DEFICIENCIES IN A TIMELY MANNER, THE OWNER SHALL HAVE THE RIGHT TO DEDUCT THE ESTIMATED COST FOR REPAIRS FROM THE CONTRACTOR'S NORMAL MONTHLY PAYMENT UNTIL SUCH TIME AS THE DEFICIENCIES ARE CORRECTED, OR TO UNILATERALLY TERMINATE THE CONTRACT WITHOUT PENALTY OR LIABILITY BY GIVING THE CONTRACTOR TEN (10) DAYS WRITTEN NOTICE BY A CERTIFIED LETTER.  ANY REINSPECTION AS A RESULT OF THE CONTRACTOR'S FAILURE TO MAINTAIN THE EQUIPMENT IN ACCORDANCE WITH THE SPECIFICATIONS SHALL BE PERFORMED AT THE EXPENSE OF THE CONTRACTOR.  PAYMENT FOR SUBSEQUENT INSPECTION SHALL BE REMITTED TO THE OFFICE OF RISK MANAGEMENT PAYABLE TO THE INSPECTOR.  FAILURE TO REMIT TIMELY PAYMENT WILL RESULT IN THE COST BEING DEDUCTED FROM THE CONTRACT.

     CONTRACTOR HAS INSPECTED ALL ELEVATORS AND RELATED EQUIPMENT IN THE BUILDING SPECIFIED AND HAS FOUND SAME TO BE IN A PROPER WORKING AND   SATISFACTORY CONDITION.

     CONTRACTOR IS SATISFIED THAT A GOVERNOR AND SAFETY TEST WAS MADE ON THE DOTD MAIN HEADQUARTERS BUILDING ELEVATORS BY SCHINDLER ELEVATOR WITHIN THE PAST TWELVE (12) MONTHS AND THEREFORE CONTRACTOR ASSUMES THE LIABILITY FOR OPERATION OF THE GOVERNOR AND SAFETY DEVICES OF THESE ELEVATORS AND THROUGHOUT THE TERM OF THIS CONTRACT. 
  
     THIS CONTRACT DOES INCLUDE TWENTY-FOUR (24) HOUR EMERGENCY CALL-BACK SERVICE.

     CONTRACTOR SHALL NOT BE LIABLE FOR LOSS OR DAMAGE RESULTING FROM STRIKES, LOCKOUTS, FIRES, EXPLOSION, THEFT, FLOODS, RIOTS, WAR, MALICIOUS MISCHIEF, STORMS, ACTS OF GOD OR OTHER SIMILAR OR DISSIMILAR CASES BEYOND ITS CONTROL   CONTRACTOR ASSUMES NO LIABILITY FOR ACCIDENTS TO PERSONS OR PROPERTY EXCEPT THOSE DIRECTLY DUE TO THE NEGLIGENT ACTS OR OMISSIONS OF CONTRACTOR OR HIS EMPLOYEES.


THROUGHOUT THE TERM OF THIS CONTRACT, CONTRACTOR SHALL AT ITS COST
MAINTAIN INSURANCE AND PROVIDE THE OWNER WITH CURRENT CERTIFICATES OF INSURANCE FOR LIMITS OF LIABILITY AS FOLLOWS:

A) WORKMAN'S COMPENSATION AND EMPLOYER'S LIABILITY - EQUAL TO OR IN EXCESS OF
       LIMITS OF WORKMAN'S COMPENSATION LAWS IN THE STATE OF LOUISIANA.

B) COMPREHENSIVE LIABILITY - FOR NOT LESS THAN $1 MILLION PER OCCURRENCE,
       INCLUDING BODILY INJURY, LIABILITY, PROPERTY DAMAGE LIABILITY.  AUTOMOBILE
       PUBLIC LIABILITY INSURANCE IN AN AMOUNT NOT LESS THAN COMBINED SINGLE
       LIMITS OF $500,000 PER OCCURENCE FOR BODILY INJURY/PROPERTY DAMAGE.

     OWNER AGREES THAT IT WILL NOT PERMIT OTHERS TO MAKE ALTERATIONS, ADDITIONS, REPAIRS, REPLACEMENTS OR ADJUSTMENTS TO THE EQUIPMENT SUBJECT TO THIS CONTRACT, UNLESS CONTRACTOR IS NOTIFIED BY OWNER, PRIOR TO COMMENCEMENT.  IT IS UNDERSTOOD THAT CONTRACTOR SHALL NOT ASSUME POSSESSION OR MANAGEMENT OF ANY PART OF THE EQUIPMENT.  (THE INTENT IS TO HAVE THE CONTRACTOR AWARDED THE BID PERFORM THE WORK, HOWEVER, IN THE EVENT THAT EQUIPMENT HAS SEEMINGLY INSOLVABLE PROBLEM, THE DEPARTMENT AT IT'S EXPENSE, RESERVES THE RIGHT TO HAVE OTHER COMPETENT CONTRACTOR(S) EXAMINE AND MAKE REPAIRS.)  IN SUCH CASE THE SERVICE SHALL BE TERMINATED FOR THAT PERIOD OF TIME.

MAINTENANCE AND REPLACEMENT PARTS

     THE FOLLOWING TESTS AND PARTS LISTS ARE SUBJECT TO CHECK BY THE DIVISION OF ADMINISTRATION - STATE PROCUREMENT, OR THEIR DESIGNATED REPRESENTATIVE.  IF PARTS ARE NOT AVAILABLE IN TYPE AND NUMBER ON EACH UNIT OF VERTICAL TRANSPORTATION COVERED BY THESE SPECIFICATIONS, THEN THE CONTRACTOR MUST DOCUMENT THAT THESE PARTS ARE ON ORDER AND WHEN THEY WILL BE PLACED ON THE JOB AND IN THE WAREHOUSE.  MAXIMUM DELIVERY TIME FOR PARTS TO BE ON THE JOBSITE IS TWO (2) WEEKS.

     THE MAINTENANCE CONTRACTOR SHALL HAVE AVAILABLE ON REQUEST:

1. COMPLETE AS BUILT AND UP TO DATE WIRING DIAGRAMS.  (ALL DIAGRAMS WILL BE 
       ORDERED BY THE OWNER AT THE EXPENSE OF THE ELEVATOR CONTRACTOR ONLY).
       THE COST SHALL NOT EXCEED $200.00 FOR THE FIRST PAGE AND $25.00 FOR EACH
       ADDITIONAL PAGE.  THE TOTAL COST CANNOT EXCEED $500.00 PER SET.  THE 
       DIAGRAMS MUST BE DELIVERED WITHIN 2 WEEKS UNLESS AN EXTENSION IS GRANTED
            BY THE DEPARTMENT.  (THIS ONLY APPLIES TO ELEVATORS IN WHICH DIAGRAMS ARE
            NOT IN THE OWNER'S POSSESSION.)

     2.  COMPLETE PARTS LEAFLETS.

     3.  ENGINEERING DATA FOR ALL LOAD REACTIONS AND SAFETY DEVICES.

     4.  PARTS AND PART NUMBERS OF STOCK LISTED UNDER MAINTENANCE REPLACEMENTS
          PARTS TO BE STOCKED AT THE JOBSITE.  STEEL PARTS CABINET, WIRING DIAGRAMS
          AND MAINTENANCE REPLACEMENT PARTS TO BE WAREHOUSED IN THE ELEVATOR	
          MACHINE ROOM.

     5.  WHEN MICROPROCESSOR CONTROL IS UTILIZED, THE DIAGNOSTIC TOOLS SHALL BE
          MAINTAINED ON THE JOB SITE.  THE TOOLS SHALL BE LISTED UNDER VERIFICATION OF
          QUALIFICATIONS FOR THE TYPE EQUIPMENT APPLICABLE TO THIS REQUIREMENT.  UP
          TO DATE AND AS BUILT WIRING DIAGRAMS AND SOFTWARE ARE TO BE KEPT ON THE
          JOBSITE.  DIAGNOSTIC TOOLS WILL BE THE PROPERTY OF THE CONTRACTOR AS WILL
          THE MAINTENANCE AND REPAIR OF SUCH DIAGNOSTIC TOOLS.

     6.  WHEN THE STATE OWNS THE DIAGNOSTIC TOOL, THE ELEVATOR CONTRACTOR SHALL
          MAINTAIN THE DIAGNOSTIC TOOL AS PART OF THE FULL MAINTENANCE CONTRACT.  THE
          CONTRACTOR SHALL BE RESPONSIBLE FOR PARTS, ADJUSTMENTS, CALIBRATION,
          LABOR, AND REPAIRS TO THE DIAGNOSTIC TOOL.

PERIODIC TESTS REQUIRED:

     ALL TESTS REQUIRED BY CURRENT ASME A17.1 MUST BE MADE IN THE WEEK OF THE DATE ON WHICH THE TEST IS DUE AND SHALL BE DOCUMENTED IN WRITING TO DOTD MAIN HEADQUARTERS BUILDING.  IF THIS DOCUMENTATION IS NOT RECEIVED WITHIN FOUR MONTHS AFTER EFFECTIVE DATE OF CONTRACT, MONTHLY PAYMENT FOR MAINTENANCE SHALL BE WITHHELD UNTIL THIS REPORT IS RECEIVED.

COST CONTROL:

     SINCE ELEVATOR SHUT-DOWNS INCREASE THE COST OF MANPOWER AND SLOW DOWN THE PERFORMANCE OF THEIR RESPONSIBILITIES, THE TESTS SHALL BE SCHEDULED BY LETTER.

A. EXAMINE PERIODICALLY ALL SAFETY DEVICES AND GOVERNORS AND CONDUCT
       ANNUALLY A NO-LOAD TEST, AND EVERY FIVE (5) YEARS PERFORM A FULL-LOAD,
       FULL-SPEED TEST OF SAFETY MECHANISMS, OVERHEAD SPEED GOVERNORS, CAR AND COUNTERWEIGHT BUFFER.  IF THE TESTS ARE DUE, SUCH TESTS WILL BE PERFORMED AT THE INCEPTION OF THIS CONTRACT AND THEREAFTER WITHIN ONE WEEK OF THESE DATES.  CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ELEVATOR EQUIPMENT DAMAGES CAUSED DURING THE PERFORMANCE OF ANY TESTS.  THE CAR
      BALANCE WILL BE CHECKED AND THE GOVERNOR TESTED AND, IF REQUIRED, THE GOVERNOR WILL BE ADJUSTED FOR PROPER TRIPPING SPEED AND SEALED.  REPORTS SHALL BE SUBMITTED TO DMA-GILLIS LONG FACILITY, THE YOUTH CHALLENGE PROGRAM BUILDING WITHIN THIRTY (30) DAYS OF THE DATE THE TEST WAS MADE.  THE REPORT SHALL INCLUDE: MACHINE NUMBER,  MANUFACTURER, TYPE GOVERNOR, CONDITION, TRIPPING SPEED, TYPE SAFETY, SAFETY ROPE PULL OUT, CAR SLIDE, PULL THROUGH FORCE OF GOVERNOR, THEN THE GOVERNOR SETTING SHALL BE SEALED AND TAGGED WITH DATE OF TEST AND NAME OF THE MECHANIC PERFORMING TEST.  ALL TESTS WILL BE PERFORMED IN ACCORDANCE WITH THE CURRENT A.N.S.I. A17.1.  ALL 5 YEAR FULL LOAD TESTS MUST BE WITNESSED BY THE STATE INSPECTION SERVICE CONTRACTOR.

B.  WHEN NECESSARY RENEW GUIDE ROLLERS AS REQUIRED TO INSURE A QUIET
      OPERATION.

 C.  MAINTAIN IN EACH BUILDING, AT ALL TIMES FOR IMMEDIATE DELIVERY
      AND INSTALLATION, A SUFFICIENT SUPPLY OF EMERGENCY PARTS FOR
      REPAIR OF EACH ELEVATOR.  THIS INVENTORY SHALL INCLUDE AS A
      MINIMUM, THE FOLLOWING FOR EACH SIZE AND TYPE USED.  MATERIALS
      OR PARTS TO BE USED ARE TO BE GENUINE ORIGINAL MANUFACTURER'S
      RENEWAL PARTS OR EQUAL TO THOSE FURNISHED WITH THE ORIGINAL
      INSTALLATION.  CONTRACTOR SHALL MAINTAIN AN UP TO DATE INVENTORY
      OF ALL SPARE PARTS BY PART NUMBER IN STEEL CABINETS ON THE
      JOBSITE.  THE FOLLOWING ARE THE LIST OF PARTS TO BE STORED ON
      SITE FOR EACH TYPE OF ELEVATOR COVERED BY THESE SPECIFICATIONS:

1. COILS; MINIMUM OF ONE (1) FOR EACH TYPE RELAY CONTRACTOR 
       USED.
     2.   CONTACTS; MINIMUM OF THREE (3) FOR EACH TYPE USED.
     3.   CONDUCTOR; A SUPPLY FOR EACH TYPE USED.
     4.   MOTOR BRUSHES; MINIMUM OF ONE SET FOR EACH TYPE USED.
     5.   SUPPLY OF LUBRICANTS FOR EACH REQUIREMENT.
     6.  SUPPLY OF FUSES.
     7.  INTERLOCK ROLLERS AND CONTACTS; MINIMUM OF TWO (2) EACH.
     8.  CAR AND HOISTWAY DOOR HANGER ROLLERS; MINIMUM OF TWO (2)
          EACH TYPE.
     9.  CAR AND HOISTWAY DOOR GIBS; MINIMUM OF ONE (1) SET EACH
            TYPE.
10.  CAR AND HOISTWAY DOOR CLOSER PARTS (SPRINGS, SPIRATORS, ETC.)
     11. DOOR OPERATOR BELTS, CHAINS AND BRUSHES; MINIMUM OF ONE (1)
           SET EACH TYPE.
  12. DOOR OPERATOR DRIVE BLOCK, CLUTCH ROLLERS, AND FINGERS;
        MINIMUM OF ONE (1) SET EACH TYPE.
  13. PHOTO ELECTRIC TUBE, MINIMUM OF ONE (1) EACH TYPE.
  14. LANDING SWITCH EQUIPMENT AND MAGNETIC INDUCTOR; MINIMUM OF
         ONE (1) EACH TYPE.  TO INCLUDE MICROPROCESSOR BOARDS.
  15. SOLID STATE TIMERS AND PRINTED CIRCUIT REGULATOR BOARD,
         MINIMUM OF ONE (1) EACH TYPE.
  16. SAF-T-EDGE PIVOT ARM ASSEMBLY AND SWITCH; MINIMUM OF ONE (1)
         EACH TYPE.
  17. SIGNAL FIXTURE LAMPS; MINIMUM OF FIVE (5) EACH TYPE.
  18. SELECTOR CAMS AND CONTACT ASSEMBLY; MINIMUM OF ONE (1)
        EACH TYPE.
  19. BRAKE CONTACT; MINIMUM OF ONE (1) OF EACH TYPE.
  20. NORMAL RENEWAL PARTS PECULIAR TO EQUIPMENT COVERED BY THIS
        SPECIFICATION.
  21. *SUPPLY OF SELECTOR TAPES TO HANDLE HIGHEST RISE.
  22.  ROLLER GUIDES AND GIBBS FOR CAR AND COUNTERWEIGHT.
  23. *POWER SUPPLIES AND PRE-AMPLIFIER FOR ELECTRONIC PROXIMITY
         DEVICE.
  24. *CAR AND HOISTWAY DOOR SHIELDS.
  25. *CAR DOOR ELECTRIC EYE PHOTO CELL REPLACEMENT UNITS.
  26.  COMPLETE CAR DOOR SAFETY EDGE (MECHANICAL).
  27. *TRANSFORMERS AND RECTIFIERS FOR ALL CONTROLLER POWER
          SUPPLIES.
  28. *DOOR OPERATOR MOTORS FOR EACH TYPE USED.
       29. *DOOR OPERATOR GEAR REDUCTION UNITS FOR EACH TYPE USED.
       30. CONTROLLER AND SELECTOR COILS FOR EACH TYPE USED.
       31. COMPONENT PARTS, INCLUDING CONTACTS, FOR EACH TYPE SWITCH.
       32. CAR AND HALL BUTTONS, INCLUDING ELECTRONIC, WITH CONTACTS
              FOR EACH TYPE USED.
      33. *HATCH SWITCH CAMS SUPPORTS TO HANDLE HIGHEST RISE.
      34. REPLACEMENT RELAY FOR EACH TYPE USED.
      35. *SELECTOR DRIVE MOTOR.
      36. *GEARED MACHINE BRAKE SHOE AND LINING ASSEMBLY; MINIMUM OF
            ONE (1) SET FOR EACH TYPE.
      37. HYDRAULIC JACK PACKING, OR SEALS, GASKET, WIPER RING;
            MINIMUM OF ONE (1) FOR EACH TYPE USED.
      38. *DASH POT AND THERMAL OVERLOADS; MINIMUM OF ONE (1) EACH TYPE.
      39. *HYDRAULIC VALVE PARTS, GASKETS, "O" RINGS AND HOSES; MINIMUM
            OF ONE (1) FOR EACH TYPE USED. VALVE INCLUDES RELIEF, PILOT,
            LOWERING, UP AND CHECK VALVE, OR ANY OF THE PARTS THEREOF.
     40. *BEARINGS FOR EACH TYPE USED.
     41. *TRANSFORMERS AND RECTIFIERS FOR ALL CONTROLLER POWER
           SUPPLIES.
     42. *HYDRAULIC FLUID (1 10 GALLONS) AS PER ORGINAL EQUIPMENT
           MANUFACTURER'S LUBRICATION SPECIFICATIONS.
           THE PARTS THEREOF.
     43. MICROPROCESSOR DIAGNOSTIC TOOL (IF MICROPROCESSOR
           CONTROLLED)

*THESE PARTS MAY BE WAREHOUSED AT LOCATION NEAR JOBSITE.
     
     FOLLOWING REPLACEMENT PARTS ARE TO BE AVAILABLE AND READY FOR IMMEDIATE DELIVERY TO THE BUILDING WITHIN TWENTY-FOUR (24) HOURS:  SEVEN DAYS WILL BE ALLOWED TO COMPLETE REPAIRS.

     1.  ROTATING ELEMENTS FOR EACH TYPE AND SIZE USED.
     2.  STATORS FOR EACH TYPE USED.
     3.  BRAKE COILS FOR EACH TYPE AND SIZE USED.
     4.  ONE COMPLETE SET OF STEP CHAINS.
     5.  ONE COMPLETE SET OF ESCALATOR TRACKS.
     6.  ONE SOLID STATE POWER CONVERTER.

     WHERE ANY OF THE PARTS LISTED ARE NOT REQUIRED, THESE MAY BE DELETED.  THE CONTRACTOR HEREBY AGREES TO ALLOW THE FACILITY'S AUTHORIZED PERSON TO VISIT THE CONTRACTOR'S PARTS STORAGE FACILITIES BEFORE THE EFFECTIVE DATE OF THIS CONTRACT SO AS TO MAKE CERTAIN THAT THE INVENTORY IS COMPLETE AND IN COMPLIANCE WITH THE TERMS SET FORTH.

D.  KEEP THE EXTERIOR OF THE MACHINERY AND OTHER PARTS OF THE EQUIPMENT SUBJECT TO RUST, PROPERLY PAINTED AND PRESENTABLE AT ALL TIMES.  THE MOTOR WINDINGS AND CONTROLLER COILS ARE TO BE PERIODICALLY TREATED WITH PROPER INSULATING COMPOUND.

E.  ONLY USE LUBRICANT FURNISHED BY THE MANUFACTURER OF THE EQUIPMENT OR THOSE AS RECOMMENDED BY THE MANUFACTURER.

F.  MAINTENANCE PARTS TO BE FURNISHED AND INSTALLED OR REPLACED:   
    A.  CONTRACTOR TO WAREHOUSE AND HAVE AVAILABLE AT ALL TIMES FOR IMMEDIATE
    DELIVERY AND INSTALLATION, A SUFFICIENT SUPPLY OF EMERGENCY PARTS FOR REPAIR
    OF EACH ELEVATOR.  THIS INVENTORY SHALL INCLUDE AS A MINIMUM, THE FOLLOWING
    FOR EACH SIZE AND TYPE USED.  MATERIALS OR PARTS TO BE USED ARE TO BE GENUINE
    ORIGINAL MANUFACTURER'S RENEWAL PARTS OR EQUAL TO THOSE FURNISHED WITH THE
    ORIGINAL INSTALLATION.  THE CONTRACTOR SHALL MAINTAIN AN UP-TO-DATE INVENTORY
    OF ALL SPARE PARTS BY PART NUMBER IN THE WAREHOUSE OR IN STEEL CABINETS ON
    THE JOB-SITE.   THE FOLLOWING ARE THE LIST OF PARTS TO BE KEPT IN INVENTORY FOR
    EACH ELEVATOR COVERED BY THESE SPECIFICATIONS:
1.  COILS; MINIMUM OF ONE FOR EACH TYPE RELAY USED.
2.  CONTACTS; MINIMUM OF THREE FOR EACH TYPE USED.
3.  CONDUCTORS; A SUPPLY FOR EACH TYPE USED.
4.  SUPPLY OF LUBRICANTS FOR EACH REQUIREMENT.
5.  MOTOR AND GENERATOR BRUSHES; MINIMUM OF TWO SETS FOR EACH TYPE
     USED.
6.  SUPPLY OF EACH TYPE FUSES.
7.  INTERLOCK ROLLERS AND CONTACTS; MINIMUM OF TWO OF EACH TYPE.
8.  CAR AND HOISTWAY DOOR HANGER ROLLERS; MINIMUM OF TWO OF EACH
     TYPE.
9.  CAR AND HOISTWAY DOOR GIBBS; MINIMUM OF TWO OF EACH TYPE.
10. CAR AND HOISTWAY DOOR CLOSER PARTS; SPRINGS, SPIRATORS, ETC.
11. DOOR OPERATOR BELTS, CHAINS AND BRUSHES; MINIMUM OF ONE SET EACH TYPE.
12. DOOR OPERATOR DRIVE BLOCK, CLUTCH ROLLERS, MICRO-SWITCHES,
      FINGERS ETC; MINIMUM ONE OF EACH TYPE.
13. LANDING SWITCHES AND MAGNETIC INDUCTOR; MINIMUM OF ONE EACH TYPE.
14. SOLID STATE TIMERS AND PRINTED CIRCUIT REGULATOR BOARDS; MINIMUM
      ONE EACH TYPE.
15. MICROPROCESSOR AND CONTROL BOARDS WHERE REQUIRED; MINIMUM ONE
      EACH TYPE.
16. RETRACTABLE SAFETY ARM PIVOT ASSEMBLY AND SWITCH; MINIMUM OF
      ONE EACH TYPE.
17. SIGNAL FIXTURE LAMPS AND INDICATORS; MINIMUM OF FIVE EACH TYPE.
18. NORMAL RENEWAL PARTS PECULIAR TO EQUIPMENT COVERED BY THIS
      SPECIFICATION.
19. COMPLETE CAR DOOR SAFETY EDGE. (MECHANICAL)
20. ROLLER GUIDES FOR THE CAR AND COUNTERWEIGHTS: MINIMUM OF ONE
      SET EACH TYPE.
21. TRANSFORMERS AND RECTIFIERS FOR CONTROLLER POWER SUPPLIES;
      MINIMUM OF ONE EACH TYPE.
22. CAR AND HALL BUTTONS WITH CONTACTS FOR EACH TYPE USED; MINIMUM
      OF ONE EACH TYPE.
23. REPLACEMENT RELAY FOR EACH TYPE USED.
24. CAR DOOR ELECTRIC EYE    PHOTO CELL REPLACEMENT UNITS.
25. ELECTRONIC DOOR DETECTOR AND INFRA-RED SENSORS; MINIMUM OF ONE
      SET.
26. POWER SUPPLIES AND PRE-AMPLIFIERS; MINIMUM OF ONE EACH TYPE.
27. SELECTOR DRIVE MOTOR FOR EACH TYPE USED.
28. DOOR OPERATOR MOTOR FOR EACH TYPE USED.
29. SUPPLY OF SELECTOR TAPES AND CABLES TO HANDLE HIGHEST RISE.
30. HATCH SWITCH CAMS SUPPORT TO HANDLE HIGHEST RISE.
31. GEARED MACHINE BRAKE SHOE AND LINING ASSEMBLY: MINIMUM OF
      ONE SET FOR EACH TYPE.
32. DASH POT AND THERMAL OVERLOADS; MINIMUM OF ONE EACH TYPE.
33. HYDRAULIC JACK PACKING OR SEAL, GASKET, WIPER RING; MINIMUM
      OF ONE EACH TYPE.
34. THERMAL OVERLOADS; MINIMUM OF ONE EACH TYPE.
35. HYDRAULIC VALVES, PISTONS, SPRINGS, GASKET/O-RING KIT, SOLENOID
      NEEDLE AND SOLENOID COIL.  MINIMUM OF ONE SET EACH TYPE USED.
36. HYDRAULIC VALVE PARTS, GASKETS AND HOSES; INCLUDING RELIEF VALVE,
      LOWERING, UP AND CHECK VALVE OR ANY PARTS THEREOF; MINIMUM ONE SET EACH
      TYPE.
37. HYDRAULIC FLUID; MINIMUM 50 GALLONS AS PER ORIGINAL EQUIPMENT
      MANUFACTURER'S LUBRICATION SPECIFICATIONS.

MAINTENANCE PARTS TO BE FURNISHED AND INSTALLED OR REPLACED:

B. ELEVATOR CONTRACTOR SHALL FURNISH, REPLACE, MAINTAIN, ADJUST, SERVICE AND 
       INSTALL WHEN AND AS NECESSARY, THE FOLLOWING:  MACHINE, MOTORS, PUMPS, 
       PUMP BEARINGS, SHEAVES AND SHEAVE ASSEMBLIES, CONTROLLERS, SELECTOR,
       WORM GEARS, THRUST BEARINGS RADIAL BEARINGS, BRAKE MAGNET, COILS, BRAKE
       SHOES, BRUSHES AND BRUSH HOLDERS, MOTOR & GENERATOR WINDINGS, 
       ROTATING ELEMENTS, COMMUTATORS, COMMUTATIONS, ARMATURES, OVERSPEED
       GOVERNORS, GOVERNOR SHAFTS AND ASSEMBLIES, GOVERNOR JAWS, GEARS,
         BEARINGS, VALVES, PACKING GLANDS, ROTATING ELEMENTS, CONTACTS, COILS,
         GENERATORS, MECHANICAL AND ELECTRICAL DRIVING EQUIPMENT, CONDENSERS,
         CAR AND HOISTWAY WIRING, CONTROLLER WIRING, AUXILARY DOOR CLOSING
         DEVICES, LOAD WEIGHING EQUIPMENT ANDDEVICES, CAR AND COUNTERWEIGHT
         FRAMES, CAR SAFETY MECHANISM, BUFFERS, PLATFORM RESISTORS FOR 
         OPERATING AND MOTOR CIRCUITS, MACHINE ROOM LIGHTING, CAR LIGHTING AND
         TRANSFORMERS, CAR TOP LIGHTING, PIT LIGHTING, CAR VENTILATION FAN AND FAN
         MOTOR, CAR EMERGENCY LIGHTING, FIREFIGHTERS SERVICE PHASE I & II,
         DISPATCHING SYSTEMS, HALL LANTERNS, CAR TRAVEL LANTERNS, STARTERS,
         INDICATORS AND CONTROL PANELS, RELAY PANELS, ALL RELAYS, ELECTRICAL
         CONTACTS AND COILS, CONTROL AND ISOLATION TRANSFORMERS, RECTIFIERS,
         SHUNTS, WIRING HARNESS, LEVELING DEVICES, SLOW DOWN DEVICES, OPERATING
         DEVICES, SWITCHES ON THE CAR AND IN THE HOISTWAY, DOOR RE-OPENING
         DEVICES, TOP AND BOTTOM LIMIT SWITCHES, PUSH BUTTONS, ANNUNCIATORS,
         ELEVATOR SIGNAL AND ACCESSORY SYSTEM CIRCUITRY, LEVELING VANES, JACK
         SEALS, SCAVENGER PUMPS, VALVE BODY SOLENOIDS, HOSES, BELTS, ALL FUSES, 
         TERMINALS, AND CONNECTIONS, ALL CAR TOP OPERATING DEVICES, HANDICAP
         SIGNALS, MOTOR COUPLINGS, ISOLATION PADS, RELAY LEADS AND WIRING
         CONNECTORS, OVERLOAD DEVICES, CORRIDOR POSITION INDICATORS AND CAR
         POSITION INDICATORS, SIGNAL CHIMES, ALARM BELL, SIGNAL LAMPS AND
         INDICATORS, HOISTWAY PUSHBUTTONS AND INDICATORS, TIMERS, HOISTWAY LIMIT
         SWITCHES, COMPUTER DEVICES, SWITCH AND SWITCH ASSEMBLIES, ELECTRONIC
         CIRCUIT BOARDS AND DISCREET SOLID STATE COMPONENTS, MONITORING 
         TACHOMETERS, TWO WAY COMMUNICATION DEVICES, DOOR OPERATOR MOTORS,
         DOOR SAFETY EDGES, INFRA-RED SENSORS, HOIST CABLES AND GOVERNOR ROPES,
         CABLE SHACKLES, SELECTOR CABLES AND TAPES, TRAVEL CABLES, COMPENSATION
         CABLES, CAR AND COUNTERWEIGHT GUIDE RAILS AND BRACKETS, EQUIPMENT 
         GUARDS AND COVERS, ALL SHEAVES AND BEARINGS, MAGNET FRAMES, LEVELING
         DEVICES, AND SENSORS, CAMS, CAR AND HOISTWAY DOOR HANGERS, DOOR TRACKS
         AND GUIDES, DOOR ECCENTRICS, CAR AND HOISTWAY DOOR GIBS, DOOR CLOSURES, 
         CAR DOOR AND HOISTWAY DOOR OPERATING DEVICES, INTERLOCKS AND ELECTRIC
         CONTACTS, CAR AND COUNTERWEIGHT ROLLER GUIDES AND SLIDE GUIDE 
         ASSEMBLIES.  THE CONTRACTOR SHALL FURNISH SHAFT AND CAR LIGHT FIXTURES.
         THE CONTRACTOR SHALL FURNISH AND REPLACE SIGNAL SYSTEM LAMPS.
         RE-LAMPING OF LIGHT AND SIGNAL FIXTURES SHALL BE DONE AT LEAST ONCE PER 
         MONTH, BUT MORE OFTEN IF REQUIRED.

  G.   THE CONTRACTOR SHALL ALSO EXAMINE, ADJUST, REPAIR AND/OR REPLACE THE 
         FOLLOWING NECESSARY EQUIPMENT; 2-WAY COMMUNICATION DEVICES, EXHAUST
         FANS, CABLIGHTS, ALL PARTS FOR HALL LANTERNS, STARTERS INDICATOR, FIREMEN
         SERVICE, HANDICAP SIGNALS AND CONTROL PANELS INSTALLED AND CONNECTED INTO
         THE OPERATING SYSTEM BY THE ELEVATOR CONTRACTOR.

  H.  ANNUAL CLEANING:  ALL STEPS, WELLWAYS, HOISTWAYS, CARS AND WEIGHTS SHALL BE
       CLEANED ONCE A YEAR AND DOCUMENTED IN WRITING, LISTING THE DATE EACH UNIT
        WAS CLEANED.

I. CHECK CHARTS:  CHECK CHARTS SHALL BE PLACED IN EACH MACHINE ROOM (AND MUST BE KEPT CURRENT).  THE DATE EACH ITEM IS CHECKED MUST BE ENTERED IN THE BLOCK (NOT A CHECK MARK).

  J.  THE EQUIPMENT ROOM SHOULD BE CLEAN AND FREE OF DEBRIS.  CONTROL CABINET 
       DOORS ARE TO BE CLOSED WHEN NOT IN USE.  


NOTARIZATION: THE SUCCESSFUL VENDOR WILL BE REQUIRED TO HAVE THIS FORM NOTARIZED.



ENGINEERING RESPONSIBILITY

WE WILL USE THE FOLLOWING LICENSED REGISTERED PROFESSIONAL ELECTRICAL ENGINEER OR PRIVATE CONSULTING GROUP AND/OR FIRM WITH A LICENSED REGISTERED PROFESSIONAL ELECTRICAL ENGINEER ON STAFF WHICH MEETS THE CRITERIA OUTLINED IN THE SPECIFICATIONS.  THIS ELECTRICAL ENGINEER WILL BE REQUIRED TO HAVE HIS ENGINEER'S SEAL ON ALL APPROVED WIRING, SCHEMATIC AND/OR DESIGN CHANGES.


 NAME OF ENGINEERING GROUP AND/OR FIRM______________________________________

 ADDRESS ______________________________________________________________________
 
CITY OF __________________________________ STATE OF ____________________________

 SIGNATURE _____________________________________________________________________
              	 LICENSED PROFESSIONAL ELECTRICAL ENGINEER

 TITLE ______________________________

 REGISTRATION NUMBER: ___________

__________________________ NOTARY

 SUBSCRIBED AND SWORN TO, THIS __________ DAY OF ___________________ 20____.

THE CONTRACTOR'S ENGINEERING DEPARTMENT MAY MAKE APPLICATION WITH THE 
LOUISIANA STATE BOARD OF PROFESSIONAL ENGINEERS, 10500 COURSEY BLVD., SUITE 107, BATON ROUGE, LA 70816-4045.  THE DEPARTMENT UNDERSTANDS THERE WILL BE A WAITING PERIOD OF APPROXIMATELY 60 DAYS TO PROCESS THIS APPLICATION.


AFFIDAVIT OF QUALIFICATIONS

IN KEEPING WITH THE SPECIFICATIONS, THE VENDOR SHALL DEMONSTRATE THAT HE HAS SUCCESSFULLY MAINTAINED FOR A PERIOD OF TWELVE (12) MONTHS WITHIN THE PAST FIVE (5) YEARS THE FOLLOWING ELEVATOR PLANTS OF THE SAME TYPE AND CONTROL TO THOSE ELEVATORS SPECIFIED IN THIS BID.  IN LIEU OF THE ABOVE, IN COMPLYING WITH THE SPECIFICATIONS, THE VENDOR MAY SUBMIT A LIST OF FULL TIME JOURNEYMAN MECHANICS WHO HAVE SUCCESSFULLY MAINTAINED ELEVATOR PLANTS OF THE SAME TYPE AND CONTROL TO THOSE ELEVATORS SPECIFIED IN THIS BID TOGETHER WITH A LIST OF THE PLANTS, THE NUMBER OF ELEVATORS, THE ADDRESS OF THE ELEVATOR PLANTS AND THE NAME AND TELEPHONE NUMBER OF A CONTACT PERSON AT THE LOCATION OF THE ELEVATORS IN QUESTION.  THIS INFORMATION SHOULD BE SUBMITTED WITH THE BID.  HOWEVER, IF NOT, THE DEPARTMENT RESERVES THE RIGHT TO REQUEST THIS INFORMATION FROM THE BIDDER(S).  IF REQUESTED, THE CONTRACTOR WILL HAVE FIVE (5) DAYS TO PROVIDE THIS INFORMATION TO THE DEPARTMENT.  FAILURE TO COMPLY WILL BE CAUSE TO REJECT THE BID.


BUILDING NAME                      					ADDRESS

1. ________________________________________________________________________________

2. ________________________________________________________________________________

3. ________________________________________________________________________________

4. ________________________________________________________________________________

5. ________________________________________________________________________________

 6. _______________________________________________________________________________

 WE ALSO HAVE AND OWN THE FOLLOWING TOOLS AND WRITTEN PROCEDURE DESIGNED SPECIFICALLY FOR PROGRAMMING AND ADJUSTING THESE ELEVATORS.  LIST THE TOOLS AND ALSO THE TYPE OF MICROPROCESSOR APPLICABLE TO THIS EQUIPMENT.

1. ______________________________________________________________________________

2. ______________________________________________________________________________

3. ______________________________________________________________________________

4. ______________________________________________________________________________

                            			 DATE_________________________________

                             			SIGNED_______________________________

                             			BY____________________________________
                             			
					TITLE_________________________________

SUCCESSFUL BIDDER WILL BE REQUIRED TO HAVE THIS FORM NOTARIZED.

NON-COLLUSION AFFIDAVIT

STATE OF ________________

PARISH OF________________

__________________________, BEING FIRST DULY SWORN, DEPOSES AND SAYS THAT:

     (1) HE IS (OWNER) (PARTNER) (OFFICE) (REPRESENTATIVE) OR (AGENT), OF ____________________, THE BIDDER THAT HAS SUBMITTED THE ATTACHED BID:

     (2) SUCH BID IS GENUINE AND IS NOT A COLLUSIVE OR SHAM BID:

     (3) NEITHER THE SAID BIDDER NOR ANY OF ITS OFFICERS, PARTNERS, OWNERS, AGENTS, REPRESENTATIVES, EMPLOYEES OR PARTIES OF INTEREST, INCLUDING THIS AFFIDAVIT, HAS IN ANY WAY COLLUDED, CONSPIRED, CONNIVED OR AGREED, DIRECTLY OR INDIRECTLY WITH ANY OTHER BIDDER, FIRM OR PERSON TO SUBMIT A COLLUSIVE OR SHAM BID IN CONNECTION WITH THE CONTRACT FOR THE ATTACHED BID OR TO REFRAIN FROM BIDDING IN CONNECTION WITH SUCH CONTRACT, OR HAS IN ANY MANNER, DIRECTLY OR INDIRECTLY SOUGHT BY AGREEMENT OR COLLUSION OR COMMUNICATION OR CONFERENCE WITH ANY OTHER BIDDER, TO FIX ANY OVERHEAD, PROFIT OR COST ELEMENT OF THE BID PRICE OR BID PRICE OF ANY BIDDER, OR TO SECURE THROUGH ANY ADVANTAGE BY USING CONTACTS
THROUGH THE DOTD MAIN HEADQUARTERS BUILDING OR ANY PERSON INTERESTED IN THE PROPOSED CONTRACT.

      (4) THE PRICE OR PRICES QUOTED IN THE ATTACHED BID ARE FAIR AND PROPER AND ARE NOT TAINTED BY COLLUSION, CONSPIRACY, CONNIVANCE OR UNLAWFUL AGREEMENT ON THE PART OF THE BIDDER OR ANY OF IT'S AGENTS, REPRESENTATIVES, OWNERS, EMPLOYEES, OR PARTIES OF INTEREST, INCLUDING THIS AFFIDAVIT.


                                                                         ________________________________ NOTARY

SUBSCRIBED AND SWORN TO, THIS  _______ DAY OF _________________ 20_______.


CLARIFICATIONS


MAINTENANCE:

THE MAINTENANCE OF VERTICAL TRANSPORTATION COVERED BY THIS CONTRACTUAL AGREEMENT SHALL INCLUDE ALL PARTS, INCLUDING REPLACEMENTS THAT HAVE BEEN MODIFIED OR UPDATED, ALL LABOR AND THE PERFORMANCE OF ALL TESTS, ALONG WITH THE FREQUENCY OF EXAMINATIONS AS REQUIRED HEREIN BY THESE SPECIFICATIONS UNLESS SPECIFICALLY EXCLUDED.

B.  CALL BACKS WILL *NOT* INCLUDE MAINTENANCE OF CAR LIGHTS AND EXHAUST FANS.  THESE ITEMS WILL BE MAINTAINED DURING REGULAR VISITS.

EXCLUSIONS:
     1.  HOISTWAY ENTRANCE FRAMES AND DOOR PANELS.
     2.  CAR ENCLOSURE.
     3.  FINISHES.
     4.  FLOOR COVERING.
     5.  UNDERGROUND HYDRAULIC CASING OR BURIED PIPES.
     6.  ESCALATOR PANELS, DECKS, TRIM AND SKIRTS UNLESS DAMAGE IS CAUSED BY
          MISALIGNMENT OF STEPS.
     7.  SMOKE DETECTORS, EMERGENCY POWER SWITCHES AND OTHER NON-ELEVATOR 
          CONTROLS.  (ALL EQUIPMENT INCLUDED IN THE ELEVATOR HOISTWAY AND MACHINE 
          ROOM RELATED TO THE OPERATION OR FUNCTION OF EMERGENCY POWER AND
          FIREMEN'S SERVICE, PHASE I AND PHASE II, SHALL BE PART OF THE ELEVATOR
          CONTRACT.  THE POINT AT WHICH THESE DEVICES ARE ATTACHED TO THE
          CONTROLLER SHALL BE THE DIVIDING LINE BETWEEN THE ELEVATOR
          CONTRACTOR'S RESPONSIBILITY AND OTHER CONTRACTORS).

OR EQUAL:
OR EQUAL, SHALL BE MEASURED AS IDENTICAL REPLACEMENT OF PART OR COMPONENT INSTALLED BY THE MANUFACTURER OR A PART OR COMPONENT PROVEN SUPERIOR.  IN NO CASE SHALL A PART OR COMPONENT WITH SMALLER PARTS OR HORSEPOWER BE CONSIDERED EQUAL OR WILL A PART THAT REQUIRES ANY MODIFICATION TO EXISTING EQUIPMENT BE ACCEPTABLE UNLESS THE PART IS A MODIFICATION RECOMMENDED BY THE ENGINEERING DEPARTMENT OF THE ORIGINAL MANUFACTURER.

 VANDALISM:
 MISUSE OF THE TERM VANDALISM WILL NOT BE ACCEPTED AS EXTRA COST TO THE OWNER.
 VANDALISM SHALL BE DEFINED AS THE INTENT TO DESTROY.  CONTRACTOR SHALL
 IMMEDIATELY NOTIFY BUILDING OWNER OF ANY MISUSE, ABUSE OR ACCIDENTAL DAMAGE
 AND DOCUMENT INCIDENT BEFORE OWNER ACCEPTS AS EXTRA COST.  CONTRACTORS WILL
 NOT BE RESPONSIBLE FOR MISUSE, ABUSE OR ACCIDENTAL DAMAGE BY OTHERS.

 PERFORMANCE:
 PERFORMANCE SHALL BE MEASURED BY THAT WHICH WAS DESIGNED AND BUILT INTO THE 
 ORIGINAL INSTALLATION.  ELIMINATING THE OPERATIONS OR SHUNTING ANY CIRCUITS
 WITHOUT WRITTEN PERMISSION SHALL GIVE THE OWNER THE RIGHT TO TERMINATE THE
 CONTRACT.

NON-PERFORMANCE:
1. IF ANY VERTICAL TRANSPORTATION IS OUT OF SERVICE FOR MORE THAN SEVEN (7)
       DAYS, (WITHOUT PERMISSION IN ADVANCE).
2. IF A CALL IS NOT ANSWERED IN LESS THAN TWO HOURS FOR NORMAL CALL-OUTS AND
      1/2 HOUR (30 MINUTES) FOR ENTRAPMENTS.
3. ANY FAILURE TO PERFORM REGULAR INSPECTIONS WITHIN TWO (2) DAYS OF
      SCHEDULE OR FALSIFYING RECORDS.
     4.   FAILURE TO CORRECT PROBLEMS ON THE THIRD CALL-BACK.
     5.   FAILURE TO FOLLOW AND DOCUMENT MAINTENANCE PROCEDURES AND 
           FREQUENCIES WITH THE OWNER EACH TRIP.
     6.   NON-COMPLIANCE WITH MINIMUM PERFORMANCE STANDARDS.  FAILURE TO MEET THE
           PRECEDING REQUIREMENTS SHALL GIVE THE OWNER THE RIGHT TO SUSPEND 
           PAYMENTS FOR THAT PERIOD OF TIME AT REGULAR MONTHLY BILLING RATES OR
           TERMINATE THE CONTRACT.
     7.   FAILURE TO SUBMIT MONTHLY "CALL TICKETS", MAINTENANCE RECORDS AND TEST
           REPORTS TO THE DOTD MAIN HEADQUARTERS BUILDING.

          THE OWNER RESERVES THE RIGHT TO HAVE A CONSULTANT CHECK AND MAKE A 
          REPORT ON CONDITIONS AS HE FINDS THEM.  IF SUCH CONDITIONS ARE NOT
          CORRECTED BY THE NEXT REPORT, OR THE ELEVATOR CONTRACTOR CAN NOT
          FURNISH A VALID REASON FOR THE DELAY, THE OWNER RESERVES THE RIGHT TO 
          EMPLOY ANOTHER ELEVATOR CONTRACTOR TO COMPLETE THE WORK.  THE
          ACCUMULATED COSTS OF SUCH EXPENDITURE WILL BE BILLED TO THE CONTRACTOR
          AS A CONTRACTURAL OBLIGATION.

          CALLBACKS:

          WHERE OVERTIME CALLBACKS ARE INCLUDED IN THE MAINTENANCE CONTRACT THE
          ELEVATOR CONTRACTOR MAY ANSWER THE CALL WITHOUT OBTAINING
          AUTHORIZATION.

          WHERE OVERTIME CALLBACKS ARE EXCLUDED, THE CONTRACTOR MUST OBTAIN AN 
          AUTHORIZATION FROM ONE OF THE PERSONS LISTED BELOW,
          OTHERWISE THE COST WILL NOT BE APPROVED NOR WILL PAYMENT BE MADE FOR
          UNAUTHORIZED CALLBACKS.

           
         THE FOLLOWING ARE PERSONS WHO MAY APPROVE ANSWERING AN OVERTIME
          CALLBACK.

                    		 1.  NATHAN LEMOINE (225) 379-1127__    _______ 
					
                    		 2.   ALAN MUSE (225) 379-1024________________

                    		 3.  ________________________________________

                    		 4.  ________________________________________

                     		 5.  ________________________________________

                   		 
NUISANCE CALLS:

     A NUISANCE CALL SHALL BE DEFINED AS A CALL WHERE THE ELEVATOR SHUT-DOWN WAS
     CAUSED BY A KNOWN OR UNKNOWN SOURCE, AND IS OUT SIDE OF THE SCOPE OF 
     CONTRACT BUT THE CALL IS ANSWERED BY THE ELEVATOR PERSONNEL NOT KNOWING
     THE CAUSE.  IF TIME AT THE BUILDING IS ONE (1) HOUR OR LESS (TO BE DOCUMENTED BY
     A PERSON AT THE BUILDING), THE COST IS TO BE ABSORBED BY THE CONTRACTOR.
     ANY FRAUDULENT DOCUMENTATION SHALL BE CAUSE FOR CANCELLATION OF THE
     CONTRACT.

FREQUENCY OF REGULAR EXAMINATIONS


IT IS ABSOLUTELY NECESSARY TO LUBRICATE, ADJUST AND CHECK OPERATION F ALL UNITS OF VERTICAL TRANSPORTATION AT REGULAR INTERVALS AND ANYTHING LESS WILL PLACE THE CONTRACTOR IN DEFAULT.  A CALL-BACK MUST BE ENTERED IN THE RECORDS AS JUST WHAT IT IS AND WILL NOT BE LISTED AS AN INSPECTION.  INSPECTIONS WILL BE MADE ON SCHEDULE.  A ROUTE SHEET WILL BE FURNISHED FOR OWNERS RECORD AND FOLLOW-UPS.

ALL INSPECTIONS, CLEANING AND TESTS WILL BE MADE AT INTERVALS AS SPECIFIED IN THE MAINTENANCE PROCEDURES.

INSPECTIONS SHALL BE MADE WITHIN TWO (2) DAYS OF SCHEDULE.

TYPE VERTICAL TRANSPORTATION                     	FREQUENCY

GEARLESS ELEVATORS                           		WEEKLY

GEARED ELEVATORS                                		SEMI-MONTHLY

 HOSPITALS (OVER 400 BEDS)                        		WEEKLY

 HYDRAULIC ELEVATORS                              		SEMI-MONTHLY
 CLEANING OF HOISTWAYS                            		EACH YEAR

CLEANING OF WELLWAYS                             		EACH YEAR

TESTS CURRENT ASME A17.1                         		AS REQUIRED

EACH VISIT TO THE BUILDING MUST BE DOCUMENTED AND SIGNED BY THE BUILDING REPRESENTATIVE.  INVOICES WILL NOT BE PAID UNTIL THE ABOVE INFORMATION IS RECEIVED.  (COPIES OF YOUR RECORDS, WHICH INCLUDE BUILDING REPRESENTATIVE'S
SIGNATURE, WITH INVOICES WILL BE SATISFACTORY)

A REPAIR WHICH RESULTS IN DOWN TIME OR NOT COVERED UNDER THIS CONTRACT MUST BE LISTED AS JUST WHAT IT IS AND MUST BE SCHEDULED WITH THE ABOVE OFFICE BEFORE PROCEEDING.

A CHECK SHEET MUST BE MAINTAINED IN EACH MACHINE ROOM MARKED WITH DATES, NOT CHECK MARKS.

OBSOLETE PARTS MUST BE CERTIFIED BY THE MANUFACTURER AND APPROVED BY THE DEPARTMENT.  IF A PART BECOMES OBSOLETE DURING THE PERIOD OF THE CONTRACT, IT IS THE CONTRACTOR'S RESPONSIBILITY TO REPLACE THE PART AND THE OWNER'S RESPONSIBILITY FOR EXPENSES INCURRED TO PERFORM THE MODIFICATION, I.E. PIPING, ELECTRICAL.

THE CONTRACTOR SHALL (UPON REQUEST) PROVIDE PROOF OF HAVING SUCCESSFULLY MAINTAINED FIVE (5) ELEVATORS OF THE SAME TYPE AND CONTROL FOR A PERIOD OF TWELVE (12) MONTHS WITHIN THE PAST FIVE (5) YEARS.  IN LIEU OF THE ABOVE, THE CONTRACTOR SHALL (UPON REQUEST) SUBMIT A LIST OF FULL TIME JOURNEYMAN MECHANICS WHO HAVE SUCCESSFULLY MAINTAINED FIVE (5) ELEVATORS OF THE SAME TYPE AND CONTROL FOR A PERIOD OF TWELVE (12) MONTHS WITHIN THE PAST FIVE (5) YEARS AS STIPULATED IN THE AFFIDAVIT OF QUALIFICATIONS.  THE CONTRACTOR SHALL HAVE A MINIMUM OF TWO (2) MECHANICS AND ONE (1) HELPER FOR EACH FORTY (40) ELEVATORS, UNDER MAINTENANCE IN THE LOCAL AREA, FOR THE STATE OF LOUISIANA.  RESPONSE TIME SHALL NOT REQUIRE MORE THAN 2 HRS.  TO ARRIVE ON THE SITE.

NORMAL RESPONSE TIME TO BE NO MORE THAN TWO (2) HOURS.  HOWEVER, IN THE EVENT SOMEONE IS TRAPPED IN AN ELEVATOR, RESPONSE TIME SHALL BE NO MORE THAN 30 MINUTES.  FAILURE TO MEET THESE RESPONSE TIMES WILL BE JUST CAUSE FOR CANCELLATION OF THE CONTRACT.

IT IS UNDERSTOOD THAT PARTS REQUIRED TO BE MAINTAINED ON THE PREMISES REMAIN THE PROPERTY AND RESPONSIBILITY OF THE CONTRACTOR.

WHENEVER THESE DOCUMENTS REFER TO THE STATE EMPLOYING OTHERS TO PERFORM INSPECTION SERVICES, THEY WILL BE REQUIRED TO BE A CERTIFIED ASME INSPECTOR.

THE CONTRACTOR SHALL MAINTAIN A WEBSITE WHICH WILL ALLOW ALL RECORDS TO BE REVIEWED AND DOWNLOADED ON A MONTHLY BASIS, BY THE OFFICE OF RISK MANAGEMENT, OWNER AGENCY AND ALL PARTIES REQUIRING INFORMATION CONCERNING STATE OWNED ELEVATORS.  MINIMUM REQUIREMENTS FOR INFORMATION ACCESSIBLE ON WEBSITE SHALL BE THE NAME OF BUILDING, PREVENTATIVE MAINTENANCE SCHEDULE, TYPE OF ELEVATOR, MANUFACTURER, MACHINE TYPE, ROPING, YEAR INSTALLED, CONTRACT SPEED, ACTUAL UP AND DOWN, CAPACITY, SAFETY TYPE, GOVERNOR TYPE, CONTROL TYPE, OPERATION, STOPS, OPENINGS AND A MAINTENANCE LOG SHOWING ALL CALLBACKS, REPAIRS AND ROUTINE MAINTENANCE AND CORRECTIVE MEASURES TAKEN TO ELIMINATE DIFFICULTIES ENCOUNTERED.  THE WEBSITE SHOULD BE SECURED WITH A USER I.D. AND PASSWORD.  VENDOR SHALL TAKE ALL REASONABLE PRECAUTIONS TO MAINTAIN THE SECURITY OF THE SITE. THE CONTRACTOR ON A MONTHLY BASIS WILL SEND THIS REPORT TO THE OWNER AGENCY (DESIGNATED PERSON).  THIS REPORT WILL BE SENT TO THEIR E-MAIL ADDRESS OR IN HARD COPY (SEE FORM ATTACHED HERETO). 
