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AASHTO R18 Laboratory Accreditation Assessment – LA DOTD District Laboratory

The vendor shall be a nationally-recognized accrediting body to provide accreditation assessments to laboratories conducting materials testing.  The vendor shall be capable of producing nationally-recognized accreditation documentation based on the results of the assessment to comply with the requirements of AASHTO R 18 - Establishing and Implementing a Quality Management System for Construction Materials Testing Laboratories and the requirements of the Federal Highway Administration Title 23 CFR 637B 637.209(a)(2), “After June 30, 1997, each SHA (State Highway Agency) shall have its central laboratory accredited by the AASHTO Accreditation Program or a comparable laboratory accreditation program approved by the FHWA.”

Vendor shall provide assessment and related proficiency samples to provide accreditation of the following AASHTO, ASTM, and/or DOTD TR test methods:

	AASHTO T 85 / ASTM C127 – Specific Gravity and Absorption of Coarse Aggregate

	AASHTO T 84 / ASTM C128 – Specific Gravity and Absorption of Fine Aggregate

	DOTD TR 108 / AASHTO R 47 – Reducing Samples of Hot Mix Asphalt (HMA) to Testing Size

	AASHTO R 30 – Mixture Conditioning of Hot Mix Asphalt (HMA)

	DOTD TR 304 / AASHTO T 166 / ASTM D2726 – Bulk Specific Gravity of Compacted Bituminous Mixtures Using Saturated Surface-Dry Specimens

	AASHTO T 269 / ASTM D3203 – Percent Air Voids in Bituminous Paving Mixtures

	DOTD TR 327 / AASHTO T 209 / ASTM D2041 – Maximum Specific Gravity of Bituminous Paving Mixtures

	AASHTO T 312 / ASTM D6925 – Preparing and Determining the Density of HMA Specimens by Means of the SHRP Gyratory Compactor

	DOTD TR 309 / AASHTO T 30 / ASTM D5444 – Mechanical Analysis of Extracted Aggregate

	AASHTO T 195 - Determining Degree of Particle Coating of Asphalt Mixtures

	DOTD TR 323 / AASHTO T 308 / ASTM D6307 – Determining the Asphalt Binder Content of Hot Mix Asphalt by the Ignition Method

	DOTD TR 306 / ASTM D5821 - Determination of Percentage of Crushed / Fractured Particles for Coarse Aggregates

	AASHTO T 324 – Loaded Wheel Tester (LWT)

	Coarse Aggregate Proficiency Sample (For AASHTO T 27)

	Coarse Aggregate Proficiency Sample (For AASHTO T 85)

	Fine Aggregate Proficiency Sample (For AASHTO T 11, T 27, T 84)

	Hot Mix Asphalt Gyratory Proficiency Sample (AASHTO T 312, T 30, T 166, T 290, T 308)



Purchase from CMEC (http://cmecweb.org/) or approved equal.

