Attachment B-
Specifications; AC Service Agreement for DPS-Troop B

[bookmark: _GoBack]Full Service AC Repair, Replacement and Maintenance Agreement for building environmental systems for the State of Louisiana, Public Safety Services, Office of State Police, Troop B, 2101 I-10 Service Rd., Kenner, LA 70065 for a period of time from awarding on contract through June 30, 2017.

On-site visit required.  Contact is Lt. John Stelly 504-471-2779 john.stelly@la.gov

Services to include:

Guaranteed Lifetime Protection

TEST AND INSPECT
Visually INSPECT and TEST equipment to determine its operating condition and efficiency.

TEST for excessive vibration, motor winding resistance, refrigerant charge, fan RPM, refrigerant oil (acid), water condition, flue gas analysis, safety controls, combustion and draft, crankcase heaters, control systems, etc.

INSPECT for worn, failed, or doubtful parts; mountings; drive couplings; oil level; rotation; soot; flame composition and shape; pilot and igniter; steam, water, oil, and/or refrigerant leaks, etc.

PREVENTATIVE MAINTENANCE to include services required to clean, align, calibrate, tighten, adjust, lubricate, and paint equipment.

CLEAN coil surfaces; fan impellers and blades; electrical contacts; burner orifices; passages and nozzles; pilot and igniter; cooling tower baffles, basin, sump, and float; chiller, condenser, and boiler tubes, etc.

ALIGN belt drives, drive couplings, air fins, etc.

CALIBRATE safety controls, temperature and pressure controls, etc.

TIGHTEN electrical connections, mounting bolts, pipe clamps, refrigerant piping fittings, damper sections, etc.

ADJUST belt tension, refrigerant charge, super heat, fan RPM, water chemical feed and feed rate, burner fuel/air ratios, gas pressure, set point of control limits, compressor cylinder unloaders, damper close-off, sump floats, etc.

LUBRICATE motors, fan and damper bearings, valve stems, damper linkages, fan vane linkages, etc.

PAINT for corrosion control on an as-needed basis.

All TROUBLE CALLS for unscheduled work.

Vendor is responsible for the cost of all components, parts, and supplies required to keep the equipment operating properly and efficiently.

EXCLUSIONS: main power to the equipment disconnect, ductwork and ductwork cleaning, piping and insulation, air filter service.


EQUIPMENT LIST:
1. NATL. BD. Boiler, model # 120969, serial # 9412120969, 419430 BTU.
1. Trane split, model # TTA120B300BA, serial # K1632J6AH, 10 ton.
1. Trane split, model # TTA240B300BA, serial # K232PLFAH, 20 ton.
1. Carrier mini split, model # 38HDF030-301, serial # 9311X90839, 2.5 ton.
1. Trane split, model # 2TTB3030A1000AA, serial # 73117D43F, 3 ton.
1. Hot water pumps x 2, 1.5 HP.
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