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Bidder:
                                                                         SPECIFICATIONS FOR DPSMV 1720

SIZE:  
8-1/2" X 14", 1 PART PRESSURE SEAL FORM.  FORM TO BE FOLDED ON A MOORE PSI IN A C-FOLD FORMAT WITH AN ECCENTRIC INTERRUPTED GLUE PATTERN.  MUST BE COMPATIBLE ON A XEROX 4635 AND MOORE PSI WITH 2 INSERTS.

PAPER: 
WHITE 24# PRESSURE SEAL.

**********************************************************************
SEPARATOR: 
FORMS TO SEPARATED EVERY 600 PAGES WITH A 1/8" CARDBOARD SEPARATOR ON TOP AND BOTTOM.  TO BE SHRINK WRAPPED EVERY 600 SHEETS.  EACH SHRINK WRAPPED SET TO INCLUDE CARDBOARD SEPARATORS
ON TOP AND BOTTOM.
**********************************************************************

COHESIVE:
THE FORMS SHALL HAVE AN ECCENTRIC BROKEN COHESIVE PATTERN PRINTED ON THE FACE AND BACK WHICH WILL SEAL WHEN PROCESSED FOR MAILING.  THE COHESIVE MUST NOT BE AFFECTED BY THE PRESSURE OF THE FUSION PROCESS BUT WILL SEAL WHEN 140 LB. PER LINEAR INCH PRESSURE IS APPLIED. THE COHESIVE USED WILL BE PRINTED IN A PREDETERMINED PATTERN WHICH MUST FEEL DRY WHEN TOUCHED, NOT HAVING A STICKY OR TACKY FEEL AND BE ODORLESS. IT MUST NOT STICK TO OTHER FORMS WHEN SHIPPING OR STORING
BUT ONLY WHEN SEALED OVER THE MATCHING COHESIVE PATTERNS.  THERE SHOULD BE NO RIDGE ABOVE THE PAPER SURFACE WHERE COHESIVE HAS BEEN APPLIED.  THE COHESIVE MUST BE GUARANTEED FOR AT LEAST ONE (1) YEAR.  COHESIVE PATTERNS MUST BE NEAT AND PRECISE TO ALLOW FOR COMPLETE AND CONFIDENTIAL DOCUMENT SEALING. PATTERNS MUST BE AT LEAST 1/8" WIDE, PLACED 1/16" FROM PERFORATIONS AND EDGES.
COHESIVE MUST BE EPA CERTIFIED AS EPA APPROVED AND RECYCLABLE.

PERFORATIONS:
THERE ARE TO BE VARIOUS FOLD ASSIST PERFS WHICH CREATE THE C-FOLD CONFIGURATION.  FOLD ASSIST PERFS MUST BE CONSISTENT THROUGHOUT STOCK.  SEE THE ATTACHED ILLUSTRATION FOR EXACT PERF LOCATIONS.
THE PERFORATIONS MUST BE SMOOTH AND NO RIDGES.  THERE MUST BE NO RAISED AREA ALONG PERFORATIONS AREAS.  PERFS MUST BE A VARIATION OF SKIP TOOTH PERFS, MICRO PERFS, AND FOLD ASSIST PERFS.

INK:
SHOULD BE HEAT RESISTANT AND SOY BASED.  COLOR IS 287 BLUE, FACE AND BACK.


COPY:
OPENING INSTRUCTIONS ARE TO BE PRINTED IN THE MARGINS FRONT AND BACK OF THE FORM WHEN FORM IS FOLDED.  THE INSIDE TOP PORTION OF THE C-FOLD (WHEN FORM IS OPEN) MUST BE SCREENED IN BLUE.

FORMS ARE TO BE PACKAGED 3000 PER BOX (600/PACK, 5 PACKS). EACH PALLET OF FORMS IS TO BE WRAPPED WITH PLASTIC WRAP.

SUCCESSFUL VENDOR SHALL GUARANTEE SMOOTH OPERATION OF FORMS ON XEROX 4635 AND MOORE PSI WITH 2 INSERTS.  BURDEN OF PROOF AS TO THE COMPATIBLITY OF THE PROPOSED FORMS SHALL BE THE RESPONSIBILITY OF THE VENDOR.  PROOF CAN BE ACCEPTED IN PDF FORMAT.

[bookmark: _GoBack]SUCCESSFUL VENDOR MUST SUBMIT 2,500 PRE-PRODUCTION SAMPLES.  SAMPLES DO NOT HAVE TO BE PRINTED, BUT MUST CONTAIN ALL REQUIRED CONSTRUCTION FEATURES (ADHESIVE PATTERNS, PERFORATIONS).
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