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D. O. T. D.


TECHNICAL SPECIFICATIONS FOR


EXCAVATOR, 1.0 CUBIC YARD, TRACKED


SERIES NO. 810-000

WARNING TO BIDDERS: Bidder should complete every item described in detail in the “Specification Descriptions” section by either entering a check mark in the space provided to indicate the item being bid is exactly as specified or bidder should enter a written description to indicate any proposed item which will deviate from the specifications.
THIS SPECIFICATION SHOULD BE EXECUTED IN ACCORDANCE WITH THE ABOVE INSTRUCTIONS AND RETURNED ALONG WITH BID AND LITERATURE TO BE CONSIDERED FOR AN AWARD

ITEM I/D
SPECIFICATION DESCRIPTIONS
BIDDER’S PROPOSAL



General
These specifications describe the minimum requirements for a 1.0 cubic yard tracked excavator.  This equipment shall be new, of current manufacture, a production model, and must meet all State and Federal safety standards in effect at time of delivery.  Any additions, deletions, or variations from the following specifications should be noted.  Any items appearing in the manufacturer’s regular published specifications furnished by the Bidder are assumed to be included in the “Bidder’s Proposal”.   Any additions, deletions or variations from the manufacturer’s regular published specifications should be outlined in an attached letter.  

Typical
A Caterpillar 320EL, John Deere 210GLC and a Volvo  

Specifications
EC220D were used to develop these specifications.  Equipment of similar style, type, character, quality and purpose conforming to the detailed requirements listed below will be considered equivalent.  Excavator should be capable of being transported by lowboy trailer without any dismantling.  

Workmanship
Any unit delivered under this specification is subject to rejection if there is evidence of poor workmanship, by either the vendor or the original manufacturer.  Any defect, so noted, may be corrected by the vendor to the satisfaction of the Equipment Engineer or his representative.  
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ITEM I/D
SPECIFICATION DESCRIPTIONS
BIDDER’S PROPOSAL


All defect corrections must be completed to the satisfaction of the Equipment Engineer before invoices can be processed for payment. 


Vendor installation of any portion of equipment unit(s) should be stated in “Bidder’s Proposal”.  Failure to note such installations can result in rejection of the unit(s) at the time of delivery.  

Engine
Diesel, net HP 153.  

Electrical
Standard for make and model bid.
System 

Hydraulic
100 total G.P.M.
System  

Swing System
Full hydraulic, 360 degrees, 11 RPM.  Positive lock swing brake.  

Track Drives
Fully independent - brakes to apply automatically when not propelling.  Hydraulic track adjustment.  

Cab
Fully enclosed, air conditioner, heater, lockable, fully adjustable seat, safety glass (all), seat belt.  

Dimensions
Track length - 14' 7"


Overall width of machine - 10' 1"


Track shoes - triple semigrousers


Track Pad Width - 31.0"

Fuel tank - 89 US gallons

Operating weight - 44,750 lbs. 


Boom - reach at grade level 31' 10"


Boom - digging depth - 21' 0"
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ITEM I/D
SPECIFICATION DESCRIPTIONS
BIDDER’S PROPOSAL

Instruments
Make and model bid to include full instrumentation package including key switch and electric hour meter.  

Bucket
42" width, 1.0 cubic yard SAE capacity general purpose type, with side cutters and teeth.  60" width, 1.0 cubic yard capacity ditching bucket. 

Accessories
Work lights, windshield wiper for cab, fixed thumb. All fluid fill points and engine compartments to be equipped with vandal protection.  

Warranty
One year full coverage at nearest authorized location.  


NOTE:  48 hours in downtime, per occurrence, for repairs or parts on this machine will be considered the maximum allowable.  If after this time frame the machine is not back in service DOTD reserves the right to exercise the buyback option.  This will be handled on a case to case basis and at DOTD’s discretion.  

Paint
Manufacturer’s standard.  

Parts
Vendor should attach to bid a listing of the Louisiana locations where parts and service can be obtained.  

Training
Successful vendor shall supply factory approved trainer to instruct DOTD personnel in all phases of operation and operator maintenance of the machine.  

Descriptive
TWO (2) COPIES OF DESCRIPTIVE PRODUCT

Literature
ADVERTISEMENT-LITERATURE (BROCHURES) SHOULD BE FURNISHED WITH BID.  

Operation
Units must have been test run by the vendor or the manufacturer (preferably by the manufacturer) for proper operation of every feature and capability of the make and model described in the successful bidder’s proposal for these units, and documentation for verification of the tests must be provided prior to acceptance of these units by DOTD.
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SPECIFICATION DESCRIPTIONS
BIDDER’S PROPOSAL

Serviced
Units must have been test run by the vendor or the manufacturer (preferably by the manufacturer) for proper operation of every feature and capability of the make and model described in the successful bidder’s proposal for these units, and documentation for verification of the tests must be provided prior to acceptance of these units by DOTD. 

Delivery
Units delivered to DOTD must be completely assembled (including but not limited to all components, accessories, etc.) and ready for operation.  DOTD will not unload units from any trucks, trailers, vans, etc.

Documents
EACH PIECE OF EQUIPMENT WILL BE ACCOMPANIED BY THE FOLLOWING DOCUMENTS:


1.  Dealer’s Service Policy (two copies)


2.  Owner’s/Operator’s manual (two copies)


3.  A notarized Bill of Sale (one per unit)


4.  Miscellaneous manuals (two copies each, including safety manual describing operator “do’s and don’ts” for safe operation.  

Miscellaneous
Vehicle shall comply with Louisiana State and Federal emission requirements in effect at time of delivery.  

No invoice will be processed for payment until all requirements of this specification have been satisfied. 


NOTE: TIME OF DELIVERY MAY BE CONSIDERED IN ETERMINING SUCCESSFUL BIDDER.

