ATTACHMENT B
SPECIFICATIONS
RFx: 3000006587

HIGH QUALITY UNIVERSAL (UTB) FOAM TRAINING BAG 

Universal Training Bags that can be used during dynamic or scenario training to improve skills and reduce the risk of injury.  It is constructed of vinyl and helps bridge the gap between static and dynamic movement in training.  This bag is used for physical-encounter training tactics including simulated training scenarios and action-reaction response drills. 

	




Dimensions: 
	




28” (71.12 cm) x 20” (50.8 cm) x 6” (15.24 cm) 

	Type: 
	Training Bag 

	Material: 
	Vinyl coated Nylon and foam padding 

	Handle Type: 

	Weight: 
	5.25 lbs. (2.381 kg) 

	Weight Packaged: 
	5.25 lbs. (2.381 kg) 

	Guarantee: 
	Replacement guarantee, under normal field use 





SENIOR FOLDING MAT 4x8x2

PRODUCT SPECIFICATIONS:

2" Thick Folding Panel Mats (fabric-covered)
-Standard size panel mats shall be manufactured to fold using 24" wide panels in various sizes.
Standard sizes of mats shall include: 4' x 8' 
-Folding mats shall be covered with 18. oz, double-coated vinyl fabric.
-Folding mats shall come standard with Hook and/or Loop fastener on each end (V2) . This shall
allow multiple mats to be connected together End-to-End. Manufacturer shall offer mats that have
-Hook and/or Loop fastener on ends and sides (V4) to allow multiple mats to be connected End-to-End and/or Side-to-Side.



FOAM CORE 
-Protective foam core shall be 1-3/8"" thick or greater XLPE - Cross Link
-Polyethylene foam. Mats containing only polyurethane foam filler shall not be acceptable.
-Foam Core shall have a compression / deflation range of 6-10 psi @ 25% deflation,
14-20 @ 50% deflation and 37-55 @ 75% deflation and meet ASTM testing standard D1056
“Specification for Flexible Cellular Materials-Sponge”.
-Foam Core shall have a compression strength of:
6-10 psi @ 25% / 14-20 psi @ 50% / 37-55 psi @75%
-Foam Core shall have a tear resistance range of 7-13 lb per inch.
-Water Absorption: 0.07 lb/sq ft
-Mat shall be tested for impact protection using an Electronic Impact Surface Tester such as the
Triax 2000, in accordance with ASTM F-1292-04.  Manufacturer shall be able to provide 3rd party, independent test results upon request.

COVER
-Each panel shall be covered in a flexible 18-oz. scrim laminate vinyl. Mat shall be fully
wrapped and stitched with cover material.
-Fabric cover shall be compounded with antimicrobial and antifungal agents to allow easy cleaning
with mild soap and water.
-Folding Mats shall be guaranteed from manufacturing defects and workmanship for 1-year from the date received.
-red in color


PRACTICE SUIT
· Color-coded with green, red and yellow areas based on the Monadnock escalation-of-trauma charts
· Designed to fit a 5.5 – 6 feet tall person weighting approximately 180 to 200 lbs
· Lightweight, easy to put on and take off
· Breathable liner to increase comfort and reduce heat when in use 
· Cleans with soap and water
· Lifetime Warranty
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