ATTACHMENT B
SPECIFICATIONS
RFx: 3000006701
RiverPro 1200 ADCP 
Technical Specifications
Water Velocity Profiling
Operation mode:  Broadband / pulse coherent; automatic / manual
Velocity range ±5m/s (default), ±20m/s max.
[bookmark: _GoBack]Profiling range 12cm 1 to 25m 2
Accuracy ±0.25% of water velocity relative to ADCP, ±2mm/s	
Resolution 1mm/s
Number of cells automatic, 15-30 typical, 200 max.
Cell size: 2cm – 5m
Data output rate 1-2 Hz (typical)
Bottom Tracking:
Operation mode Broadband
Velocity range ±9m/s
Maximum depth 15cm-35m 2
Accuracy ±0.25% of bottom velocity relative to ADCP, ±2mm/s
Resolution 1mm/s

Depth Measurement:
	Slant Beams:
Range 15cm to 35m 2
Accuracy 1% 3,4
Resolution 1mm

Vertical Beams:
Range 120 m2
Accuracy 1%4 
Resolution 1mm

Standard Sensors:
Sensor: 	Temperature 		Tilt (pitch and roll)  	Compass 	GPS (embedded)
Range:	 	-5° to 45°C 		± 90° 			0-359.99°
Accuracy: 	± 0.5°C 		± 0.3° 			± 1°5		3m Horizontal
 										5m Vertical
										0.02 m/s Velocity
Transducer and Hardware
System frequency: 1200 kHz/600kHz
Configuration: 4 Piston transducers, Janus arrangement with 20° beam angle/1 vertically oriented transducer
Internal memory: 16mb

Communications
Standard: RS-232, 1200 to 115,200 baud. Bluetooth, 115 ,200 baud, 200m range.

Software (included)
WinRiver II for moving boat measurement, SxS Pro

Power
Input voltage: 10.5 to 18 VDC
Power consumption: 1.5W typical
Battery (inside float): 12V, 7A-hr lead acid gel cell (rechargeable)
Battery capacity: >40 hrs continuous Operation

Float (included)
Configuration: Three hulls (trimaran)
Material: Polyethylene
Dimensions: L 1200mm, W 800mm, H 180mm
Weight: 10kg bare, 17kg with instrument and battery

Environmental
Operating temperature: -5° to 45°C 
Storage temperature: -20°C to 50°C


1 Distance measured from the center of the first cell to the transducer surface
2 Actual range depends on temperature and suspended solids concentration
3 For beam-averaged depth data
4 Assumes uniform water temperature and salinity profile
5 For combined tilt <+/-70° and dip angle <70°
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