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Line 1 – NSS12 evo3 Multifunction Display and Broadband Radar Package
Brand: SIMRAD; Model: 18052332
	Antenna – Internal GPS Antenna
	Available Accessories – Radar, Sonar, Weather
	Cartography – Worldwide Basemap
	Connection Interface – Bluetooth, NMEA 0813, NMEA 2000, SimNet, Video, WiFi, Structure Scan
	Data Source – MicroSD Card Slot
	Dimensions – 13.84” Width x 8.87” Height x 3.82” Depth
	Display Color – COLOR IPS Technology
	Display Shape - Horizontal
	Display Size – 12” Diagonal
	Display Type – High Visibility SolorMAX HD IPS Optically Bonded TFT
	Mount Type - Pedestal
	Resolution – 1280 x 800
	Warranty Details – Two Years; Three Years Waterproof

Line 2 – NSS12 evo3 Multifunction Display with Insight USA Lake and Coastal Charts
Brand: SIMRAD; Model: 17982729
	Cartography – Includes Insight USA Inland/Lake and Coastal Cartography
	Display Size – 12”
	Dimensions – 13.875” Width x 8.875” Height x 3.875” Depth
	Display Shape – Horizontal
	Display Color – Color
	Display Type – High Visibility SolorMAX HD IPS Optically Bonded TFT
	Frequency – CHIRP (Low/Medium/High)
· Traditional: 50/83/200kHz
· Sidescan: 455/800kHz
· Downscan: 455/800kHz
	Maximum Depth – 1000 ft. (mid/high CHIRP), 300 ft. (Downscan), 300 ft. (Sidescan)
	Resolution – 1280 x 800
	Sonar – CHIRP Sonar, Down Imaging, Side Imaging
	Transmit Power – 1000 Watts (RMS)
	Type – Fishfinder/Chartplotter Combo
	Warranty Details – Two Years; Five Years Optional Purchase Plan with Certified Installation

Line 3 – StructureScan 3D module with Transducer
Brand: SIMRAD; Model: 17046814
	Connection Interface – Ethernet
	Dimensions – 7.1” Width x 8” Height x 2.2” Depth
	Frequency – 455/800kHz
	Maximum Depth – 300 ft.
	Mount Type – Surface, Horizontal, Vertical
	Specific Transducer – StructureScan 3D Transducer
	Transmit Power – 500 Watts
	Warranty Details – Two Years

Line 4 – NAVICO NAIS-500 Class B AIS with NSPL-500 Antenna Splitter and GPS-500 GPS Receiver
Brand: NAVICO; Model: 18437921
	Dimensions – 18” Width x 10” Height x 6” Depth
	Weight – 250 grams
	Approvals – Class B Approved
	Networks with – NMEA 2000, NMEA 0183, and NMEA 0183 multiplexing and USB
	Waterproof – IPX7 standard
	Low Average power consumption – 180 mA at 12 VDC
	Voltage Range Supported – 9.6-31.2 Volt DC



