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I. General
These specifications describe the minimum requirements for a truck, cab and chassis, 18000 # GVWR with telescopic articulating aerial device with ISO boom. This equipment shall be new, of current manufacture, a production model, and must meet all state and Federal Safety standards in effect at time of delivery. Any additions, deletions, or variations from the following specifications are to be noted. Minor deviations from the specifications which do not impair comparative functional equivalency will be accepted. Any references to brand name parts, supplies, or equipment in the specifications shall be “or equal” unless otherwise stated. 

II. Typical Specifications
A 2020 Ford F-550 Regular cab standard gas 7.3L with ALTEC Model AT40-G 108 Inch Universal Small Aerial Body for a 60 inch CA Chassis with 38 Inch Long Side Access Tailshelf unit with appropriate options were used to develop these specifications. Equipment of similar style, type, character, quality, features and purpose conforming to the detailed requirements listed below will be considered equivalent. 

III. Truck Specifications
Application: Bucket Truck
GVWR 18000
2020 Model Year
Ford F-550
4x4
60” clear CA (round to next whole number)
Regular Cab
Chassis Cab
Chassis Wheelbase Length – 145”
Ford Gas 7.3 L
Ford Torqshift 10-speed automatic transmission (w/PTO provision)
7000 LBS Front GAWR
Hydraulic Brakes
Park Brake in Rear Wheels
Ford F-550 single Horizontal Right side exhaust
63C - Aft Axle Frame Extension
No Idle Engine Shut Down- required
[bookmark: _GoBack]50 - State Emissions 
Ford 40 Gallon Fuel Tank (rear)
AM/FM Radio
Air conditioning 
Cruise Control
Snow Plow Package
Additional:
1) One year parts warranty, one year labor warranty, ninety days warranty for travel charges, limited lifetime structural warranty
2) 16500 lb winch kit with transformer mount with grille guard, includes emergency stop
Truck Specifications Exceptions
_________________________________________________________________________________________________________________________________
_________________________________________________________________________________________________________________________________
_________________________________________________________________________________________________________________________________
_________________________________________________________________________________________________________________________________
_________________________________________________________________________________________________________________________________

IV. Telescopic Articulating Aerial Device with ISO- Boom
A. ISO Boom: the inner telescopic fiberglass boom maintains full dielectric integrity even with the fiberglass inner boom fully retracted. 
B. Hydraulic platform leveling system.
C. Hydraulic tool circuit at the platform. 
D. Emergency lowering valve at the platform.
E. Single handle control at the platform with a safety interlock system. 
F. Two (2) operators and maintenance/parts manuals. 
G. Working Height: 45.6 feet
H. Side reach: 29.7 feet
I. Low-Power fiber optic control system (FOC-L).
J. Continuous rotation
K. Post Style pedestal mounting 
L. Poly Hydraulic Reservoir, Pedestal Mounted, 7 Gallon (Includes Sight Gauge)
M. Single One-Man End Mounted Platform with 180 Degree Rotator, 24 X 30 X 42. Platform is rated at 400 pounds. Control panel on platform dashboard provides controls for auxiliary functions. Includes emergency stop (push-pull) switch and rocker switches, which operate platform leveling, platform rotation, tools, and battery selector (for fiber optic controls system). Composite fiberglass platform mounting bracket. 
N. Platform Leveling at Lower Controls 
O. Two (2) platform Steps
P. Soft nylon reinforced vinyl platform cover for a 24 x 30 inch platform
Q. Platform liner for a 24 x 30 x 42 inch platform
Description:
· 4 Function Single Handle Fiber- Optic Controller.
· Engine Start/Stop at the upper controls actuated through the Fiber-Optic controls system with Secondary Stowage System 
· Manual lowering valve located at the boom tip. For use in emergency situations to allow the operator to lower the boom to the ground
· Powder Coat unit Altec white
 	Unit and Hydraulics:
· HVI-22 Hydraulic Oil (standard)
· Standard Pump for PTO
· Hot shift PTO for automatic transmission
Body:
108 Inch Universal Small Aerial Body for a 60 Inch CA Chassis with 38 Inch Long Side Access Tailshelf to meet the Following Specifications:
A. Basic Body fabricated from A40 grade 100% zinc alloy coated steel
B. All doors are full, double paneled, self-sealed with built-in drainage.
C. Stainless steel hinge rods extend full length of door. 
D. Door hinges are zinc alloy material attached with rivets
E. All doors contain stainless steel, flush mounted, paddle activated rotary style latches with two-stage locking, including keyed locks and adjustable strikers.
F. Heavy-gauge welded steel frame construction with smooth galvanneal floor.
G. Possible contact edges are folded for safety.
H. Door header drip rail at top for maximum weather protection. 
I. Neoprene or rolled fenders on wheel fender panels.
J. Steel treated for improved primer bond and rust resistance.
K. Automotive underseal applied to body.
L. Automotive type non-porous door seals fastened to the door facing.
M. 108 inch Body Length
N. 40 Inch Body Height (Standard)
O. 94 Inch Body Width (Standard)
P. 20 Inch Body Compartment Depth (Standard)
Q. 8 Inch Body crossmembers (Standard)
R. No Treadplate on Compartment Tops
S. 6 Inch tall wooden tailboard installed at the rear of the body cargo area
T. Stainless Steel Rotary Paddle Latch with Lock (Standard)
U. Master Body Locking System (Standard)
V. One (1) Wheel chock holder installed in fender panel on each side of body. 
W. Gas Shock Type Rigid Door Holders for Vertical Doors (Standard)
X. Chains on Horizontal Doors
Y.  Hot stick shelf extending full length of body on curbside.
Z. Drop-Down Hot Stick door for One (1) Shelf (Right Side)
AA. Two (2) Hot Stick Brackets
AB. 1st Vertical Street side (LH)- Two (2) Adjustable shelves with removable dividers on 4 inch centers
AC. 1st Horizontal Street side (LH)- One (1) fixed shelf with removable dividers on 8 inch centers
AD. Rear vertical Street side (LH)- Six (6) adjustable locking swivel hooks
AE. 1st vertical curbside (RH)- Seven (7)  adjustable locking swivel hooks, louvered panel installed in Cargo Wall
AF. 1st Horizontal curbside (RH)-vacant
AG. Rear Vertical curbside (RH)- Two (2) adjustable shelves with removable dividers on 4 inch centers
AH. One (1) small bolt- on Grab handle installed at rear of curbside compartments 
AI. 38 inch tailshelf with integrated side access steps and smooth Galvanneal Floor installed at rear of body, Includes one (1) U-shaped grab handle

Aerial Device Specifications Exceptions
_________________________________________________________________________________________________________________________________
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Body and Chassis Accessories
· ICC underride protection
· Combination two (2) ball (10,000 LB MGTW) and Pintle Hitch (16,000 LB MGTW)
· Set of Eye bolts for trailer safety chain, installed one each side of towing device mount
· Rear Torsion Bar Installed on Chassis
· Timbren Springs for Front Suspension
· Appropriate counterweight added for stability
· Platform rest, rigid with rubber tube
· Platform to be rotated and stowed in the side mounted position
· Boom rest for telescopic unit
· Mud Flaps (pair)
· Wheel Chocks, rubber, 9.75” L X 7.75” W X 5.00” H, with 4” L Metal Hairpin Style Handle (pair)
· Slope Indicator assembly for Machine without outriggers
· Safety harness and 4.5’ Lanyard ( Fits medium to X Large) includes pouch and placards
· 5 LB Fire Extinguisher with Light duty bracket, installed ( In Cab or inside compartment only)
· Triangular reflector kit
· Vinyl manual pouch for storage of all operator and parts manuals
· Rock guards, Lexan, installed each front corner of body
Body and Chassis Specifications Exceptions
_________________________________________________________________________________________________________________________________
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Electrical Accessories
	- Lights and reflectors in accordance with FMVSS #108 lighting package (complete LED, including LED reverse lights)
	- Altec Standard Amber LED strobe light with brush guard post mounted on SS front compartment top
	- Single tone back up alarm installed between the chassis frame rails at the rear of the chassis. To work in conjunction with chassis reverse drive system. 
	- 6-way trailer receptacle (Pin Type) installed at rear
	- Ford Upfitter Switches (supplied with chassis)
	- Power Distribution Module 6 is A compact self-contained electronic system that provides a standardized interface with the chassis electrical system. (Includes operator’s manual)
	- Install secondary stowage system
	- PTO indicator light installed in cab
Finishing Details
· Powder coated unit
· Components mounted below frame rail shall be coated black (i.e. step bumpers, steps, frame extension, pintle hook mount, dock bumper mounts, D-rings, receiver tubes, accessory mounts, light brackets, under-ride protection, etc. Components mounted to under side of body shall be coated black (i.e. Wheel chock holders, mud flap brackets, pad carriers, boxes, lighting brackets, steps, and ladders. 
· Apply non-skid coating to all walking surfaces
· All utility bins must be painted white to prevent rusting
· English Safety and Instructional Decals
· Vehicle Height Placard- Installed in Cab
· Placard, HVI-22 hydraulic Oil
· Dielectric test unit according to ANSI requirements
· Stability test unit according to ANSI requirements
· Focus Factory build
· Delivery of completed unit
· Inbound freight

Accessories and Finishing Specifications Exceptions
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Specify Brand / Model Vehicle and Lift bidding:
_________________________________________________________________________________________________________________________________
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