
 

 

 
INVITATION TO BID 

 

 

BID #50018-210002 

 

 

REMOVAL OF CUPOLAS 
SIMMIE HOLLAND HALL AND  

MARTHA ADAMS HALL  
 
 
 

Bid Opening Date 

 August 13, 2020 @ 10:00 A.M. 

  
 
 

Mandatory Site Visit before Bid Opening PLEASE SCHEDULE AN APPOINTMENT WITH  
MR. FRED CARR CELL: 318-243-8317 EMAIL CARRF@GRAM.EDU or  

MRS. P. RENEE HARRIS OFFICE: 318-278-3176 EMAIL HARRISPAT@GRAM.EDU 
 

 

 

Grambling State University 

Purchasing Office Conference Room 

403 Main Street 

Old President’s Residence 

Grambling, LA 71245 
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ADVERTISEMENT FOR BIDS 
 
 
Sealed bids will be accepted in the office of the Purchasing Director in the Purchasing Department, 

located at 403 Main Street, Grambling, Louisiana until August 13, 2020, 2 P.M. CT, at which time they 

will be publicly opened and read aloud.  

 

Bid # __50018-210002_REMOVAL OF CUPOLAS SIMMIE HOLLAND HALL AND MARTHA 

ADAMS HALL. 

 

A Pre-Bid Conference will be held on Tuesday, August 3, 2020 at 10:00 A.M., Grambling Hall at 

Grambling State University. 

 

Bids must be returned to the Purchasing Office in sealed envelopes. Bids must be submitted on the form 

enclosed herewith, and in strict conformity with the intent of same without modifications. Bids must be 

signed in ink, dated, and title of person signing bid must be shown on bid. 

 

Bid notice will be posted on or about July 22, 2020 on State of Louisiana LaPac site 

 www.doa.state.la.us/osp/osp.htm, Use bid #_50018-210002. Drawing, Project Manuel (Specifications) 

and bidding documents may be obtained from WHITTINGTON ARCHITECTS INC., P.O. BOX 1701, 

RUSTON, LOUISIANA 71273-1701 318-255-2271, woodywhitt@aol.com, upon deposit of $50.00 for 

each set of documents.  Deposit on the first set is fully refundable to all Prime Bidders upon return of the 

documents, in good condition, no later than ten (10) days after receipt of bids.  Fifty percent of the 

deposit of all other sets of documents will be refunded upon return of documents as stated above. 

                                                               

For additional information, contact the Purchasing Department, at 318-274-3280, or email 

grahamt@gram.edu and gipsonm@gram.edu .  

 

Bids of $50,000.00 or more will be considered only when the bidder certifies that he holds a current 

valid Louisiana Contractors license of proper classification and shows the license number on the sealed 

bid envelope and above his signature on the bid forms as required under R.S. 37:2150-2163. Contractors 

desiring to bid shall submit evidence that they have a current Louisiana Contractors license of proper 

classification. All bids must be accompanied by bid security equal to five percent (5%) of the base bid 

and any additive alternates and must be in the form of a certified check, cashier's check or bid bond 

written by a company licensed to do business in Louisiana.  

 

The successful bidder will be required to furnish a performance and payment bond written by a company 

licensed to do business in Louisiana in an amount equal to 100% of the contract amount.   

 

No bid may be withdrawn for a period of forty-five (45) days after receipt of bids. 

 

The Owner reserves the right to reject any and all bids and to waive any informalities incidental thereto. 

 

Grambling State University adheres to the equal opportunity provisions of federal civil rights laws and 

regulations. Grambling State University is a participant in the Small Entrepreneurship (SE) Program (the 

Hudson Initiative) and the Veteran-Owned and Service-Connected Disabled Veteran-Owned (LaVet) 

Small Entrepreneurships Program. Bidders are encouraged to consider participation 

 

http://www.doa.state.la.us/osp/osp.htm
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INSTRUCTIONS TO BIDDERS 
 

ARTICLE 1 
 
DEFINITIONS 
 
1.1 The Bidding Documents include the following: 
 

 1. Advertisement for Bids. 
 2. Instructions to Bidders. 
 3. Bid Form 
 4. Contract between Owner and Contractor. 
 5. Performance and Payment Bond. 
 6. Affidavit of Compliance with Act 38, 1965 Louisiana State Legislature. 
 7. General Conditions of the Contract for the removal of the Cupolas at Simmie 

Holland and Martha Adams Halls. 
 8. Supplementary (and amended General) Conditions. 
 9. Divisions of the Technical Specifications. 
 10. Addenda issued during bid period. (by Owner and acknowledged in bid form) 
 
1.2 Addenda are written or graphic instruments issued prior to the execution of the Contract 

which modify or interpret the bidding documents, including Drawings and Specifications, 
by additions, deletions, clarifications or corrections. Addenda will become part of the 
Contract Documents when the Contract is executed. 

 
ARTICLE 2 

 
BIDDER'S REPRESENTATION  
 
2.1 Each bidder by submitting a bid represents that s/he has read and understands the 

bidding documents. 
 
2.2 Each bidder by making a bid represents that s/he has visited the site and familiarized 

themselves with the local conditions under which the work is to be performed. 
 
2.3 Each bidder by submitting a bid understands they must be fully qualified under any state 

or local licensing law for Contractors in effect at the time and at the location of the project 
before submitting a bid. In the State of Louisiana; only the bids of contractors and 
sub-contractors duly licensed under Louisiana Revised Statute 37:2150, et. seq., will be 
considered, if applicable. The Contractor shall be responsible for ensuring all 
Sub-contractors or prospective Sub-contractors are duly licensed in accordance with the 
statute above. 
 

2.4 Each bidder submitting a bid understands that GSU’s Public Works Policy related to 
contractor licensure is that a contractor’s license is required for any/all projects with an 
anticipated/bid cost greater than $50,000 

 
 



 

 

 
ARTICLE 3 

 
BIDDING PROCEDURES  
 
3.1 Bids must be prepared on the forms provided by the Owner and submitted in accordance 

with the Instructions to Bidders. 
 
3.2 A bid will be considered invalid if not deposited at the designated location prior to the 

time and date for receipt of bids indicated in the advertisement or invitation to bid, or 
prior to any extension thereof issued to the bidders. 

 
3.3 Unless otherwise provided in any supplement to these Instructions to Bidders, no bidder 

shall modify, withdraw or cancel his bid or any part thereof for thirty days after the receipt 
of bids. However, written request (letter or telegram) for the withdrawal of a bid or any 
part thereof will be granted if the request is received prior to the specified time of 
opening. Formal bids, amendments thereto or request for withdrawal of bids or any part 
thereof received after time specified for bid opening will not be considered whether 
delayed in the mail or for any other cause whatsoever. 

 
3.4 Due to the COVID-19 Public Health Emergency declared by Governor John Bel Edwards 

in Proclamation Numbers 41, 33, 32, 30, 27, and 25 JBE 2020, electronic bid delivery is 
being utilized for this ITB.     

 

 All copies of each bid must be received by electronic copy to PurchasingBids@gram.edu, on or          

before the date and time specified in the Advertisement for Bids:  

 

Bid #_____________ Bid Submission – [Bidders’ Name]. If the file size of the email submission exceeds 

server requirements, the email submission may be broken into smaller emails with “Part 1 of ___” 

included at the end of each original Subject Line (e.g. ITB #___________ Bid Submission – [Bidders’ 

Name] – Part 1 of 3).  

 

E-mail submissions are the only acceptable method of delivery. Fax, mail, and courier delivery shall not 

be acceptable. Proposers e-mailing their proposals should allow sufficient time to ensure receipt of their 

proposal by the date and time specified. Grambling State University assumes no liability for assuring 

accurate/complete e-mail transmission and receipt. The responsibility solely lies with each Bidder to 

ensure their bid is received at the specified email address prior to the deadline for submission. Bids 

received after the deadline, corrupted files, and incomplete submissions will not be considered. 

  

Electronic Emailed Bids shall be opened and read on August 13, 2020, at 2:00 P.M., GSU Purchasing 

Teleconference: Number 1-917-900-1022, Conference ID: 5600581#                  

 
3.5 Prior to the receipt of bids, Addenda, if any, will be mailed or delivered (hard copy or 

email) to each person or firm recorded by the Owner as having received the bidding 
documents and will be available for inspection wherever the bidding documents are kept 
available for that purpose. Addenda issued after receipt of bids will be mailed or 
delivered only to the sealed bidder. 

 
3.6 Bids for Public Works will not be considered or accepted unless the bid is 

accompanied by bid security in an amount of not less than five percent (5%) of the 
sum of the Base Bid and any Alternates. The bid security shall be in the form of a 
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certified check drawn on a bank insured by the Federal Deposit Insurance Corporation, 
or a bid bond written by a surety company licensed to do business in Louisiana, 
accompanied by appropriate power of attorney and in favor of Grambling State 
University. 

 
3.7 All Bids and Sureties must be signed by a duly authorized person of the firm or 

corporation and be accompanied by legal evidence authorizing the signature as valid. 
 
3.8 Any interpretation, correction or change of the Bidding Documents will be made by 

Addendum. Interpretations, corrections or changes of the Bidding Documents made in 
any other manner will not be binding, and bidders shall not rely upon such 
interpretations, corrections and changes. 

 
3.9 If bidding other than as specified, an indication must be made on the bid form, stating 

manufacturer's name and model number(s) being submitted for bid. Detailed 
specifications, drawings, pictures, brochures, diagrams or any other literature or 
information necessary to determine the equality of the bid response must be included 
with the bid form.  

 
3.10 Prior to the issuance of a purchase order the successful bidder must submit the following 

items to the Purchasing Department: 
 
  a. Notarized affidavit 
  b. Contract 
  c. Insurance Certificate 
  d. Proof of filing of Performance and Payment Bond with Power of Attorney, if 

Public Works, and, 
  e. Resolution, if incorporated. 
 

ARTICLE 4 
 
EXAMINATION OF BIDDING DOCUMENTS  
 
4.1 Each bidder shall examine the bidding documents carefully and, not later than seven 

days prior to the date for receipt of bids, shall make written request to the Owner for 
interpretation or correction of any ambiguity, inconsistency or error therein which he may 
discover. Any interpretation or correction will be issued as an Addendum by the Owner. 
Only a written interpretation or correction by Addendum shall be binding. No bidder shall 
rely upon any interpretation or correction given by any other method. 

 
ARTICLE 5 

 
SUBSTITUTIONS 
 
5.1 Each bidder represents that his bid is based upon the materials and equipment 

described in the bidding documents. 
 
MANUFACTURER'S NUMBERS OR TRADE NAMES: 
 



 

 

5.2 Where a manufacturer's product is named or specified, it is understood that "or equal" 
shall apply, whether stated or not. Such name and number is meant to establish the 
standard of quality desired and does not restrict bidders to the specific brand, make, 
manufacturer, or specification named; and are set forth and convey to prospective 
bidders the general style, type, character, and quality of product desired; and that equal 
products will be acceptable. Grambling State University shall be sole judge as to 
whether or not the material is equal to that specified. 

 
ARTICLE 6 

 
REJECTION OF BIDS  
 
6.1 The bidder acknowledges the right of the Owner to reject any or all bids and to waive any 

informality or irregularity in any bid received. In addition, the bidder recognizes the right 
of the Owner to reject a bid if the bidder failed to furnish any required bid security, or to 
submit the data required by the bidding documents, or if the bid is in any way incomplete 
or irregular. 

 
ARTICLE 7 

 
 
AWARDS 
 
7.1 Awards may not be made to any person, firm, or company in default of any contract. 

Said person, firm, or company shall be considered non-responsible bidders and may be 
reinstated and awards made to them only after they have given evidence of good faith 
and have satisfactorily completed their obligations. 

 
PUBLICIZING AWARDS 
 
7.2 Written notice of award shall be sent to the successful bidder. In procurement over 

$25,000, each unsuccessful bidder shall be notified of the award provided that he/she 
submitted with his/her bid a self-addressed envelope requesting this information. Notice 
of award will be made a part of the procurement file. 

 
RIGHT TO PROTEST 
 
7.3 Any person who is aggrieved in connection with the solicitation or award of a contract 

shall protest to the Director Purchasing. Protests with respect to a solicitation shall be 
submitted in writing at least two days prior to the opening of bids on all matters except 
housing of state agencies, their personnel, operations, equipment, or activities pursuant 
to R.S. 39:1643 for which such protest shall be submitted at least ten days prior to the 
opening of bids. Protests with respect to the award of a contract shall b submitted in 
writing within fourteen days after contract award. 

 
AUTHORITY TO RESOLVE PROTESTS: 
 
7.4 Prior to the commencement of an action in court concerning any controversy, the 

Director of Purchasing or his designee shall have the authority, to resolve the protest of 
any aggrieved person concerning the solicitation or award of a contract. This authority 



 

 

shall be exercised in accordance with regulations. 
 

 
ARTICLE 8 

 
PERFORMANCE BOND AND LABOR AND MATERIAL PAYMENT BOND  
 
8.1 Performance and Payment Bonds shall be required on Public Works projects with an 

expected cost greater than $50,000. Performance and Payment Bonds, when required, 
shall be provided in an amount of 100% of the contract price. Performance and 
Payments Bonds shall be required by the successful bidder. Any surety bond required 
shall be written by a surety or insurance company currently on the U. S. Department of 
the Treasury Financial Management Service list of approved bonding companies which 
is published annually in the Federal Register. For any Public Works projects, no surety or 
insurance company shall write a bond which is in excess of the amount indicated as 
approved by the U. S. Department of the Treasury Financial Management Service list. 
The surety bond written for a Public Works project shall be written by a surety or 
insurance company that is currently licensed to do business in the State of Louisiana. 

 
8.2 The bidder shall require the attorney in fact who executes the required bonds on behalf 

of the surety to affix thereto a certified and current copy of his power of attorney 
indicating the monetary limit of such power. 

 
RECORDING OF BOND AND CONTRACT  
 
8.3 The Contractor shall record the Contract and Performance Bond with the Clerk of Court 

in Lincoln Parish and provide the Purchasing Department with proof of filing. 
 

ARTICLE 9 
PAYMENT 
 
9.1 Payment will be made by Grambling State University. 
 
9.2 The contractor will be required to provide a Clear Lien Certificate from the Lincoln Parish 

Clerk of Court, a process that may take an average 45 days for final payment. 
 

ARTICLE 10 
TAXES 
 
10.1 Applicable taxes are to be included in lump sum bid. 

 
ARTICLE 11 

GUARANTEE 
 
11.1 The materials and labor under this contract, as described in the specifications, shall be 

guaranteed by the Contractor for a period of one year from date of its acceptance 
against defects of materials or workmanship. Any defects which develop during this 
period shall be properly repaired or replaced without cost to the Owner as soon as 
possible.  

 



 

 

 
 
ACCEPTANCE 
 
11.2 The guarantee covering materials and labor under this contract will begin the date a 

Notice of Acceptance is issued to the Contractor by Grambling State University. 
 

ARTICLE 12 
 
CHANGES IN THE WORK 
 
12.1 A Change Order is a written order to the Contractor signed by the Owner, issued after 

execution of the Contract, authorizing a Change in the Work or an adjustment in the 
Contract Sum or the Contract Time. The Contract Sum and the Contract Time may be 
changed only by Change Order. A Change Order signed by the Contractor indicates his 
agreement therewith, including the adjustment in the Contract Sum or the Contract Time. 
Any Change Order not signed by the Owner will be considered null and void. 

 
12.2 The Owner, without invalidating the Contract, may order changes in the Work within the 

general scope of the Contract consisting of additions, deletions or other revisions, the 
Contract Sum and the Contract Time being adjusted accordingly. All such changes in the 
Work shall be authorized by Change Order, and shall be performed under the applicable 
conditions of the Contract Documents. 

 
12.3 Any change order in excess of the contract limit as defined herein shall be let out for 

public bid. The term contract limit as used herein shall be equal to the sum of $30,000 
per project. When the Change Order is negotiated it shall be fully documented and 
itemized as to cost, including material quantities, material costs, insurance, employee 
benefits, other related costs, profit and overhead. Where certain unit prices are 
contained in the initial contract no deviation shall be allowed in computing negotiated 
change order cost.  

 
  



 

 

 
SUPPLEMENTARY CONDITIONS 

 
ARTICLE 1 

 
CONTRACTOR 

 
CONTRACTOR'S LICENSE 
 
1.1 On any bid amounting to $50,000 or more, the Contractor shall certify that s/he is 

licensed under Act 377 of the 1976 Louisiana Regular Legislative Session and show the 
contractor license number and the bid number on the front portion of the envelope; 
except projects financed, partially or wholly, with Federal Funds, provided that any 
successful Bidder before signing Contract thereon, files application for a license and 
pays the fee as provided in this Act and complies with all terms and provisions of this Act 
and with the rules and regulations of the Licensing Board. 

 
CONTRACTOR'S AFFIDAVIT 
 
1.2 In accordance with the Louisiana R.S. 38:2190 - 2220, if the Contract is awarded to the 

successful Bidder, the bidder shall, at the time of the signing of the Contract, execute the 
AFFIDAVIT included in the Contract Documents. 

 
INTEREST 
 
1.3 There shall be no payment of interest on money owed. 
 

ARTICLE 2 
 

PAYMENTS AND COMPLETION 
 
SUBSTANTIAL COMPLETION  
 
2.1 The Owner will issue a NOTICE OF ACCEPTANCE for the Contractor to record with the 

Clerk of Court in Lincoln Parish. 
 
FINAL COMPLETION AND FINAL PAYMENT  
 
2.2 The Contract is to provide that the contractor is not to be paid more than ninety percent 

(90%) of the amount of the contract upon completion of the work. The Contractor shall 
record the NOTICE OF ACCEPTANCE with the Lincoln Parish Clerk of Court and shall 
furnish a CLEAR LIEN CERTIFICATE from the Clerk of Court within forty-five days after 
recordation of NOTICE OF ACCEPTANCE. At that time, the remaining ten percent 
(10%) will be paid. 

 
LIQUIDATED DAMAGES 
 
2.3 The Owner will suffer financial loss if the Project is not substantially complete on the date 

set forth in the CONTRACT DOCUMENTS. The Contractor (and/or Surety) shall be 



 

 

liable for and shall pay to the Owner Liquidated Damages for each calendar day of delay 
until the work is Substantially Complete. 

 
The Completion Time stated in Consecutive Calendar Days and the Liquidated Damages 
stated in Dollars Per Day are listed in the PROPOSAL FORM 
 

ARTICLE 3 
 

INSURANCE 
 
INSURANCE:  Contractor shall procure and maintain for the duration of the contract insurance 
against claims for injuries to persons or damages to property which may arise from or in 
connection with the performance of the work hereunder by the Contractor, his agents, 
representatives, employees or subcontractors. The cost of such insurance shall be 
included in the Contractor's bid. 
 
A. MINIMUM SCOPE OF INSURANCE 
 
 Coverage shall be at least as broad as: 
 
 1. Insurance Services Office form number GL 0002 (Ed. 1/73) covering 

Comprehensive General Liability and Insurance Services Office form number GL 
0404 covering Broad Form Comprehensive General Liability; or Insurance Services 
Office Commercial General Liability coverage ("occurrence" form CG 0001). 
"Claims Made" form is unacceptable.  The "occurrence form" shall not have a 
"sunset clause." 

 
 2. Insurance Services Office form number CA 0001 (Ed. 1/78) covering Automobile 

Liability and endorsement CA 0025 or CA 0001 12 90. The policy shall provide 
coverage for owned, hired, and non-owned coverage. If an automobile is to be 
utilized in the execution of this contract, and the vendor/contractor does not own a 
vehicle, then proof of hired and non-owned coverage is sufficient. 

 
 3. Workers' Compensation insurance as required by the Labor Code of the State of 

Louisiana, including Employers Liability insurance. 
 
B. MINIMUM LIMITS OF INSURANCE 
 
 Contractor shall maintain limits no less than: 
 
 1. Commercial General Liability: $1,000,000 combined single limit per occurrence for 

bodily injury, personal injury and property damage. 
 
 2. Automobile Liability: $1,000,000 combined single limit per accident, for bodily injury 

and property damage. 
 
 3. Workers Compensation and Employers Liability: Workers' Compensation limits as 

required by the Labor Code of the State of Louisiana and Employers Liability 
coverage. 

 



 

 

C. BUILDER’S RISK COVERAGE 
 

A General Contractor shall purchase and maintain property insurance upon the entire 
work included in the contract for an amount equal to the greater of the full-completed 
value or the amount of the construction contract including any amendments thereto. The 
general contractor’s policy shall provide “ALL RISK” Builder’s Risk Insurance (extended 
to include the perils of wind, collapse, vandalism/malicious mischief, and theft, including 
theft of materials whether or not attached to any structure.) The “ALL RISK” Builder’s 
Risk Insurance must also cover architects’ and engineers’ fees that may be necessary to 
provide plans and specifications and supervision of work for the repair and/or 
replacement of property damage caused by a covered peril not to exceed 10% of the 
cost of those repair and/or replacements. 
 
Flood coverage shall be provided by the Contractor on the first floor and below for 
projects North of the Interstate Corridor beginning at the Texas-Louisiana border at 
Interstate 10 East to the Baton Rouge junction of Interstate 12, East to Slidell junction 
with Interstate 10 to Louisiana-Mississippi border. Flood sub-limit shall equal an amount 
no lower than ten percent (10%) of the total contract cost per occurrence. Coverage for 
roofing projects shall not require flood coverage. 
 
On projects South of this corridor, flood coverage shall be provided by the State of 
Louisiana, as the owner, through the National Flood Insurance Program (NFIP). The 
Contractor will be liable for the $5,000 deductible on the NFIP policy from the Notice to 
Proceed date through the Notice of Final Acceptance date of the project. 

 
A specialty contractor shall purchase and maintain property insurance upon the system 
to be installed for an amount equal to the greater of the full-completed value or the 
amount of the contract including any amendments thereto. The specialty contractor may 
provide an installation floater with the same coverage as the “ALL RISK” Builder’s Risk 
Insurance policy. 

 
The policy must include the interest of the Owner, Contractor and Subcontractors as 
their interest may appear. The contractor has the right to purchase coverage or self-
insure any exposures not required by the bid specifications, but shall be held liable for all 
losses, deductibles, self-insurance for coverages not required. 

 
Policies insuring projects involving additions, alterations or repairs to existing buildings or 
structures must include and endorsement providing the following: 
 

In the event of a disagreement regarding a loss covered by this policy which may 
also be covered by the State of Louisiana policy of self-insurance or any commercial 
property insurance policy purchased by the State of Louisiana, Office of Risk 
Management (ORM) covering in excess of the State of Louisiana, policy of self-
insurance, this company agrees to follow the following procedure to establish 
coverage and/or the amount of loss: 
 
Any party to a loss may make written demand for an appraisal of the matter in 
disagreement. Within 20 days of receipt of written demand, this company and either 
ORM or its commercial insurance company shall each select a competent and 
impartial appraiser and notify the other of the appraiser selected. The two appraisers 



 

 

will select a competent and impartial umpire. The appraisers will then identify the 
policy or policies under which the loss is insured and, if necessary, state separately 
the value of the property and the amount of the loss that must be borne by each 
policy. If the two appraisers fail to agree, they shall submit their differences to the 
umpire. A written decision by any two shall determine the policy or policies and the 
amount of the loss. Each insurance company (or ORM) agree that the decision of 
the appraisers and the umpire if involved, will be binding and final and that neither 
party will resort to litigation. Each of the two parties shall pay its chosen appraiser 
and bear the cost of the umpire equally. 

 
D. DEDUCTIBLES AND SELF-INSURED RETENTIONS 
 

Any deductibles or self-insured retentions must be declared to and approved by the 
Agency. At the option of the Agency, either: the insurer shall reduce or eliminate such 
deductibles or self-insured retentions as respects the Agency, its officers, officials, 
employees and volunteers; or the Contractor shall procure a bond guaranteeing payment 
of losses and related investigations, claim administration and defense expenses. 

 
E. OTHER INSURANCE PROVISIONS 
 

The policies are to contain, or be endorsed to contain, the following provisions: 
 
 1. General Liability and Automobile Liability Coverage 
 
  a. The Agency, its officers, officials, employees, Boards and Commissions and 

volunteers are to be added as "additional insured" as respects liability arising 
out of activities performed by or on behalf of the Contractor; products and 
completed operations of the Contractor, premises owned, occupied or used by 
the Contractor. The coverage shall contain no special limitations on the scope 
of protection afforded to the Agency, its officers, officials, employees or 
volunteers. It is understood that the business auto policy under "Who is an 
insured" automatically provides liability coverage in favor of Grambling State 
University and the State of Louisiana. 

 
  b. Any failure to comply with reporting provisions of the policy shall not affect 

coverage provided to the Agency, its officers, officials, and employees, Boards 
and Commissions or volunteers. 

 
  c. The Contractor's insurance shall apply separately to each insured against 

whom claim is made or suit is brought, except with respect to the limits of the 
insurer's liability. 

 
 2. Workers' Compensation and Employers Liability Coverage 
 
  The insurer shall agree to waive all rights of subrogation against the Agency, its 

officers, officials, employees and volunteers for losses arising from work performed 
by the Contractor for the Agency. 

 
 
 



 

 

 3. All Coverage 
 
  Each insurance policy required by this clause shall be endorsed to state that 

coverage shall not be suspended, voided, canceled by either party, or reduced in 
coverage or in limits except after thirty (30) days' prior written notice by certified 
mail, return receipt requested, has been given to the Agency. 

 
F. ACCEPTABILITY OF INSURERS 
 

Insurance is to be placed with insurers with an A.M. Best's rating of “A- VI or higher”. 
This requirement will be waived for workers' compensation coverage only for those 
contractors whose workers' compensation coverage is placed with companies who 
participate in the State of Louisiana Workers' Compensation Assigned Risk Pool or the 
Louisiana Workers' Compensation Corporation. 

 
G. VERIFICATION OF COVERAGE 
 

Contractor shall furnish the Agency with certificates of insurance affecting coverage 
required by this clause. The certificates for each insurance policy are to be signed by a 
person authorized by that insurer to bind coverage on its behalf. The certificates are to 
be received and approved by Grambling State University before work commences. 
Grambling State University reserves the right to require complete, certified copies of all 
required insurance policies, at any time. 

 
H. SUBCONTRACTORS 
 

Contractor shall include all subcontractors as insured under its policies or shall furnish 
separate certificates for each subcontractor. All coverage for subcontractors shall be 
subject to all of the requirements stated herein. 

 
ARTICLE 4 

 
QUALITY 

 
STANDARD OF QUALITY 
 
1.1 Where catalog numbers and/or manufacturer's names are referred to in the 

specifications, they are used for the purpose of conveying to the prospective bidders the 
type and design of equipment, or supplies desired; but it shall be understood that bidders 
may submit on other makes in lieu of that mentioned, providing such other item is similar 
in design and equal in quality. It is not expected that the items of all manufacturers shall 
conform exactly to every detail and dimension mentioned in the specifications; but the 
essential features of the items mentioned shall be provided in the items to be furnished.  

 



 

 

 GENERAL REQUIREMENTS 
 
 
A. SUMMARY OF THE WORK 
 

1. Work under this Contract shall include, but is not necessarily limited to, the following 
as summarized; 

 
a. REMOVAL OF CUPOLAS SIMMIE HOLLAND HALL AND MARTHA ADAMS HALL 

b. Start date August 24, 2020 must be completed by September 25, 2020.   
c. Contractor will pay Grambling State University a sum of one- thousand dollars 

($1000.00) per day for each day past the completion day of September 25, 
2020.  

d. Contractor will report to the Grambling State University designated Project 
Supervisor the beginning of each work day. 

e. Contractor will provide a weekly status report each Thursday afternoon which 
will include the following:   

1. HSE Incidents 
a. All HSE must be reported immediately to the Grambling 

State University Project Supervisor. 
2. Waste disposal plan 
3. Schedule status (What was completed (percentage and hard number) 
4. Plans for the next week 
5. All personnel will wear uniforms. 
6. General Contractor is responsible for the adherence of all safety 

practices.  
7. General Contractor and or Sub-Contractors will supply personal 

protective equipment -PPE to their employees. 
8. Safety Data Sheets will be onsite for any chemicals that may be used.   
9. Personnel will be trained in the handling of chemicals.  

10. Weekly Safety Meetings are required.   

11. Smoking in designated areas only. 

 

f. Contractor will review and comply with the requirements of the GSU Contractor 
Safety Handbook. 

g. General Contractor Responsibilities 
1. General Contractor will demonstrate financial ability to manage project. 

2. All personnel will always conduct themselves in a professional manner. 

3. The General Contractor is responsible for the completion of the project 

on time as scheduled. 

4. General Contractor is responsible for meeting all requirements of the bid 

package and or contract. 

5. The General Contractor is responsible for the quality of work provided by 

all Sub-Contractors. 

6. General Contractor will be responsible for all payroll including Sub-

Contractors. Other responsibilities include: 

7. All payrolls will be certified by the General Contractor.  

8. Responsible for all payroll issues including Sub-Contractors and their 

personnel.  



 

 

9. If sub-contractor fails payroll obligation, the General Contractor will be 

responsible for that payroll.   

10.  Any payroll defaults by the General Contractor or Sub-Contractor will be 

cause for termination of contract. Grambling State University reserves the 

right to seek restitution and negotiated with another Contractor to fulfill 

the contract. 

 

h. Health Safety and Environment – HSE Operations 

1. General Contractor will strictly follow the requirements of this 

document. Deviations or changes will be approved by Grambling 

State University Director of Facilities Management, Mr. Fred Carr 

and the Director of Purchasing, Mr. Timothy Graham only, prior to 

making changes 

2. When changes to the project are necessary, changes will be 

approved by Facilities Management – Point of Contact prior to 

making changes. Change orders will require cost estimated.  

3. Loitering is prohibited at Grambling State University therefore 

personnel are required to remain in their assigned work area. Inter-

Action with students is not allowed.  

4. General Contractor will provide daily attendance logs of all 

employees.  

5. Develop emergency response plan and share with Facilities 

Management. 

6. Develop and communicate work schedule of all personnel. NOTE: 

If contractors are required to work beyond normal scheduled hours, 

it shall be communicated to Facilities Management. 

 

7. Additional information MUST  BE SUBMITTED with your bid on a 

separate page. 

a. Company Official Name 
b. List of three (3) Commercial Construction Clients or 

Accounts with contact names, addresses and telephone 
numbers. 

c. Number of years in business 
 

 
B. LAWS, RULES AND REGULATIONS  
 

1. Contractor shall comply with all applicable federal, state, local and University laws, 
ordinances, rules and regulations and shall: furnish and pay for all required permits, 
licenses and bonds; pay all charges and fees, and give all notices necessary and 
incidental to the due and lawful work required under this project. 

 
C. ALTERNATES 
 

1. Base Bid  
 

 



 

 

 
  
D. SITE INSPECTIONS AND PROJECT MEETINGS  
 

1. Site Inspections  
 
 Each bidder by making a bid represents that s/he has visited the site and 

familiarized themselves with the local conditions under which the work is to be 
performed. 

 
2. Pre-Work Conference  

 
Prior to the Contractor beginning any work on this project, the University will conduct 
a Pre-Work Conference to review and approve the Contractor's work schedule and 
inform the Contractor of any special conditions, controls and regulations that apply 
to the project. 

 
E. TEMPORARY FACILITIES AND CONTROLS  
 

1. Safety Conditions  
 

The Contractor shall post adequate warning signs and maintain safety lights as 
required to warn persons of hazardous conditions. 

 
2. Security 

 
The Contractor shall be responsible for security of his equipment, materials, etc., at 
the project site for the duration of the contract. 
 

 
F. MATERIAL AND EQUIPMENT 
 

1. Transportation and Handling  
 

The Contractor shall provide for all transportation and handling required for the work 
on this project. 

 
 2. Storage and Protection  

 
The Contractor shall be responsible for storage and protection of equipment and 
materials. The Contractor shall Protect all property of the Owner, and shall repair 
same, if damaged.  

 
  



 

 

INDEMNIFICATION AGREEMENT 

 

 
The                                                       (Contractor) agrees to protect, defend, indemnify, save, 
and hold harmless the State of Louisiana, all State Departments, Agencies, Boards and 
Commissions, its officers, agents, servants and employees, including volunteers, from and 
against any and all claims, demands, expense and liability arising out of injury or death to any 
person or the damage, loss or destruction of any property which may occur or in any way grow 
out of any act or omission of                                     (Contractor), its agents, servants, and 
employees, or any and all costs, expense and/or attorney fees incurred by                                                      
(Contractor) as a result of any claim, demands, and/or causes of action except those claims, 
demands, and/or causes of action arising out of the negligence of the State of Louisiana, all 
State Departments, Agencies, Boards, Commissions, its agents, representatives, and/or 
employees.                                                          (Contractor) agrees to investigate, handle, 
respond to, provide defense for and defend any such claims, demand, or suit at its sole 
expense and agrees to bear all other costs and expenses related thereto, even if it (claims, 
etc.) is groundless, false or fraudulent. 
 
 
Accepted by________________________________________ 
 Company Name 
 
 
 
________________________________________ 
Signature 
 
 
________________________________________ 
Title 
 
Date Accepted________________________________________ 
 
Is Certificate of Insurance Attached?  _________ Yes ________No 
 
 
Contract No.  ___________  For Grambling State University 
 
 

Purpose of Contract:          

 

   
  



 

 

 
PRE-BID CONFERENCE 

 
 
Where:  Grambling Hall Auditorium – 403 Main Street – Grambling, LA 
When:   August 3, 2020   
Time:    10:00 A.M.  
 
This signed statement certifies that the vendor named below has visited the job site and is 
familiar with all conditions surrounding fulfillment of the specifications for this project. 
 
 ___________________________________                   
Vendor’s Company Name 
 
______________________________________ 
GSU Project Name 
 
 
_______________________________________       
GSU Representative 
 
 
___________________________________ 
Vendor’s Signature     
 
 
Present this form to Project Manager at Pre-Bid Conference.  Return this signed form 
with your bid response.  



 

 

Grambling State University 
GRAMBLING, LOUISIANA 

 
PROPOSAL FORM  

 
Purchasing Department 
Grambling State University  ________________________2020 
403 Main Street 
Grambling, LA  71245 
 
ATTN:  
Pursuant to and in compliance with your request for proposals covering 
____________________________________ at Grambling State University, Grambling, 
Louisiana, 71245, the undersigned hereby proposes to furnish all labor, equipment, tools, and 
materials, and to perform all work under the Contract Documents, of which this proposal is 
part, and acknowledges receipt of the following addenda ________. The undersigned declares 
that he has carefully examined the location and site condition, is familiar with existing 
conditions, has examined the Contract Documents covering the projected work and proposes 
by these presents to furnish all labor, equipment, tools, materials, supervision, etc. and to 
contract for and execute all items of work for the satisfactory completion of this project and 
have same ready for use and final acceptance within _   _ calendar days, all in accordance 
with the Contract Documents. 
 
The undersigned bidder agrees that within five days after notification that contract is ready for 
signature, that same will be executed and that satisfactory surety bond in a sum equal to the 
contract price will be provided to the University. 
 
Attached hereto is a bid guaranty payable to Grambling State University in the amount of 5% 
of total bid as follows: 
 
 
Certified Check in the amount of                                                                  ($                ). 
  
OR Bid Bond in the amount of                                                                 ($                      ). 
LIQUIDATED DAMAGES:  
 
The undersigned agrees that the Owner may retain the sum of $1,000.00 per day from the 
amount of the Compensation to be paid him for each day after the above stated completion 
date, Sundays and Holidays included, that the work remains incomplete. This amount is 
agreed upon as the proper measure of Liquidated Damages which the Owner will sustain per 
day by the failure of the undersigned to complete the work at the stipulated time and is not to 
be construed in any sense as a penalty. 
 
If this proposal shall be accepted and the undersigned shall fail to execute the contract and 
furnish performance bond as herein provided, then the proposal guarantee shall become the 
property of the University; otherwise, the said proposal guaranty shall be returned to the 
undersigned. 
 
Bidder certifies that he has visited the job site at Grambling State University, and is fully aware 
of what is expected of the successful bidder (s)        



 

 

            
          
 __________________________________ 
 Louisiana Contractor's License Number 
 
           ________________________________________ 
 Firm Name`      
 
 ________________________________________ 
 Authorized Signature 
 
 ________________________________________ 
 Title 
 
           ________________________________________ 
 Phone/Fax Numbers 
 
 ________________________________________ 
 Date 
 
  



 

 

LOUISIANA UNIFORM PUBLIC WORK BID 
 

TO: Grambling State University____________ 

403 Main Street____________________ 
Grambling, LA   71245_______________ 
_________________________________ 

BID FOR:  REMOVAL OF CUPOLAS SIMMIE HOLLAND  
  HALL AND MARTHA ADAMS HALL 
________________________________                    

 
 

The undersigned bidder hereby declares and represents that she/he; a) has carefully examined and understands the Bidding 
Documents, b) has not received, relied on, or based his bid on any verbal instructions contrary to the Bidding Documents or any 
addenda, c) has personally inspected and is familiar with the project site, and hereby proposes to provide all labor, materials, tools, 
appliances and facilities as required to perform, in a workmanlike manner, all work and services for the construction and completion of 
the referenced project, all in strict accordance with the Bidding Documents prepared by: Grambling State University and  
WHITTINGTON ARCHITECTS INC., 
 

Bidders must acknowledge all addenda.  The Bidder acknowledges receipt of the following ADDENDA:  (Enter the number the 

Designer has assigned to each of the addenda that the Bidder is acknowledging) _______________________________________ 

 
TOTAL BASE BID:  For all work required by the Bidding Documents (including any and all unit prices designated “Base Bid” * but not 

alternates) the sum of: 
 
          Dollars    ($    ) 
 
ALTERNATES:  Alternate plan A-1 Shingle Roof Scheme.  
 
Alternate No. 1  for the lump sum of:  

 
    Dollars  ($     ) 
 
Alternate No. 2 for the lump sum of:  

 
NOT APPLICABLE    Dollars  ($     ) 
 
Alternate No. 3 

 for the lump sum of:  
 

NOT APPLICABLE    Dollars  ($    ) 
 
NAME OF BIDDER:             

ADDRESS OF BIDDER:             

                       ______________ 

LOUISIANA CONTRACTOR’S LICENSE NUMBER:         

NAME OF AUTHORIZED SIGNATORY OF BIDDER:         

TITLE OF AUTHORIZED SIGNATORY OF BIDDER:         

 

SIGNATURE OF AUTHORIZED SIGNATORY OF BIDDER **:        

DATE:       

THE FOLLOWING ITEMS ARE TO BE INCLUDED WITH THE SUBMISSION OF THIS LOUISIANA UNIFORM 

PUBLIC WORK BID FORM: 

 

*  The Unit Price Form shall be used if the contract includes unit prices.  Otherwise it is not required and need not be included with the 

form.  The number of unit prices that may be included is not limited and additional sheets may be included if needed.  

 

** A CORPORATE RESOLUTION OR WRITTEN EVIDENCE of the authority of the person signing the bid for the public work 

as prescribed by LAR.S. 38:2212(B)(5).  

BID SECURITY in the form of a bid bond, certified check or cashier’s check as prescribed by LA RS 38:2218.A is attached to and 

made a part of this bid.   

 
 



 

 

BID BOND 
FOR 

GRAMBLING STATE UNIVERSITY PROJECTS 
 

 Date:    

KNOW ALL MEN BY THESE PRESENTS: 

 

That                                                                     of                                                                         , as Principal, and                                                                                                                            

, as Surety, are held and firmly bound unto GRAMBLING STATE UNIVERSITY (Obligee), in the full and just sum of 

five (5%) percent of the total amount of this proposal, including all alternates, lawful money of the United States, for 

payment of which sum, well and truly be made, we bind ourselves, our heirs, executors, administrators, successors and 

assigns, jointly and severally firmly by these presents. 

 

Surety represents that it is listed on the current U. S. Department of the Treasury Financial Management Service 

list of approved bonding companies as approved for an amount equal to or greater that the amount for which it obligates 

itself in this instrument or that it is a Louisiana domiciled insurance company with at least an A - rating in the latest 

printing of the A. M.  Best's Key Rating Guide.  If surety qualifies by virtue of its Best's listing, the Bond amount may not 

exceed ten percent of policyholders' surplus as shown in the latest A. M. Best's Key Rating Guide. 

 

Surety further represents that it is licensed to do business in the State of Louisiana and that this Bond is signed by 

surety's agent or attorney-in-fact. This Bid Bond is accompanied by appropriate power of attorney. 

 

THE CONDITION OF THIS OBLIGATION IS SUCH that, whereas said Principal is herewith submitting its 

proposal to the Obligee on a Contract for: 

                                                                                          

________________________________________________________________________________                                                     

NOW, THEREFORE, if the said Contract be awarded to the Principal and the Principal shall, within such time as 

may be specified, enter into the Contract in writing and give a good and sufficient bond to secure the performance of the 

terms and conditions of the Contract with surety acceptable to the Obligee, then this obligation shall be void; otherwise 

this obligation shall become due and payable. 

 

 

                                                                                                                                                       

PRINCIPAL (BIDDER)       SURETY 

 

 

 

BY:                                                                                            BY:  

     AUTHORIZED OFFICER-OWNER-PARTNER                 AGENT OR ATTORNEY-IN-FACT(SEAL) 

 
 
 
 
 



 

 

STATE OF LOUISIANA   NAME_______________________________ 

PARISH OF LINCOLN                             LOCATION__________________________ 

 

AFFIDAVIT 
 
 Before me, the undersigned authority, duly commissioned and qualified within 
and for the state and parish aforesaid, personally came and appeared 
______________________________________ representing                                              
who, being by me first duly sworn deposed and said that he has read this affidavit and 
does hereby agree under oath to comply with all provisions herein as follows: 
 
PART I 
Section 2220 of Part II of Chapter 10 to Title 38 of the Louisiana Revised Statutes of 
1950 as amended. 
 
 (1) That affiant employed no person, corporation, firm, association, or other 
organization, either directly or indirectly, to secure the public contract under which he 
received payment, other than persons regularly employed by the affiant whose services 
in connection with the construction of the public building or project or in securing the 
public contract were in the regular course of their duties for affiant; and 
 
 (2) That no part of the contract price received by affiant was paid or will be paid 
to any person, corporation, firm, association, or other organization for soliciting the 
contract, other than the payment of their normal compensation to persons regularly 
employed by the affiant whose services in connection with the construction of the public 
building or project were in the regular course of their duties for affiant. 
 
PART II 
Section 2190 of Part I of Chapter 10 of Title 38 of the Louisiana Revised Statutes of 
1950 as amended. 
 
 The affiant, if he be an architect or engineer, or representative thereof, does not 
own a substantial financial interest, either directly or indirectly, in any corporation, firm, 
partnership, or other organization which supplied materials for the construction of a 
public building or project when the architect or engineer has performed architectural or 
engineering services, either directly or indirectly, in connection with the public building 
or project for which the materials are being supplied. 
 
 For the purpose of this Section, a "substantial financial interest" shall exclude any 
interest in stock being traded on the American Stock Exchange or the New York Stock 
Exchange. 
 
 That affiant, if subject to the provisions of this section, does hereby agree to be 
subject to the penalties involved for the violation of this section. 
 



 

 

PART III 
 
 That affiant does hereby state that he has read and agrees to comply with and be 
subject to the provisions of Part V of Chapter 10 of Title 38 of the Louisiana Revised 
Statutes of 1950, being Sections 2290 through 2296 of Title 38 as amended. 

 

Signature of Affiant:_____________________________________________________ 

 

SWORN TO AND SUBSCRIBED BEFORE ME THIS                 DAY OF         , 2020 

 

Signature of Notary: ____________________________________________________ 

Grambling State University 

Grambling, Louisiana 

 

 This Agreement, made and executed, on this             day of the month                  

in the year of our Lord, TWO THOUSAND and TWENTY, by and through                      

Grambling State University, the Party of the First Part, and hereinafter designated as 

"University" and                                 , Contractor, domiciled and 

doing business in                             , Party of the Second Part, and hereinafter 

designated as Contractor. 

 WITNESSETH, That, in consideration of the covenants and agreements herein 

contained to be performed by the parties hereto and of the payments hereinafter agreed 

to be made, it is mutually agreed as follows: 

 The Contractor shall and will provide and furnish all materials, equipment and 

labor and perform the work required to complete in a thorough and workmanlike 

manner, to the satisfaction of the University, project entitled                                       , in 

strict accordance with the Plans and Specifications which are on file in the Purchasing 

Department at Grambling State University. The bid on this project, numbered                 , 

was opened on            , at                     .  The plans and specifications and the Proposal 

Form are made a part hereof as fully as if set out herein and hereby become a part of 

this contract. Contract amount is $______________. 



 

 

 It is agreed and understood between the parties hereto that the Contractor 

agrees to accept and the University agrees to pay for the work at the price stipulated in 

said Proposal, such payment to be in lawful money of the United States, and the 

payment shall be made at the time and the manner set forth. 

Performance will begin                                            Grambling State University 

                                                                        

BY:                                                             BY: ________________________________ 

TITLE:                                                        TITLE:  ______________________________ 
 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 



 

 

GRAMBLING STATE UNIVERSITY 
 

REMOVAL OF CUPOLAS SIMMIE HOLLAND 
HALL AND MARTHA ADAMS HALL 

 
 

NOTE:  Drawing, Project Manuel 
(Specifications) and bidding documents may be 
obtained from: WHITTINGTON ARCHITECTS 
INC., P.O. BOX 1701, RUSTON, LOUISIANA 
71273-1701 318-255-2271, 
woodywhitt@aol.com, upon deposit of $50.00 
for each set of documents.  Deposit on the first 
set is fully refundable to all Prime Bidders upon 
return of the documents, in good condition, no 
later than ten (10) days after receipt of bids.  
Fifty percent of the deposit of all other sets of 
documents will be refunded upon return of 
documents as stated above. 
 
 

 

 

 
 
 
 
 
 
 
 

J 
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REQUEST FOR INFORMATION 

 

 

Project Name:  REMOVAL OF CUPOLAS 

                         SIMMIE HOLLAND HALL AND MARTHA ADAMS HALL              

                         GRAMBLING STATE UNIVERSITY    

           GRAMBLING, LOUISIANA 

 

Company Name:________________________________________________ 

 

Company Contact:_______________________________________________ 

 

Project No.                                  

 

Type of Work:                    

 

RFI #      

 

Please Clarify the Following: 

Drawing #:        

 

Specification Section:       

 

Request Response By:       

  
QUESTIONS (Number each one): 

 

 

 

 

 

 

 

 

 

 
 
ANSWER (List answers with same number as question): 

 

 
 
 
 
 
 
 
 
 
 
 
 



 

 

 
GENERAL CONDITIONS 

 
1.1 SUMMARY  
 

A. Related Documents: 
1. Document 00 7300 - Supplementary Conditions. 
2. Division 01 - General Requirements. 

 
1.2 DOCUMENT 

 
A. American Institute of Architects (AIA) Document A201-LATEST EDITION, General Conditions 

of the Contract for Construction, forms a part of this Contract and by reference is 
incorporated herein as fully as if repeated at length. 

 
 

END OF DOCUMENT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 

 
 
 



 

 

 

 
 
 



 

 

 

 
 



 

 

 



 

 

 



 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 NOT FOR RECORDATION PURPOSES  

 
Facility Planning & Control 

RECOMMENDATION OF ACCEPTANCE 
 
TO: FACILITY PLANNING AND CONTROL  FROM: ________________________________  

P.O. Box 94095      ________________________________ 
Baton Rouge, LA 70804-9095    ________________________________  

      Design Firm Name and Address 

DATE: __________________  

PROJECT NAME & NUMBER:  _________________________________________________________ 

SITE CODE:  ____________ STATE ID: _____________    CFMS:_________________________ 

CONTRACTOR:______________________________________________________________________ 
            
_______________________________________________________________________ 

 
 
ORIGINAL CONTRACT AMOUNT: $ ____________________________________ 

FINAL CONTRACT AMOUNT:  $ ____________________________________                                          

FINAL BUILDING AREA (SQ. FEET):___________________________________________________  
I certify that, to the best of my knowledge and belief, this project is substantially complete in accordance 
with the Plans and Specifications to the point where it can be used for the purpose which was intended.  It 
is recommended that it be accepted.   
 
DATE OF ACCEPTANCE:_____________________________________________________________ 

CONTRACT DATE OF COMPLETION:___________________________________________________  

NUMBER OF DAYS (OVERRUN) (UNDERRUN) (As of Acceptance Date)__________________                        

LIQUIDATED DAMAGES PER DAY STIPULATED IN CONTRACT      $____________                                      

VALUE OF PUNCH LIST                          $                        (Attach punch list)  

Was part of project occupied prior to Acceptance? 

PORTION OCCUPIED:  (Attach Partial Occupancy Forms) 

ROOF GUAR-MANUF:                                        __  START DATE:                                  END DATE:                                 

ROOFER:                                                                  START DATE:                                  END DATE:                                  

 
 

Signed:________________________________  
DESIGNER 

FOR USE OF PROJECT MANAGER: 
 
Signed:________________________________  

PROJECT MANAGER 
 
 
c:  User Agency 

 
 
 



 

 

 NOT FOR RECORDATION PURPOSES  

 
 

CERTIFICATE OF COMPLIANCE 
with 

Americans with Disabilities Act and Architectural Barriers 
Act Accessibility Guidelines 

 
 
 

TO:  FACILITY PLANNING AND CONTROL                                                
P.O. Box 94095                                                  
Baton Rouge, LA 70804-9095                                                

 

FROM: _____________________________________ 

  _____________________________________ 
  _____________________________________ 

Design Firm Name and Address 

 

PROJECT NAME:  ________________________________ 
   ________________________________  
PROJECT No.: ________________________________   

 
SITE CODE: _____________   STATE ID:  _________   
 
DATE OF ACCEPTANCE:  _____________ 
 
 
I, ___________________________________________ certify that, to the best of my 
knowledge and belief, this project has been constructed in compliance with the 
Americans with Disabilities Act and Architectural Barriers Act Accessibility Guidelines as 
reviewed by the fire marshal.   
 
 
_________________________________________________   Date:  ______________ 
    Designer Signature 
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State of Louisiana 
DIVISION OF ADMINISTRATION 

Facility Planning and Control 
 

CERTIFICATE OF COMPLIANCE 
with 

Louisiana Building Code for State Owned Buildings 
 
 
 

TO:  STATE OF LOUISIANA 
  DIVISION OF ADMINISTRATION 
  OFFICE OF FACILITY PLANNING AND CONTROL                                                

P.O. Box 94095                                                  
Baton Rouge, LA 70804-9095   
                                              

 
FROM:  _____________________________________________________________________ 

  _____________________________________________________________________ 

  _____________________________________________________________________ 
 (Design Firm or Owner/User Name and Address) 

 
PROJECT NAME:  _______________________________________________________________ 

   _______________________________________________________________  

PROJECT No.: _______________________________________________________________  

 
DATE OF ACCEPTANCE:  _____________ 
 
 
I, ___________________________________________ certify that, to the best of my knowledge and 
belief, this project has been constructed in compliance with the construction documents determined to 
be satisfactory by the State of Louisiana, Division of Administration, Office of Facility Planning and 
Control.   
 
 
____________________________________________________________   Date:  ______________ 
    (Signature of Designer or Owner/User) 
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SUMMARY OF THE WORK 
    
PART 1 - GENERAL 
 
RELATED DOCUMENTS: 
 
Drawings, general provisions of Contract, including General and Supplementary Conditions, and other Division-1 
Specification Sections, apply to work of this section. 
 
PROJECT/WORK IDENTIFICATION: 
 
General: Project name is REMOVAL OF CUPOLAS SIMMIE HOLLAND HALL AND MARTHA ADAMS HALL, 
GRAMBLING STATE UNIVERSITY, GRAMBLING, LOUISIANA, as shown on Contract Documents prepared by 
WHITTINGTON ARCHITECTS INC. Drawings and Specifications are dated MARCH 30, 2020.                      
 
The work includes demolition of the existing cupolas, siding, and structural steel, as required, installation of new 
metal roofing, flashing, siding, shingles, gypsum board ceilings at the upper floor stairway, painting, etc.                                                                                                                    
 
Items Provided by the Owner and Contractor Installed: None 
 
Work Performed by Owner:     
 
BUILDING PERMITS:  Local building permits are not required for State of Louisiana owned building projects. 
 
PLAN OF ACTION: 
 
Submit a detailed plan of the procedures proposed for use in complying with the requirements of this 
specification.  Include in the plan the sequencing of all work, the interface of trades involved in the performance of 
work, methods to be used to assure the safety of building occupants and visitors to the site, disposal plan 
including location of approved disposal site, and a detailed description of the methods to be employed to control 
pollution.  The plan must be coordinated with the Architect prior to commencement of work. 
 
INSPECTION: 
 
Prior to commencement of work, inspect areas in which work will be performed.  Prepare a listing of damage to 
structure, surfaces, equipment or of surrounding properties which could be misconstrued as damage resulting 
from the work.  Photograph or videotape existing conditions as necessary to document conditions.  Submit to the 
Architect prior to starting work.  If the above submittal is not made prior to the start of work, the contractor will 
assume full responsibility for damaged, lost or stolen property and/or equipment discovered during or at 
completion of the work. 
 
OSHA COMPLIANCE:   
 
All requirements of OSHA including the Hazard Communications Standard must be met by the Contractor at all 
times. 
 
CONTRACTOR USE OF PREMISES: 
 
General:  The Contractor shall limit his use of the premises to the work indicated, so as to allow for Owner 
occupancy and use by the public. 
 
Use of the Site:  Confine operations at the site to the areas permitted under the Contract.  Portions of the site 
beyond areas on which work is indicated are not to be disturbed.  Conform to site rules and regulations affecting 
the work while engaged in project construction. 

 
Keep existing driveways and entrances serving the premises clear and available to the Owner and his 
employees at all times.  Do not use these areas for parking or storage of materials. 

 
Do not unreasonably encumber the site with materials or equipment.  Confine stockpiling of materials and 
location of storage sheds to the areas indicated.  If additional storage is necessary obtain and pay for 
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such storage off site. 
 

Lock automotive type vehicles, such as passenger cars and trucks and other mechanized or motorized 
construction equipment, when parked and unattended, so as to prevent unauthorized use.  Do not leave 
such vehicles or equipment unattended with the motor running or the ignition key in place or accessible to 
unauthorized persons. 

 
OWNER OCCUPANCY: 
 
Full Owner Occupancy:  The Owner, ie. Students, will occupy the site and existing adjacent buildings during the 
entire period of construction.  Cooperate fully with the Owner or his representative during construction operations 
to minimize conflicts and to facilitate Owner usage.  Perform the work so as not to interfere with the Owner's 
operation. 
 
SUBMITTALS 
 
Before the Start of Work:  Submit the following to the Architect for review.  Do not begin work until these 
submittals are returned with Owner's Representative's action stamp indicating that the submittal is returned for 
unrestricted use or final-but-restricted use.  
 

Plan of Action:  Submit as a written report in the same manner as product data. 
 

Inspection:  Report on inspection carried out as required by this section.  Include copies of all 
photographs, video tapes, etc.  Submit in the same manner as product data. 

 
PART 2 - PRODUCTS (Not Applicable) 
 
PART 3 - EXECUTION  
 
Work Sequence: 
 
It is the intent of the University to award a contract to the lowest responsible contractor as long as the bid is within 
the budget and Contractor provides all necessary items for execution of the contract within FIFTHTEEN DAYS.  
 

The successful Bidder shall furnish properly executed contracts, specified certificates 
of insurance, and bonds must be returned to the University within 15 working days of 
notice of award or University may declare bidder non-responsible and award to next 
lowest qualified bid. 
 
COMPLETION TIME:  The Bidder hereby agrees to commence work under this Contract on a date specified in a 
written “Notice To Proceed” by the Owner and to fully complete the project within (120) consecutive calendar days 
thereafter, or within the time as may be extended as stipulated in the Contract Documents. 
 
LIQUIDATED DAMAGES: The Bidder hereby also agrees to pay as Liquidated Damages the sum of Three 
Hundred Dollars ($300.00) for each consecutive calendar day which the work is not complete beginning with the 
first day beyond the completion time stated above. 
  

END OF SECTION  
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APPLICATIONS FOR PAYMENT 
 
PART 1 - GENERAL 
 
RELATED DOCUMENTS 
 
Drawings and general provisions of Contract, including General and Supplementary Conditions 
and other Division-1 Specification Sections, apply to this Section. 
 
 
SUMMARY 
 
This Section specifies administrative and procedural requirements governing the Contractor's 
Applications for Payment. 
 
Coordinate the Schedule of Values and Applications for Payment with the Contractor's 
Construction Schedule, List of Subcontracts, and Submittal Schedule. 
 
The Contractor's Construction Schedule and Submittal Schedule are included in Section 01300 
"Submittals". 
 
SCHEDULE OF VALUES 
Coordinate preparation of the Schedule of Values with preparation of the Contractor's 
Construction Schedule. 
 
Correlate line items in the Schedule of Values with other required administrative schedules and 
forms, including: 

 
 Contractor's Construction Schedule. 
 Application for Payment Form. 
 List of Subcontractors. 
 Schedule of Alternates. 
 List of Products. 
 List of Principal Suppliers and Fabricators. 
 Schedule of Submittals. 

 
Submit the Schedule of Values to the Architect at the earliest feasible date, but in no case later 
than 7 days before the date scheduled for submittal of the initial Application for Payment. 
 
Form:  The schedule of values will be submitted on AIA Document G702 “Application and 
Certificate for Payment” or other prior approved form. 
 
Format and Content:  Use the Project Manual Table of Contents as a guide to establish the 
format for the Schedule of Values. 
 
Identification:  Include the following Project identification on the Schedule of Values: 
 
 Project name and location. 
 Name of the Architect.   



19 
 

 Project number. 
 Contractor's name and address. 
 Date of submittal. 
 
Provide a breakdown of the Contract Sum in sufficient detail to facilitate continued evaluation 
of Applications for Payment and progress reports.  Break principal subcontract amounts down 
into several line items.  Each item shall include a directly proportional amount of the 
contractor's overhead and profit.  For items on which progress payments will be requested for 
stored materials, break down the value into: 
 
 A. The cost of the material, delivered and unloaded with taxes paid. 
 B. The total installed value. 
 
Round amounts off to the nearest whole dollar; the total shall equal the Contract Sum. 
 
 
APPLICATIONS FOR PAYMENT 
 
See General Conditions of the Contract. Each Application for Payment shall be consistent with 
previous applications and payments as certified by Architect and paid for by Owner. 
 
Payment Application Times:  Each progress payment date is as indicated in the Agreement.  
The period of construction Work covered by each Application or Payment is the period 
indicated in the Agreement. 
 
Payment Application Forms:  Use AIA Document G 702 and Continuation Sheets G 703 as the 
form for Application for Payment, or similar approved document. 
 
Application Preparation:  Complete every entry on the form, including notarization and 
execution by person authorized to sign legal documents on behalf of the Owner.  Incomplete 
applications will be returned without action. 
 
Entries shall match data on the Schedule of Values and Contractor's Construction Schedule.  
Use updated schedules if revisions have been made. 
 
Include amounts of Change Orders and Construction Change Directives issued prior to the last 
day of the construction period covered by the application. 
 
Transmittal:  Submit 3 executed copies of each Application for Payment to the Architect by 
means ensuring receipt within 24 hours; one copy shall be complete, including waivers of lien 
and similar attachments, when required. 
 
Transmit each copy with a transmittal form listing attachments, and recording appropriate 
information related to the application in a manner acceptable to the Architect.   
 
Application for Payment at Substantial Completion:  Following issuance of the Certificate of 
Substantial Completion, submit an Application for Payment; this application shall reflect any 
Certificates of Partial Substantial Completion issued previously for Owner occupancy of 
designated portions of the Work. 
 
Administrative actions and submittals that shall proceed or coincide with this application 
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include: 
 
 Occupancy permits and similar approvals. 
 
 Warranties (guarantees) and maintenance agreements. 
 
 Test/adjust/balance records. 
 
 Maintenance instructions. 
 
 Meter readings. 
 
 Start-up performance reports. 
 

Change-over information related to Owner's occupancy, use,        
 operation and maintenance. 
 
 Final cleaning. 
 
 Application for reduction of retainage, and consent of surety. 
 
 Advice on shifting insurance coverages. 
 
 Final progress photographs. 
 

List of incomplete Work, recognized as exceptions to Owner's Representative  
Certificate of Substantial Completion. 

 
 
 
Final Payment Application:  Administrative actions and submittals which must precede or 
coincide with submittal of the final payment Application for Payment include the following: 
 

Completion of Project closeout requirements. 
 

Completion of items specified for completion after Substantial Completion. 
 
 Assurance that unsettled claims will be settled. 
 

Assurance that Work not complete and accepted will be completed without undue delay. 
 
 Transmittal of required Project construction records to Owner. 
 
 Certified property survey. 
 

Disposal receipts, bills of lading and other required documentation of transportation and 
disposal of asbestos-containing waste. 

 
 Proof that taxes, fees and similar obligations have been paid. 
 
 Removal of temporary facilities and services. 
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 Removal of surplus materials, rubbish and similar elements. 
 

Copy of the contractor's final report including daily reports and air monitoring. 
 
 
PART 2 - PRODUCTS  (Not Applicable). 
 
 
PART 3 - EXECUTION  (Not Applicable). 
 
 
 END OF SECTION  
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PROJECT COORDINATION 
 
PART 1 - GENERAL 
 
RELATED DOCUMENTS: 
 
Drawings and general provisions of Contract, including General and Supplementary Conditions 
and other Division-1 Specification Sections, apply to this section. 

 
SUMMARY 
 
This Section specifies administrative and supervisory requirements necessary for Project 
coordination including, but not necessarily limited to: 
 
 Administrative and Supervisory Personnel. 
 

Progress Meetings 
 

Pre-Construction Conference 
 

Daily Log 
 
 Special Reports. 
 

Contingency Plans 
 
 Notifications to Other Entities at Job Site. 
 
Requirements for the Contractor's Construction Schedule are included in Section "Submittals". 
 
ADMINISTRATIVE AND SUPERVISORY PERSONNEL: 
 
General Superintendent:  Provide a full-time General Superintendent who is experienced in 
administration and supervision of projects of this scope including work practices, protective 
measures for building and personnel, disposal procedures, etc.  This person is the 
Contractor`s Representative responsible for compliance with all applicable federal, state and 
local regulations.   
 

Experience and Training: The General Superintendent must have had a minimum of five 
(5) years on-the-job training on construction projects.  Provide resume of superintendent 
with project submittals.  Superintendent is to remain on the project until completion of all 
punch list items.  Changes in Superintendent require written approval of Architect. 

 
 
PROGRESS MEETINGS:                 
 
General:  In addition to specific coordination and pre-installation meetings for each element of 
work, and other regular project meetings held for other purposes, Owner's Representative will 
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hold general progress meetings as required.  These meeting will be scheduled, where 
possible, at time of preparation of payment request.  Require each entity then involved in 
planning, coordination or performance of work to be properly represented at each meeting.    
 
PRE-CONSTRUCTION CONFERENCE: 
An initial progress meeting, recognized as "Pre-Construction Conference" will be convened by 
the Owner's Representative prior to start of any work. Meet at project site, or as otherwise 
directed with General Superintendent, Owner, Owner's Representative, Project Administrator, 
and other entities concerned with the work.   
 

 
 
 
 
72 hours advance notice will be provided to all participants prior to convening Pre-
Construction Conference. 

 
This is an organizational meeting, to review responsibilities and personnel assignments of all 
parties involved in the work.  All parties shall have reviewed the requirements of the work and 
be prepared to bring up any and all items that may result in construction problems or change 
orders. 
 
 
DAILY LOG: 
 
 
Daily Log:  Maintain within the Contractors job shack a daily log documenting the dates and 
time of but not limited to, the following items:   
 

Meetings; purpose, attendees, brief discussion 
 

Visitations; authorized and unauthorized 
 

Personnel; by name, entering and leaving the work area 
 

Special or unusual events, accidents 
 

Upkeep of Record Drawings and Specifications 
 

Work Progress Schedule 
 
Make available a copy of this log to Project Administrator on a daily basis or as requested. 
 
Submit copies of this log at final closeout of project as a project close- out submittal. 
 
 
SPECIAL REPORTS: 
 
General:  Except as otherwise indicated, submit special reports directly to Owner within one 
day of occurrence requiring special report, with copy to the Architect and others affected by 
occurrence. 
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Reporting Unusual Events:  When an event of unusual and significant nature occurs at site, 
prepare and submit a special report listing chain of events, persons participating, response by 
Contractor's personnel, evaluation of results or effects, and similar pertinent information. 
 
Reporting Accidents:  Prepare and submit reports of significant accidents at site and anywhere 
else work is in progress.  Record and document data and actions; comply with industry 
standards.  For this purpose, a significant accident is defined to include events where personal 
injury is sustained, property loss of substance is sustained, or where the event posed a 
significant threat of loss or personal injury. 
 
Report Discovered Conditions:  When an unusual condition of the building is discovered during 
the work (e.g. leaks, termites, corrosion) prepare and submit a special report indication 
condition discovered.   
 
 
CONTINGENCY PLAN: 
 
Contingency Plan:  Prepare a contingency plan for emergencies including fire, accident, power 
failure, or any other event that may cause a threat to persons and property. 
 
Post:  in the job shack telephone numbers and locations of emergency services including but 
not limited to fire, ambulance, doctor, hospital, police, power company, telephone company. 
 
 
 
 
 
NOTIFICATIONS 
 
Notify other entities at the job site of the nature of the asbestos abatement activities, location of 
asbestos-containing materials, requirements relative to asbestos set forth in these 
specifications and applicable regulations.  
 
Notify emergency service agencies including fire, ambulance, police or other agency that may 
service the abatement work site in case of an emergency.  Notification is to include methods of 
entering work area, emergency entry and exit locations, modifications to fire notification or fire 
fighting equipment, and other information needed by agencies providing emergency services.    
 
Notifications of Emergency:  Any individual at the job site may notify emergency service 
agencies if necessary without effect on this Contract or the Contract Sum. 
 
Notification Required by OSHA:  Hazard Communication Act for Construction Projects.  Have 
all required MSDS information readily available. 
 
 
SUBMITTALS 
 
Before the Start of Work:  Submit the following to the Architect for review.  No work shall begin 
until these submittals are returned with the Architect's action stamp indicating that the submittal 
is returned for unrestricted use or final-but-restricted use.  
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Contingency Plans:  for emergency actions. 
 
Telephone Numbers:  and location of emergency services. 
 
Notifications:  sent to other entities at the work site. 
 
Notifications:  sent to emergency service agencies. 
 
Resume:  of general superintendent. 
 
Accreditation:  submit evidence in form of training course certificate of accreditation of the 
Competent Person as an asbestos abatement supervisor.   
 
Staff Names:  Within 10 days of Notice to Proceed, submit a list of the Contractor's principal 
staff assignments, including the Superintendent and other personnel in attendance at the site; 
identify individuals, their duties and responsibilities; list their addresses and telephone 
numbers. 
 
Post copies of the list in the project meeting room, the temporary field office, and each 
temporary telephone. 
 
Subcontractors/Supplier Staff Names: Within 30 days of Notice to Proceed, submit a list of the 
Subcontractors and material suppliers including the project foreman and other personnel in 
attendance at the site; identify individuals, their duties and responsibilities; list their addresses 
and telephone numbers. 
Post copies of the list in the project meeting room, the temporary field office, and each 
temporary telephone. 
 
 
PART 2 - PRODUCTS (Not Applicable) 
 
 
PART 3 - EXECUTION (Non-Applicable) 
 
 
 END OF SECTION  
 
 

 
 
SUBMITTALS 
       
PART 1 - GENERAL 
 
RELATED DOCUMENTS 
 
Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division-1 Specification Sections, apply to this Section. 
 
SUMMARY 
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This Section specifies administrative and procedural requirements for submittals required for 
performance of the Work, including: 
 
 Contractor's construction schedule. 
 Submittal schedule. 
 Daily construction reports. 
 Shop Drawings. 
 Product Data. 
 Samples. 
 Miscellaneous Submittals  
 
Administrative Submittals:  Refer to other Division-1 Sections and other Contract Documents 
for requirements for administrative submittals.  Such submittals include, but are not limited to: 
 
 Permits 
 Applications for payment 
 Maintenance, Performance and Payment bonds 
 Insurance certificates 
 List of Subcontractors 
 
 
SUBMITTAL PROCEDURES 
 
Coordination:  Coordinate preparation and processing of submittals with performance of 
construction activities. Transmit each submittal sufficiently in advance of performance of 
related construction activities to avoid delay. 
 
Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals and 
related activities that require sequential activity. 
 
Coordinate transmittal of different types of submittals for related elements of the work so 
processing will not be delayed by the need to review submittals concurrently for coordination. 
 
The Owner's Representative reserves the right to withhold action on a submittal requiring 
coordination with other submittals until related submittals are received. 
 
Submittal Preparation:  Place a permanent label or title block on each submittal for 
identification.  Indicate the name of the entity that prepared each submittal on the label or title 
block. 
 
Submittal Transmittal:  Package each submittal appropriately for transmittal and handling.  
Transmit each submittal from Contractor to Owner's Representative using a transmittal form.  
Submittals received from sources other than the Contractor will be returned without action. 
 
 
CONTRACTOR'S CONSTRUCTION SCHEDULE 
 
Schedule:  Provide proposed detailed schedule including work dates, work shift time, number 
of employees, dates of start and completion including dates of preparation work, removals and 
final inspection dates. 
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Critical Path: The construction schedule shall set forth each segment of the work on a critical 
path of events and material delivery dates.  This schedule shall show activities that are 
dependent upon each other and the longest path for completion of those activities. 
 
Indicate completion in advance of the date established for Substantial Completion.  Indicate 
Substantial Completion on the schedule to allow time for the Owner's Representative's 
procedures necessary for certification of Substantial Completion. 
 
Area Separations:  Provide a separate time bar to identify each part of the work or major 
construction area for each major portion of the work.  Indicate where each element in an area 
must be sequenced or integrated with other activities. 
 
SUBMITTAL SCHEDULE 
 
Listing:  At the end of this section is a listing of the principal submittals required for the work.  
This listing is not necessarily complete, nor does the listing reflect  the  significance of each 
submittal requirement.  The listing is included only for the convenience of users of the Contract 
Documents. 
 
SHOP DRAWINGS 
 
Submit newly prepared information, drawn to accurate scale.  Highlight, encircle, or otherwise 
indicate deviations from the Contract Documents.  Do not reproduce Contract Documents or 
copy standard information as the basis of Shop Drawings.  Standard information prepared 
without specific reference to the Project is not considered Shop Drawings. 
 
Shop Drawings include fabrication and installation drawings, schedules, and similar drawings.  
Include the following information: 
 
 Dimensions. 
 Identification of products and materials included. 
 Compliance with specified standards. 
 Notation of coordination requirements. 
 Notation of dimensions established by field measurement. 
 
USE OF ARCHITECTS ELECTRONIC CAD FILES 
 
The contractor and its sub-contractors will have limited use of the architect’s electronic cad 
files.  All drawings are in AutoCAD.dwg format. 
 
Drawing files will be issued at the discretion of the architect and only after an Indemnification 
Agreement has been executed between the Architect and requestor (Contractor or 
subcontractor).  The intent of this is to facilitate the contractor in expediting the preparation of 
shop drawings by using the architects base floor plan drawings.  However, the responsibility 
lies with the contractor and the subcontractor to verify actual conditions and by signing the 
Indemnification Agreement, the requestor holds the architect and its consultants harmless from 
dimensional discrepancies, changes in the conditions, etc. 
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A processing charge of $300.00 per electronic drawing file will be assessed and is due with the 
executed Indemnification Agreement.  Electronic files will be issued on writeable only Compact 
Disc medium. 
 
Sheet Size:  Submit Shop Drawings on sheets at least 8-1/2" x 11" but no larger than 24" x 
36". 
 
Initial Submittal:  Submit one correctable translucent reproducible print and one blue- or black-
line print for the Owner's Representative's review; the reproducible print will be returned.  
Unless non-compliance with contract document provisions is observed, the submittal may 
serve as the final submittal.  If reproducibles are not appropriate, submit five copies for review. 
 
One of the prints returned shall be marked-up and maintained as a "Record Document". 
 
Do not use Shop Drawings without an appropriate final stamp indicating action taken in 
connection with construction. 
 
Coordination drawings are a special type of Shop Drawing that show the relationship and 
integration of different construction elements that require careful coordination during fabrication 
or installation to fit in the space provided or function as intended. 
 
Preparation of coordination Drawings is specified in section "Project Coordination" and may 
include components previously shown in detail on Shop Drawings or Product Data. 
 
Submit coordination Drawings for integration of different construction elements.  Show 
sequences and relationships of separate components to avoid conflicts in use of space. 
 
 
PRODUCT DATA 
 
Collect Product Data into submittals in accordance with Specification sections.  Product Data 
includes printed information such as manufacturer's installation instructions, catalog cuts, 
standard wiring diagrams and performance curves.  Where Product Data must be specially 
prepared because standard printed data is not suitable for use, submit as "Shop Drawings." 
 
Mark each copy to show applicable choices and options.  Where printed Product Data includes 
information on several products, some of which are not required, mark copies to indicate the 
applicable information.  Include the following information: 
 
 Manufacturer's printed recommendations. 
 Compliance with recognized trade association standards. 
 Compliance with recognized testing agency standards. 
 Application of testing agency labels and seals. 
 Notation of dimensions verified by field measurement. 
 Notation of coordination requirements. 
 
Do not submit Product Data until compliance with requirements of the Contract Documents has 
been confirmed. 
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Submittals (Product Data):  Submit 5 copies of each required submittal.  The Owner's 
Representative will retain two, and will return the three marked with action taken and 
corrections or modifications required. 
 
Unless noncompliance with Contract Document provisions is observed, the submittal may 
serve as the final submittal. 
 
Distribution:  Furnish copies of final submittal to installers, subcontractors, suppliers, 
manufacturers, fabricators, and others required for performance of construction activities.  
Show distribution on transmittal forms. 
 
Do not proceed with installation until an applicable copy of Product Data applicable is in the 
installer's possession. 
 
Do not permit use of unmarked copies of Product Data in connection with construction. 
 
Products requiring testing agency labels and seals shall have separate submittal data from that 
testing agency.  Manufacturer’s printed literature does not meet this requirement. 
 
SAMPLES 
 
Submit full-size, fully fabricated Samples cured and finished as specified and physically 
identical with the material or product proposed.  Samples include partial sections of 
manufactured or fabricated components, cuts or containers of materials.   
  

Generic description of the Sample. 
 Sample source. 
 Product name or name of manufacturer. 
 Compliance with recognized standards. 
 Availability and delivery time. 
 
Submit Samples for review of kind, and for a comparison of these characteristics between the 
final submittal and the actual component as delivered and installed. 
 
Refer to other Specification Sections for requirements for Samples that illustrate workmanship, 
fabrication techniques, details of assembly, connections, operation and similar construction 
characteristics. 
 
Field Samples specified in individual Sections are special types of Samples.  Field Samples 
are full-size examples erected on site to illustrate finishes, coatings, or finish materials and to 
establish the standard by which the Work will be judged. 
 
Comply with submittal requirements to the fullest extent possible.  Process transmittal forms to 
provide a record of activity. 
 
MISCELLANEOUS SUBMITTALS:   
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Material Safety Data Sheets:  Process material safety and data sheets as "product data." 
 
Records of Actual Work:  Furnish 4 copies of records of actual work, one of which will be 
returned for inclusion in the record documents as specified in section "Project Closeout". 
 
Closeout Submittals:  Refer to section "Project Closeout" and to individual sections of these 
specifications for specific submittal requirements of project closeout information. 
 
Record Documents:  Furnish set of original documents as maintained on the project site.  
Along with original marked-up record drawings provide 2 photographic copies of marked-up 
drawings, which, at the Contractor's option, may be reduced to not less than half size.  See 
Section 01700 for other requirements. 
 
CONTRACTOR'S ACTION 
 
The Contractor shall stamp each Shop Drawing and Product Data submittal.  Submittal 
received without the Contractor's stamp and signature will not be accepted.  The Contractor 
shall certify to the review of the submittal verification of product, field measurements and field 
construction criteria and coordination of the information within the submittal for compliance with 
the Contract. 
 
ARCHITECT'S ACTION 
 
Except for submittals for record, information or similar purposes, where action and return is 
required or requested, the Owner's Representative will review each submittal, mark to indicate 
action taken, and return promptly. 
 
Compliance with specified characteristics is the Contractor's responsibility. 
 
Action Stamp:  The Architect will stamp each submittal with a uniform, self-explanatory action 
stamp.  The stamp will be appropriately marked, as follows, to indicate the action taken: 
 
Reviewed:  This block marked states that the submittal for that part of the work may proceed 
provided it complies with requirements of the contract documents; final acceptance will depend 
upon that compliance. 
 
Furnish As Corrected:  This block marked states that the submittal for that part of the work has 
been reviewed with corrections noted by the architect and may proceed provided it complies 
with requirements of the contract documents; final acceptance will depend upon that 
compliance. 
 
Revise and Resubmit:  This block marked states that the submittal was found to not be in 
compliance with the contract documents.  Resubmittal with appropriate corrections is required. 
 
Submit Specified Item: This block marked states that only the specified item will be required. 
 
Rejected - See Remarks:  This block marked states, the submittal is not in compliance with the 
contract documents. 
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PART 2 - PRODUCTS  (Not Applicable). 
 
 
PART 3 - EXECUTION  (Not Applicable). 
 
 
 END OF SECTION 
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CONSTRUCTION FACILITIES & TEMPORARY CONTROLS 
 
PART 1 - GENERAL 
 
RELATED DOCUMENTS: 
 
Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division-1 Specification sections, apply to this section. 
 
 
ELECTRICAL UTILITIES: 
 
The contractor may use the electrical system located at the buildings for all necessary work to 
complete this project.  Utility cost will be covered by the University. 
 
PROTECTIONS OF PERSONS AND PROPERTY: 
 
The contractor will be responsible for protection of the work, persons and property during the 
contract period.   
 
TEMPORARY TOILET FACILITIES: 
The contractor shall provide and maintain in sanitary condition portable prefabricated chemical 
type toilets with proper enclosures.  He shall remove them at completion of the project and 
leave the premises clean and sanitary. 
 
TREE AND PLANT PROTECTION: 
 
The contractor will be responsible for any and all damage to any trees to remain on the site.  If 
a tree is damaged he shall make a written report to be delivered to the Architect.  This report 
will describe the type, size and location of the tree and the amount of damage.  All damage 
shall be repaired as soon as 
possible by an expert in plant care.  The contractor will assume all cost for the protection of 
major trees near construction.  The contractor will construct wood barricades around the trees. 
 
SITE LOCATIONS OF TEMPORARY FACILITIES & STORAGE: 
 
The Contractor shall verify with the Architect the site locations for all temporary construction, 
storage, and facilities. 
 
WEATHER PROTECTION: 
 
The contractor shall provide all weather protection to protect the work and materials against 
inclement weather including cold, heat and dampness.  The method of protection shall be 
acceptable to the architect. 
 
CLEAN UP: 
 
At all times during the construction the premises will be kept free of accumulations of waste 
material and rubbish.  All materials will be stacked neatly and in accordance with proper 
storage of the materials. 
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PART 2 - PRODUCTS (Not Applicable) 
 
 
PART 3 - EXECUTION (Not Applicable) 
 
 
 END OF SECTION 
 
 
 
 
 
 
 
 
PROJECT CLOSEOUT 
 
PART 1 - GENERAL 
 
RELATED DOCUMENTS 
 
Drawings and general provisions of Contract, including General and Supplementary Conditions 
and other Division-1 Specification Sections, apply to this Section. 
 
 
SUMMARY 
 
This Section specifies administrative and procedural requirements for project closeout, 
including but not limited to: 
 
 Inspection procedures. 
 Project record document submittal. 
 Submittal of warranties. 
 Final cleaning. 
 
Closeout requirements for specific construction activities are included in the appropriate 
Sections in Divisions-2 through -16. 
 
 
SUBSTANTIAL COMPLETION 
 
Preliminary Procedures:  Before requesting inspection for certification of Substantial 
Completion, complete the following.  List exceptions in the request. 
 
General:  When Contractor considers work is substantially complete, he shall submit to 
Architect: 
 

A written notice that work, or designated portion thereof, is substantially complete. 
 A list of items to be completed or corrected and a dollar value assigned to each item of 
work. 
 



34 
 

Other Requirements: 
 
 See Supplementary Conditions 
 
In the Application for Payment that coincides with, or first follows, the date Substantial 
Completion is claimed, show 100 percent completion for the portion of the work claimed as 
substantially complete.  Include supporting documents for completion as indicated in these 
Contract Documents and a statement showing an accounting of changes to the Contract Sum.  
 

If 100 percent completion cannot be shown, include a list of incomplete items, the value 
of incomplete construction, and reasons the work is not complete. 

 
Advise Owner of pending insurance change over requirements. 

 
Submit specific warranties, workmanship bonds, maintenance agreements, final 
certifications and similar documents. 

 
Obtain and submit releases enabling the Owner unrestricted use of the Work and 
access to services and utilities; include occupancy permits, operating certificates and 
similar releases. 

 
Submit record drawings, damage or settlement survey, and similar final record 
information. 

 
Complete start up testing of systems.  Discontinue or change over and remove 
temporary facilities from the site, along with construction tools, and similar elements. 

 
Complete final clean up requirements, including touch up painting. Touch up and otherwise 
repair and restore marred exposed finishes. 
 
Inspection Procedures: On receipt of a written request for inspection, from the contractor, the 
Architect will either proceed with inspection or advise the Contractor of unfilled requirements.  
The Architect will prepare the Certificate of Substantial Completion following inspection, or 
advise the Contractor of construction that must be completed or corrected before the certificate 
will be issued. 
 

The Architect will repeat inspection when requested and assured that the work has 
been substantially completed. 

  
Results of the completed inspection will form the basis of requirements for final 
acceptance. 

 
 
FINAL ACCEPTANCE 
 
Preliminary Procedures:  Before requesting final inspection for Certification of Final 
Acceptance and Final Payment, complete the following.  List exceptions in the request. 
 

Submit the Final Payment Request with releases and supporting documentation not 
previously submitted and accepted.  Include Certificates of Insurance for products and 
completed operations where required. 
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Submit an updated final statement, accounting for final additional changes to the 
Contract Sum. 

 
Submit a certified copy of the Owner's Representative's final inspection list of items to 
be completed or corrected, stating that each item has been completed or otherwise 
resolved for acceptance, and the list has been endorsed and dated by the Owner's 
Representative.  

 
Submit consent of surety to Final Payment. 

 
Submit a final liquidated damages settlement statement.  

 
Submit evidence of final, continuing insurance coverage complying with insurance 
requirements. 

 
 
FINAL ADJUSTMENT OF ACCOUNTS: 
 
General:  Submit a final statement of accounting to Architect. 
 
Form:  Statement shall reflect all adjustments to the Contract sum: 
 
 The original Contract Sum. 
 
 Additions and deductions resulting from: 
  Previous Change Orders. 
  Allowances. 
  Unit Prices. 
  Deductions for uncorrected work. 
  Deductions for liquidated damages. 
  Deductions for reinspection payments. 
  Other adjustments. 
  Total Contract Sum, as adjusted. 
  Previous payments. 
  Sum remaining due. 
 
Final Adjustment:  Architect will prepare a final Change Order, reflecting approved adjustments 
to Contract Sum which were not previously made by Change Orders. 
 

FINAL APPLICATION FOR PAYMENT: 
 
General:  Contractor shall submit Final Application for Payment in accordance with procedures 
and requirements stated in Conditions of Contract. 
 
Reinspection Procedure:  The Architect will reinspect the Work upon receipt of notice that the 
Work, including inspection list items from earlier inspections, has been completed, except 
items  whose completion has been delayed because of circumstances acceptable to the 
Architect.  
 

Upon completion of reinspection, the Architect will prepare a Certificate of Final 
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Acceptance, or advice the Contractor of work that is incomplete or of obligations that 
have not been fulfilled but are required for Final Acceptance. 

 
If necessary, reinspection will be repeated. 
 
REINSPECTION FEES: 
 
General:  Should the Architect perform reinspections due to failure of Work to comply with 
claims of status of completion made by Contractor. 
 
 The Owner will compensate the Architect for such additional services. 
 The Owner will deduct amount of such compensation from final payment to the 
Contractor. 
 
RECORD DOCUMENT SUBMITTALS 
 
General:  Do not use record documents for construction purposes; protect from deterioration 
and loss in a secure, fire-resistive location; provide access to record documents for the 
Owner's Representative's reference during normal working hours. 
 
Record Drawings:  Maintain a clean, undamaged set of blue or black line white-prints of 
Contract Drawings and Shop Drawings.   Mark the set to show the actual installation where the 
installation varies substantially from the work as originally shown.  Mark whichever drawing is 
most capable of showing conditions fully and accurately; where Shop Drawings are used, 
record a cross-reference at the corresponding location on the Contract Drawings.  Give 
particular attention to concealed elements that would be difficult to measure and record at a 
later date.   
 

Mark record sets with red erasable pencil; use other colors to distinguish between 
variations in separate categories of the work. 

 
Mark new information that is important to the Owner, but was not shown on Contract 
Drawings or Shop Drawings. 

 
Note related Change Order numbers where applicable. 

 
Organize record drawing sheets into manageable sets, bind with durable paper cover 
sheets, and print suitable titles, dates and other identification on the cover of each set. 

 
 Drawings:  Legibly mark to record actual construction: 
   
  Depths of various elements of foundation in relation to finish first floor datum. 

 
Horizontal and vertical locations of underground utilities and appurtenances, 
referenced to permanent surface improvements. 
 
Location of internal utilities and appurtenances concealed in construction, 
referenced to visible and accessible features of structure. 
 
Field changes of dimension and detail. 
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  Changes made by Field Order or by Change Order. 
  
Details not on original Contract Drawings. 

 
SPECIAL NOTE:  
 
Furnish a set of original documents as maintained on the project site.  Along with original 
marked-up record drawings, provide two (2) photographic copies of the record drawings, which 
at the Contractor’s option may be reduced to not less than half size. 
 
Record Specifications: Maintain one complete copy of the Project Manual, including addenda, 
and one copy of other written construction documents such as Change Orders and 
modifications issued in printed form during construction.  Mark these documents to show 
substantial variations in actual work performed in comparison with the text of the Specifications 
and modifications.  Give particular attention to substitutions, selection of options and similar 

information on elements that are concealed or cannot otherwise be readily discerned later by direct observation.  
Note related record drawing information and Product Data. 
 

Upon completion of the work, submit record Specifications to the Architect for the 
Owner's records. 

 
Specifications and Addenda:  Legibly mark each Section to record: 
 

Manufacturer, trade name, catalog number, and Supplier of each Product and item of 
equipment actually installed. 

 
Changes made by Field Order or by Change Order. 

 
Record Product Data/Shop Drawings: Maintain one copy of each Product Data submittal.  
Mark these documents to show significant variations in the actual work performed in 
comparison with information submitted.  Include variations in products delivered to the site, 
and from the manufacturer's installation instructions and recommendations.  Give particular 
attention to concealed products and portions of the work which cannot otherwise be readily 
discerned later by direct observation.  Note related Change Orders and mark up of record 
Drawings and Specifications.   
 

Upon completion of mark up, submit complete set of record Product Data to the 
Architect for the Owner's records.  All record product data and shop drawings shall be 
placed in a three-ring binder and divided into sections as they apply to the specification 
manual. 

 
Documents Reviewed and Signed by all Government Agencies: These documents must be 
kept in a safe place by the Contractor during construction.  These documents are not to be 
used for construction other than reference.  Do not mark on these documents.  With the final 
submittal of record documents these documents must be included. 
 
Operating and Maintenance Data:  Submit to Architect at completion of Project following 
Operating and Maintenance Data: 
 

Compile product data and related information appropriate for Owner's maintenance and 
operation of products furnished under Contract. 
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 Provide three sets of 3-ring binders containing operating and maintenance data as 
 specified in other pertinent sections of Specifications. 
 

Provide this same information digitally on CD-ROM in PDF, Excel, and/or Word format 
as applicable to each separate operating and maintenance data type. 

 
Instructing Owner’s Personnel: 
 

Instruct Owner's personnel in maintenance of products and in operation of equipment 
and systems.  This shall be arranged as a series of meetings between the Contractor 
and the Owner for review of all projects and systems for turn over to the Owner. 

 
 
Miscellaneous Record Submittals:  Refer to other Specification Sections for requirements of 
miscellaneous record keeping and submittals in connection with actual performance of the 
work.  Immediately prior to the date or dates of Substantial Completion, complete 
miscellaneous records and place in good order, properly identified and bound or filed, ready for 
continued use and reference.  Submit to the Architect for the Owner's records. 
 
Warranties and Service Contracts:  Submit to Architect in accordance with requirements of 
Section - "Warranties and Lists." 
 
Spare Parts and Maintenance Materials:  Submit Lists to Architect in accordance with 
requirements of Section - "Warranties and Lists." 
 
Evidence of Payment and Release of Liens:  Submit to Architect in accordance with 
requirements of Section - "General Conditions of the Contract" and Section - "Warranties and 
Lists." 
 
Certificate of Insurance for Products and Completed Operations:  Submit to Architect in 
accordance with requirements of Section - "General Conditions of the Contract" 
 
Keys and Keying Schedule:  Submit to Architect in accordance with requirements of Section - 
"Finish Hardware." 
 
Record Survey: Provide final certified survey as noted. 
 
 
PART 2 - PRODUCTS  (Not Applicable) 
 
 
PART 3 - EXECUTION 
 
FINAL CLEANING: See Section - Cleaning 
 
 
 
 END OF SECTION  
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BUILDING DEMOLITION 
 
PART 1  GENERAL  
 
1.1 SUMMARY 
 

A. Section Includes: 
1. Removal of designated building construction, such as the prefab cupolas, 

siding, wood/metal studs, steel structure, flashing, roofing, etc. 
2. Identification of utilities. 

 
B. Related Sections: 

1. Division 01 - Administrative, procedural, and temporary work requirements. 
 
1.2 SUBMITTALS 
 

A. Submittals for Review: 
1. Shop Drawings: Indicate areas for demolition, removal sequence and location 

of salvageable items, and location and construction of temporary work. 
 
1.3 REGULATORY REQUIREMENTS 
 

A. Conform to applicable code for demolition work, safety of structure, and dust control. 
 

B. Obtain required permits from authorities. 
 

C. Notify affected utility companies before starting work and comply with their 
requirements. 

 
D. Conform to applicable codes when hazardous or contaminated materials are 

discovered. 
 

E. Do not close or obstruct exits. 
 

F. Do not disable or disrupt building fire or life safety systems without [3] THREE days 
prior written notice to Owner. 

 
1.4 PROJECT CONDITIONS 
 

A. Minimize interference with streets, walks, public right-of-ways, and adjacent facilities. 
 

B. If hazardous materials are discovered, notify Architect and await instructions. 
 

C. If any of the following conditions are encountered, cease work immediately, notify 
Architect, and await instructions: 
1. Structure is in danger of movement or collapse. 
2. Materials or conditions encountered differ from those designated in the 

Contract Documents. 
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PART 2  PRODUCTS 
 
 Not used 
 
 
PART 3  EXECUTION 
 
3.1 PREPARATION 
 

A. Erect temporary partitions, barricades, warning devices, and controls. 
 

B. Provide protective coverings, shoring, bracing, and supports for construction 
designated to remain. 

 
C. Temporarily or permanently disconnect utilities as required. 

 
3.2 DEMOLITION 
 

A. Remove existing construction to extent indicated and as necessary, such as 
concrete block walls, ceramic tile floors, electrical and mechanical items, etc.,  to join 
new work to existing. Do not remove more than is necessary to allow for new 
construction. 

 
B. Do not damage work designated to remain.  

 
C. Minimize noise and spread of dirt and dust. 

 
D. Assign work to trades skilled in procedures involved. 

 
E. Plug ends of disconnected utilities with threaded or welded caps. 

 
F. Protect and support active utilities designated to remain. Post warning signs showing 

location and type of utility and type of hazard. 
 

G. Store items designated to remain property of Owner where directed by Owner. 
 

H. Remove and dispose of waste materials off site. 
 
 

END OF SECTION 
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STRUCTURAL STEEL FRAMING 
 
 
PART 1 -- GENERAL 
 
1.1 WORK 
 
A.  Provide structural steel as shown on the Drawings and specified herein. Remove existing 
steel structure as required and modify as shown on drawings. 
 
1.2 QUALITY STANDARDS 
 
A.  All work must comply with all applicable codes and regulations, AISC "Specifications for 
Design, Fabrication, and Erection of Structural Steel for Buildings" and the AISC "Code of 
Standard Practice." 
 
1.3 SUBMITTALS 
 
A.  Submit within 30 days of the Notice to Proceed. 
 
Submit Shop Drawings as required including details and assembly instructions. Submit list of 
materials to be provided for this work; testing lab reports and any other data required to prove 
compliance with these Shop Drawings.  Submit manufacturer's data required to prove 
compliance with Shop Drawings and manufacturer's installation instructions. 
 
1.4 MATERIALS HANDLING 
 
A.  Deliver materials to the job with components clearly marked as to location of installation. 
 
B.  Store materials protected to prevent damage and to maintain identification marks. 
 
PART 2 -- MATERIALS AND PRODUCTS 
 
2.1 STEEL 
 
A.  Steel plates, bars, and other shapes shall be as per ASTM A36.  Anchor bolts as per ASTM 
A307. Nuts, bolts, washers as per ASTM A325.  Unfinished threaded fasteners as per ASTM 
A307, Grade A, regular.  Arc welding electrodes as per ASW code and ASTM A233, as 
required for intended use. 
 
2.2 PRIMER AND PAINT 
 
A.  Primer:  SSPC 15, type I, red oxide. 
 
B.  Paint shall be: SEE PAINTING SECTION SCHEDULE 
 
2.3. FABRICATION 
 
A.  Shop fabrication as per AISC standards and Shop Drawings.  Clearly mark materials for job 
site locations and sequence of assembly. 
 
B.  Provide new, undamaged nuts, bolts, washers and other connectors as required.  
Connectors as per ASTM A325.  Provide holes for connectors, anchors, etc. as shown on 
accepted Shop Drawings. 
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2.4 SHOP PAINTING 
 
A.  Paint structural steel surfaces except surfaces to be covered by concrete or mortar.  Apply 
two coats of paint to surfaces unreachable after erection.  Each coat of paint is to be a 
distinctly separate color.  Clean and prepare steel for painting as per standards of the Steel 
Structures Painting Council.  Apply primer and paint according to manufacturer's instructions 
and SSPC standards. 
 
PART 3 -- CONSTRUCTION 
 
3.1 PREPARATION AND PRECONSTRUCTION 
 
A.  Verify that job conditions are satisfactory for speedy and acceptable work. 
 
B.  Coordinate with all other work such as plumbing, HVAC, electrical, foundations, and roof 
mounted equipment. 
 
3.2 ERECTION 
 
A.  Comply with AISC Shop Drawings and standards and applicable building code and 
standards referenced in building code. 
 
B.  Material tests and inspection: 
 
Verify that fabrication is inspected and certified.  Delivered steel members shall be all the types 
and quantities required for the project and not include any used or damaged material. 
 
C.  Provide and install temporary supports sufficient to support all loads in storm or other 
adverse conditions. 
 
D.  Set column bolts with accurate templates.  Erect all members straight, plumb, and level 
within AISC tolerances. 
 
E.  Make cuts sparingly and only as provided in Drawings for plumbing, conduit, minor 
ductwork. 
 
F.  Changes in structural framing are not allowed except through written approval of the 
Architect. 
 
3.3 TESTING AND INSPECTION 
 
A.  Strength tests and inspections will be conducted as directed by the Architect.  Contractor 
must provide unrestricted access for testing lab representatives and inspectors.  Provide for 
additional testing to confirm correction of defective work. 
 
B.  If work is defective, the cost of additional testing and correction will be paid by the 
Contractor. 
 
3.4 FIELD PAINTING 
 
A.  Apply specified paint according to manufacturer's instructions.  Apply specified paint to a 
dry film thickness of not less than 1.5 mils. 
 
B.  Do not paint contact surfaces of high-strength bolts; steel that will be covered and protected 
by other materials, such as fireproofing or concrete or fabricated steel with adequate shop 
coatings. 

END OF SECTION 
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ROUGH CARPENTRY 
 
PART 1 GENERAL  
 
1.1 SUMMARY 
 

A. Section Includes: 
1. Wood joist, rafters, studs, blocking and furring. 

 
 

B. Related Sections: 
1. Division 01: Administrative, procedural, and temporary work requirements. 

 
1.2 REFERENCES 
 

A. American Wood Protection Association (AWPA) U1 - Use Category System - User 
Specification for Treated Wood. 

 
B. ASTM International (ASTM): 

1. A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and 
Steel Hardware. 

2. E84 - Standard Test Method for Surface Burning Characteristics of Building 
Materials. 

3. F593 - Standard Specification for Stainless Steel Bolts, Hex Cap Screws and 
Studs. 

 
C. Engineered Wood Association (APA) PRP-108 - Performance Standards and 

Qualification Policy for Structural-Use Panels. 
 

D. Forest Stewardship Council (FSC) STD-40-004 - Chain of Custody Standard. 
 

E. National Institute of Standards and Technology (NIST) - Product Standard PS 20 - 
American Softwood Lumber Standard. 

 
F. Northeastern Lumber Manufacturers Association (NELMA) - Standard Grading 

Rules for Northeastern Lumber. 
 

G. National Lumber Grades Authority (NLGA) - Standard Grading Rules for Canadian 
Lumber. 

 
H. Redwood Inspection Service (RIS) - Standard Specifications for Grades of California 

Redwood Lumber. 
 

I. Southern Pine Inspection Bureau (SPIB) - Standard Grading Rules for Southern 
Pine Lumber. 

 
J. West Coast Lumber Inspection Bureau (WCLIB) - Standard Grading Rules for West 

Coast Lumber. 
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K. Western Wood Products Association (WWPA) G-5 - Western Lumber Grading 

Rules. 
 
1.3 QUALITY ASSURANCE 
 

A. Lumber Grading Agency: Certified to NIST PS 20. 
 

B. Identify lumber and panel products by official grade mark. 
 
1.4 DELIVERY, STORAGE AND HANDLING 
 

A. Store materials minimum [6] inches above ground on framework or blocking and 
cover with protective waterproof covering providing for adequate air circulation. 

 
B. Do not store seasoned or treated materials in damp location. 

 
C. Protect edges and corners of sheet materials from damage. 

 
PART 2 PRODUCTS 
 
2.1 MATERIALS 
 

A. Lumber: 
1. Grading rules:SPIB. 
2. Species: SYPine. 
3. Grade: 2 
4. Surfacing: Surfaced four sides (S4S) [unless otherwise indicated]. 
5. Maximum moisture content: [19] percent.\ 

 
B. Panel Products: 

1. Type: APA Plywood. 
2. Panel grade: APA Rated Sheathing. 

 
2.2 ACCESSORIES 
 

A. Fasteners:  
1. Type and size: As required by conditions of use. 

 
2.3 FABRICATION 
 

A. Preservative Treatment: 
1. Treat lumber products in accordance with AWPA U1: 

a. Interior locations protected from moisture sources: Category UC1 - 
Interior/Dry. 

b. Interior locations subject to sources of moisture: Category UC2 - 
Interior/Damp. 

c. Exterior locations above ground: Category [UC3A - Above 
Ground/Protected.] [UC3B - Above Ground/Exposed.] 

d. Exterior locations in contact with ground: Category UC4A - Ground 
Contact/General Use. 
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2. Treatment process: Type CCA - Chromated Copper Arsenate. 
 

B. Fire Retardant Treatment; treat lumber and panel products in accordance with 
AWPA U1: 
1. Interior locations: Category UCFA - Fire Retardant/Interior. 
2. Exterior locations: Category UCFB - Fire Retardant/Exterior. 

 
PART 3 EXECUTION 
 
3.1 INSTALLATION 
 

A. Provide blocking, nailers, grounds, furring, and other similar items required to 
receive and support work. 

 
B. Set members level, plumb, and rigid. 

 
C. Curb roof openings except where prefabricated curbs are provided. Form corners by 

alternating lapping side members. 
 

END OF SECTION 
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SHOP FABRICATED WOOD TRUSSES 
 
PART 1  GENERAL  
 
1.1 SUMMARY 
 

A. Section Includes: 
1. Shop fabricated wood trusses for roof framing. 
2. Bridging and bracing. 
3. Framing for openings. 

 
B. Related Sections: 

1. Division 01: Administrative, procedural, and temporary work requirements. 
 
1.2 REFERENCES 
 

A. ASTM International (ASTM) A653/A653M - Standard Specification for Steel Sheet, 
Zinc-Coated (Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip 
Process. 

 
B. Engineered Wood Association (APA) PRP-108 - Performance Standards and 

Qualification Policy for Structural-Use Panels. 
 

C. Forest Stewardship Council (FSC) STD-40-004 - Chain of Custody Standard. 
 

D. National Institute of Standards and Technology (NIST) - Product Standard PS 20 - 
American Softwood Lumber Standard. 

 
E. Truss Plate Institute (TPI) - Design Specifications for Metal Plate Connected Wood 

Trusses. 
 
1.3 SUBMITTALS 
 

A. Submittals for Review: 
1. Shop Drawings: Indicate framing system, sizes and spacing of trusses, loads, 

bearing and anchorage details, bridging and bracing, and framed openings. 
 
1.4 QUALITY ASSURANCE 
 

A. Fabricator Qualifications: Minimum [5] years documented experience in work of this 
Section. 

 
B. Trusses: Design in accordance with TPI requirements. 

 
C. Identify lumber and panel products by official grade mark. 
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D. Design Requirements: Design trusses under supervision of Professional Structural 
Engineer with experience in work of this Section, licensed in State in which project is 
located. 

 
1.5 DELIVERY, STORAGE AND HANDLING 
 

A. Transport and store trusses in upright position resting on bearing ends. 
 

B. Protect from moisture, warpage, and distortion. 
 
PART 2  PRODUCTS 
 
2.1 MANUFACTURERS 
 

A. Acceptable Manufacturers: 
1. Southern Components, Inc. (www.socomp.com) 
2. Trus Joist. (www.trusjoist.com) 
3. Wood Structures, Inc. (www.wsitruss.com) 

 
B. Substitutions: Under provisions of Division 01. 

 
2.2 MATERIALS 
 

A. Lumber:  
1. Graded in accordance with NIST PS 20. 

 
B. Steel Connectors: ASTM A653/A653M, Structural Quality, G90 coating class, die 

stamped with integral teeth. 
 

C. Gussets: Plywood, APA PRP-108, species optional, grade as dictated by design, 
Exterior Exposure. 

 
2.3 ACCESSORIES 
 

A. Fasteners: Galvanized steel, type suited to conditions. 
 

B. Wood for Blocking and Framed Openings: Specified in Section 06 1100.  
 
2.4 FABRICATION 
 

A. Cut members accurately to length to achieve tight fit. 
 

B. Jig trusses during fabrication to obtain tight joint connections. 
 

C. Press connectors into lumber to full depth. 
 
PART 3  EXECUTION 
 
3.1 INSTALLATION 

http://www.socomp.com/
http://www.trusjoist.com/
http://www.wsitruss.com/
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A. Install trusses in accordance with manufacturer's instructions. 

 
B. Place level and true to line. 

 
C. Provide temporary bracing to hold trusses in position until permanently secured. 

 
D. Prior to inducing loads, place permanent bridging, bracing, and anchors to maintain 

trusses straight and in correct position. 
 

E. Do not field cut trusses. 
 

F. Place headers and supports to frame openings. Frame openings between trusses 
with lumber as specified in Section 06 1100. 

 
G. Installation Tolerances: Maximum 1/2 inch variation from true position. 

 
 

END OF SECTION 
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LAMINATED ASPHALT SHINGLES 
 
PART 1 -- GENERAL 
 
1.1 WORK 
 

A.  Provide everything required to complete the work as shown on the Drawings and 
specified herein.  
 

1. Remove existing shingles, felts, rotten, damaged or missing decking; Install 
new decking, underlayment and shingles, as shown on drawings and specific 
herein etc.   

 
  

 B. Section Includes 
 
  1. Granular surfaced laminated asphalt shingle roofing. 
 
  2.  Moisture shedding underlayment, eaves, valley and ridge protection. 
 
  3.  Associated metal flashing. 
 
1.2 QUALITY STANDARDS 

A. Provide experienced well-trained workers competent to complete the work as 
specified. 
 

B. Unless approved by the Architect, provide all related products and accessories 
from one manufacturer. 
 

C. Laminated Shingle Certifications: 
 

  1.  Class A Fire Rating, UL 790/ASTM E 108, Class A 
 
  2.  Wind Resistance, ASTM D 3161, Type I, Class F (110 mph) 
 
 
1.3 SUBMITTALS 
 
 A.  Submit the following within 30 calendar days after receiving the Notice to Proceed. 
 

Submit list of materials to be provided for this work; manufacturer's data required to 
prove compliance with these Specifications, manufacturer's installation instructions; 
shop drawings as required with complete details and assembly instructions. 

 
 Submit samples as required for approval by the Architect. 
 
1.4 MATERIALS HANDLING 
 

A.  Provide all materials required to complete the work as shown on drawings and 
specified herein. Deliver, store, and transport materials to avoid damage to the products 
or to any other work and as per the General Conditions. 

 
 B.  Have all accessories on hand and ready for installation in coordination with roofing. 
 
1.5 PRECONSTRUCTION AND PREPARATION 
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A. Examine and verify that job conditions are satisfactory for speedy and acceptable 
work. 

 
  

B. Do not apply shingles when ambient or wind chill temperature is below 45 degrees F. 
 
 
PART 2 -- MATERIALS 
 
2.1 ASPHALT SHINGLES, ACCESSORIES, AND RELATED MATERIALS 
 

A.  Asphalt Shingles TO MATCH EXISTING, shall be as manufactured by: 
CERTAINTEED, GAF, TAMKO, MALARKEY or Approved Equal. 

 
 Tab type: Architectural 
 

Product: TAMKO HERITAGE 30 or CERTAINTEED LANDMARK 30 Laminated Asphalt 
Shingles 

 
 Color: TO BE SELECTED FROM MANUFACTURERS STANDARD COLORS. 
 
 Warranty: 30 year Minimum  
 
2.2 SHEET MATERIALS 
 
 A. Underlayment:   ASTM D 4869, 30lb. Saturated Organic Felt 
 
2.3 FLASHING MATERIALS 
 

A.  Sheet Flashing: ASTM A 361/A 361M; 26 gauge (0.45mm) steel with minimum  
G115/Z350 galvanized coating. 
 

 
2.4 ACCESSORIES 
 

A. Nails: Standard type roofing nails, corrosion resistant, galvanized, minimum 3/8” 
diameter head, minimum 12 gauge wire shank, shank to be of sufficient length to 
penetrate 3/4” into the roof deck.  

 
B. Asphalt roofing cement: ASTM D 4586, Type I. 

 
C. Sealant: One-component, elastomeric, gun grade polyurethane sealant Sonneborn 

Sonolastic NP 1 or Approved Equal.  
  
2.5 FLASHING FABRICATION 
 

A. Form flashing to profiles indicated on Drawings, and to protect roofing materials from 
physical damage and shed water.  

  
B.  Form sections square and accurate to profile, in maximum possible lengths, free 
From distortion or defects detrimental to appearance or performance. 

 
 
PART 3 -- EXECUTION 
 
3.1 EXAMINATION 
 
 A. Verify existing site conditions. 
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B.   Verify that deck surfaces are sound, dry and free of ridges, warps, or voids.  Repair 
or replace any damaged, rotten or missing decking or fascia. 
 

3.2 ROOF DECK PREPARATION 
 
 A. Follow shingle manufacturer’s recommendations for acceptable roof deck materials. 
 

B. Broom clean deck surfaces under eave protection and underlayment prior to their 
 application. 

 
3.3 INSTALLATION – PROTECTIVE UNDERLAYMENT 
 

A. Roof Slope 4:12 or Greater: Install one-layer asphalt felt shingle underlayment 
perpendicular to slope of roof and lap minimum 4 inches over eave protection. 

 
B.  Weather lap and seal watertight with asphalt roofing cement items projecting through 
or mounted on the roof. 

 
3.4 INSTALLATION – VALLEY FLASHING 
 

A. Install valley flashing in accordance with manufacturer’s instructions for product 
type and application specified. 

 
B. Over the shingle underlayment, center a minimum 36-inch-wide sheet of minimum 

50 lb roll roofing in the valley.  Nail the felt only where necessary to hold it in place 
and then only nail the outside edges.  

 
3.5   INSTALLATION – ASPHALT SHINGLES 
 

A. Install shingles in accordance with manufacturer’s instructions for product type and 
application specified. 

 
3.6 CLEANUP   
 

A.  Upon completion, clean the work area and remove all scrap and excess materials 
from the site.  Pick up all loose nails using a magnet.  Allow convenient access for 
inspection of work and repair or replace defective work as directed by the Architect.  
Leave drains and other openings clear and clean of debris. 

 
 

END OF SECTION 
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FIBER CEMENT BOARD SIDING 

PART  1  GENERAL 

1.1  SECTION INCLUDES 

A.  Factory-finished fiber cement lap siding, panels, trim, fascia, moulding and 
accessories. 

1.2  RELATED SECTIONS 

A.  Section 05400 - Cold-Formed Metal Framing. 

B.  Section 06100 - Rough Carpentry. 

C.  Section 072126 - Blown Insulation. 

1.3  REFERENCES 

A.  AS D3359 - Standard Test Method for Measuring Adhesion by Tape Test, Tool and 
Tape. 

B.  AS E136 - Standard Test Method for Behavior of Materials in a Vertical Tube 
Furnace at 750 degrees C. 

1.4  SUBMITTALS 

A.  Submit under provisions of Section 01300. 

B.  Product Data: Manufacturer's data sheets on each product to be used, including: 
1.  Preparation instructions and recommendations. 
2.  Storage and handling requirements and recommendations. 
3.  Installation methods. 

C.  Shop Drawings: Provide detailed drawings of atypical non-standard applications of 
cementitious siding materials which are outside the scope of the standard details 
and specifications provided by the manufacturer. 

D.  Selection Samples:For each finish product specified, two complete sets of color 
chips representing manufacturer's full range of available colors and patterns. 

E.  Verification Samples: For each finish product specified, two samples, minimum size 
4 by 6 inches (100 by 150 mm), representing actual product, color, and patterns. 

1.5  QUALITY ASSURANCE 

A.  Installer Qualifications: Minimum of 2 years experience with installation of similar 
products. 

B.  Mock-Up: Provide a mock-up for evaluation of surface preparation techniques and 
application workmanship. 
1.  Finish areas designated by Architect. 
2.  Do not proceed with remaining work until workmanship, color, and sheen are 

approved by Architect. 
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3.  Remodel mock-up area as required to produce acceptable work. 

1.6  DELIVERY, STORAGE, AND HANDLING 

A.  Store products in manufacturer's unopened packaging until ready for installation. 

B.  Store siding on edge or lay flat on a smooth level surface. Protect edges and 
corners from chipping. Store sheets under cover and keep dry prior to installing. 

C.  Store and dispose of solvent-based materials, and materials used with solvent-
based materials, in accordance with requirements of local authorities having 
jurisdiction. 

1.7  PROJECT CONDITIONS 

A.  Maintain environmental conditions (temperature, humidity, and ventilation) within 
limits recommended by manufacturer for optimum results. Do not install products 
under environmental conditions outside manufacturer's absolute limits. 

1.8  WARRANTY 

A.  Product Warranty: Limited, non-pro-rated product warranty. 
1.  Plank lap siding for 30 years. 
2.  Panel vertical siding for 30 years. 
3.  Soffit panels for 30 years. 
4.  Trim boards for 15 years. 

B.  Finish Warranty: Limited product warranty against manufacturing finish defects. 
1.  When used for its intended purpose, properly installed and maintained 

according to manufacturer’s published installation instructions, for a period of 
15 years from the date of purchase: will not peel; will not crack; and will not 
chip. Finish warranty includes the coverage for labor and material. 

C.  Workmanship Warranty: Application limited warranty for 2 years. 

PART  2  PRODUCTS 

2.1  MANUFACTURERS 

A.  Specification is based on products manufacturered by: James Hardie Building 
Products, Inc., which is located at: 231 S. La Salle St. Suite 2000; Chicago, IL 
60604; Toll Free Tel: 877-236-7526; Email:request info (info@jameshardie.com); 
Web:www.jameshardiepros.com|www.jameshardie.com 

B.  Additional acceptable manufacturers: NICHIHA; ALLURA PLYCEM or prior 
approved equal.  

C.  Requests for approval of equal substitutions will be considered in accordance with 
provisions of Section 01600. 

 

http://admin.arcat.com/users.pl?action=UserEmail&company=James+Hardie+Building+Products,+Inc.&coid=33418&rep=&fax=&message=RE:%20Spec%20Question%20(07462jhi):%20%20&mf=
http://www.jameshardiepros.com/
http://www.jameshardie.com/
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2.2  SIDING AND TRIM 

A.  HardiPlank HZ10 lap siding, HardiPanel HZ10 vertical siding, and HardieSoffit HZ10 
panels   
1.  Fiber-cement siding - complies with ASTM C 1186 Type A Grade II. 
2.  Fiber-cement siding - complies with ASTM E 136 as a noncombustible 

material. 
3.  Fiber-cement siding - complies with ASTM E 84 Flame Spread Index = 0, 

Smoke Developed Index = 5. 
4.  US Department of Housing and Urban Development Materials Release -1263f. 

B.  Lap Siding: HardiePlank HZ10 Lap as manufactured by James Hardie Building 
Products, Inc. 
1.  Type: Select Cedarmill 12 inches with 10.57 inches exposure, walls. 

C.  Soffit Panels: HardieSoffit HZ10 soffit panel, factory sealed on 5 sides as 
manufactured by James Hardie Building Products, Inc. 
1.  Type: Smooth vented, provides 5 square inches (32.3 sq.cm) of net free 

ventilation per linear foot, 24 inches (610 mm) by 8 feet (2438 mm). 

D.  Trim: 
1.  HardieTrim HZ10 boards as manufactured by James Hardie Building 

Products, Inc. 
a.  Product: 5/4 Boards, 5-1/2 inch (140 mm) width. 
b.  Texture: Wood Grained. 
c.  Length: 12 feet (3658 mm). 
d.  Thickness: 1 inch. 

2.3  FASTENERS 

A.  Wood Framing Fasteners: 
1.  Wood Framing: 0.093 inch (2.4 mm) shank by 0.222 inch (5.6 mm) head by 2 

inches (51 mm) corrosion resistant siding nails. 
2.  Wood Framing: No. 11 gauge 1-1/2 inches (38 mm) corrosion resistant roofing 

nails. 

B.  Masonry Walls: 
1.  Masonry Walls: Aerico Stud Nail, ET&F ASM No.-144-125, 0.14 inch (3.6 mm) 

shank by 0.30 inch (7.6 mm) head by 2 inches (51 mm) long corrosion 
resistant nails. 

2.4  FINISHES 

A.  Factory Primer: Provide factory applied universal primer. 
1.  Primer: Factory primed by James Hardie. 
2.  Topcoat: Refer to Section 09 90 00 - Painting and Coating and Exterior Finish 

Schedule. 
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PART  3  EXECUTION 

3.1  EXAMINATION 

A.  Do not begin installation until substrates have been properly prepared. 

B.  If framing preparation is the responsibility of another installer, notify Architect of 
unsatisfactory preparation before proceeding. 

C.  Nominal 2 inch by 4 inch (51 m by 102 mm) wood framing selected for minimal 
shrinkage and complying with local building codes, including the use of water-
resistive barriers or vapor barriers where required. Minimum 1-1/2 inches (38 mm) 
face and straight, true, of uniform dimensions and properly aligned. 
1.  Install water-resistive barriers and claddings to dry surfaces. 
2.  Repair any punctures or tears in the water-resistive barrier prior to the 

installation of the siding. 
3.  Protect siding from other trades. 

D.  Minimum 20 gauge (33 mm) 3-5/8 inch (92 mm) C-Stud 16 inches maximum on 
center or 16 gauge (54 mm) 3-5/8 inches (92 mm) C-Stud 24 inches (610 mm) 
maximum on center metal framing complying with local building codes, including the 
use of water-resistive barriers and/or vapor barriers where required. Minimum 1-1/2 
inches (38 mm) face and straight, true, of uniform dimensions and properly aligned. 
1.  Install water-resistive barriers and claddings to dry surfaces. 
2.  Repair any punctures or tears in the water-resistive barrier prior to the 

installation of the siding. 
3.  Protect siding from other trades. 

3.2  PREPARATION 

A.  Clean surfaces thoroughly prior to installation. 

B.  Prepare surfaces using the methods recommended by the manufacturer for 
achieving the best result for the substrate under the project conditions. 

C.  Install a water-resistive barrier is required in accordance with local building code 
requirements. 

D.  The water-resistive barrier must be appropriately installed with penetration and 
junction flashing in accordance with local building code requirements. 

E.  Install Engineered for Climate HardieWrap weather barrier in accordance with local 
building code requirements. 

F.  Use HardieWrap Seam Tape and joint and laps. 

G.  Install and HardieWrap flashing, HardieWrap Flex Flashing. 

3.3  INSTALLATION - HARDIEPLANK HZ10 LAP SIDING, WITH LOCK JOINT SYSTEM 

A.  Install materials in strict accordance with manufacturer's installation instructions. 
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B.  Starting: Install a minimum 1/4 inch (6 mm) thick lath starter strip at the bottom 
course of the wall. Apply planks horizontally with minimum 1-1/4 inches (32 mm) 
wide laps at the top. The bottom edge of the first plank overlaps the starter strip. 

C.  Allow minimum vertical clearance between the edge of siding and any other 
material in strict accordance with the manufacturer's installation instructions. 

D.  Align vertical joints of the planks over framing members. 

E.  Butt joints must not fall within 4 inches (102 mm) of a stud. Do not nail within 2 
inches (51 mm) of the end of planks. 

F.  Maintain clearance between siding and adjacent finished grade. 

G.  Locate splices at least one stud cavity away from window and door openings. 

H.  For proper fastener selection and fastening schedules for various wind load 
requirements and framing options, refer to the Technical Data Sheet at 
www.aspyredesign.com. 

I.  Face nail to sheathing. 

J.  Locate splices at least 12 inches (305 mm) away from window and door openings. 

3.4  INSTALLATION - HARDIEPANEL HZ10 VERTICAL SIDING 

A.  Install materials in strict accordance with manufacturer's installation instructions. 

B.  Block framing between studs where HardiePanel siding horizontal joints occur. 

C.  Install metal Z flashing and provide a 1/4 inch (6 mm) gap at horizontal panel joints. 

D.  Place fasteners no closer than 3/8 inch (9.5 mm) from panel edges and 2 inches (51 
mm) from panel corners. 

E.  Allow minimum vertical clearance between the edge of siding and any other 
material in strict accordance with the manufacturer's installation instructions. 

F.  Maintain clearance between siding and adjacent finished grade. 

G.  Specific framing and fastener requirements refer to Tables 2 and 3 in National 
Evaluation Service Report No. NER-405. 

H.  Factory Finish Touch Up: Apply touch up paint to cut edges in accordance with 
manufacturer's printed instructions. 
1.  Touch-up nicks, scrapes, and nail heads in pre-finished siding using the 

manufacturer's touch-up kit pen. 
2.  Touch-up of nails shall be performed after application, but before plastic 

protection wrap is removed to prevent spotting of touch-up finish. 
3.  Use touch-up paint sparingly. If large areas require touch-up, replace the 

damaged area with new pre-finished siding. Match touch up color to siding 
color through use of manufacturer's branded touch-up kits. 
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3.5  INSTALLATION - HARDIETRIM HZ10 BOARDS 

A.  Install materials in strict accordance with manufacturer's installation instructions. 
Install flashing around all wall openings. 

B.  Fasten through trim into structural framing or code complying sheathing. Fasteners 
must penetrate minimum 3/4 inch (19 mm) or full thickness of sheathing. Additional 
fasteners may be required to ensure adequate security. 

 

 

C.  Place fasteners no closer than 3/4 inch (19 mm) and no further than 2 inches (51 
mm) from side edge of trim board and no closer than 1 inch (25 mm) from end. 
Fasten maximum 16 inches (406 mm) on center. 

D.  Maintain clearance between trim and adjacent finished grade. 

E.  Trim inside corner with a single board trim both side of corner. 

F.  Outside Corner Board Attach Trim on both sides of corner with 16 gage corrosion 
resistant finish nail 1/2 inch (13 mm) from edge spaced 16 inches (406 mm) apart, 
weather cut each end spaced minimum 12 inches (305 mm) apart. 

G.  Allow 1/8 inch gap between trim and siding. 

H.  Seal gap with high quality, paint-able caulk. 

I.  Shim frieze board as required to align with corner trim.. 

J.  Fasten through overlapping boards. Do not nail between lap joints. 

K.  Overlay siding with single board of outside corner board then align second corner 
board to outside edge of first corner board. Do not fasten HardieTrim boards to 
HardieTrim boards. 

L.  Shim frieze board as required to align with corner trim. 

M.  Install HardieTrim Fascia boards to rafter tails or to sub fascia. 

3.6  FINISHING 

A.  Finish unprimed siding with a minimum one coat high quality, alkali resistant primer 
and one coat of either, 100 percent acrylic or latex or oil based, exterior grade 
topcoats or two coats high quality alkali resistant 100 percent acrylic or latex, 
exterior grade topcoat within 90 days of installation. Follow paint manufacturer's 
written product recommendation and written application instructions. 

B.  Finish factory primed siding with a minimum of one coat of high quality 100 percent 
acrylic or latex or oil based exterior grade paint within 180 days of installation. 
Follow paint manufacturer's written product recommendation and written application 
instructions. 
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3.7  PROTECTION 

A.  Protect installed products until completion of project. 

B.  Touch-up, repair or replace damaged products before Substantial Completion. 
 

END OF SECTION 
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GYPSUM BOARD 
 
PART 1 GENERAL  
 
1.1 SUMMARY 
 

A. Section Includes: Removal of existing gypsum board ceilings in the upper stairways 
and installation of new gypsum board ceilings. 
1. Gypsum board. 
2. Taping and bedding of gypsum board. 

 
B. Related Sections: 

1. Division 01: Administrative, procedural, and temporary work requirements. 
2. Section 07900 - Joint Sealers. 

 
1.2 REFERENCES 
 

A. ASTM International (ASTM): 
1. C475 - Standard Specification for Joint Compound and Joint Tape for Finishing 

Gypsum Board. 
2. C514 - Standard Specification for Nails for the Application of Gypsum 

Wallboard. 
3. C665 - Standard Specification for Mineral Fiber Blanket Thermal Insulation for 

Wood Frame and Light Construction Buildings. 
4. C1002 - Standard Specification for Steel Drill Screws for the Application of 

Gypsum Board. 
5. C1047 - Standard Specifications for Accessories for Gypsum Wallboard and 

Gypsum Veneer Base. 
6. C1178 - Standard Specification for Glass Mat Water-Resistant Gypsum 

Backing Panel. 
7. C1396 - Standard Specification for Gypsum Board. 
8. C1629 - Standard Classification for Abuse-Resistant Non-decorated Interior 

Gypsum Panel Products and Fiber-Reinforced Cement Panels. 
9. D3273 - Standard Test Method for Resistance to Growth of Mold on the 

Surface of Interior Coatings in an Environmental Chamber. 
 

B. Gypsum Association (GA): 
1. GA-214 - Levels of Gypsum Board Finish. 
2. GA-216 - Recommended Specifications for the Application and Finishing of 

Gypsum Board. 
3. GA-600 - Fire Resistance Design Manual. 

 
C. Underwriters Laboratories, Inc. (UL) - Fire Resistance Directory. 

 
1.3 SUBMITTALS 
 

A. Submittals for Review: 
1. Product Data: Illustrate panel product types, thicknesses, and locations; 

acoustical insulation; and accessories. 
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1.4 QUALITY ASSURANCE 
 

A. Fire Resistance Ratings: 
1. Construct assemblies to achieve fire resistance ratings indicated on Drawings, 

in accordance with applicable design number. 
2. If requirements of assembly numbers referenced conflict with Contract 

Document requirements, conform to assembly requirements. 
 
1.5 PROJECT CONDITIONS 
 

A. Do not install gypsum board until building is substantially weathertight. 
 

B. Maintain temperature in spaces in which work is being performed above 50 degrees 
F during and after installation. 

 
PART 2 PRODUCTS 
 
2.1 MANUFACTURERS 
 

A. Acceptable Manufacturers - Gypsum Panels: 
1. CertainTeed Gypsum, Inc. (www.certainteed.com) 
2. GP Gypsum Corporation. (www.gp.com) 
3. National Gypsum Co. (www.nationalgypsum.com) 
4. United States Gypsum Co. (www.usg.com) 

 
B. Substitutions: Under provisions of Division 01. 

 
2.2 MATERIALS - GYPSUM PANELS 
 

A. Water Resistant Gypsum Board: ASTM C1396; 48 inches wide x 5/8 inch thick, 
maximum practical length, tapered edge. 

 
B. Fire Resistant Gypsum Board: ASTM C1396, Type X; 48 inches wide x 5/8 inch 

thick,  maximum practical length, tapered edge; apply to fire rated assemblies. 
 

C. Exterior Soffit Board: ASTM C1396; 48 inches wide x  thickness indicated, maximum 
practical length, eased edges, ends square cut. 

 
2.3 ACCESSORIES 
 

A. Fasteners: ASTM C1002, Type W screws, ASTM C514, drywall nails, minimum 5/8 
inch penetration into framing. 

 
B. Adhesive:  

1. Type recommended by gypsum panel manufacturer. 
 

C. Trim Accessories: ASTM C1047. 
  

http://www.certainteed.com/
http://www.gp.com/
http://www.nationalgypsum.com/
http://www.usg.com/
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1. Material: Formed steel, minimum 26 gage core steel, hot dip galvanized finish, 
expanded flanges. 

2. Corner reinforcement: GA-216, Type CB-100 x 100. 
3. Casing: GA-216, Type LC. 
4. Control joint. 

 
D. Acoustical Sealer: Specified in Section 07 9200. 

 
E. Joint Treatment Materials:  

1. Reinforcing tape and joint compound; ASTM C475. 
 
PART 3 EXECUTION 
 
3.1 INSTALLATION OF GYPSUM PANELS 
 

A. Install panels and accessories in accordance with ASTM C754, GA-216, and 
manufacturer's instructions. 

 
B. Accurately cut panels to fit around openings and projections. Do not tear face paper 

or break gypsum core. 
 

C. Apply panels [at non fire-rated assemblies] in most economical manner, with ends 
and edges occurring over supports. 

 
D. Apply panels at fire-rated assemblies as required by design assembly. 

 
E. Stagger joints on opposite sides of partitions. 

 
F. Do not locate joints to align with edges of openings unless a control joint is installed. 

 
G. Mechanically fasten [single layer] panels to framing. Place fasteners minimum [3/8] 

[__] inch from edges of panels; drive heads slightly below surface. Stagger fasteners 
at abutting edges. 

 
H. Apply face layer of double layer applications with joints offset from those in base 

layer; secure with mechanical fasteners to framing or with adhesive to base layer. 
 

I. At deflection compensating head tracks, cut panels 1/2 inch short of structure at 
head; do not secure panels to top runner channel. 

 
J. Treat cut edges and holes in moisture resistant gypsum board with joint sealer. 

 
K. Where recessed items occur in fire rated partitions, box item on all sides with 

gypsum board as required to maintain continuity of fire rating. 
 
 
3.2 INSTALLATION OF ACCESSORIES 
 

A. Install in accordance with manufacturer's instructions. 
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B. Install corner reinforcement at outside corners. Use single lengths where length of 
corner does not exceed standard length. 

 
C. Install casings where indicated and where gypsum board abuts dissimilar materials 

or stops with edge exposed. 
 

D. Install control joints at ceilings: 
1. At maximum 50 feet on center. 
2. Where ceiling framing changes direction. 

 
E. Install control joints at walls and partitions: 

1. At changes in backup material. 
2. At maximum 30 feet on center. 
3. Above both jambs of openings in partitions. 

 
3.3 JOINT TREATMENT 
 

A. Treat joints and fasteners in gypsum board in accordance with GA-214. 
 

B. Levels of Finish: 
1. Surfaces in plenums: Level 1 finish. 
2. Surfaces to receive flat, eggshell paints, or wall coverings: Level 4 finish. 
3. Surfaces to receive semi-gloss or gloss paints: Level 5 finish. 

 
 

END OF SECTION 
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PAINTING 
 
PART 1  GENERAL  
 
1.1 SUMMARY 
 

A. Section Includes: 
1. Texturing of gypsum board ceilings. 
2. Surface preparation and field application of paints. 

 
B. Related Sections: 

1. Division 01: Administrative, procedural, and temporary work requirements. 
 
1.2 REFERENCES 
 

A. ASTM International (ASTM) D4442 - Standard Test Method for Direct Moisture 
Content Measurement of Wood and Wood-Base Materials. 

 
B. Society for Protective Coatings (SSPC) - Painting Manual. 

 
1.3 SUBMITTALS 
 

A. Submittals for Review: 
1. Product Data: Manufacturer's data on materials proposed for use. Include: 

a. Product designation and grade. 
b. Surface preparation materials and procedures. 
c. Product analysis and performance characteristics. 

2. Samples: 
a. [3 x 6] inch samples of each coating system on representative substrate. 

Step back successive coats so that all coats remain exposed. Indicate 
type of material used for each coat. 

b. [12 x 12] inch texture samples on gypsum board backing. 
3. Paint Schedule: Detailed schedule indicating type and location of surface, 

coating materials, and number of coats to be applied. 
 
1.4 QUALITY ASSURANCE 
 

A. Applicator Qualifications: Minimum [5] years documented experience in work of this 
Section. 

 
1.5 DELIVERY, STORAGE AND HANDLING 
 

A. Container Label: Include manufacturer's name, type of paint, brand name, lot 
number, brand code, coverage, surface preparation, drying time, cleanup 
requirements, color designation, and instructions for mixing and reducing. 

 
B. Paint Materials: Store at ambient temperature from 45 to 90 degrees F in ventilated 

area, or as required by manufacturer's instructions. 
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1.6 PROJECT CONDITIONS 
 

A. Do not apply materials when surface and ambient temperatures or relative humidity 
are outside ranges required by manufacturer. 

 
B. Provide lighting level of [80] footcandles measured mid-height at substrate surface. 

 
PART 2 PRODUCTS 
 
2.1 MANUFACTURERS 
 

A. Acceptable Manufacturers: 
1. Benjamin Moore and Co. (www.benjaminmoore.com) 
2. Devoe Paint Co. (www.devoepaint.com) 
3. Kelly-Moore Paints. (www.kellymoore.com) 
4. PPG Architectural Finishes, Inc. (www.pittsburghpaints.com) 
5. Pratt and Lambert Paints. (www.prattandlambert.com) 
6. Sherwin Williams. (www.sherwin-williams.com) 

 
B. Substitutions: Under provisions of Division 01. 

 
2.2 MATERIALS 
 

A. Paints: As scheduled at end of Section, or approved substitute. 
 
2.3 ACCESSORIES 
 

A. Accessory Materials: Paint thinners and other materials required to achieve specified 
finishes; commercial quality. 

 
B. Patching Materials: Latex filler. 

 
C. Fastener Head Cover Materials: Latex filler. 

 
D. Uniformly mix to thoroughly disperse pigments. 

 
E. Do not thin in excess of manufacturer's recommendations. 

 
PART 3  EXECUTION 
 
3.1 EXAMINATION  
 

A. Test shop applied primer for compatibility with subsequent coatings. 
 

B. Measure moisture content of surfaces using electronic moisture meter. Do not apply 
coatings unless moisture content of surfaces are below following maximums: 
1. Gypsum board and plaster: [12] percent. 
2. Masonry: [12] percent. 

http://www.benjaminmoore.com/
http://www.devoepaint.com/
http://www.kellymoore.com/
http://www.pittsburghpaints.com/
http://www.prattandlambert.com/
http://www.sherwin-williams.com/
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3. Wood: [15] percent, measured to ASTM D4442. 
4. Concrete floors: [8] percent. 

 
3.2 PREPARATION  
 

A. General: 
1. Protect adjacent and underlying surfaces. 
2. Remove [or mask] electrical plates, hardware, light fixture trim, escutcheons, 

and fittings prior to preparing surfaces or finishing. 
3. Correct defects and clean surfaces capable of affecting work of this section.  
4. Seal marks that may bleed through surface finishes with shellac. 

 
B. Impervious Surfaces: Remove mildew by scrubbing with solution of trisodium 

phosphate and bleach. Rinse with clean water and allow to dry. 
 

C. Gypsum Board: 
1. Fill minor defects with filler compound. Spot prime defects after repair. 
2. Apply light orange peel texture in accordance manufacturer's instructions. 

 
D. Masonry: 

1. Remove dirt, loose mortar, scale, salt and alkali powder, and other foreign 
matter.  

2. Remove oil and grease with solution of trisodium phosphate; rinse and allow to 
dry.  

3. Remove stains caused by weathering of corroding metals with solution of 
sodium metasilicate after thoroughly wetting with water. Allow to dry. 

 
E. Concrete Floors:  

1. Remove contamination, acid etch, and rinse floors with clear water. Allow to 
dry. 

2. Verify that required acid-alkali balance has been achieved.  
 

F. Plaster:  
1. Fill hairline cracks, small holes, and imperfections with latex patching plaster. 

Finish smooth and flush with adjacent surfaces.  
2. Wash and neutralize high alkali surfaces. 

 
G. Galvanized Steel: SSPC Method SP1 - Solvent Cleaning. 

 
H. Aluminum: SSPC Method SP1 - Solvent Cleaning. 

 
I. Uncoated Ferrous Metals:  

1. SSPC Method SP2 - Hand Tool Cleaning or Method SP3 - Power Tool 
Cleaning. 

2. Spot prime paint after repairs. 
 

J. Shop Primed Ferrous Metals:  
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1. SSPC Method SP2 - Hand Tool Cleaning or Method SP3 - Power Tool 

Cleaning. 
2. Feather edges to make patches inconspicuous.  
3. Prime bare steel surfaces. 

 
K. Interior Wood: 

1. Wipe off dust and grit.  
2. Seal knots, pitch streaks, and sappy sections with sealer.  
3. Fill nail holes and cracks after primer has dried; sand between coats. 

 
L. Exterior Wood:  

1. Remove dust, grit, and foreign matter.  
2. Seal knots, pitch streaks, and sappy sections.  

 
M. Existing Surfaces: 

1. Remove loose, flaking, powdery, and peeling paints. 
2. Lightly sand glossy painted surfaces. 
3. Fill holes, cracks, depressions and other imperfections with patching 

compound; sand flush with surface. 
4. Remove oil, grease, and wax by scraping; solvent wash and thoroughly rinse. 
5. Remove rust by wire brushing to expose base metal. 

 
3.3 APPLICATION 
 

A. Apply primer or first coat immediately after surface preparation is complete to 
prevent recontamination. 

 
B. Do not apply finishes to surfaces that are not dry. 

 
C. Apply coatings to minimum dry film thickness recommended by manufacturer. 

 
D. Apply each coat of paint slightly darker than preceding coat unless specified 

otherwise. 
 

E. Apply coatings to uniform appearance without laps, sags, curtains, holidays, and 
brush marks.  

 
F. Allow applied coats to dry before next coat is applied. 

 
G. Sand between coats on interior wood and metal surfaces. 

 
H. Match final coat to approved color samples. 

 
I. Where clear finishes are specified, tint fillers to match wood. Work fillers into grain 

before set. Wipe excess from surface. 
 

J. Prime concealed surfaces of [exterior wood] [and] [interior wood in contact with 
masonry or cementitious materials] with one coat primer paint. 
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K. Mechanical and Electrical Components: 
1. Paint factory primed equipment. 
2. Remove unfinished and primed louvers, grilles, covers, and access panels; 

paint separately. 
3. Paint exposed and insulated pipes, conduit, boxes, ducts, hangers, brackets, 

collars, and supports unless factory finished. 
4. Do not paint name tags or identifying markings. 
5. Paint exposed conduit and electrical equipment in finished areas. 

 
L. Do not Paint: 

1. Surfaces indicated on Drawings or specified to be unpainted or unfinished. 
2. Surfaces with factory applied finish coat or integral finish. 
3. Architectural metals, including brass, bronze, stainless steel, and chrome 

plating. 
 
3.4 ADJUSTING 
 

A. Touch up or refinish disfigured surfaces. 
 
3.5 CLEANING 
 

A. Remove paint from adjacent surfaces. 
 
3.6 PAINT SCHEDULE 
 

A. Types of paint listed herein are set forth as standard of quality and type of coating 
required for each type of surface. 
1. Exposed surfaces of type listed in following schedule are to be painted. 
2. Other exposed surfaces not specifically listed shall receive not less than two 

coats of appropriate type of coating. 
 

B. Prime coat shall consist of touch up only on shop primed [and existing] surfaces. 
 
 
PAINT SCHEDULE: 
 
WOOD - INTERIOR 
 
Painted 
 Finish System:  Semi-gloss Alkyd 
  First coat: Alkyd Enamel Underbody 
  Additional coats:  Two coats Alkyd Semi-gloss Enamel 
 
Stain Clear Finish – Multiple Colors Required 
 
 Finish System:  Wood Classic Interior Stain-Oil 
  First coat:  Wood Oil Stain 
  Additional Coats:  Two coats Polyurethane Varnish 
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DRYWALL - INTERIOR 
 
Painted   
 Finish System:  Vinyl Acrylic Latex – Egg Shell Enamel 
  First coat:  Latex Wall Primer 
  Additional Coats:  Two coats:  “SW” Promar 200 Latex Enamel 
       “BM” Moorcraft (274) Egg Shell Enamel 
 
METALS - INTERIOR 
 
Ferrous - Paint 
 Finish System Alkyd Semi-Gloss Enamel 
 First coat:  Primer 
 Additional coats:  Two coats:  “SW” Promar 200 Interior Alkyd Semi-Gloss Enamel 
      “BM” Moorcraft Semi-Gloss Enamel (271) 
WOOD – EXTERIOR 
 
Painted 
 Finish System:  Semi-gloss Alkyd 
  First coat: Alkyd Enamel Underbody 
  Additional coats:  Two coats Alkyd Semi-gloss Enamel 
 
Stain Clear Finish – Multiple Colors Required 
 Finish System:  Wood Classic Exterior Stain-Oil 
 Two coats:  Wood Oil Stain 
   
DRYWALL - EXTERIOR 
 
Painted   
 Finish System:  Vinyl Acrylic Latex – Enamel 
  First coat:  Latex Wall Primer 
  Additional Coats:  Two coats:  “SW” Promar 200 Latex Enamel 
       “BM” Moorcraft (274) Latex Enamel 
GALVANIZED METAL 
 
Painted 
 First Coat: Galvanized Metal Primer 
 Additional Coats: Two coats: Alkyd enamel 
 
FERROUS METAL 
 
Painted 
 First Coat: Zinc Chromate Primer 
 Additional Coats: Two coats: Alkyd enamel 
  
 

END OF SECTION 
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