Revised Attachment B: Specifications
RFx 3000015625
WELDING MACHINE FEATURES:
· Millermatic 350P power source or equivalent 
· Welding capability Mild Steel and Aluminum
· Bernard® Q300 15 ft (4.6 m) MIG gun with extra Centerfire™ contact tips or equivalent
· 10 ft (3 m) work cable with clamp
· 10 ft (3 m) Industrial power cord (without plug) for single- or three-phase
· Factory-installed gas solenoid
· Argon mix regulator/flow meter
· The Millermatic 350P Autobody Aluminum Package or equivalent makes it easy to setup, use and make quality aluminum repairs
· .035/.045 in (0.9/1.2 mm) reversible V-groove drive rolls (order U-groove drive roll kits for aluminum welding)
· Extra Contact tips (standard quantity when purchasing unit)
Gun-On-Demand
Miller's Gun-On-Demand or equivalent feature allows you to use either a standard MIG gun, a Spoolmatic 15/30A spool gun or any other Miller push-pull gun or equivalent without flipping a switch. The machine senses which gun you are using when you pull the trigger.
Fan-On-Demand
The Fan-On-Demand Cooling system only operates when needed, reducing power consumption and keeping internal components cleaner.   
Line Voltage Compensation (LVC)
Line Voltage Compensation keeps output of the power source constant regardless of fluctuation in input power ± 10%. 
PROCESSES:
MIG(GMAW)
Flux Cored (FCAW)
Pulsed MIG (GMAW-P)
GENERAL SPECIFICATIONS
	Title
	Millermatic 350P 200/230/460V 60Hz 1/3Ph or equivalent

	
	

	Material Thickness
	Mild Steel 24 ga. (0.8 mm) - 1/2 in. (13 mm)
Aluminum 18 ga. (1.2 mm) - 3/8 in. (9.5 mm)

	Weldable Metals
	Steel
Stainless Steel
Aluminum

	Input Voltage
	208 V
220/230/240 V
460/480 V

	Input Phase
	1- and 3-Phase

	Input Hz
	60 Hz

	Input Amperage
	61 A

	Current Type
	DC

	Rated Output
	300 Amps at 32 VDC, 60% duty cycle, 1- or 3-Phase

	Max Open Circuit Voltage
	72 VDC

	Amperage Range
	25 A - 400 A

	Wire Feed Speed
	1.3 m/min - 17.8 m/min
50 IPM - 700 IPM

	
Wire Diameter
	Solid Steel 0.023 in 0.045 in
Solid Steel 0.6 mm 1.2 mm
Stainless 0.03 in 0.045 in
Stainless 0.8 mm 1.2 mm
Aluminum 0.035 in 0.047 in
Aluminum 0.9 mm 1.2 mm
Metal-Core 0.035 in 0.052 in
Metal-Core 0.9 mm 1.3 mm
Flux Cored 0.03 in 0.052 in
Flux Cored 0.8 mm 1.3 mm

	Spool Size
	12 in (305 mm)

	Portability
	Running Gear / Cart (Standard)

	Weld Output
	CV

	Net Width
	19 in

	Net Height
	34 in

	Net Length
	41 in

	Net Weight
	181 lbs

	Warranty
	3 Years
Miller's True Blue Warranty or equivalent


Accessories:
· XR-Aluma-Pro Gooseneck-Style Push-Pull Gun or equivalent 
· Air-cooled
· Welding Current Rating 300 A at 100% duty cycle
· Wire Feed Speed 70- 900 ipm (1.8-23m/min.)
· Wire Diameter Capacity .030-1/16 in. (0.8-1.6 mm) aluminum wire
· Net Weight (Gun Only) 2.5 lb.
· Cable Length 25 ft.
· DUAL cylinder rack as a separate accessory. 
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Delivery Required:
Delivery required to:
Rockefeller Wildlife Refuge
5476 Grand Chenier Hwy
Grand Chenier, La. 70643

3

