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LOUISIANA 
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT  

SPECIFICATIONS  
  

SAFETY PRODUCT 
HARNESSES AND ACCESSORIES  

  
DESCRIPTION: 
 
This specification sets forth the requirements for safety harnesses, personal fall limiters and lanyards to be 
used by DOTD personnel to prevent the risk of injury due to a fall. 
 
REQUIREMENTS: 

HARNESSES 
 
SAP Material Master No. 51220 - X-Small, MSA, Evotch Lite, Part Number 10155574, or Equal 
SAP Material Master No. 51221 - Standard, MSA, Evotech Lite, Part Number 10155559, or Equal 
SAP Material Master No. 51222 - X-Large, MSA, Evotch Lite, Part Number 10155575, or Equal 
SAP Material Master No. 51223 - SX-Large, MSA, Evotech Lite, Part Number 10155576, or Equal 
 
Safety harnesses shall be full-body, vest style harnesses that are able to support an individual’s weight of 
up to 400 pounds and function as designed.  Each harness shall come complete with a non-adjustable back 
D-Ring, quick connect buckles, and one (1) complete set of replacement padding.   
 
The D-ring shall provide a means of connecting a lanyard, lifeline or other component to the user.  The D-
Ring shall be steel with a minimum 2 ½ inch diameter hole for attachments and have a minimum breaking 
strength of 5,000 pounds.  
 
The quick connect buckles shall be zinc-plated, stamped or forged alloy steel.  
 
Replacement padding sets shall include one (1) back pad, two (2) shoulder pads, and two (2) leg pads.  
Padding must be able to be replaced without any modifications to the harness. 
 
Safety harnesses shall meet all requirements set forth by ANSI Z359.1, and ANSI A10.32-2004 Standards. 
 

PERSONAL FALL LIMITERS 
 

SAP Material Master No. 51400 – Twin Leg Mini PFL, MSA, Part Number 10157862, or Equal 
SAP Material Master No. 51500 – Single Leg Mini PFL, MSA, Part Number 64011-00B, or Equal 
 
The Personal Fall Limiters (PFL) shall be used as a connecting subsystem between the anchorage or 
anchorage connector and the harness.  Each unit shall be a compact self-retracting device with light weight 
housings that shall be impact resistant meeting ANSI Z359.14 Class A Standards.  
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The Twin Leg Mini PFL shall have twin-leg carabineer connections that allow for use with other equipment 
while climbing and shall come complete with a six-foot lifeline length and allow for a user weight of 400 
pounds or more. 
 
The Single Leg Mini PFL shall come complete with a six-foot lifeline length and meet a 400 pound working 
capacity. 

LANYARDS 
 
SAP Material Master No. 51501 – Twin Leg Tie Back Lanyard, MSA, Part Number 10193129, or Equal 
 
The Twin Leg Tie Back Personal Lanyard shall have a six (6) foot lifeline length and shall meet a 310 
pound working capacity.  The Lanyard must meet ANSI Z359.13 Standards. 
 
LABELING: 
 
Harnesses, Personal Fall Limiters and Lanyards are to be marked or tagged in accordance with ANSI 
requirements. 
 
PACKAGING: 
 
Harnesses, Personal Fall Limiters, and Lanyards shall be individually packaged and labeled for easy 
identification.  Label to include vendor name, part number, harness size, PFL or Lanyard type, product 
description.  
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