Attachment B – Line Item Responses		Title: Water Heater for DOC
RFx 3000015872


Line Item Responses

Line 1: 
Brand: State Industries; Model SBD100199NET or Equal

Specifications:
* Approximate Water Connections: Inlet (top 1-1/2"), (front 1-1/2"), (back 1-1/2")
* Approximate Water Connections: Outlet (top 1-1/2"), (front 1-1/2"), (back 1-1/2")
* Approximate Input BTU: 199,000
* Approximate Tank Size: 100 gallons
* Recovery - gallons or liters per hour at degree rise -40 degrees Fahrenheit 482, 100 degrees Fahrenheit    
   193, 140 degrees Fahrenheit 132
* Three water connection options for added flexibility *Hot and cold water connections can be made 
   through front, top or back of unit
* Ultra-coat glass lining
* Exclusive process provides superior protection against corrosion
* Intermittent electronic ignition
* Eliminates standing pilot, saves energy
* Includes power ON/OFF switch
* Provides flame failure response in less than one second *Factory installed, CSA certified and ASME 
   rated T&P relief valve
* Meets the thermal efficiency and standby loss requirements of the U.S. Department of Energy and 
   current edition
* Self-cleaning system
* Designed to significantly reduce or eliminate sediment build-up inside the tank
* Reduced sediment build-up maintains rated thermal efficiency and reduces water heating costs
* Self-cleaning system maximizes tank life

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________


Line 2: 
Brand: Goodman; Model Number: B1340021S or Johnstone Part # S88-868 or Equal

Specifications: 
*Fan Speeds: 4
* Horsepower: 1/3 
* Phase: Single Phase 
* RPM: 1050
* Volts: 115V


[bookmark: _GoBack]* With flex mount

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________


Line 3:
Brand: Goodman Amana; Model Number: B1282628S or Johnstone Part # L48-825 or Equal 

Specifications: 
* Ignition Type: Hot Surface or Direct Spark 
* Gas Type: Natural or LP Gas 
* Stages: 1 
* Maximum Pressure: 1/2 PSI (14.0" W.C.) 
* Regulator Water Column Set to : 3.5"
* Regulator Adjustment Range (Natural): 2.5''-5.0''
* Regulator Adjustment Range (LP Gas): 7.0''-12.0''
* Inlet/Outlet Size: 1/2'' NPT 
* Pressure Tap Size: 1/8'' NPT 
* Ambient Temperature Rating: -40 F to 175 F (-40 C to 79 C)

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________


Line 4:
Brand: Goodman; Model: 0130F00010 or Johnstone Part# L38-035 or Equal 

Specifications: 
* Flame Sensor for Hot Surface Ignition systems 
* Can be mounted remotely on multiple burners or adjacent to igniter on other applications 
* Able to use with spark ignition and flame sensing 
* High quality alumina ceramic insulator 
* High Temperature kanthal flame rod material that can withstand 1800F 
* Teflon Insulated (250C rating) lead wire 
* Single Screw, plated steel mounting bracket 
* Single Rod 
* 1/4 Inch Male Connection 
* Probe Length 3 inch

Specify Brand Bidding: ___________________________



Specify Model Bidding: ___________________________


Line 5:
Brand: Modine; Model: 5H75032 or Johnstone Part# L39-201 or Equal 

Specifications: 
* Flame sensor for hot surface ignitor
* Power Source: Gas

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________


Line 6: 
Brand: Goodman; Model: 1370912S or Johnstone Part# L39-250 or Equal

Specifications: 
* Appx. 0.2 LBS
* Appx. 8 in Length 
* Appx. 3 in Width 
* Appx. 3 in Height 
* Appx. 0.02 SQ ft Cube 
* Group: Limit 
* Limit Switch: L240F - 30F

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________


Line 7:
Brand: Goodman; Model: PCBBF112S or Johnstone Part# L40-536 or Equal

Specifications: 
* Hot Surface Ignition board HSI Integrated with ACC
* 12 Pin Connector 
* AMP: 0.45
* Volts: 24
* Width: 9in 
* Type: Ignition & Furnace

Specify Brand Bidding: ___________________________


Specify Model Bidding: ___________________________


Line 8:
Brand: Goodman; Model: B1809913S or Johnstone Part# L46-655 or Equal

Specifications: 
* H.S.I Integrated Control 
* Includes Harness 
* Control Board Type: Ignition & Furnace 
* Volts: 24V 
* Width: 7-7/10 in
* With 9 pin connector

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________


Line 9:
Brand: Goodman; Model: B1368034S or Johnstone part # W89-284 or Equal

Specifications: 
* Blower wheel 10'' X 6''
* Appx. LBS 5.60
* Appx. Length: 12.25''
* Appx. Width: 12.25''
* Appx. Height: 12.50''
* Component of blower motor; moves air through duct system

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________


Line 10:
Brand: Goodman; Model: B1859005S or Johnstone part# S88-871 or Equal

Specifications: 
* Draft Inducer/ Vent Blower Assembly 
* Amperage rating: 1.4 amp full load, 1.9 amp locked rotor 
* Bearing Type: Ball
* Frame Size: C
* Frequency Rating: 60 Hz 


* HP Rating: 1/40 hp
* Motor Enclosure: open
* Number of Speeds: 1
* Phase: 1 PH
* RPM: 3000 
* Rotation: CWLE
* Voltage Rating: 115 VAC  
* Appx Weight: 5.05 lbs 
* Appx Width: 10.80
* Appx Length: 11.20
* Appx Height: 9.20
* Gaskets included

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________


Line 11:
Brand: Goodman; Model: B1809913S or Johnstone Part# L46-655 or Equal

Specifications: 
* H.S.I Integrated Control 
* Includes Harness 
* Control Board Type: Ignition & Furnace 
* Volts: 24V 
* Width: 7-7/10 in
* With 9 pin connector

Specify Brand Bidding: ___________________________

Specify Model Bidding: ___________________________
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