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28" Type II Traffic (Product ID 10037) ‐ As per Specifications on Attachment C ‐ DOTD Traffic Cone 
Specifications

Specify Overall Cone Height Bidding: ____________________
Specify Overall Cone Weight Bidding:____________________
Specify Diameter of the base of the conical portion of the cone Bidding:__________________
Specify Wall Thickness of Cone at Bottom Bidding: ______________________________
Specify Wall Thickness of Cone at Top Bidding: ______________________________
Specify number of Bands on Cone with white retroreflective sheeting Bidding: ___________
Specify Width of Upper band of white retroreflective sheeting  Bidding:________________
Specify number of inches from Top of Cone Upper band : _________________
Specify Width of Lower band of white retroreflective sheeting  Bidding:________________
Specify how many inches Lower band is from Bottom of Upper band:__________________
Specify Base of cone Width Bidding:___________________
Specify Weight of Base Bidding: ___________________
Specify Number of Lugs fused to base Bidding:____________________
Specify Lug Height Bidding: _____________________
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2

Looper Cone (Product ID 50292) and Base of Looper Cone (Product ID 50290) ‐ As per Specifications on 
Attachment C ‐ DOTD Traffic Cone Specifications

Specify Overall Cone Height Bidding: ____________________
Specify Number of White horizontal retroreflective sheeting bands Bidding :___________
Specify Number of Orange horizontal retroreflective sheeting bands Bidding :__________
Specify width of all bands of retroreflective sheeting bands Bidding :___________
Specify number of Inches between bands bidding: ___________________
Specify if Top band will be Orange with rotating Orange to White, etc. Yes:_____or No: _______ Specify 
if base will be 100% recycled Rubber? Yes:_____ or No: ________
Specify Weight of Base Bidding : _________________
Specify Diameter of Center hole in base Bidding: __________________
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Type III Barricades ‐ Panel Assembly (Product ID 10039) ‐ As per Attachment D ‐ DOTD Barricade 
Specifications

Approved Brand/ Model: Telspar or equal

Specify Brand/Model Bidding: ______________
Specify number of panels per assembly bidding: __________________
Specify number of uprights per assembly bidding: _________________
Specify dimensions (Width x Height) of full panel assembly bidding: ________________
Is a warranty included? Yes?____________ or No?____________________

Panels:
Specify Dimensions (Length x Width x Thickness (depth)) of panels Bidding: ___________________
Specify number of internal I‐Beams per panel bidding : __________________
Specify material of panels Bidding: ___________________
Specify if Panels will be covered in Orange/White Barricade Type III Reflective sheeting: Yes?____ or No?____

Uprights:
Specify material of posts Bidding: ___________________
Specify Dimensions of Upright (used to attach Barricade Panels in Figure 1 in Attachment D) 
Bidding:_______________
Specify diameter of holes in uprights bidding: _______________________
Specify if holes will be on all four sides of upright. Yes? ________ or No? ___________
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4

Type III Barricades ‐Leg Assembly (Product ID 10040) ‐ As per Attachment D ‐ DOTD Barricade Specifications

Specify Dimensions Of the Base (feet) (figure 2 in Attachment D) Bidding: _____________________
Specify Dimensions of Riser (figure 2 in Attachment D) Bidding: __________________________
Specify if barricade legs have a collapsable bracket. Yes?________ or No?__________
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Barricade Warning Lights (Please refer to Attachment E ‐ Barricade Warning Lights for approved materials)
Product ID 10143:  Type A/C Combo Barricade Warning Light

HIGHWAY YELLOW, BATTERY OPERATION, PLASTIC H.D. HOUSING, MUST COMPLY WITH MUTCD 
REQUIREMENTS AND THE 2016 LA STANDARD SPECS FOR ROADS AND BRIDGES, SECTION 1018.13 AS SHOWN 
BELOW, WARNING LIGHT MUST BE LISTED AS AN APPROVED PRODUCT ON THE APPROVED MATERIALS LIST 
(AML) FOR BARRICADE WARNING LIGHTS.

1018.13.1  [B]arricade warning lights shall be Type A/C (switchable combination low‐intensity flashing and steady 
burn). All bulbs shall be LED‐type. Barricade warning lights shall be from the Approved Materials List, and comply 
with the MUTCD.

1018.13.2 Markings: Each light shall have a permanently attached identification plate or other permanent markings 
with the following information: 
1. Manufacturer's name 
2. Model number 
3. Type 
4. Lens manufacturer and identification number 
5. Circuit manufacturer and identification number 
6. Bulb number 
7. Minimum operating voltage required to conform to minimum intensity requirements 
8. Year of manufacture 

1018.13.3 Certification: [B]arricade warning lights shall be supplied with a certification that states each light 
assembly has been tested and is functioning properly.

Specify Brand/ Model Bidding: _______________________
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Barricade Warning Lights (Please refer to Attachment E ‐ Barricade Warning Lights for approved materials)

Product ID 10144:  Type B Barricade Warning Light

HIGHWAY YELLOW, BATTERY OPERATION, PLASTIC H.D. HOUSING, MUST COMPLY WITH MUTCD 
REQUIREMENTS AND THE 2016 LA STANDARD SPECS FOR ROADS AND BRIDGES, SECTION 1018.13 AS SHOWN 
BELOW, WARNING LIGHTS MUST BE LISTED AS AN APPROVED PRODUCT ON THE APPROVED MATERIALS LIST 
(AML) FOR BARRICADE WARNING LIGHTS

1018.13.1 [B]arricade warning lights shall be Type B (high‐intensity flashing).  All bulbs shall be LED‐type. Barricade 
warning lights shall be from the Approved Materials List, and comply with the MUTCD. 

1018.13.2 Markings: Each light shall have a permanently attached identification plate or other permanent markings 
with the following information: 
1. Manufacturer's name 
2. Model number 
3. Type 
4. Lens manufacturer and identification number 
5. Circuit manufacturer and identification number 
6. Bulb number 
7. Minimum operating voltage required to conform to minimum intensity requirements 
8. Year of manufacture 

1018.13.3 Certification: [B]arricade warning lights shall be supplied with a certification that states each light 
assembly has been tested and is functioning properly

Specify Brand/ Model Bidding: _______________________
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