

RFx No: 3000025585	Attachment B - Specifications	Title: Incinerator – DPS
Site Address: Joint Emergency Services Training Center
	          1400 W Irene Rd, Zachary, LA 70791
Legacy Building ID #: Located at (J.E.S.T.C. JOINT EMERGENCY SERVICE CNT) – Closest legacy ID would be S27327

Model: EU-A-30 or Equal – Drug Incinerator
Brand: US Global Resources or Equal
Description: Incinerator: Quantity - 1
Machine Dimensions: 
· External - 2988 L x 1114 W x 1821/4161 H (mm)    (+/-300mm)
· Internal – 1140 L x 700 W x 800 H (mm)   (+/-300mm)
· Chamber Volume – 0.64 M3
· Weight – 4 (approx. tonnes)
· Max load capacity – 256kg (+/-50kg)
· Nominal Burn Rate (kg/hr) – 30-100 kg/hr
· Power Supply (50/60hz) – 220-250v
· Thermal Capacity (kW) – 270
· Door Aperture – 670 x 550
· Control Panel – AIC
· Fuel Types – Diesel, LPG, N-Gas
· Insulation Fire Brick – Must Be Grade E23
· Insulation Board – 25mm SuperWool 
· Fire Brick (alumina) – 42.5% 
Specify External Measurements Bidding: _____________________
Specify Internal Measurements Bidding: ______________________
Specify Chamber Volume Bidding: __________________
Specify Weight Bidding: _____________
Specify Max Load Capacity Bidding: _____________________
Specify Nominal Burn Rate Bidding: __________________
Specify Power Supply Bidding: ____________________
Specify Thermal Capacity Bidding: _________________
Specify Door Aperture Bidding: ______________________
Specify Control Panel Bidding: _______________________
Specify Fuel Types Bidding: _____________________________
Specify Insulation Fire Brick Bidding: _____________________________
Specify Insulation Board Bidding: _________________________________
Specify Fire Brick (Alumina) Bidding: _____________________________

Color: Red/Black Preferred but Any Color Accepted
Specify Color Bidding: __________________

Structure to include the following: 
· One-year warranty 
· Training to be included by Vendor
· 1 years’ worth of incidental and consumable spares (gas) 
· Touchscreen control panel 
· Downloadable APP to monitor process on any mobile device. 
· Safe disposal of confiscated narcotics, medicinal drugs and other types of drugs
· Front loading machine
Specify Warranty Bidding: _________________________
Specify Bidding Training to be Included by Vendor: _____ Yes ______ No
Specify Bidding 1 years’ worth of incidental and consumable spares (gas): _____ Yes _____ No
Specify Bidding Touchscreen Control Panel: _____ Yes ______ No
Specify Bidding Downloadable App: _____ Yes _____ No
Specify Bidding Safe Disposal of Confiscated Narcotics: ______ Yes _____ No
Specify Bidding Front Loading Machine: ____ Yes _____ No

· Primary Chamber to Include:
· Fully insulated internal refractory lining. 
· Constructed from high grade refractory brick ensuring a self-supporting interlocking arrangement
· Fully interlocked, manually operated access door
· Waste ignition burner, temperature controlled on-off, complete with internal air fans
· Combustion burner, temperature controlled on-off, complete with internal air fans
· [bookmark: _Hlk212036144]Secondary combustion burner air fans with automatically controlled distribution to their designated area
· One temperature sensor mounting point
Specify Bidding Fully Insulated Internal Refractory Lining: _____ Yes _______ No
Specify Bidding Constructed from High Grade Refractory Brick: ______ Yes ______ No
Specify Bidding Fully Interlocked, Manually Operated Access Door: ______ Yes ______ No
Specify Bidding Waste Ignition Burner Temperature Controlled On-Off, Complete with Internal Air Fans: _____ Yes ______ No
Specify Bidding Combustion Burner, Temperature Controlled On-Off, Complete with Internal Air Fans: ______ Yes ____ No
Specify Bidding Secondary Combustion Burner Air Fans with Automatically Controlled Distribution to Designated Area: ______ Yes ______ No
Specify Bidding One Temperature Sensor Mounting Point: ____ Yes ____ No

· Secondary Chamber to Include:
· Fully insulated internal refractory lining. 
· Constructed from high grade refractory brick and low thermal mass insulation. 
· Secondary chamber burnout burner, temperature controlled on-off. Complete with internal air fans. 
· Integrated combustion burner air fans with automatically controlled distribution to their designated area. 
· All combustion fuel pipework
· All electrical components
· Must be able to reach a minimum of 1100oC
· One temperature sensor mounting point at the base of the exit flue ensuring the chamber reaches the necessary 1100oC minimum 

Specify Bidding Fully Insulated Internal Refractory Lining: _______ Yes _______ No
Specify Bidding Constructed from High Grade Refractory Brick and Low Thermal Mass Insulation: ______ Yes _______ No
Specify Bidding Secondary Chamber Burnout Burner, Temperature Controlled On-Off with Internal Air Fans: _____ Yes _____ No
Specify Bidding Integrated Combustion Burner Air Fans with Automatically Controlled Distribution: ______ Yes _____ No
Specify Bidding All Combustion Fuel Pipework: ______ Yes _______ No
Specify Bidding All Electrical Components: ______ Yes _________ No
Specify Temperature Range Bidding: ______________
Specify Bidding Temperature Sensor Mounting Point at Base of Exit Flue: _____ Yes _____ No

Installation & Delivery: 
· To be included by vendor, this includes the vendor to install incinerator to the electric and gas lines at the facility. 
· Agency to supply on-site lifting equipment 
Specify Bidding Incinerator Install to the Electric and Gas Lines of Facility: _____Yes _____ No
Specify Delivery Days ARO: ___________________________
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