Attachment B – Specifications

          RFx No.: 3000026265         Title: Autonomous Commercial Mower - LDMA 
[image: A picture containing logo]
Brand/Model: RC Mowers A-60, 60” Rear Discharge Deck or Equivalent

1. Purpose: To establish the minimum technical requirements and procurement criteria for the acquisition of one autonomous commercial-grade lawn mower to support facility maintenance operations.

2. System Description: The required system must be a high-capacity, autonomous mowing platform capable of independent operation without a physical operator. The system must integrate advanced navigation and propulsion controls to ensure mission success in varied terrain.

3. Minimum feature requirements:
a. Power Plant: commercial-grade engine providing no less than 23 horsepower.
b. Cutting Width: no less than 60-inch heavy-duty cutting deck.
c. Discharge Type: rear discharge configuration for safety and debris management.
d. Traction System: non-pneumatic, airless rear tire assembly to prevent operational downtime.
e. Control System: fully adjustable speed settings for both transit and mowing operations.

4. Operational Requirements: The following capabilities are mandatory for the independent operation classification:
a. GPS Uplink Capability: The unit must maintain a persistent GPS uplink for precise path planning, geofencing, and remote telematics. 
b. Independent Operation: The system must be capable of executing pre-programmed mowing patterns and obstacle avoidance without human intervention. 
c. Navigation: Must support real-time data transmission for mission monitoring and location tracking via adjustable speed settings for both transit and mowing operations. 
d. Weather: Equipment can perform with cloud overcast and light rain. 

5. Warranty and Sustainability Requirements: 
a. On-Site Response Time: Vendor must guarantee a 48-hour on-site response time for all system failures that result in a loss of autonomous operational capability to ensure minimal disruption to facility maintenance missions. 
b. Firmware and Cybersecurity Updates: Vendor will provide a minimum of 5 years of firmware updates to ensure continued autonomous logic compatibility with GPS satellite constellations. 

6. Itemized Warranty: The vendor shall provide comprehensive warranty coverage ensuring long-term operational readiness, specifically itemized for the following components and durations.
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