CRHTS

CAPITAL ARERA TRANSIT SYSTEM

Connecting you to what matters.

INVITATION TO BID

October 21, 2026

TERMINAL IMPROVEMENT PROJECT
Solicitation #2026-Terminallmprovement-003
Bid Due Date — December 7, 2026 - 10:00 am CDT (Central Daylight Time)

Bidder’s authorized signature is required below on this INVITATION TO BID. It shall constitute an
acceptance of a contract that may result from this Bid.

EXHIBIT A
BIDDER’S SIGNATORY PAGE

Company Name
(Include Federal I.D. No.)

Address, City
State & Zip

Phone Number(s)
(main, cell & fax)

Contractors License Number

Must Acknowledge receipt of any addendums (if any) issued. Check CATS
and State Procurement LAPAC websites and reflect here:
#1 ,H#H2 , #3 , #4

Addendum Acknowledgement

Authorized Signature
Date:

Print Authorized Name & Title
Include E-mail Contact(s) Info

Completion Date Two (2) months after Notice to Proceed issued

Bidder MUST sign and complete this signatory page “Exhibit A” and return with Bid submission. Failure to do so will
result in the Bid being rejected. Above signature must be original.

Schedule of Events - Timeline & Due Dates
Solicitation #2026-Terminallmprovement-003

Item / Events Timeline & Due Dates
Public Notice - Official Journal October 27, November 2, and 9, 2026
Public Notice - DBE Publication October 29, 2026
Contractors Notified and ITB posted on CATS, State Procurement October 22, 2026

LAPAC, and Central Bidding websites

A mandatory pre bid conference will be held at 2250 Florida Blvd.

Baton Rouge, La. 70802. 10:00 AM ]
A mandatory pre bid Job Site Visit to follow at 2222 Florida Blvd. November 16, 2026 - 10:00 AM

VENDORS MUST ATTEND BOTH

Written Inquiries / Questions Due (to be email) November 20, 2026
CATS Responses to Questions (via addendum issued) November 30, 2026
Bid Due Date/Deadline Receipt 10:00 am (CDT) December 7, 2026
Anticipated CATS Board of Commissioner’s Approval TBD

CATS reserves the right to change the Schedule of Events/ Timeline & Due Dates at any time.
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IMPORTANT NOTICE TO BIDDERS:
All responses to this Invitation to Bid should be labeled as indicated and delivered or mailed to the address
below.
Capital Area Transit Systems
Attn: CATS Procurement Department
2250 Florida Blvd.
Baton Rouge, LA 70802

Bottom Left Corner of Envelope/Package should indicate the following:
Bidding Company Name and Address
Invitation to Bid Terminal Improvement Project
Solicitation #2026-Terminallmprovement-003
Due Date & Time: December 7, 2026 — 10:00 am (CDT)

Top Left Corner of the Envelope / Package should indicate the following:
LA Contractor’s License Number (required). If LA Contractor’s License Number does not appear
on envelope, the Vendor’s Bid will not be opened, and Bid will be disqualified. Contractor’s license
required to be Building Construction.

A mandatory pre bid conference will be held at 2250 Florida Blvd., Baton Rouge, La. 70802. 10:00 AM
A mandatory pre bid Job Site Visit to follow at 2222 Florida Blvd., Baton Rouge, La. 70802.
VENDORS MUST ATTEND BOTH

Bid Receipt and Location:

Bids will be received until the time specified in the Schedule of Events - Timeline & Due Dates by
CATS Procurement Department, 2250 Florida Blvd., Baton Rouge, LA 70802 (front office reception
area Monday thru Friday 8am thru 4pm CST). One (1) original should be sent via mail/courier in a
sealed package bearing the name and address of the Vendor and the Solicitation Number as
indicated in the Notice to Bidders above. CATS will accept electronic bids via email at:
catsprocurement@brcats.com — with a subject line: Solicitation #2026-Terminallmprovement-003
also, Electronic Bids may be submitted at Central Bidding (www.centralbidding.com). For
electronically submitted bids, the contractor’s license number must be on page 1, EXHIBIT A,
BIDDER’S SIGNATORY PAGE.

e The Bid delivery method is the responsibility of the Bidder.
o CATS is not responsible for any delays caused by the Bidders chosen means of delivery.

Bidder is solely responsible for the timely delivery of the Bid and for ensuring that the delivery service (if mailed
or courier) provides service to 2250 Florida Blvd. (front reception office only), Baton Rouge, LA 70802
between the hours of 8:00 a.m. and 4:00 p.m. (Central Standard Time) - Monday through Friday.

Bidder’s Inquiries:

If additional information is necessary to enable Bidders to better interpret the information contained in the
Invitation to Bid, written questions will be accepted via email only to catsprocurement@brcats.com until the date
indicated in the Schedule of Events/Timeline & Due Dates (refer to page 1- Exhibit A). All questions and
CATS responses will be consolidated and in an Addendum to this solicitation and will be posted on CATS,
State Procurement LAPAC, and Central Bidding websites.

Solicitation #2026-Terminallmprovement-003



mailto:catsprocurement@brcats.com
http://www.centralbidding.com/
mailto:catsprocurement@brcats.com

TERMINAL IMPROVEMENT PROJECT
Solicitation #2026-Terminallmprovement-003

TABLE OF CONTENTS

Page #

Exhibit A — Bidder’s Signatory Page & Due Dates (Must be signed and returned with Bid) 1
Schedule of Events — Timeline & Due Dates 1
Important Notice to Bidders 2
Table of Contents 3
PART 1 — General Information and Terms & Conditions 5
A. Introduction and Background / DBE 5
B. Bid Due Date 6
C. Bidder Inquiries — Questions and Answers (Q&A) 6
PART 2 — CATS Terms & Conditions 7
A. Assignment, Transfer of Interest 7
B. Audit (Right to Audit) 7
C. Binding (Bid or Bid Binding) 7
D. CATS Rights 7
E. Confidentiality of Solicitation Information 7
F. Changes/Addenda and Withdrawals 8
G. Contractor Responsibility 8
H. Corporation Requirements 8
I.  Costs for Developing Solicitation 8
J. Definitions and Terminology 9
K. Equal Opportunity Employer (EEO) 9
L. Errors and Omissions 9
M. Ethics 9
N. Insurance Requirements — Required Coverage 9-10
O. Indemnification 11
P. Law Governing 11
Q. Liability Disclaimer 11
R. Material in Solicitation 11
S. Ownership of Solicitation 11
T. Payment and Invoicing Procedures 11
U. Permits, Licenses & Taxes 11
V. Rejection (Right to Reject) 11
W. Submitting Louisiana Uniform Public Works Bid Form (Exhibit B) 12
X. CATS Protest Procedures (applicable to FTA funded Projects only) 12
Part 3 — Other Bid Requirements 13
A. Final Clean Up 13
B. Control of Work 13
C. Inspection of the Work 13
D. Final Acceptance 14
E. Claims for Adjustments and Disputes 14
F. Award and Execution of Contract 14
G. Legal Regulations and Responsibility to Public 15
H. No Waiver of Legal Rights 16
I.  Determination and Extension of Contract Time 16
J. Default and Termination of Contract 16
K. Contract Term 17
L. Changes in the SOW 18
M. Claims for Adjustments and Disputes 18
N. Claims for Consequential Damages 18
O. Permits, Fees & Licenses 19

Solicitation #2026-Terminallmprovement-003




TERMINAL IMPROVEMENT PROJECT Page #
Solicitation #2026-Terminallmprovement-003
TABLE OF CONTENTS
P. Warranties 19
Q. Final Payment 20
R. Bid Bond 20
S. Performance and Payment Bond, Liquidated Damages and Retainage 20-21
PART 4 — Scope of Work
Scope of Work 23-151
EXHIBITS / Forms
Exhibit A Bidder's Signatory Page 1
(Must be signed and returned with bid -Must also
check and acknowledge receipt of any addenda)
Exhibit B Louisiana Uniform Public Works Bid Form 152
(Must be completed, signed, and returned with bid)
Exhibit C Questions and Request for Approved Equals Form 153
(Must be completed and returned per the Schedule of Events on
Exhibit A if you have questions or request an approved equal)
Exhibit D Checklist of Included Documents 154
Exhibit E Affidavit of Non-Collusion 155
(Must be completed and returned with bid)
Exhibit F Bid Bond 156
(Must be completed, signed, and returned with bid - certified check, cashier’s check, or bond)
Exhibit G Performance and Payment Bond will be required for the contract. 157
Exhibit H Bidder’s Organization 158
(Should be completed and returned with bid)
Exhibit | Affidavit 159
(Must be completed, signed, and returned with bid)
Exhibit J Corporate Resolution 160
(Must be completed and returned with Bid)
Exhibit K Attestation Clause 161
(Must be submitted within 10 days of bid opening by apparent low bidder)
Exhibits L - P Disadvantaged Business Enterprise (DBE) Forms 162-166
APPENDICES FTA REQUIRED FEDERAL CLAUSES
Ap pendix | FTA Lobbying Certification 167
(Must be signed by Prime and submitted with the bid)
Appendix Il FTA Packet (FTA Federally Required and Other Model Contract Clauses) 168-184
Must be signed where applicable and applicable signed pages returned with bid)
Appendix Il FTA Wage Determination Certification 189-193
Appendix IV Buy America, Building America (Must be completed and retumed with bid) | 194-197
4

Solicitation #2026-Terminallmprovement-003




PART 1
GENERAL INFORMATION AND TERMS & CONDITIONS

A.Introduction and Background
The Capital Area Transit System (CATS) is a Regional Transit Authority and a Political Subdivision of the
State of Louisiana operating the public transit system in East Baton Rouge Parish and the City of Baton
Rouge, Louisiana. CATS is a Louisiana Tax Exempt Authority and is exempt from all taxes (including federal,
local, and state). (See LA RS 48:1451 thru 1461 http://legis.la.gov/Legis/Law.aspx?p=y&d=102831 ).

This solicitation provides the Scope of Work (SOW), technical specifications, installation schedule and the
minimum information that must be included with the submitted bid. Failure to submit information in accordance
with the ITB requirements may be cause for disqualification.

Prior to beginning work, the selected Contractor will meet with the CATS Project Manager to discuss the
approach and method to proceed. The selected firm will work directly with the CATS Project Manager.

Federal Funding Award Assistance

The award of a contract is contingent upon a financial assistance contract between CATS and the US
Department of Transportation (USDOT) and the Federal Transit Administration (FTA). This project is being
funded in part with FTA funding; therefore, Bidders must agree to comply with any and all provisions and
regulations relative to that financial assistance contract.

The DBE Participation Goal for CATS is 20% (percent); all minority businesses are encouraged to
participate.

Funding support for this project is provided through a financial grant from the Federal Transit Administration
(FTA). In accordance with 49 Code of Federal Regulations (CFR) Part 26, participation Disadvantage
Business Enterprises (DBE) in all aspects of this federally funded contract will be encouraged and supported.

Bidders are encouraged to utilize the services of minority and DBE-owned banks, and other financial
institutions, when such institutions are available.

It is the policy of CATS that disadvantaged business enterprises (DBESs) shall have equal opportunity to
participate in the performance of this contract. In this regard all offerors shall take all necessary and
reasonable steps to ensure that disadvantaged business enterprises have the maximum opportunity to
compete for and perform contracts or subcontracts awarded as part of this procurement. All minority
businesses are encouraged to participate.

Disadvantaged Business Enterprise (DBE)

a) The DBE contracting requirements flow down to all third party contractors and their contracts at every
tier.

b) Except as FTA determines otherwise in writing: To the extent authorized by applicable Federal law,
the Contractor agrees to facilitate, and assures that each Subcontractor will facilitate, participation by small
business concerns owned and controlled by socially and economically disadvantaged individuals, also
referred to as “Disadvantaged Business Enterprises” (DBEs), in the Project as follows:

1) Statutory and Regulatory Requirements. The Contractor agrees to comply with:
i Section 1101(b) of the FAST Act, 23 U.S.C. § 101 note,

il. U.S. DOT regulations, “Participation by Disadvantaged Business Enterprises in Department of
Transportation Financial Assistance Programs,” 49 C.F.R. Part 26, and Federal transit law, specifically 49
U.S.C. § 5332,
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C) Nondiscrimination. The contractor, subcontractor, or lower tier contractor shall not discriminate on
the basis of race, color, national origin, or sex in the performance of this contract. The contractor shall carry
out applicable requirements of 49 C.F.R. Part 26 in the award and administration of DOT-assisted contracts.
Failure by the contractor to carry out these requirements is a material breach of this contract, which may result
in the termination of this contract or such other remedy as CATS deems appropriate, which may include, but
is not limited to:

1) Withholding monthly progress payments;

2) Assessing sanctions;

3) Liguidated damages; and/or

4) Disqualifying the contractor from future bidding as non-responsible. 49 C.F.R. § 26.13(b)

B. Bid Due Date

Bidders shall submit Bids by the date and time specified in the Schedule of Events/Timeline & Due Dates
(refer to Exhibit A — page 1). Late Bids will not be accepted under any circumstances. Failure to meet the
opening date and time shall result in Bid rejection. Late Bid(s) will not be opened and will be rejected and
considered non-responsive. The Bidder(s) will be notified via e-mail and given the opportunity to pick up
rejected Bids. Late Bids not retrieved within four weeks will be destroyed.

C. Bidder Inquiries — Questions & Answers (Q&A)

Bidders may submit written questions at any time up to the deadline date reflected in the Schedule of
Events/Timeline & Due Dates. Any explanations or response desired by a Bidder regarding the meaning or
interpretation of this solicitation must be requested in writing on or prior to the deadline date. Oral explanations,
responses or instructions will not be binding.

Bidder inquiries must be submitted via e-mail only to: catsprocurement@brcats.com — with a subject line:
Q&A 2026-Terminallmprovement-003.

Responses made by CATS will be in the form of written ADDENDA to the solicitation. Any addenda issued
will be furnished to all Bidders, via email. This Addendum will also be posted on CATS and State Procurement
LAPAC websites at https://www.brcats.com/page/procurement and
https://wwwcfprd.doa.louisiana.gov/osp/lapac/deptbids.cfm.
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PART 2
CATS TERMS & CONDITIONS

A. Assignment, Transfer of Interest

There shall be no assignment/transfer of interest or delegation of Contractor's rights, duties, or
responsibilities of the Contractor under the contract derived from this Invitation to Bid without the prior written
approval of CATS. The contract that will be derived from this Invitation to Bid shall not be subcontracted
except with the written consent of CATS. No such consent shall be construed as making CATS a party to
such subcontract, or subjecting CATS to liability of any kind to any subcontractor. No subcontract shall, under
any circumstances, relieve the prime Contractor of its liability and obligation under this contract. All
transactions with CATS must be through the prime Contractor.

B. Audit (Right to Audit)
The Contractor shall permit an authorized representative of CATS to periodically inspect and audit all
data and records of the Contractor relating to his performance under this contract.

C. Binding (Bid or Bid Binding)

All responses submitted in accordance with the terms and conditions of this invitation to bid shall be binding
upon the responder for ninety days (90) after the invitation to bid opening date unless mutually agreed
otherwise.

D. CATS Rights
The subsequent contract from this Invitation to Bid will be awarded to the most responsive and
responsible Bidder(s) whose response will be most advantageous to CATS, with all factors considered.

1. CATS reserves the right to reject all of the responses and to waive informalities and minor
irregularities in the responses received, to issue subsequent requests for qualifications, to cancel or change
this request for qualifications, and to, at any time, approve, disapprove, reduce, expand, or cancel any
or all of the work to be undertaken.

2. CATS reserves the right to terminate the contract if it is in the best interests of CATS, as
noted in this Invitation to Bid, provided that payment will be made for certain costs and services
rendered up to the date of termination as provided in the termination for convenience provisions found in
this Invitation to Bid.

E. Confidentiality of Solicitation Information
The following provisions will apply unless the CATS statement of work specifically indicates that all
information exchanged will be non-confidential:

All financial, statistical, personal, technical, and other data and information relating to the CATS
operations which are designated confidential by CATS and made available to the Contractor in order to
carry out this contract, shall be protected by the Contractor from unauthorized use and disclosure through
the observance of the same or more effective procedural requirements as are applicable to CATS. The
identification of all such confidential data and information as well as CATS procedural requirements for
protection of such data and information from unauthorized use and disclosure shall be provided by CATS
in writing to the Contractor. If the methods and procedures employed by the Contractor for the protection
of the Contractor’'s data and information are deemed by CATS to be adequate for the protection of the
CATS confidential information, such methods and procedures may be used, with the written consent of
CATS, to carry out the intent of this paragraph. The Contractor shall not be required under the provisions
of the paragraph to keep confidential any data or information, which is or becomes publicly available, is
already rightfully in the Contractor’'s possession, is independently developed by the Contractor outside
the scope of the contract or is rightfully obtained from third parties.
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F. Changes /Addenda and Withdrawals

1) Changes / Addenda: Any changes to the Invitation to Bid will be issued in the form of written
addenda.

2) Vendors are encouraged to check the CATS and State Procurement LAPAC websites frequently for
any possible addenda that may be issued to this Invitation to Bid. CATS is not responsible for a
Bidder’s failure to download any addenda documents required to complete this Invitation to Bid.

3) The Bidder MUST complete and acknowledge receipt of any addenda(s) to the Invitation to Bid by
completing and submitting Exhibit A — Bidder’s Signatory Page. By signing, the BIDDER
acknowledges receipt of ALL addenda which can be found on CATS and State Procurement LAPAC
websites at:

https://www.brcats.com/page/procurement and https://wwwcfprd.doa.louisiana.gov/osp/lapac/deptbids.cfm

Responses received after the deadline designated in this Invitation to Bid shall not be opened and
will be considered non-responsive. The Bidder will be notified by telephone, email or US mail and given
the opportunity to pick up Bid. Late Bids which are not picked up within four weeks will be destroyed.

CATS reserves the right to change the Schedule of Events/Timeline & Due Dates and/or issue addenda to
the Invitation to Bid at any time. CATS also reserves the right to cancel or re-issue this Invitation to Bid.

4)  Withdrawals: A Bidder may withdraw a response that has been submitted at any time up to the
Invitation to Bid specified opening date and time. To accomplish this, a written request, signed by the
authorized representative of the Bidder, must be submitted to the CATS Procurement Manager.

G. Contractor Responsibility
The Contractor will be required to assume all responsibility for the contract and will be the sole
point of contact regarding all products and services provided and payment of all charges resulting from
this contract. Further, Contractor must agree as follows:

. Will perform its duties as an independent Contractor and not as an employee of CATS

. Assure that all applicable certifications, licenses, and insurance shall remain current during the
contract term.

H. Corporation Requirements
If the Contractor is a corporation not incorporated under the laws of the State of Louisiana, the Contractor
should have obtained a certificate of authority pursuant to R.S. 12:301-302 from the Secretary of State
of Louisiana. If the Contractor is a for-profit corporation whose stock is not publicly traded, the
Contractor should ensure that a disclosure of ownership form has been properly filed with the Secretary
of State of Louisiana. Please file in accordance with the Louisiana Secretary of State:
https://www.sos.la.gov/businessservices/searchforlouisianabusinessfilings/pages/default.aspx. Any
Contractor who is awarded a contract will be required to be registered with the Louisiana Secretary
of State prior to award, and within 7-10 days of request by CATS.
The contract that will be derived from this Invitation to Bid shall not be subcontracted except with the
written consent of CATS. No such consent shall be construed as making CATS a party to such subcontract,
or subjecting CATS to liability of any kind to any subcontractor. No subcontract shall, under any
circumstances, relieve the prime contractor of its liability and obligation under this contract. All transactions
with CATS must be through the prime contractor.

l. Costs for Developing Solicitation

This Invitation to Bid is not to be construed as a commitment of any kind, nor does it commit CATS to pay
for any costs incurred in the submission of a Bid or for any cost incurred prior to the execution of a formal
contract. CATS is not liable for any costs incurred by prospective Bidders, Vendors or Contractors prior
to issuance of or entering into, a contract. Costs associated with developing the Bid, submission of
electronic presentations and any other expenses incurred by the Bidder in responding to the Invitation
to Bid are entirely the responsibility of the Bidder and shall not be reimbursed in any manner by CATS.
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J. Definitions and Terminology
a. ADA — Americans With Disabilities Act
b. Authorized Signature — The person who is executing this contractor on behalf of
Bidder /Contractor who is authorized to bind a contract.
C. Bidder/Proposer/Contractor/Vendor — Any firm submitting a Bid or bid to CATS
d. Bid, Proposal, Agreement and Contract — are used interchangeably throughout the
ITB, RFP, OR RFQ, and in this context, are intended to mean “Bid”
e. CATS - Capital Area Transit System
f. Contract — The word “contract” shall be considered synonymous with the word
“agreement”
Contractor — The word “contractor” shall be considered synonymous with the
words “vendor, bidder, proposer”
DBE - Disadvantaged Business Enterprise
ETA — Federal Transit Administration
May - The term “may” denotes an advisory or permissible action
PEC — Bid Evaluation Committee
RFQ — Request for Qualifications
INVITATION TO BID — Request for Bids
Should — The term “should” denotes a desirable action
Sub-Contractor — A person or business who is awarded a portion of an
existing contract by a principal or general contractor
Suitable — Type, material design, and method approved by CATS
UCP-DBE: Unified Certification Program — Disadvantaged Business Enterprise
USDOT - United States Department of Transportation
Will, Shall or Must — The terms “will/shall/must” denote mandatory requirements.

Q@
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K. Equal Opportunity Employer (EEO)

CATS is an equal opportunity employer and does not discriminate against anyone on the basis of
race, sex, creed, color, religion, national origin, ancestry, reprisal, disability, sexual orientation, marital
status, or political affiliation.

L. Errors and Omissions

CATS will not be liable for errors in the Invitation to Bid. Responders will not be allowed to alter Invitation
to Bid documents after the deadline for submission. CATS reserves the right to make corrections or
clarifications due to patent errors identified in Invitation to Bid by CATS or the responders. CATS reserves
the right to request clarification or additional information from the responders.

M.  Ethics

The State of Louisiana Code of Governmental Ethics places restrictions against conflict of interest and
establishes guidelines to ensure that appropriate ethical standards are followed. If any question exists
regarding potential violation of the Code of Ethics, Contractor should contact CATS Procurement Department
prior to submission of this Invitation to Bid. Any violation of the Code of Ethics shall be grounds for
disqualification of Bidder or cancellation of contract.

N. Insurance Requirements — Required Coverage

Contractor shall procure, maintain, and keep in force, at Contractor’s expense, the insurance coverage
as required below and shall cause CATS to be an additional insured on all policies (except professional
liability). Contractor shall provide Proof of Insurance to CATS prior to award. Proof of Insurance shall
include an additional insured endorsement. For the duration of the Agreement and until all work under
the Agreement is completed, Contractor shall have and maintain, at Contractor's expense, the following
types of insurance and shall comply with all limits, terms and conditions of such insurance.

Commercial General and Umbrella Liability Insurance:  Commercial General Liability (CGL) Insurance
and, if necessary, Commercial Umbrella covering bodily injury and property damage. This insurance shall
be written on standard ISO occurrence form (or a substitute form providing equivalent coverage) and shall
cover liability arising from premises, operations, independent contractors, products-completed operations,

9
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personal injury and advertising injury, and liability assumed under an insured contract including the tort
liability of another assumed in a business contract. Combined single limit shall not be less than $1,000,000
each occurrence and $2,000,000 in the aggregate.

a. Workers’ Compensation: Workers Compensation insurance shall be in compliance with the
Workers Compensation law of the State of the Contractor's headquarters. Employers Liability is included
with a minimum limit of $1,000,000 per accident/per disease/per employee. If work is to be performed over
water and involves maritime exposure, applicable LHWCA, Jones Act, or other maritime law coverage shall
be included. A.M. Best's insurance company rating requirement may be waived for workers compensation
coverage only.

b. Automobile Liability: Automaobile Liability insurance covering owned or non-owned vehicles. Combined
single limit per occurrence shall not be less than $1,000.000.

C. Professional Liability: Contractor shall obtain, at Contractor's expense, and keep in effect during the
term of this Agreement, Professional Liability Insurance covering any damages caused by an error,
omission, or any negligent acts. Combined single limit per occurrence shall not be less than $1,000,000,
or the equivalent. Annual aggregate limit shall not be less than $2,000,000. If the Professional liability
insurance required under this Agreement is arranged on a “claims made” basis “tail” coverage will be required
at the completion of this Agreement and for 24 months duration thereafter. Contractor shall be
responsible for furnishing certification of “tail” coverage or continuous “claims made” liability coverage
for 24 months following Agreement completion. Continuous “claims made” coverage will be acceptable
in lieu of “tail” coverage provided its retroactive date is on or before the effective date of this Agreement.

d. Subcontractors: Contractor shall include all subcontractors as insureds under its policies OR shall
be responsible for verifying and maintaining the Certificates provided by each subcontractor.
Subcontractors shall be subject to all of the requirements stated herein. CATS reserves the right to request
copies of subcontractor’s Certificates at any time.

e. A General Contractor shall purchase and maintain property insurance upon the entire work

included in the contract for an amount equal to the greater of the full-completed value or the amount of the
construction contract including any amendments thereto (with the exception of the following sub-limit for
flood.) The general contractor’s policy shall provide “ALL RISK” Builder’s Risk insurance (extended to include
the perils of flood, collapse, vandalism/malicious mischief, and theft, including theft of materials whether or
not attached to any structure.) Flood sub-limit shall equal an amount no lower than ten percent (10%) of the
total contract cost per occurrence. The “All Risk” Builder’s Risk Insurance must also cover architects’ and
engineers’ fees that may be necessary to provide plans and specifications and supervision of work for the
repair and/or replacement of property damage caused by a covered peril not to exceed 10% of the cost of
those repair and/or replacements.
Flood coverage shall be provided by the Contractor on the first floor and below for projects North of the
Interstate Corridor beginning at the Texas - Louisiana border at Interstate 10 East to the Baton Rouge junction
of Interstate 12, East to Slidell junction with Interstate 10 to the Louisiana - Mississippi border. On projects
South of this corridor, flood coverage shall be required on the first and second floors and below. Coverage
for roofing projects shall not require flood coverage. The contractor has the right to purchase coverage or
self-insure any exposures not required by the bid specifications, but shall be held liable for all losses,
deductibles, self-insurance for coverages not required.
A specialty contractor shall purchase and maintain property insurance upon the system to be installed for an
amount equal to the greater of the full-completed value or the amount of the contract including any
amendments thereto. The specialty contractor may provide an installation floater with the same coverage as
the “ALL RISK” Builder’s Risk insurance policy.

The policy must include the interest of the Owner, Contractor and Subcontractors as their interest may appear.

10
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O. Indemnification

The Contractor agrees to indemnify, defend, and hold harmless CATS, its officers, commissioners,
directors, employees, agents, and assigns from and against any and all actual or alleged claims, any
and all losses, damages, which include incidental, consequential, indemnity and special damages,
expenses, including attorneys’ fees and costs of defense, fines and penalties and other liabilities that
may be asserted by any person or entity that arises out of the fault or negligence of the Contractor, sub-
contractor, partner, and any of their officers, directors, employees, agents and assigns respectively in
carrying out their obligations under this agreement, which is caused by defective workmanship or materials
in products manufactured or supplied by Contractor, or which arises out of Contractor's failure to
comply with any state or federal stature, law, regulation. Contractor shall have no indemnification liability
under this section for any claims, damages, losses, and expenses to the extent they arise out of or relate
to the negligent acts or omissions or willful misconduct of CATS.

P. Law Governing

All disputes concerning the solicitation and award of this contract will be subject to, governed by, and
construed according to CATS procurement protest procedure and the laws of the state of Louisiana. The
proper venue for any dispute shall be the 19" Judicial District court for the Parish of East Baton Rouge.

Q. Liability Disclaimer
In the absence of a written provision in the contract with the successful Bidder specifically stating
otherwise, CATS shall not hold harmless or indemnify any Contractor for any liability whatsoever.

R. Material in Solicitation

Bids shall be based only on the material contained in this solicitation. The solicitation addenda includes
official responses to questions and other material, which may be provided by CATS pursuant to the
solicitation.

S. Ownership of Solicitation

All materials submitted in response to this solicitation become the property of CATS. Selection or rejection
of a response does not affect this right. All Bids submitted will be retained by CATS and not returned to
Bidders, unless it is a late Bid, in accordance with “BID Transmittal and Due Date” section in this solicitation.

T. Payment and Invoicing Procedures

Advance or down payments of any kind will not be made. Federal and State law requires proof of the
materials having been furnished, the services rendered or the labor performed as described, before payment
is made.

1. Following Intent to Award notice, CATS and the successful Contractor will enter into a
separate contract which will include detailed payment schedules.
2. CATS Payment Terms in general are Net 30 after receipt of approved invoice.

Invoices: At a minimum, all invoices must include the following information:

1. Project name and purchase order number;
2. Detailed itemized description of items and amount to be paid;
3. Date(s) of service(s)/deliveries made

U. Permits, Licenses & Taxes

The contractor shall furnish all necessary permits, licenses and certificates and comply with all laws or
ordinances specific to construction work as reflected in this Invitation to Bid, if applicable. CATS tax exemption
number is 72-0755868.

V. Rejection (Right to Reject)

Issuance of this Invitation to Bid in no way constitutes a commitment by CATS to award a contract. Award
of this Invitation to Bid shall be made to the most responsible and responsive Bidder meeting the
specifications as determined through evaluation of the Invitation to Bid. CATS shall have the right to reject
all of the Bids received, to waive irregularities and informalities, and to accept the Bid which is in the best
interest of CATS.
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W. Only bids submitted on the Louisiana Uniform Public Works Bid Form (Exhibit B) furnished as part
of this solicitation will be considered. All bid forms shall be properly and completely filled out. No information
not required by the Public Works Bid Form should be added. Altered or incomplete forms (Exhibit B), or
the use of substitute forms or documents, shall render the bid non-responsive. Vendor must include Unit
Prices and Extended Prices in each applicable area on Exhibit B. In case of discrepancy between unit price
and extended price, the unit price will govern. Apparent errors in extension of unit prices will be corrected
and apparent errors in addition of lumps sum and extended prices will be corrected.

X. CATS Protest Procedures (applicable to FTA Funded Projects only)

Any protest concerning the issuance, form, contents or interpretation of a request for Bids, bid solicitation,
or request for a quotation of price and other terms, must be filed in writing to CATS Procurement, via email
to: catsprocurement@brcats.com, prior to ten (10) calendar days before the date the response is due. If
not filed timely, all such protests shall be deemed to have been waived. Any protest concerning CATS
evaluation of submitted Bids, bids or the award of a contract must be filed in writing with the President of
CATS Board no later than six (6) days after the contract award.

All protests shall state specific reasons for the protest and shall provide a physical address, an electronic
mailing address, a fax humber if available and a telephone number through which the protester can be
notified. As soon as possible after the receipt of the protest, the President shall contact a person designated
by the President to decide upon the merits of the protest. Except as otherwise provided in this protest
procedure statement, the decision of the designated person shall be final. The designated person shall
contact both the CATS official in charge of the procurement and the protestor and shall arrange an
opportunity for both parties to submit written or oral arguments to the designated person. The designated
person may attempt to arrange a telephone or personal conference at which both parties can be heard or
can appear, but shall not be required to do so.

PROTESTS, CHANGES AND MODIFICATIONS, DISPUTES, CLAIMS, LITIGATION,
AND SETTLEMENTS, FTA 2 CFR 200
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PART 3
OTHER BID REQUIREMENTS

A. Einal Clean Up
Upon completion of the work, prior to acceptance and final payment, the Contractor shall remove from
the site all machinery, equipment, surplus and discarded materials, rubbish, temporary structures, and
debris. Contractor shall leave the site in a neat and presentable condition and the site shall be
functional.

B. Control of Work
Authority of CATS Project Manager:
CATS representative, Vanessa Dargin, Facilities Manager, vgdargin@brcats.com will act as the
Project Manager. All communications to CATS by Contractor, subcontractors, suppliers, or other
parties related to this Contract shall be through CATS Project Manager.

CATS Project Manager will visit the site at regular intervals appropriate to the stage of Contractor’s
operations as follows:
e To become generally familiar with and to keep CATS informed about the progress and quality
of the portion of the work completed.
¢ In an effort to safeguard against defects and deficiencies in the work
o To determine in general if the work is being performed in a manner indicating that the work,
when fully completed, will be in accordance with the Contract Documents.

CATS Project Manager will not have control over or charge of, nor be responsible for, the construction
means, methods, techniques, sequences, procedures or for the safety precautions and Projects in
connection with the work, since these are solely the Contractor’s rights and responsibilities under the
Contract Documents.

The Project Manager shall decide any and all technical questions which may arise as to the quality
and acceptability of materials furnished, work performed and as to the manner of performance. He
shall decide all questions which may arise as to the technical interpretation of specifications or plans
relating to the work. The Project Manager shall verify the amount and quality of the several kinds of
work performed and materials furnished which are to be paid for under the Contract.

Payment Application shall be processed in a timely manner by Project Manager. Upon receipt of

invoice or request for payment from the Contractor, the Project Manager shall either:

e Issue a Recommendation for payment for such amount as Project Manager determines is properly
due, to CATS for payment

e Notify the Contractor in writing its reasons for withholding a Recommendation for Payment. A
Recommendation for Payment by Project Manager shall not be a representation that the Project
Manager has made an examination to ascertain how and for what purposes Contractor has used
the monies paid on account of the Contract Sum.

C. Inspection of the Work
All materials and each part or detail of the work shall be subject to inspection by the Project Manager.
The Project Manager shall be allowed access to all parts of the work and shall be furnished with such
information and assistance by the Contractor as is required to make a complete and detailed
inspection.

If the Project Manager requests it, the Contractor, at any time before acceptance of the work, shall
remove or uncover such portions of the finished work as may be directed. After examination, the
Contractor shall restore said portions of the work to the standard required by the specifications. Should
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the work thus exposed or examined prove acceptable, the uncovering, or removing, and the replacing
of the covering or making good of the parts removed will be paid for as extra work; but should the work
so exposed or examined prove unacceptable, the uncovering, or removing, and the replacing of the
covering or making good of the parts removed will be at the Contractor’s expense.

D. Einal Acceptance

Upon due notice from the Contractor of presumptive completion of the entire project, the CATS Project
Manager will make an inspection. If all construction provided for and contemplated by the Contract is
found to be completed in accordance with the Contract plans, and specifications, such inspection shall
constitute the final inspection. The Project Manager shall notify the Contractor in writing of final
acceptance as of the date of the final inspection. If, however, the inspection discloses any work, in
whole or in part, as being unsatisfactory, the Project Manager will give the Contractor the necessary
instructions for correction of same and the Contractor shall immediately comply with and execute such
instructions. Upon correction of the work, another inspection will be made which shall constitute the
final inspection, provided the work has been satisfactorily completed. In such event, the Project
Manager will make the final acceptance and notify the Contractor in writing of this acceptance as of
the date of final inspection.

E. Claims for Adjustment and Disputes

If for any reason the Contractor deems that additional compensation is due him for work or materials
not clearly provided for in the Contract, plans, or specifications or previously authorized as extra work,
he shall notify the Project Manager in writing of their intention to claim such additional compensation
before the Contractor begins the work on which they base the claim. If such notification is not given
or the Project Manager is not afforded proper opportunity by the Contractor for keeping strict account
of actual cost as required, then the Contractor hereby agrees to waive any claim for such additional
compensation. Such notice by the Contractor and the fact that the Project Manager has kept account
of the cost of the work shall not in any way be construed as proving or substantiating the validity of the
claim. When the work on which the claim for additional compensation is based has been completed,
the Contractor shall, within ten (10) calendar days, submit their written claim to the Project Manager
who will present it to CATS for consideration in accordance with local laws or ordinances.

Nothing in this subsection shall be construed as a waiver of the Contractor’s right to dispute final
payment based on differences in measurements or computations.

F. Award and Execution of Contract
1. Consideration of Bid: Until the award of a Contract is made, CATS reserves the right to reject any
or all bids, waive technicalities, if such waiver is in the best interest of CATS and is in conformance
with applicable state and local laws or regulations pertaining to the letting of construction Contracts;
advertise for new bids; or proceed with the work otherwise. All such actions shall promote CATS
best interests.

2. Award of Contract or Purchase Order: The award of a Contract and/or Purchase Order shall be
approved by the appropriate party at CATS.

3. Cancellation of Award: CATS reserves the right to cancel the award without liability to the
contractor, at any time before a Contract has been fully executed by all parties and is approved by
CATS.

4. Affidavit: Successful contractor will be required to execute an affidavit attesting “that public
contract was not secured through employment or payment of solicitor”. (See Exhibit I)

5. Execution of Contract and/or Purchase Order: CATS will issue a Purchase Order to the Contractor,
and this Purchase Order will serve as the Contract between both parties.
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6. Approval of Contract and/or Purchase Order: Upon receipt of the required documents, CATS
shall complete the execution of the Purchase Order in accordance with local laws or ordinances,
and send the Purchase Order to the Contractor. Delivery of the Purchase Order (P.O.) to the
Contractor shall constitute CATS approval to be bound by the successful Contractor’s bid and the
terms of the ITB and P.O.

7. Recordation: Contractor shall upon receipt of executed bond, and purchase order, record contract
and bond with the Clerk of Court in the parish in which the work is to be performed (East Baton
Rouge Parish), obtain a Certificate of Recordation from the Clerk of Court and forward this
certificate immediately to the CATS Project Manager. This certificate must be received before any
invoices on this project can be processed. The expense for this is the responsibility of the
contractor.

G.Legal Requlations and Responsibility to Public

1. LAWS TO BE OBSERVED: The Contractor shall keep fully informed of all Federal and state laws, all
local laws, ordinances, and regulations and all orders and decrees of bodies or tribunals having any
jurisdiction or authority, which in any manner affect those engaged or employed on the work, or which
in any way affect the conduct of the work. He shall at all times observe and comply with all such laws,
ordinances, regulations, orders, and decrees; and shall protect and indemnify CATS and all his/her
officers, agents, or servants against any claim or liability arising from or based on the violation of any
such law, ordinance, regulation, order, or decree, whether by himself or their employees.

2. Permits, Licenses, and Taxes: The Contractor will provide all necessary permits, licenses, pay
all charges, fees, and taxes, and give all notices necessary and incidental to the due and lawful
prosecution of the work.

3. Warning Signs and Hazard Markings: The Contractor shall furnish, erect, and maintain all,
warning signs, and markings for hazards necessary to protect the public and the work. When used
during periods of darkness, such warning signs, and hazard markings shall be suitably illuminated.

4. Protection and Restoration of Property and Landscape: The Contractor shall be responsible for
the preservation of all public and private property, and shall protect carefully from disturbance or
damage all land monuments and property markers until the Project Manager has witnessed or
otherwise referenced their location and shall not move them until directed.

5. The Contractor shall be responsible for all damage or injury to property of any character, during the
prosecution of the work, resulting from any act, omission, neglect, or misconduct in their manner or
method of executing the work, or at any time due to defective work or materials, and said responsibility
will not be released until the project has been fully completed and accepted.

When or where any direct or indirect damage or injury is done to the public or private property by or on
account of any act, omission, neglect, or misconduct in the execution of the work, or in consequence
of the non-execution thereof by the Contractor, he shall restore, at their own expense, such property to
a condition similar or equal to that existing before such damage or injury was done, by repairing, or
otherwise restoring as may be directed, or he shall make good such damage or injury in an acceptable
manner.

6. Responsibility for Damage Claims. The Contractor shall indemnify and save harmless the
Project Manager and CATS and their officers, and employees from all suits, actions or claims of any
character brought because of any injuries or damage received or sustained by any person, persons, or
property on account of the operations of the Contractor; or on account of or in consequence of any
neglect in safeguarding the work; or through use of unacceptable materials in constructing the work; or
because of any act or omission, neglect, or misconduct of said Contractor; or because of any claims or
amounts recovered from any infringements of patent, trademark, or copyright; or from any claims or
amounts arising or recovered under the “Workmen’s Compensation Act,” or any other law, ordinance
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order, or decree. Money due the Contractor under and by virtue of their contract as may be considered
necessary by CATS for such purpose may be retained for the use of CATS or, in case no money is
due, their surety may be held until such suit or suits, action or actions, claim or claims for injuries or
damages as aforesaid shall have been settled and suitable evidence to that effect furnished to CATS ,
except that money due the Contractor will not be withheld when the Contractor produces satisfactory
evidence that he is adequately protected by public liability and property damage insurance.

Contractor shall carry and maintain at least the minimum insurance as specified until completion and
acceptance of the work. Contractor shall not commence work under this Contract until certificates of
insurance have been approved by the CATS Procurement Department. Insurance companies listed
on certificates must have an industry rating of A-, Class VI or higher, according to Best’'s Key Rating
Guide. Contractor is solely responsible for assuring that its subcontractors meet these insurance
requirements. Upon request, the Contractor shall furnish within five (5) working days, copies of
insurance certificates for subcontractors, and/or copies of all actual policies including Contractor’s
policies.

H. No Waiver of Legal Rights.

Upon completion of the work, CATS will expeditiously make final inspection and notify the Contractor
of final acceptance. Such final acceptance, however, shall not preclude or stop CATS from correcting
any measurement, estimate, or certificate made before or after completion of the work, nor shall CATS
be precluded or stopped from recovering from the Contractor or his/her Surety, or both, such
overpayment as may be sustained, or by failure on the part of the Contractor to fulfill his/her obligations
under the Contract. A waiver on the part of CATS of any breach of any part of the Contract shall not
be held to be a waiver of any other or subsequent breach.

The Contractor, without prejudice to the terms of the Contract, shall be liable to CATS for latent defects,
fraud, or such gross mistakes as may amount to fraud, or as regards to CATS rights under any warranty
or guaranty.

I. Determination and Extension of Contract Term.

The number of calendar days allowed for completion of the work shall be stated in the Contract/P.O.
and shall be known as the CONTRACT TERM.

If the Contractor finds it impossible for reasons beyond his/her control to complete the work within the
Contract time as specified, or as extended in accordance with the provisions of this subsection, he may,
at any time prior to the expiration of the Contract time as extended, make a written request to the Project
Manager for an extension of time setting forth the reasons which he believes will justify the granting of
their request. The Contractor’s plea that insufficient time was specified is not a valid reason for
extension of time. The Contractor must demonstrate that he has been delayed beyond his control. If
the Project Manager finds that the work was delayed because of conditions beyond the control and
without the fault of the Contractor, he may extend the time for completion in such amount as the
conditions justify. The extended time for completion shall then be in full force and effect, the same as
though it were the original time for completion.

J. Default and Termination of Contract. The Contractor shall be considered in default of their Contract
and such default will be considered as cause for CATS to terminate the Contract for any of the following
reasons if the Contractor:

e Fails to begin the work under the Contract within the time specified in the “Notice to Proceed”
and/or Purchase Order.

e Fails to perform the work or fails to provide sufficient workers, equipment, or materials to assure
completion of work in accordance with the terms of the Contract.

e Performs the work unsuitably or neglects or refuses to remove materials or to perform anew
such work as may be rejected as unacceptable and unsuitable.

e Discontinues the prosecution of the work.
Fails to resume work which has been discontinued within a reasonable time after notice
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Becomes insolvent or is declared bankrupt, or commits any act of bankruptcy or insolvency
Allows any final judgment to stand against him unsatisfied for a period of ten (10) days
Makes an assignment for the benefit of creditors

For any other cause whatsoever, fails to carry on the work in an acceptable manner.

Should the Project Manager consider the Contractor in default of the Contract for any reason hereinbefore,
he shall immediately give written notice to CATS Procurement Manager who will in turn provide written
notice to Contractor and the Contractor’s Surety as to the reasons for considering the Contractor in default
and CATS ’s intentions to terminate the Contract.

If the Contractor or surety, within a period of ten (10) days after such notice, does not proceed in
accordance therewith, then CATS will, upon written notification from the Project Manager of the facts of
such delay, neglect, or default and the Contractor’s failure to comply with such notice, have full power and
authority without violating the Contract, to take the prosecution of the work out of the hands of the
Contractor. CATS may appropriate or use any or all materials and equipment that have been mobilized for
use in the work and are acceptable and may enter into an agreement for the completion of said Contract
according to the terms and provisions thereof, or use such other methods as in the opinion of the Project
Manager will be required for the completion of said Contract in an acceptable manner.

All costs and charges incurred by CATS, together with the cost of completing the work under Contract, will
be deducted from any monies due or which may become due the Contractor. If such expense exceeds the
sum which would have been payable under the Contract, then the Contractor and the Surety shall be liable
and shall pay to CATS the amount of such excess.

K. Contract Term:
Unless otherwise provided, the Contract Term is the period of time allocated in the Contract documents
and/or Purchase Order for Final Completion of the Work including authorized written modifications thereto.

e The date of Commencement of the Work is the date established in a written Notice to Proceed (NTP)
or issuance of a purchase order.

e The term “day” as used in the Purchase Order shall mean calendar day unless otherwise specifically
designated.

Progress & Completion:

o All time limits stated in the Contract Documents and or Purchase Order are of the essence of the
Contract and of utmost importance. Contractor acknowledges the critical importance of achieving the
time limits stated in the Purchase Order to avoid substantial damages to CATS and hereby confirms
that such time limits are reasonable and achievable.

e Contractor shall begin the work on the date of commencement as defined in the written Notice to
Proceed or Purchase Order issuance. Contractor shall carry out the work expeditiously with adequate
forces and shall achieve completion of work by the time set forth in CATS-Contractor Agreement as
such may be adjusted hereunder.

Supervision and Construction Procedures:
The Contractor shall supervise and direct the Work, using the Contractor’s best skills and attention.

e The Contractor shall be solely responsible for and have control over the construction means, methods,
techniques, sequences, and procedures and for coordinating all portions of the Work under the
Contract, unless Contract Documents give other specific instructions concerning these matters.

e The Contractor shall employ a competent superintendent who shall be in attendance at the project site
during performance of the Work. The superintendent shall represent the Contractor, and
communications given to the superintendent shall be as binding as if given to the Contractor. Important
communications shall be confirmed in writing.
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Subcontractors

e The Contractor shall at all times when work is in progress be represented at the site of the work either
in person or by a qualified superintendent who shall be designated as the Contractor’'s authorized
agent in direct charge of all operations on the Contract whether performed directly by the Contractor
or through a Subcontractor.

e Contractor shall not contract with any person or entity to which CATS has made a reasonable
objection.

e |f CATS has a reasonable objection to any such person or entity, Contractor shall submit a substitute
to which CATS has no reasonable objection.

e Contractor shall make no substitution for any Subcontractor, person, or entity previously selected if
CATS makes a reasonable objection to such substitution.

e By an appropriate agreement written where legally required for validity, the Contractor shall require
each Subcontractor, to the extent of the work to be performed by the Subcontractor, to be bound to
the Contractor by the terms of the Contract Documents, and to assume toward the Contractor all the
obligations and responsibilities which the Contractor, by these documents, assumes toward CATS.
Said agreement shall preserve and protect the rights of CATS under the Contract Documents with
respect to the work to be performed by the Subcontractor so that the subcontracting thereof shall not
prejudice such rights, and shall allow to the Subcontractor, unless specifically provided otherwise in
the Contractor-Subcontractor agreement, the benefits of all rights, remedies and redress against the
Contractor that Contractor, by these documents has against CATS Where appropriate. Contractor
shall require each Subcontractor to require to enter into similar agreements with its Sub-
subcontractors. The Contractor shall make available to each proposed Subcontractor, prior to the
execution of the Subcontract, copies of the entire Contract Documents and identify to the
Subcontractor any terms and conditions of the proposed Subcontract which may be at variance with
the Contract Documents. Each Subcontractor shall similarly make copies of such Documents
available to its Sub-subcontractors. All Subcontracts shall contain a provision for, approved by Project
Manager, providing for assignment of all Subcontracts to CATS. In the event the Contractor is
terminated for any reason, Contractor agrees to assign all subcontracts to CATS, upon request. When
requested by the Project Manager, the Contractor shall provide copies of all contracts between the
Contractor and any Subcontractor or Sub-subcontractor outlining the services to be performed and
the charges for same.

L. Changes in the Scope of Work

CATS, without invalidating the Contract, may order changes in the work as set forth herein within the
original scope of the Contract consisting of additions, deletions or other revisions, the Contract Sum
and Contract Time being adjusted accordingly. All such changes in the work shall be authorized by
Change Order and shall be performed under the applicable conditions of Contract Documents.
Contractor shall not accept any request for a change Order from any person other than the Project
Manager, and shall not perform any work asserted to constitute a change until the Project Manager
has approved the change in writing.

M. Claims for Adjustments and Disputes
A Claim is a demand or assertion by one of the parties seeking, as a matter of right, adjustment or
interpretation of Contract terms, payment of money, extension of time or other relief with respect to
the Contract Documents. The term “Claim” also includes other disputes and matters in question
between CATS and the Contractor, and between the Contractor and the Architect, Project Manager
or any design professional arising out of or relating to the Project. Claims must be initiated by written
notice. The responsibility to substantiate Claims shall rest with the party making the Claim.

N. Claims for Consequential Damages
To the fullest extent permitted by law, Contractor waives any and all entitlement to extra compensation
and/or claims seeking payment for asserted consequential damages arising out of or relating to this
Contract. This waiver includes, but is not limited to, damages incurred by the Contractor for principal
office expenses including the compensation of personnel stationed there, for losses of financing,
business opportunity, reputation, bonding capacity and for loss of profit except profit arising directly
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from work on this Project performed and completed in strict accordance with the Contract Documents.

This waiver is applicable, without limitation, to all consequential damages due to termination in
accordance with these Contract Documents. Nothing contained in this Subparagraph shall be deemed
to preclude an award of stipulated (liquidated) damages, when applicable, in accordance with the
requirements of the Contract Documents.

O.Permits, Fees & Licenses
Contractor shall obtain and pay for all permits, governmental fees, licenses and inspections necessary
for the project execution and completion of work, which are secured after execution of the Contract
and which are legally required at the time the bids are received. Contractor shall submit copies of all
fees, licenses and inspections to the Project Manager within twenty-four hours of obtaining same.

Contractor shall give all notices and comply with all laws, ordinances, regulations, and lawful orders
of any public authority bearing on the performance of the work.

It is not the responsibility of the Contractor to make certain that the Contract Documents are in
accordance with applicable laws, statutes, ordinances, building codes, and rules and regulations;
however, if the Contractor observes that any of the Contract Documents are at variance therewith in
any respect, it shall immediately notify Project Manager in writing, and any necessary changes shall
be accomplished by appropriate modification before the effective work is performed.

If the Contractor knew or should have known that any work is contrary to such laws, statutes,
ordinances, building codes, and rules and regulations, and performs said work without such written
notice to the Project Manager, it shall assume full responsibility therefore and shall bear all costs
attributable thereto.

P. Warranties

Notwithstanding, superseding and replacing any provisions elsewhere in the Contract Documents to
the contrary, the Contractor and its Surety warrant and guaranty for the longest preemptive period
allowed by law, that the work performed by or on behalf of Contractor shall conform to the requirements
of the Contract Documents, and be free of any concealed or latent conditions, as well as other
conditions not noted by the Architect or Project Manager at the time of acceptance or substantial
completion, when such condition does not comply with the Contract Documents. The Contractor
stipulates that any failure of the Architect, Project Manager or CATS to note at substantial completion
or acceptance, one or more conditions that do not comply with the Contract Documents, shall not
serve as a waiver of the non-conforming condition, and Contractor shall remain obligated to correct
any such non-conforming condition notwithstanding whether the condition was observable or readily
apparent.

Upon written notification the Contractor shall promptly correct all work not performed in strict
accordance with the Contract Documents during the time identified above. If the Contractor does not
promptly comply with such instructions, or where delay would cause a risk of serious loss or injury,
CATS may have the non-conforming work corrected, and all costs thereof shall be paid by the
Contractor or the Contractor's surety.

Where the Specifications call for a manufacturer’'s warranty or guaranty, the Contractor shall deliver
the warranty or guaranty form to the Project Manager for approval when Contractor makes the first
submittal or shop drawing in connection with the product, material, or equipment, but in no event less
than 30 days prior to installation of any such product, material, or equipment. Any delay, disruption,
cost, or expense caused in whole or in part by the failure of Contractor to timely submit the warranty
or guaranty form, or the rejection of the warranty or guaranty form by the Project Manager for failure
to comply with any requirement of the Contract Documents, shall be the sole responsibility of the
Contractor. The Contractor shall obtain and furnish to CATS all fully executed and enforceable
manufacturer’s written warranties and/or guarantees required in the specifications as a condition
precedent to final payment.
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All warranties and guaranty documents are to be submitted in “Warranties” D size ring binder with
durable plastic cover. Binder is to have atable of contents. Project Name, Number & Final Completion
date must be on binder cover & spine. Provide 3 complete sets of Warranty binders.

ALL WARRANTIES SHALL COMMENCE ON THE DATE OF FINAL ACCEPTANCE BY CATS
UNLESS OTHERWISE AGREED IN WRITING.

Q. Final Payment
Based on the Final Completion, the Project Manager shall, if deemed appropriate, certify the balance
found due the Contractor, and noted in the Final Application for Payment, is due and payable.

The Project Manager shall, if deemed appropriate, issue a final Recommendation for Payment
recommending to CATS that final payment be made and stating that, to the best of Project Manager’s
knowledge, information and belief, and on the basis of its observations and inspections, the work has
been completed in accordance with the terms and conditions of Contract Documents and that the
entire balance found to be due Contractor, and noted in said final Certificate, is due and payable.

R. Bid Bond

A Bid bond is required to be submitted with the bid. A bid bond may be in the form of a bid
bond, cashier's check, or certified check, in the amount of 5% of the total bid, made payable
to CATS and must accompany each bid. If a bond is used, it shall be written by a surety or
insurance company currently on the U.S. Department of the Treasury financial management
service list of approved bonding companies which is published annually in the federal
register, or by a Louisiana domiciled insurance company with at least an A rating in the latest
printing of the A.M. Best's key rating guide to write individual bonds up to ten percent of
policyholders' surplus as shown in the A.M. Best's key rating guide.

S. Performance and Payment Bond:
A Performance and payment bond(s) will be required for the contract. A performance Bond equal to
the contract sum, from a surety or insurance company currently on the U.S. Department of the
Treasury financial management service list of approved bonding companies which is published
annually in the federal register, or by a Louisiana domiciled insurance company with at least an a-
rating in the latest printing of the a.m. best's key rating guide to write individual bonds up to ten percent
of policyholders' surplus as shown in the a.m. best's key rating guide or by an insurance company that
is either domiciled in Louisiana or owned by Louisiana residents and is licensed to write surety bonds.

No surety or insurance company shall write a performance bond which is in excess of the amount
indicated as approved by the U.S. Department of the Treasury financial management service list or by
a Louisiana domiciled insurance company with an a- rating by a.m. best up to a limit of ten percent of
policyholders' surplus as shown by a.m. best; companies authorized by this paragraph who are not on
the treasury list shall not write a performance bond when the penalty exceeds fifteen percent of its
capital and surplus, such capital and surplus being the amount by which the company's assets exceed
its liabilities as reflected by the most recent financial statements filed by the company with the
department of insurance.

In addition, any performance bond furnished shall be written by a surety or insurance company that is
currently licensed to do business in the state of Louisiana.

The bond must be received within fifteen (15) working days from the date of notification. If the bond is not
received within this period, CATS reserves the right to award to the next acceptable low bid, or to reject
all bids and re-bid, whichever is in the best interest of CATS.
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Liguidated Damages - If the Contractor is unable to provide the deliverables in accordance with the
awarded contract schedule, the Contractor agrees to pay CATS the amount of five hundred dollars
($500.00) per day for late delivery, in accordance with the contract award as liquidated damages.

Retainage
If contractor requests partial payments, they should be made using the invoice and schedule of values

forms per AIA Document G702 — Application and Certification for Payment. Payments will be authorized
for 90% of each invoice (10% retainage) with final 10% retainage amount withheld to be paid after receipt
of clear lien certificate from Clerk of Court. When project is completed, CATS will issue a Notice of
Owner’s Acceptance and the contractor shall be required to record this on the mortgage records of the
East Baton Rouge Parish Clerk of Court’s office to obtain clear lien certificate.

21
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PART 4
SCOPE OF WORK

TERMINAL IMPROVEMENT PROJECT
Solicitation #2026-Terminallmprovement-003

Contractor will provide the following;

A. MATERIALS / ACCESSORIES RESPONSIBILITY

1. The Contractor shall be responsible for all materials and workmanship in the
construction of the equipment and all accessories used, whether the same are
manufactured by the Contractor or purchased from supplier.

2. This provision excludes equipment leased or supplied by CATS, except insofar as such
equipment is provided as a part of this Contract, or except insofar as such equipment
is damaged by the failure of a part or component for which the Contractor is
responsible, or except insofar as the damage to such equipment is caused by the
Contractor during the manufacture of the equipment.

B. NOTIFICATION OF DELAY

1. The Contractor shall notify the CATS Project Manager as soon as the Contractor has
knowledge that an event occurred which will delay in deliveries.

2. Within five (5) days, the Contractor shall confirm such notice in writing, furnishing as
much detail as is available.

3. Liguidated Damages - If the Contractor is unable to provide the deliverables in

accordance with the awarded contract schedule, the Contractor agrees to pay CATS
the amount of five hundred dollars ($500.00) per day for late delivery, in accordance
with the contract award as liquidated damages.

C. REQUEST FOR EXTENSION

1. The Contractor agrees to supply, as soon, as such data is available, any reasonable
proofs that are required by the Project Manager to decide on any request for
extension.

2. The Project Manager shall examine the request and any documents supplied by the

Contractor, and shall determine if the Contractor is entitled to an extension and the

duration of such extension.

The Project Manager shall notify the Contractor of his decision in writing.

4. It is expressly understood and agreed that the Contractor shall not be entitled to
damages or compensation, and shall not be reimbursed for losses on account of delays
resulting from any cause under this provision.

w
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SECTION 064116 - PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS
PART 1 - GENERAL
1.1 SUMMARY
A. Section Includes:
1« Plastic-laminate-clad architectural cabinets.
2. Wood furring, blocking, shims, and hanging strips for installing plastic-laminate-clad
architectural cabinets that are not concealed within other construction.
1.2 COORDINATION
A. Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related
units of Work specified in other Sections to support loads imposed by installed and fully loaded
cabinets.
1.3 PREINSTALLATION MEETINGS
A. Preinstallation Conference: Conduct conference at Project site.
1.4 ACTION SUBMITTALS
A. Product Data: For each type of product.

B. Shop Drawings:

1. Include plans, elevations, sections, and attachment details.

2. Show large-scale details.

3: Show locations and sizes of furring, blocking, and hanging strips, including concealed
blocking and reinforcement specified in other Sections.

4. Show locations and sizes of cutouts and holes for items installed in plastic-laminate

architectural cabinets.

C. Samples: For each exposed product and for each color and texture specified, in manufacturer's
standard size.

D. Samples for Verification: For the following:

1. Plastic Laminates: 8 by 10 inches, for each type, color, pattern, and surface finish required.
a. Provide one sample applied to core material with specified edge material applied to
one edge.

2: Thermoset Decorative Panels: 8 by 10 inches, for each color, pattern, and surface finish.

a. Provide edge banding on one edge.
3. Corner Pieces:
PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS 064116 - 1

Solicitation #2026-Terminallmprovement-003



FLORIDA BLVD. TERMINAL IMPROVEMENTS

1S5

1.6

1.7

1.8

1.9

a. Cabinet-front frame joints between stiles and rails and at exposed end pieces, 18
inches high by 18 inches wide by 6 inches deep.

b. Miter joints for standing trim.
4, Exposed Cabinet Hardware and Accessories: One full-size unit for each type and finish.
INFORMATIONAL SUBMITTALS
Qualification Data: For manufacturer and Installer.
Field quality-control reports.
CLOSEOUT SUBMITTALS
Quality Standard Compliance Certificates: AWI Quality Certification Program certificates.
QUALITY ASSURANCE
Manufacturer's Qualifications: Employs skilled workers who custom fabricate products similar to
those required for this Project and whose products have a record of successful in-service
performance.
Installer Qualifications: Manufacturer of products.
DELIVERY, STORAGE, AND HANDLING
Do not deliver cabinets until painting and similar finish operations that might damage architectural
cabinets have been completed in installation areas. Store cabinets in installation areas or in areas
where environmental conditions comply with requirements specified in "Field Conditions" Article.
FIELD CONDITIONS
Environmental Limitations: Do not deliver or install cabinets until building is enclosed, wet-work
is complete, and HVAC system is operating and maintaining temperature and relative humidity at
levels planned for building occupants during the remainder of the construction period.
Field Measurements: Where cabinets are indicated to fit to other construction, verify dimensions
of other construction by field measurements before fabrication, and indicate measurements on
Shop Drawings. Coordinate fabrication schedule with construction progress to avoid delaying the
Work.
1 Locate concealed framing, blocking, and reinforcements that support cabinets by field

measurements before being enclosed/concealed by construction and indicate
measurements on Shop Drawings.

PART 2 - PRODUCTS

2.1

PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS

Quality Standard: Unless otherwise indicated, comply with the ANSI/AWI 0641 = Architectural
Wood Casework Standard, which replaces Section 10 of the 2014 edition of Architectural

PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS 064116 - 2
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Woodwork Standards, for grades of architectural cabinets indicated for construction, finishes,
installation, and other requirements.

B. ANSI/AWI 0641 Aesthetic Grade: Custom.

C. ANSI/AWI 0641 Duty Level: 3.

D. Type of Construction: Frameless.
E: Door and Drawer-Front Style: Flush overlay.
F. High-Pressure Decorative Laminate: NEMA LD 3, grades as indicated or if not indicated, as

required by quality standard.

1. Basis-of-Design Product: Subject to compliance with requirements, provide product
indicated on Drawings or comparable product with color match acceptable to Architect by
one of the following:

a. Formica Corporation.

b. Lamin-Art, Inc.
(e Wilsonart LLC.

G. Laminate Cladding for Exposed Surfaces:
1. Horizontal Surfaces: Grade HGS.

2 Vertical Surfaces: Grade HGS.
3. Edges: ABS edge banding, 0.12-inch thick, matching laminate in color, pattern, and finish.

4, Pattern Direction: Vertically for drawer fronts, doors, and fixed panels.
H. Materials for Semiexposed Surfaces:
1. Surfaces Other Than Drawer Bodies: Thermoset decorative panels.

a. Edges of Plastic-Laminate Shelves: ABS edge banding, 0.12-inch thick, matching
laminate in color, pattern, and finish.
: Edges of Thermoset Decorative Panel Shelves: ABS edge banding.
C: For semiexposed backs of panels with exposed plastic-laminate surfaces, provide
surface of high-pressure decorative laminate, NEMA LD 3, Grade CLS.

24 Drawer Sides and Backs: Thermoset decorative panels with ABS edge banding.
3 Drawer Bottoms: Thermoset decorative panels.
T: Concealed Backs of Panels with Exposed Plastic-Laminate Surfaces: High-pressure decorative

laminate, NEMA LD 3, Grade BKL.

3 Drawer Construction: Fabricate with exposed fronts fastened to subfront with mounting screws
from interior of body.

1. Join subfronts, backs, and sides with glued rabbeted joints supplemented by mechanical
fasteners or glued dovetail joints.

PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS 064116 - 3
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2.2

2.3

Colors, Patterns, and Finishes: Provide materials and products that result in colors and textures
of exposed laminate surfaces complying with the following requirements:

1. As indicated by laminate manufacturer's designations.

21 Match Architect's sample.

3. As selected by Architect from laminate manufacturer's full range in the following
categories:
a. Patterns, matte finish.

WOOD MATERIALS

Wood Products: Provide materials that comply with requirements of referenced quality standard
for each type of architectural cabinet and quality grade specified unless otherwise indicated.

1 Wood Moisture Content: 5 to 10 percent.

Composite Wood and Agrifiber Products: Provide materials that comply with requirements of
referenced quality standard for each type of architectural cabinet and quality grade specified
unless otherwise indicated.

i Particleboard: ANSI A208.1, Grade M-2 or M-3; Grade M-2-Exterior Glue at sink bases.

2. Softwood Plywood: DOC PS 1, void-free core.

3L Thermoset Decorative Panels: Particleboard finished with thermally fused, melamine-
impregnated decorative paper and complying with requirements of NEMA LD 3,
Grade VGL, for Test Methods 3.3, 3.4, 3.6, 3.8, and 3.10.

CABINET HARDWARE AND ACCESSORIES
General: Provide cabinet hardware and accessory materials associated with architectural cabinets.

1. Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

Accuride International.

Blum, Julius & Co., Inc.

Grass America Inc.

Knape & Vogt Manufacturing Company.

oo oo

Butt Hinges: 2-3/4-inch, five-knuckle steel hinges made from 0.095-inch-thick metal, and as
follows:

1. Semiconcealed Hinges for Flush Doors: BHMA A156.9, B01361.
2. Semiconcealed Hinges for Overlay Doors: BHMA A156.9, B01521.

Frameless Concealed Hinges (European Type): BHMA A156.9, B01602, 170 degrees of
opening, self-closing.

Back-Mounted Pulls: BHMA A156.9, B02011.

PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS 064116 - 4
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2.4

Wire Pulls: Back mounted, solid metal, 5 inches long, 2-1/2 inches deep, and 5/16 inch in
diameter.

Catches: Roller catches, BHMA A156.9, B03071.

Shelf Rests: BHMA A156.9, B04013; two-pin plastic with shelf hold-down clip.

Drawer Slides: BHMA A156.9.

1 Grade 1 and Grade 2: Side mounted and extending under bottom edge of drawer.

a. Type: Full extension.
b. Material: Zinc-plated or epoxy-coated steel with polymer or steel rollers.

2 Grade 1HD-100 and Grade 1HD-200: Side mounted; full-overtravel-extension type; zinc-
plated-steel ball-bearing slides.

3: For drawers not more than 3 inches high and not more than 24 inches wide, provide
Grade 2.

4, For drawers more than 3 inches high, but not more than 6 inches high and not more than
24 inches wide, provide Grade 1.

5: For drawers more than 6 inches high or more than 24 inches wide, provide Grade 1HD-
200.

6. For computer keyboard shelves, provide Grade 1HD-100.
7 For trash bins not more than 20 inches high and 16 inches wide, provide Grade 1HD-200.

Door Locks: BHMA A156.11, E07121.
Drawer Locks: BHMA A156.11, E07041.
Door and Drawer Silencers: BHMA A156.16, L03011.

Grommets for Cable Passage: 2-inch OD, molded-plastic grommets and matching plastic caps
with slot for wire passage.

1. Color: As selected by Architect from manufacturer's standard colors.

Exposed Hardware Finishes: For exposed hardware, provide finish that complies with
BHMA A156.18 for BHMA finish number indicated.

1. Dark, Oxidized, Satin Bronze, Oil Rubbed: BHMA 613 for bronze base; BHMA 640 for steel
base; match Architect's sample.

2 Satin Chromium Plated: BHMA 626 for brass or bronze base; BHMA 652 for steel base.

3: Satin Stainless Steel: BHMA 630.

For concealed hardware, provide manufacturer's standard finish that complies with product class
requirements in BHMA A156.9.

MISCELLANEOUS MATERIALS

Furring, Blocking, Shims, and Hanging Strips: Softwood or hardwood lumber, kiln-dried to less
than 15 percent moisture content.

PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS 064116 - 5
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2.5

Anchors: Select material, type, size, and finish required for each substrate for secure anchorage.
Provide metal expansion sleeves or expansion bolts for post-installed anchors. Use nonferrous-
metal or hot-dip galvanized anchors and inserts at inside face of exterior walls and at floors.
Adhesive for Bonding Plastic Laminate: PVA.

1. Adhesive for Bonding Edges: Hot-melt adhesive.

FABRICATION

Fabricate architectural cabinets to dimensions, profiles, and details indicated.

Complete fabrication, including assembly and hardware application, to maximum extent possible
before shipment to Project site. Disassemble components only as necessary for shipment and

installation. Where necessary for fitting at site, provide ample allowance for scribing, trimming,
and fitting.

1. Notify Architect seven days in advance of the dates and times architectural cabinet
fabrication will be complete.
24 Trial fit assemblies at manufacturer's shop that cannot be shipped completely assembled.

Install dowels, screws, bolted connectors, and other fastening devices that can be removed
after trial fitting. Verify that various parts fit as intended and check measurements of
assemblies against field measurements before disassembling for shipment.

Shop-cut openings to maximum extent possible to receive hardware, appliances, electrical work,
and similar items. Locate openings accurately and use templates or roughing-in diagrams to
produce accurately sized and shaped openings. Sand edges of cutouts to remove splinters and
burrs.

PART 3 - EXECUTION

3.1

3.2

PREPARATION

Before installation, condition cabinets to humidity conditions in installation areas for not less than
72 hours.

INSTALLATION

Architectural Woodwork Standards Grade: Install cabinets to comply with quality standard grade
of item to be installed.

Assemble cabinets and complete fabrication at Project site to extent that it was not completed in
the shop.

Anchor cabinets to anchors or blocking built in or directly attached to substrates. Secure with
wafer-head cabinet installation screws.

Install cabinets level, plumb, and true in line to a tolerance of 1/8 inch in 96 inches using
concealed shims.

1. Scribe and cut cabinets to fit adjoining work, refinish cut surfaces, and repair damaged
finish at cuts.
PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS 064116 - 6
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2. Install cabinets without distortion so doors and drawers’ fit openings and are accurately
aligned. Adjust hardware to center doors and drawers in openings and to provide
unencumbered operation. Complete installation of hardware and accessory items as
indicated.

3 Fasten wall cabinets through back, near top and bottom, and at ends not more than 16
inches o.c. with No. 10 wafer-head sheet metal screws through metal backing or metal
framing behind wall finish.

3:3 ADJUSTING AND CLEANING
A. Repair damaged and defective cabinets, where possible, to eliminate functional and visual
defects. Where not possible to repair, replace architectural cabinets. Adjust joinery for uniform
appearance.
B. Clean, lubricate, and adjust hardware.
C: Clean cabinets on exposed and semi-exposed surfaces.

END OF SECTION

PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS 064116 - 7
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SECTION 081213
HOLLOW METAL FRAMES
PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

1. Interior hollow metal knock-down (KD) door frames.
2. Steel door frames, including:

a. Single door frames.

c. Frames prepared for hardware.

d. Anchors and accessories required for installation.

B. Related Sections:

1. Section 07 92 00 - Joint Sealants.
2. Section 08 14 16 - Flush wood doors
3. Section 0991 00 - Painting.

1.2 REFERENCES
A. Comply with applicable provisions of the following standards:

1. ANSI/SDI A250.4 - Test Procedure and Acceptance Criteria for Physical Endurance for Steel Doors, Frames
and Frame Anchors.

2. ANSI/SDI A250.8 - Specifications for Standard Steel Doors and Frames.

ANSI/SDI A250.11 - Recommended Erection Instructions for Steel Frames.

ASTM A1008/A1008M - Steel, Sheet, Cold-Rolled, Carbon, Structural, High-Strength Low-Alloy, and High-

Strength Low-Alloy with Improved Formability.

ASTM A568/A568M - Steel, Sheet, Carbon, Structural, and High-Strength, Low-Alloy.

NFPA 80 - Standard for Fire Doors and Other Opening Protectives, where applicable.

NFPA 252 - Standard Methods of Fire Tests of Door Assemblies, where applicable.

UL 10C - Positive Pressure Fire Tests of Door Assemblies, where applicable.

B

O N O

1.3 SUBMITTALS
A. Product Data:

1. Manufacturer's technical data for hollow metal frames.
2. Frame construction, gauge, profiles, finishes, and accessories.
3. Installation instructions.

B. Shop Drawings:

1. Indicate frame elevations, dimensions, profiles, wall conditions, handing, hardware preparations, anchors,
and reinforcing.
2. Coordinate frame dimensions with architectural drawings and door hardware requirements.

HOLLOW METAL FRAMES 081213-1
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C. Samples:
1. Submit frame finish sample upon request.
D. Certificates:
1. Submit documentation demonstrating compliance with specified standards where required.
1.4 QUALITY ASSURANCE
A. Manufacturer Qualifications:
1. Manufacturer regularly engaged in manufacture of commercial hollow metal frames of the type specified.
B. Installer Qualifications:
1. Installer experienced in installation of commercial hollow metal door frames.
C. Fire-Rated Assemblies:

1.  Where frames are part of fire-rated door assemblies, provide frames labeled and approved for the required
fire-resistance rating.
2. Provide complete assemblies in accordance with requirements of NFPA 80 and applicable listing agency.

1.5 DELIVERY, STORAGE, AND HANDLING
A. Deliver frames in manufacturer's original packaging, clearly identified by opening number.
B. Store frames in a dry, protected location.

C. Protect frames from damage, distortion, moisture, and contamination during transportation, storage, and
handling.

D. Do not store frames directly on the floor.
1.6 PROJECT CONDITIONS
A. Verify actual wall conditions and dimensions before fabrication.

B. Coordinate frame dimensions with wall thicknesses, finished floor elevations, door sizes, hardware, and adjacent
construction.

C. Notify Architect of discrepancies affecting frame installation before fabrication.

PART 2 -PRODUCTS

2.1 MANUFACTURERS

HOLLOW METAL FRAMES 081213-2
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A. Acceptable Manufacturers:

Steelcraft.

Ceco Door Products.

Curries.

Republic Doors and Frames.

Or equal complying with specified requirements.

OV 200N =4

B. Products of manufacturers complying with this specification may be considered subject to requirements of the
Contract Documents.

2.2 HOLLOW METAL FRAMES
A. General:

1. Provide commercial-quality, interior hollow metal knock-down (KD) frames.

2. Frames shall be factory fabricated and designed for field assembly and installation.

3. Provide frames accurately formed, square, plumb, rigid, and free from defects affecting appearance or
performance.

4. Provide frame profiles and dimensions appropriate for the wall construction indicated.

B. Frame Material:

1. Cold-rolled steel complying with ASTM A1008/A1008M.
2. Minimum steel thickness: 16 gauge unless otherwise indicated.
3. Provide heavier gauge steel where required by door size, hardware, fire rating, or manufacturer.

C. Frame Profile:

Minimum 5-3/4-inch face unless otherwise indicated.
Frame profile shall be suitable for installation in interior drywall and/or masonry wall construction.
Provide frame throat dimensions to suit actual wall thickness.

Provide manufacturer's standard KD frame construction with mechanically interlocking or screw-fastened
corners.

5. Provide welded construction only where specifically indicated.

il ol =

D. Frame Construction:

Jambs and heads shall be accurately formed with closed returns and integral stops.
Provide reinforced corners designed to maintain frame alignment during installation.
Provide removable or adjustable anchors as required for wall construction.

Provide factory-installed hardware reinforcement where required.

Provide strike and hinge reinforcement suitable for specified hardware.

Al i S

E. Hardware Reinforcement:

1. Provide reinforcing plates for hinges, strikes, closers, exit devices, flush bolts, and other hardware as
required.

2. Reinforcement shall be welded or otherwise securely attached to frame members.
3. Reinforcement shall comply with hardware manufacturer's requirements.

HOLLOW METAL FRAMES 081213-3
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F. Anchors:
1. Provide anchors appropriate for wall construction.
2. Provide jamb anchors, floor anchors, and head anchors as required.
3. Provide adjustable anchors where required to accommodate field conditions.
4. Provide sufficient anchors to maintain frame alignment and rigidity.
G. Silencers:

1. Provide three silencers per single door frame jamb.
2. Provide additional silencers where required by door size or manufacturer.

H. Floor Anchors:

1. Provide adjustable floor anchors or manufacturer's standard anchors.
2. Coordinate anchor type with substrate and floor construction.

2.3 FIRE-RATED FRAMES

A. Where indicated as fire-rated, provide frames bearing labels from an approved independent testing and labeling

agency.

B. Fire-rated frames shall comply with requirements of NFPA 80 and applicable UL or other recognized testing

agency requirements.

C. Provide fire-rated frame assemblies compatible with the specified fire-rated doors and hardware.
D. Do not modify fire-rated frames in the field in a manner that would void the listing or label.

2.4 FRAME FINISH

A. Factory finish frames with manufacturer's standard rust-inhibitive primer.

B. Prepare steel surfaces in accordance with manufacturer's requirements before application of primer.

C. Primer shall be compatible with field-applied finish paint specified in Section 09 91 00 - Painting.
D. Protect primed surfaces from damage, corrosion, moisture, and contamination.

2.5 ACCESSORIES

A. Provide manufacturer's standard accessories required for complete installation, including:

Corner clips.
Anchors.

Spreader bars.
Installation screws.
Shims.
Reinforcement plates.
Silencers.

N o B NS
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8. Grout guards where required.
9. Other accessories required for a complete installation.

B. Provide temporary spreader bars or braces as recommended by frame manufacturer to maintain frame geometry
during installation.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, wall openings, and adjacent construction before frame installation.

B. Verify that rough openings are correctly sized, plumb, level, square, and aligned.

C. Verify that wall construction is capable of supporting the frames and associated doors and hardware.
D. Do not proceed with installation until unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Clean openings of dirt, debris, mortar, drywall compound, and other materials that could interfere with frame
installation.

B. Verify opening dimensions and frame throat dimensions before assembly.

C. Coordinate installation with adjacent wall construction and floor finishes.

3.3 FRAME ASSEMBLY

A. Assemble knock-down frames in accordance with manufacturer's written instructions.

B. Assemble head and jamb members accurately and securely.

C. Maintain frames square, plumb, level, and true.

D. Do not force frame members into alignment in a manner that could distort the frame.

E. Install temporary spreader bars during installation where recommended by manufacturer.
3.4 INSTALLATION

A. Install frames in accordance with ANSI/SDI A250.11 and manufacturer's written instructions.
B. Set frames plumb, level, square, and in proper alignment.

C. Secure frames with anchors appropriate to the wall construction.

HOLLOW METAL FRAMES 081213-5
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D. Maintain consistent door clearances and frame reveals.

E. Anchor frames securely without distortion.

F. Shim frames as necessary to maintain alignment and prevent movement.

G. Coordinate frame installation with:

Door hardware.

Electrical devices.
Security systems.

Access control equipment.
Wall finishes.

Floor finishes.

oven: B B N

H. Install frames to permit proper operation of doors and hardware.

|. Where frames are installed in drywall partitions, provide appropriate anchors and reinforcement in accordance
with frame manufacturer's requirements.

J. Where frames are installed in masonry construction, provide appropriate masonry anchors.
3.5 FIELD QUALITY CONTROL
A. Inspect installed frames for:

Plumb.

Level.

Square.

Alignment.

Proper anchorage.

Proper hardware reinforcement.
Damage or distortion.

Proper door clearances.

0 NG B o o

B. Correct frames that are improperly aligned, damaged, distorted, or inadequately secured.

3.6 ADJUSTING AND CLEANING

A. Remove temporary spreaders, braces, labels, protective materials, and debris after frame installation.
B. Clean exposed frame surfaces in accordance with manufacturer's recommendations.

C. Repair minor scratches and abrasions in primer using compatible touch-up primer.

D. Replace frames with damage that cannot be satisfactorily repaired.

E. Verify that frames are ready to receive doors and hardware.

3.7 PROTECTION

HOLLOW METAL FRAMES 081213-6
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A. Protect installed frames from damage during subsequent construction.
B. Do not permit storage of materials against frames.

C. Protect primed surfaces from moisture and contamination until final painting.

D. Replace or repair damaged frames and finishes before Substantial Completion.

END OF SECTION 081213

HOLLOW METAL FRAMES
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SECTION 081416 - FLUSH WOOD DOORS
PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

Interior flush solid-core wood doors, paint grade.
Factory-machined door cutouts and preparations for hardware.
Factory-applied primer suitable for field painting, where specified.
Installation of wood doors in prepared frames.

Field finishing of doors where indicated.

o B WA

B. Related Requirements:

1. Section 081113 - Hollow Metal Frames.
2. Section 099123 - Interior Painting.
3. Section 092900 - Gypsum Board.

1.2 REFERENCES
A. Comply with applicable provisions of the following standards:

AWI - Architectural Woodwork Standards.

WDMA |.S. 1A - Architectural Wood Flush Doors.

ASTM E413 - Classification for Rating Sound Insulation.

NFPA 80 - Standard for Fire Doors and Other Opening Protectives, where fire-rated doors are indicated.

UL 10C - Positive Pressure Fire Tests of Door Assemblies, where applicable.
ANSI/WDMA - applicable standards for wood door construction.

NGRS 0 B

1.3 SUBMITTALS
A. Product Data:

Manufacturer's product data for wood doors.

Door construction, core, face material, edge construction, thickness, and finish.
Fire-rating information where applicable.

Manufacturer's installation and maintenance instructions.

B WL

B. Shop Drawings:

1. Door schedule indicating door number, size, thickness, swing, core construction, face material, and
hardware preparations.

2. Indicate locations and dimensions of required hardware cutouts and preparations.

3. Coordinate door dimensions with frames and hardware.

C. Samples:

FLUSH WOOD DOORS 081416-1
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1. Submit sample of paint-grade door face showing proposed surface quality and finish.
2. Submit finish sample when requested by Architect.

1.4 QUALITY ASSURANCE
A. Manufacturer Qualifications:

1. Manufacturer regularly engaged in manufacturing commercial architectural wood doors of the type
specified.

B. Installer Qualifications:
1. Experienced in installation of commercial wood doors.
2. Installer shall be familiar with requirements for maintaining door alignment, clearances, and hardware
preparations.
1.5 DELIVERY, STORAGE, AND HANDLING
A. Deliver doors in manufacturer's original protective packaging.
B. Store doors flat, supported on a level surface, in a clean, dry, climate-controlled area.
C. Protect doors from moisture, excessive humidity, direct sunlight, and physical damage.
D. Do not store doors in areas subject to construction moisture or temperature extremes.
E. Handle doors carefully to prevent damage to faces, edges, corners, and hardware preparations.

1.6 FIELD CONDITIONS

A. Do not install wood doors until building is substantially enclosed and interior environmental conditions are
suitable for installation.

B. Maintain interior temperature and humidity conditions recommended by the door manufacturer.
C. Do not expose doors to uncontrolled moisture or abnormal humidity conditions.

1.7 WARRANTY

A. Provide manufacturer's standard warranty against defects in materials and workmanship.

B. Warranty shall include repair or replacement of doors exhibiting defects attributable to manufacturing or
materials.

PART 2 -PRODUCTS

2.1 MANUFACTURERS

FLUSH WOOD DOORS 081416-2
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A. Acceptable Manufacturers:

VT Industries.

Marshfield DoorSystems.
Eggers Industries.
Mohawk Doors.

Algoma Hardwoods.
Graham Wood Doors.
Approved equal.

b e S il

B. Manufacturers shall provide products complying with the requirements of this Section.
2.2 INTERIOR FLUSH WOOD DOORS
A. General:

Interior flush wood doors.

Commercial architectural grade.

Solid-core construction.

Paint-grade faces.

Nominal door thickness: 1-3/4 inches, unless otherwise indicated.
Door size: 3'-0" x 7'-0" nominal.

Door type: Flush, non-rated, unless fire rating is indicated on Drawings.
Door construction shall be suitable for commercial interior applications.

00N O B O N

B. Core:

1. Solid-core construction.

2. Core shall be manufacturer's standard commercial solid core suitable for paint-grade architectural wood
doors.

3. Core shall provide dimensional stability and resistance to warping under normal interior environmental
conditions.

4. Where fire-rated doors are indicated, provide core and construction specifically listed and labeled for the
required fire-resistance rating.

C. Faces:

1. Paint-grade wood door faces.

2. Face material shall be smooth and suitable for receiving opaque paint.

3. Faces shall be free from visible defects, open joints, splits, delamination, excessive sanding marks, and
other imperfections that would telegraph through the paint finish.

4. Provide faces appropriate for commercial architectural applications.

D. Edges:
1. Provide hardwood or manufacturer's standard compatible wood door edges.
2. [Edge material shall be compatible with door face and core construction.
3. Factory machine doors for required hardware.
4. Edge construction shall be suitable for repeated commercial use.

E. Stiles and Rails:

FLUSH WOOD DOORS 081416-3
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1. Provide manufacturer's standard construction designed for commercial interior doors.
2. Stiles shall be adequate for required hardware preparations.
3. Reinforce doors as required for hinges, closers, locksets, exit devices, and other hardware.

2.3 DOOR HARDWARE PREPARATIONS

A. Factory machine doors for hardware in accordance with approved hardware schedule.

B. Provide factory preparations for:

Hinges.

Locksets and/or latches.

Closers.

Stops.

Flush bolts where indicated.

Other hardware indicated on Drawings or hardware schedule.

o ol

C. Coordinate all hardware preparations with Section 087100.

D. Do not field-cut doors for hardware except where specifically approved or where minor field adjustments are
required.

2.4 FIRE-RATED DOORS

A. Where doors are indicated as fire-rated, provide complete door construction tested and labeled as required by
applicable codes.

B. Fire-rated doors shall bear the label of an independent testing agency acceptable to authorities having jurisdiction.
C. Provide fire-rated construction compatible with the rating of the associated frame and hardware assembly.

D. Comply with NFPA 80 and applicable building-code requirements.

2.5 FABRICATION

A. Fabricate doors accurately to approved dimensions.

B. Factory machine doors for hardware where practical.

C. Provide doors with clean, square edges and accurately formed hardware preparations.

D. Factory fit doors to frames where dimensions are available.

E. Provide clearances required by applicable codes and standards.

F. Do not factory finish doors with final paint unless specifically indicated.

PART 3 - EXECUTION

FLUSH WOOD DOORS 081416-4
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3.1 EXAMINATION
A. Examine frames and openings before installation.
B. Verify that:

Frames are properly installed, aligned, and securely anchored.
Openings are correct size and plumb.

Frames are square and within acceptable tolerances.
Hardware preparations are properly located.

Environmental conditions are suitable for installation.

Ry O D =

C. Do not install doors until unsatisfactory conditions have been corrected.

3.2INSTALLATION

A. Install doors in accordance with manufacturer's written instructions and approved shop drawings.
B. Install doors plumb, level, square, and accurately aligned with frames.

C. Maintain uniform clearances and reveals.

D. Adjust doors to operate smoothly without binding.

E. Ensure doors close and latch properly without excessive force.

F. Install hardware in accordance with Section 087100.

G. Coordinate door installation with painting and finish work.

3.3 FITTING AND CLEARANCES

A. Fit doors accurately within frames.

B. Provide clearances recommended by the door manufacturer and required by applicable codes.

C. Do not trim doors beyond manufacturer's allowable limits.

D. Seal or treat exposed areas resulting from field trimming in accordance with manufacturer's recommendations.
E. Maintain required clearances at floors, thresholds, and frames.

3.4 FIELD FINISHING

A. Prepare paint-grade doors for field-applied finish in accordance with Section 099123.

B. Sand surfaces as required to provide a smooth, uniform substrate.

C. Prime exposed door surfaces and edges as recommended by paint manufacturer.

FLUSH WOOD DOORS 081416-5
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D. Apply finish coats uniformly, without runs, sags, lap marks, excessive brush marks, or other visible defects.
E. Paint door faces, edges, and exposed surfaces consistently.

F. Do not paint hardware, weatherstripping, or other components that are required to remain unpainted.

3.5 ADJUSTING

A. Adjust doors and hardware after installation to provide smooth operation.

B. Adjust hinges, latches, closers, and other hardware as necessary.

C. Doors shall:

Swing freely.

Close completely.

Engage latches properly.

Remain aligned with frames.
Operate without binding or excessive force.
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3.6 CLEANING

A. Remove protective coverings and construction debris.

B. Clean door surfaces using methods recommended by the manufacturer.

C. Remove adhesive residue, dirt, dust, and other contaminants without damaging finished surfaces.
D. Repair or replace doors damaged during construction.

3.7 PROTECTION

A. Protect installed doors from damage during remaining construction operations.
B. Protect painted surfaces from impact, moisture, staining, and abrasion.

C. Replace doors that cannot be satisfactorily repaired or refinished.

3.8 FINAL INSPECTION

A. Inspect completed installation for:

Proper alignment.

Uniform clearances.
Smooth operation.

Proper latching.

Proper hardware operation.
Surface defects.

Paint finish quality.

NimiuE 0 B S
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B. Correct deficiencies prior to final acceptance.

END OF SECTION 081416
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SECTION 088853 - SECURITY GLAZING
PART 1 - GENERAL
1.1 SUMMARY

A. Section includes the following:

1« Glass-clad polycarbonate.
2. Bullet-resistant framing.

B. Related Sections include the following:

1. Section 112217 Bullet-Resistant Teller Equipment for bullet-resistant barriers and other
products used at ticket windows.

1.2 DEFINITIONS

A. Glazing Manufacturers: Firms that produce primary glass, monolithic plastic glazing, or fabricated
security glazing, as defined in referenced glazing publications.

1.3 COORDINATION

A. Coordinate glazing channel dimensions to provide necessary bite on security glazing, minimum
edge and face clearances, and adequate sealant thicknesses, with reasonable tolerances.

1.4 PREINSTALLATION MEETINGS
A. Preinstallation Conference: Conduct conference at Project site.
1. Review and finalize construction schedule, and verify availability of materials, Installer's
personnel, equipment, and facilities needed to make progress and avoid delays.
2 Review temporary protection requirements for security glazing during and after installation.
1.5 ACTION SUBMITTALS
A. Product Data: For each type of product.
B. Shop Drawings: For Security Glazing Samples: For each type of security glazing; 12 inches square.
C: Delegated-Design Submittal: For security glazing indicated to comply with performance
requirements and design criteria, including analysis data signed and sealed by the qualified
professional engineer responsible for their preparation.
1.6 INFORMATIONAL SUBMITTALS
A. Qualification Data: For installers.

B. Product Certificates: For each type of product indicated, from manufacturer.

C. Product Test Reports: For each type of security glazing, for tests performed by manufacturer and
witnessed by a qualified testing agency.

SECURITY GLAZING 088853 - 1
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D. Sample Warranties: For special warranties.
1.7 QUALITY ASSURANCE

A. Installer Qualifications: A qualified installer who employs glazing installers for this Project who
are certified under the National Glass Association Glazier Certification Program.

B. Security Glazing Testing Agency Qualifications: Subject to compliance with requirements, testing
agency is one of the following:

1. H. P. White Laboratory, Inc.

2 Underwriters Laboratories, Inc.

3. Wiss, Janney, Elstner Associates, Inc.

C: Sealant Testing Agency Qualifications: Qualified according to ASTM C1021 for testing indicated.

1.8 PRECONSTRUCTION TESTING

A. Preconstruction Adhesion and Compatibility Testing: Test each security glazing type, tape sealant,
gasket, glazing accessory, and glazing-framing member for adhesion to and compatibility with
elastomeric glazing sealants.

1. Testing will not be required if data based on previous testing of current sealant products
and glazing materials match those submitted.

2. Use ASTM C1087 to determine whether priming and other specific joint-preparation
techniques are required to obtain rapid, optimum adhesion of glazing sealants to security
glazing, tape sealants, gaskets, and glazing channel substrates.

3. Test no fewer than eight Samples of each type of material, including joint substrates,
shims, sealant backings, secondary seals, and miscellaneous materials.

4, Schedule sufficient time for testing and analyzing results to prevent delaying the Work.

5 For materials failing tests, submit sealant manufacturer's written instructions for corrective
measures, including the use of specially formulated primers.

1.9 DELIVERY, STORAGE, AND HANDLING

A. Protect security glazing and glazing materials according to manufacturer's written instructions.
Prevent damage from condensation, temperature changes, direct exposure to sun, or other
causes.

B. Comply with insulating security glazing and with air-gap security glazing manufacturers' written
recommendations for venting and sealing units to avoid hermetic seal ruptures due to altitude
change.

1.10 FIELD CONDITIONS

A. Environmental Limitations: Do not proceed with glazing when ambient and substrate temperature
conditions are outside limits permitted by glazing material manufacturers and when glazing
channel substrates are wet from rain, frost, condensation, or other causes.

1. Do not install glazing sealants when ambient and substrate temperature conditions are
outside limits permitted by sealant manufacturer or below 40 deg F.

SECURITY GLAZING 088853 - 2

Solicitation #2026-Terminallmprovement-003

47



FLORIDA BLVD. TERMINAL IMPROVEMENTS

WARRANTY

Manufacturer's Special Warranty for Glass-Clad Polycarbonate: Manufacturer agrees to replace
glass-clad polycarbonate that deteriorates within specified warranty period. Deterioration of
glass-clad polycarbonate is defined as defects developed from normal use that are not attributed
to glass breakage or to maintaining and cleaning glass-clad polycarbonate contrary to
manufacturer's written instructions. Defects include edge separation, delamination materially
obstructing vision through glazing, blemishes exceeding those allowed by referenced glass-clad
polycarbonate standard, yellowing, and loss of light transmission.

1. Warranty Period: Five years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1

2.2

2.3

MANUFACTURERS

Source Limitations for Security Glazing: Obtain security glazing from single source from single
manufacturer using the same types of lites, plies, interlayers, and spacers for each security
glazing type indicated.

Source Limitations for Glazing Sealants and Gaskets: Obtain from single source from single
manufacturer for each product and installation method.

PERFORMANCE REQUIREMENTS
General:

1. Installed security glazing shall withstand normal thermal movement and wind and impact
loads (where applicable) without failure, including loss or breakage attributable to the
following: defective manufacture, fabrication, or installation; failure of sealants or gaskets
to remain watertight and airtight; deterioration of glazing; or other defects in construction.

2% Installed security glazing shall withstand security-related loads and forces without damage
to the glazing beyond that allowed by referenced standards.

Delegated Design: Engage a qualified professional engineer, as defined in Section 014000
"Quality Requirements," to design security glazing.

Safety Glazing: Where safety glazing is indicated, provide glazing that complies with 16 CFR 1201,
Category II.

SECURITY GLAZING, GENERAL
Glazing Publications: Comply with published recommendations of security glazing and glazing
material manufacturers and organizations below unless more stringent requirements are

indicated. Refer to these publications for glazing terms not otherwise defined in this Section or in
referenced standards.

1 GANA Publications: "Laminated Glazing Reference Manual" and "Glazing Manual."

Plastic Glazing Labeling: Identify plastic sheets with appropriate markings of applicable testing
and inspecting agency, indicating compliance with required fire-test-response characteristics.
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C. Safety Glazing Labeling: Where safety glazing is indicated, permanently mark glazing with
certification label of the Safety Glazing Certification Council. Label shall indicate manufacturer's
name, type of glazing, glass thickness, and safety glazing standard with which glazing complies.

D. Fire-Test-Response Characteristics of Polycarbonate Sheets: As determined by testing
polycarbonate sheets identical to those used in security glazing products by a qualified testing
agency acceptable to authorities having jurisdiction.

1. Self-ignition temperature of 650 deg F or more when tested according to ASTM D1929 on
plastic sheets in thicknesses indicated for the Work.

2% Smoke-Developed Index of 450 or less when tested according to ASTM E84, or smoke
density of 75 or less when tested according to ASTM D2843 on plastic sheets in thicknesses
indicated for the Work.

3: Burning extent of 1 inch or less when tested according to ASTM D635 at a nominal
thickness of 0.060 inch or thickness indicated for the Work.

E: Attack Resistance: Provide units identical to those tested for compliance with requirements
indicated, and as follows:

1 Ballistics Resistance, UL 752: Listed and labeled as level indicated when tested according
to UL 752.

2.4 BULLET-RESISTANT FRAMING
A. Provide vision security windows with framing on four sides and no operable sash or ventilator.

1. Basis of Design: Subject to compliance with requirements, provide Total Security Solutions:
TSS-650 or comparable products by one of the following:

Bullet Guard.

C.R. Laurence Inc.

North American Bullet Proof.
Total Security Solutions

U. S. Bullet Proofing.

®ao0 oo

B. Ballistic Resistance: Level 3 according to UL 752.

C. Framing: Fabricate with two-piece perimeter framing with storefront appearance from aluminum
as follows:

1. Profile: Narrow, with two-inch face dimension.
2. Depth: Manufacturer's standard.

D. Aluminum Materials:

1; Aluminum Extrusions: ASTM B221 (ASTM B221M). Provide alloy and temper recommended
by manufacturer for strength, corrosion resistance, and application of required finish, but
not less than 22,000-psi (150-MPa) ultimate tensile strength.

2. Aluminum Sheet and Plate: ASTM B209 (ASTM B209M).

3. Finish: Clear anodized.

SECURITY GLAZING 088853 - 4

Solicitation #2026-Terminallmprovement-003



FLORIDA BLVD. TERMINAL IMPROVEMENTS

2.5 GLASS PRODUCTS
A. Float Glass: ASTM C1036, Type I, Quality-Q3, Class I (clear) unless otherwise indicated.

B. Heat-Treated Float Glass: ASTM C1048; Type I; Quality-Q3; Class I (clear) unless otherwise
indicated; of kind and condition indicated.

1. Fabrication Process: By horizontal (roller-hearth) process with roll-wave distortion parallel
to bottom edge of glass as installed unless otherwise indicated.

2. For heat-strengthened float glass, comply with requirements for Kind HS.
3L For fully tempered float glass, comply with requirements for Kind FT.
4, For uncoated glass, comply with requirements for Condition A.
5i For coated vision glass, comply with requirements for Condition C (other coated glass).
2.6 LAMINATED GLASS
A. Laminated Glass: ASTM C1172. Use materials that have a proven record of no tendency to bubble,

discolor, or lose physical and mechanical properties after fabrication and installation.

1. Interlayer Thickness: Provide thickness not less than that indicated and as needed to
comply with requirements.
2. Interlayer Color: Clear unless otherwise indicated.
2:7 POLYCARBONATE SECURITY GLAZING

A. Polycarbonate Sheet: ASTM C1349, Appendix X1, Type II, coated, mar-resistant, UV-stabilized
polycarbonate with coating on exposed surfaces and Type I, standard, UV-stabilized
polycarbonate where no surfaces are exposed.

B. Laminated Polycarbonate: Polycarbonate sheets laminated with clear urethane interlayer that
complies with ASTM C1349, Appendix X2, and has a proven record of no tendency to bubble,
discolor, or lose physical and mechanical properties after fabrication and installation. Provide
laminated units that comply with requirements of ASTM C1349 for maximum allowable laminating
process blemishes and haze.

C. Glass-Clad Polycarbonate: ASTM C1349.
D. Security Glazing Type SG-1: Clear glass-clad polycarbonate.

1. Products: Subject to compliance with requirements, provide products by one of the
following:

Bullet Guard.

C.R. Laurence Inc.

North American Bullet Proof.
Total Security Solutions

U. S. Bullet Proofing.

o0 oo

Ballistic Resistance: Level 3 according to UL 752.
Maximum Overall Unit Thickness: 1-1/4 inches.

Outer Ply (threat): 9-mm heat-strengthened float glass.
Multiple Core: Laminated glass, and polycarbonate.

Ul W
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6. Interlayer Material: Polyurethane.

1. Inner Ply (secure): 9-mm heat-strengthened float glass.

2: Visible Light Transmission: 75 percent.

3. Provide safety glazing labeling.

2.8 GLAZING SEALANTS

A. General:

1 Compatibility: Provide glazing sealants that are compatible with one another and with other
materials they contact, including security glazing, seals of insulating security glazing and
air-gap security glazing, and glazing channel substrates, under conditions of service and
application, as demonstrated by sealant manufacturer based on testing and field
experience.

2 Suitability: Comply with sealant and security glazing manufacturers' written instructions for
selecting glazing sealants suitable for applications indicated and for conditions existing at
time of installation.

3. Colors of Exposed Glazing Sealants: As selected by Architect from manufacturer's full
range.

B. Glazing Sealant: Neutral-curing silicone glazing sealant complying with ASTM C920, Type S,
Grade NS, Class 100/50, Use NT.

C: Security Sealant: Manufacturer's standard, nonsag, tamper-resistant sealant for joints with low
movement complying with ASTM C920, Grade NS, Class 12.5 or 25, Use NT, and with a Shore A
hardness of at least 45 when tested according to ASTM C661.

2.9 GLAZING TAPES

A. Back-Bedding Mastic Glazing Tapes: Preformed, butyl-based, 100 percent solids elastomeric tape;
nonstaining and nonmigrating in contact with nonporous surfaces; with or without spacer rod as
recommended in writing by tape and security glazing manufacturers for application indicated;
and complying with ASTM C1281 and AAMA 800 for products indicated below:

1. AAMA 806.3 tape, for glazing applications in which tape is subject to continuous pressure.

2. AAMA 807.3 tape, for glazing applications in which tape is not subject to continuous
pressure.

B. Expanded Cellular Glazing Tapes: Closed-cell, PVC foam tapes; factory coated with adhesive on
both surfaces; and complying with AAMA 800 for the following types:

1. AAMA 810.1, Type 1, for glazing applications in which tape acts as the primary sealant.

2. AAMA 810.1, Type 2, for glazing applications in which tape is used in combination with a
full bead of liquid sealant.

2.10 MISCELLANEOUS GLAZING MATERIALS

A. General: Provide products of material, size, and shape complying with referenced glazing
standard, requirements of manufacturers of security glazing and other glazing materials for
application indicated, and with a proven record of compatibility with surfaces contacted in
installation.

SECURITY GLAZING 088853 - 6

Solicitation #2026-Terminallmprovement-003

51



FLORIDA BLVD. TERMINAL IMPROVEMENTS

B. Cleaners, Primers, and Sealers: Types recommended by sealant or gasket manufacturer.

C: Setting Blocks: Elastomeric material with a Shore, Type A durometer hardness of 85, plus or
minus 5.

D. Spacers: Elastomeric blocks or continuous extrusions of hardness required by security glazing
manufacturer to maintain security glazing lites in place for installation indicated.

E; Edge Blocks: Elastomeric material of hardness needed to limit security glazing lateral movement
(side walking).

F. Cylindrical Glazing Sealant Backing: ASTM C1330, Type O (open-cell material), of size and density
to control glazing sealant depth and otherwise produce optimum glazing sealant performance.

2.11 FABRICATION

A. General: Fabricate security windows to provide a complete system for assembly of components
and anchorage of window units.

1 Provide units that are reglazable from the secure side without dismantling the attack side
of framing.
2. Prepare security windows for field glazing unless preglazing at the factory is indicated.

B. Framing: Miter or cope corners the full depth of framing; weld and dress smooth.

1., Fabricate framing with manufacturer's standard, internal opaque armoring in thicknesses
required for security windows to comply with ballistics-resistance performance indicated.

C. Glazing Stops: Finish glazing stops to match security window framing.

1. Attack-Side (Exterior) Glazing Stops: Welded or integral to framing.
2 Secure-Side (Interior) Glazing Stops: Removable, coordinated with glazing indicated.

D. Welding: Weld components to comply with referenced AWS standard. To greatest extent possible,
weld before finishing and in concealed locations to minimize distortion or discoloration of finish.
Remove weld spatter and welding oxides from exposed surfaces by descaling or grinding.

E. Metal Protection: Separate dissimilar metals to protect against galvanic action by painting contact
surfaces with primer or by applying sealant or tape recommended by manufacturer for this
purpose.

F. Fabricate security glazing in sizes required to fit openings indicated for Project, with edge and
face clearances, edge and surface conditions, and bite complying with written instructions of
product manufacturer and referenced glazing publications, to comply with system performance
requirements.

G. Grind smooth and polish exposed security glazing edges and corners.

SECURITY GLAZING 088853 - 7
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GENERAL FINISH REQUIREMENTS
Comply with NAAMM/NOMMA 500 for recommendations for applying and designating finishes.

Protect mechanical finishes on exposed surfaces from damage by applying a strippable,
temporary protective covering before shipping.

Appearance of Finished Work: Noticeable variations in same piece are not acceptable. Variations
in appearance of adjoining components are acceptable if they are within the range of approved
Samples and are assembled or installed to minimize contrast.

ALUMINUM FINISHES

Clear Anodic Finish: AAMA 611, AA-M12C22A41, Class I, 0.018 mm or thicker.

PART 3 - EXECUTION

3.1 EXAMINATION
A. Examine framing for security glazing, with Installer present, for compliance with the following:
1. Manufacturing and installation tolerances, including those for size, squareness, and offsets
at corners.
2 Minimum required face or edge clearances.
3. Minimum required bite.
4. Effective sealing between joints of framing members.
B. Proceed with installation only after unsatisfactory conditions have been corrected.
3:2 PREPARATION

A. Clean glazing channels and other framing members receiving security glazing immediately before
glazing. Remove coatings not firmly bonded to substrates.

B. Examine glazing units to locate exterior (threat0 and interior (secure) surfaces. Label or mark
units as needed so that exterior and interior surfaces are readily identifiable. Do not use materials
that will leave visible marks in the completed work.

3.3 INSTALLATION

A. Fastening to In-Place Construction: Provide anchorage devices and fasteners where necessary
for securing security windows to in-place construction. Include threaded fasteners for inserts,
security fasteners, and other connectors.

3.4 GLAZING, GENERAL

A. Comply with combined written instructions of manufacturers of security framing, glazing,
sealants, gaskets, and other glazing materials unless more stringent requirements are indicated,
including those in referenced glazing publications.

SECURITY GLAZING 088853 - 8
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3.5

Protect edges of security glazing from damage during handling and installation. Remove damaged
security glazing from Project site and legally dispose of off Project site. Damaged security glazing
includes units with edge or face damage or other imperfections that, when installed, could weaken
security glazing and impair performance and appearance.

Install security glazing in bulletresistant barrier systems in accordance with manufacturer’s
recommendations using sealant and glazing accessories approved by barrier manufacturer to
ensure compliance with bullet-resistant protection level specified.

CLEANING AND PROTECTION
Immediately after installation remove nonpermanent labels and clean surfaces.

Protect security glazing from contact with contaminating substances resulting from construction
operations, including weld splatter. Examine glass surfaces adjacent to or below exterior concrete
and other masonry surfaces at frequent intervals during construction, but not less than once a
month, for buildup of dirt, scum, alkaline deposits, or stains.

1. If, despite such protection, contaminating substances do come into contact with security
glazing, remove substances immediately as recommended in writing by security glazing
manufacturer. Remove and replace security glazing that cannot be cleaned without
damage.

Wash security glazing on both exposed surfaces in each area of Project not more than four days
before date scheduled for inspections that establish date of Substantial Completion. Wash security
glazing as recommended in writing by security glazing manufacturer.

END OF SECTION
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SECTION 09 22 16 — NON-STRUCTURAL METAL FRAMING
PART 1 — GENERAL

1.1 SECTION INCLUDES

A. Non-structural metal framing systems, including:

Non-load-bearing metal-stud partitions.

Metal furring channels.

Metal framing for furred walls and ceilings.

Metal framing for suspended gypsum board ceilings.

Metal framing at soffits, bulkheads, and ceiling transitions.

Metal framing at door and window openings.

Deflection/slip tracks and head-of-wall framing.

Cold-formed metal framing accessories and miscellaneous components required for complete installation.
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1.2 RELATED REQUIREMENTS

A. Section 05 40 00 - Cold-Formed Metal Framing.
C. Section 07 92 00 - Joint Sealants.

E. Section 09 29 00 — Gypsum Board.

F. Section 09 51 13 - Acoustical Panel Ceilings.
1.3 REFERENCES

A. Comply with applicable requirements of the following standards:

-

ASTM C645 - Standard Specification for Nonstructural Steel Framing Members.

2. ASTM C754 - Standard Specification for Installation of Steel Framing Members to Receive Screw-Attached
Gypsum Panel Products.

3. ASTM C841 - Standard Specification for Installation of Interior Lathing and Furring.

4. ASTM C954 - Standard Specification for Steel Drill Screws for the Application of Gypsum Panel Products or
Metal Plaster Bases to Steel Studs from 0.033 in. (0.84 mm) to 0.112 in. (2.84 mm) in Thickness.

5. ASTM C1002 - Standard Specification for Steel Self-Piercing Tapping Screws for Application of Gypsum
Panel Products or Metal Plaster Bases to Wood Studs or Steel Studs.

6. ASTM E90 - Laboratory Measurement of Airborne Sound Transmission Loss of Building Partitions and
Elements.

7. ASTM E119 - Standard Test Methods for Fire Tests of Building Construction and Materials.

8. ASTM E1966 - Standard Test Method for Fire-Resistive Joint Systems.

9. ASTM E814 - Standard Test Method for Fire Tests of Penetration Firestop Systems.

10. ASTM E283 - Standard Test Method for Determining Rate of Air Leakage Through Exterior Windows, Curtain
Walls, and Doors.

11. AISI S220 - North American Standard for Cold-Formed Steel Nonstructural Framing.

12. ASTM A1003/A1003M - Standard Specification for Steel Sheet, Carbon, Metallic- and Nonmetallic-Coated

for Cold-Formed Framing Members.

1.4 SUBMITTALS

A. Product Data: Submit manufacturer's technical data for each type of framing member, accessory, fastener, and
attachment device.

NON-STRUCTURAL METAL FRAMING
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B. Shop Drawings: Submit where required by the Contract Documents, indicating:

Framing member sizes and spacing.
Partition and furring locations.
Head-of-wall conditions.
Deflection-track locations.

Door and window opening framing.
Soffit and ceiling framing.

Anchorage and attachment methods.
Conditions at intersections and corners.

@ N O OV BN b

C. Fire-Resistance Documentation: Where framing forms part of a fire-resistance-rated assembly, submit applicable
tested assembly documentation or listed assembly information.

D. Acoustical Documentation: Where framing forms part of an acoustically rated partition, provide documentation
demonstrating compliance with specified assembly requirements.

1.5 QUALITY ASSURANCE

A. Installer Qualifications: Installer shall have demonstrated experience installing commercial non-structural cold-
formed steel framing.

B. Fire-Resistance-Rated Assemblies: Construct assemblies in accordance with tested designs, listed assemblies,
and manufacturer's published requirements.

C. Tolerances: Install framing true to line, level, plumb, and plane within tolerances specified herein and by
applicable standards.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver materials in manufacturer's original, unopened packaging.

B. Protect materials from damage, distortion, corrosion, moisture, and contamination.

C. Store framing members flat, supported above grade, and protected from weather and construction activities.
D. Do not install framing members that are bent, damaged, excessively corroded, or otherwise unsuitable for
installation.

1.7 COORDINATION
A. Coordinate framing installation with:

Structural framing.

Mechanical, electrical, plumbing, and fire protection systems.
Door and frame locations.

Ceiling systems.

Firestopping.

Insulation.

Gypsum board.

Access panels and other wall-mounted equipment.
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B. Coordinate locations of concealed utilities before closing framed assemblies.

NON-STRUCTURAL METAL FRAMING
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PART 2 — PRODUCTS

2.1 MANUFACTURERS

A. Subject to compliance with requirements, provide products by one of the following:

ClarkDietrich.

Marino\WARE.

CEMCO.

MBA Building Supplies.

R-stud or equivalent manufacturer specializing in cold-formed steel framing.
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B. Products from other manufacturers may be considered provided they comply with specified requirements.
2.2 NON-STRUCTURAL METAL FRAMING

A. General: ASTM C645 and AlSI S220; cold-formed, galvanized steel framing members manufactured from steel
sheet complying with ASTM A1003/A1003M.

B. Steel Thickness: Minimum thickness shall comply with ASTM C645 and manufacturer's requirements for the
application.

C. Minimum Base-Metal Thickness: 0.0188 inch (0.477 mm) unless a greater thickness is required by the Contract
Documents, tested assembly, framing height, or manufacturer's requirements.

D. Protective Coating: ASTM A653/A653M, G40 minimum zinc coating, unless otherwise indicated.
E. Studs: Manufacturer's standard C-shaped, punched or unpunched, non-load-bearing steel studs.
F. Tracks: Manufacturer's standard U-shaped tracks compatible with studs.

G. Deflection Track: Slotted or deep-leg deflection track designed to accommodate anticipated vertical movement
without transferring structural loads to non-structural framing.

H. Furring Channels: Cold-formed steel channels complying with ASTM C645.

I. Resilient Channels: Where indicated, manufacturer's standard resilient channels designed for attachment of
gypsum board and acoustical separation.

2.3 FRAMING ACCESSORIES
A. Provide manufacturer's standard accessories required for a complete framing system, including:

Bridging.
Clips.
Bracing.
Stud shoes.
Splices.

Ry O D =
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Furring clips.
Framing anchors.
Angle clips.
Deflection clips.
. Reinforcing members.
. Door and opening framing accessories.
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B. Accessories shall be compatible with framing members and substrate conditions.
2.4 FASTENERS
A. General: ASTM C1002 or ASTM C954, as applicable to materials and connection conditions.

B. Self-Drilling Screws: Corrosion-resistant steel, Type S or Type S-12, of size and length recommended by framing
manufacturer.

C. Powder-Actuated Fasteners: Use only where permitted by the substrate, Contract Documents, and applicable
regulations.

D. Anchorage Fasteners: Type and size suitable for substrate and capable of resisting required loads.

E. Fasteners exposed to moisture or corrosive environments shall have corrosion-resistant coatings appropriate for
the environment.

2.5 SUPPORT AND BRACING

A. Provide framing reinforcement and bracing required to maintain framing alignment and support gypsum board and
other attached construction.

B. Provide additional framing at:

Door frames.
Window frames.
Access panels.
Wall-mounted equipment.
Grab bars and accessories where indicated.
Cabinets.
Handrails.
Toilet accessories.
Plumbing fixtures.

. Electrical equipment.

. Other concentrated loads.
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C. Provide backing and reinforcement required for items supported by framed construction.
2.6 JOINT AND ACOUSTICAL ACCESSORIES
A. Acoustical Sealant: Non-hardening, permanently flexible sealant compatible with adjoining materials.

B. Provide acoustical sealant at perimeter and other locations indicated for acoustically rated partitions.

NON-STRUCTURAL METAL FRAMING
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PART 3 — EXECUTION

3.1 EXAMINATION

A. Examine substrates, structural framing, and adjoining construction before installation.
B. Verify that substrates are suitable for installation of non-structural metal framing.

C. Verify dimensions, floor elevations, ceiling heights, and partition locations.

D. Notify Architect of conditions that would prevent proper installation.

E. Do not proceed until unsatisfactory conditions have been corrected.

3.2 INSTALLATION — GENERAL

A. Install non-structural metal framing in accordance with ASTM C754, ASTM C841, AISI S220, manufacturer's
written instructions, and approved shop drawings.

B. Install framing plumb, level, square, and true to line.

C. Secure framing members firmly to supporting construction without overstressing or distorting members.
D. Install framing continuously and accurately around openings, corners, intersections, and changes in plane.
E. Cut framing members accurately and neatly. Do not use damaged or excessively distorted members.

F. Do not weld framing members unless specifically permitted by the framing manufacturer and Contract
Documents.

3.3 WALL FRAMING

A. Install studs vertically at spacing indicated on Drawings.

B. Unless otherwise indicated, space studs at 16 inches on center maximum.

C. Install studs with flanges oriented consistently.

D. Provide tracks sized to receive studs.

E. Secure tracks to supporting construction with fasteners appropriate for substrate.

F. Provide deflection/slip tracks at locations indicated and wherever required to accommodate structural movement.

G. Do not rigidly connect non-structural partition framing to structural framing where such connection would restrict
required structural deflection.

3.4 HEAD-OF-WALL CONDITIONS

NON-STRUCTURAL METAL FRAMING
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A. Provide deflection track or other approved head-of-wall assembly where movement is anticipated.
B. Maintain required movement capability without compromising:

Fire-resistance rating.
Smoke-resistance requirements.
Acoustic performance.

Gypsum board installation.

Joint seal continuity.
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C. Coordinate head-of-wall firestopping with Section 07 84 00.

3.5 FRAMING AT OPENINGS

A. Provide reinforced framing around doors, windows, access panels, and other openings.

B. Provide jamb studs, headers, sill framing, and additional reinforcement required for attached construction.
C. Coordinate framing with hollow metal frames and other door/frame systems.

D. Provide framing required to support door frame anchors without compromising partition construction.
3.6 INTERSECTIONS AND CORNERS

A. Provide framing at corners and intersections to permit secure attachment of gypsum board.

B. Arrange framing to provide continuous backing at all gypsum board edges.

C. Provide additional framing at partition intersections as required for proper gypsum board attachment.
3.7 FURRING

A. Install furring channels and clips in accordance with ASTM C754 and manufacturer's instructions.

B. Space furring members as required by gypsum board thickness and manufacturer's recommendations.
C. Shim or adjust furring to produce a true and uniform plane.

D. Isolate furring from sources of vibration where acoustical performance is required.

3.8 CEILING AND SOFFIT FRAMING

A. Install ceiling framing level and true to line.

B. Provide framing at perimeter conditions, changes in elevation, soffits, bulkheads, and openings.

C. Provide additional framing around recessed fixtures, access panels, diffusers, grilles, and other ceiling-mounted
items.

NON-STRUCTURAL METAL FRAMING
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D. Coordinate suspension and attachment methods with structural conditions.

E. Do not attach non-structural framing to unsupported or unsuitable substrates.

3.9 BRACING AND REINFORCEMENT

A. Provide lateral bracing, bridging, clips, and reinforcement required to maintain framing alignment.
B. Provide additional reinforcement where required to support:

Wall-mounted equipment.
Cabinets.

Accessories.

Television/display equipment.
Shelving.

Handrails.

Toilet accessories.

Plumbing fixtures.

Other items indicated on Drawings.
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C. Coordinate backing locations with final equipment and accessory mounting requirements.

3.10 GYPSUM BOARD SUPPORT

A. Provide continuous framing or approved backing at all gypsum board joints and unsupported edges.
B. Install framing to prevent excessive deflection or movement of gypsum board.

C. Do not install gypsum board over framing that is out of tolerance or improperly secured.

3.11 FIRE-RESISTANCE-RATED ASSEMBLIES

A. Where framing is part of a fire-resistance-rated assembly, install framing and accessories in strict accordance
with the applicable tested/listed assembly.

B. Do not modify framing, fasteners, spacing, or accessories in a manner that reduces the required fire-resistance
rating.

C. Coordinate penetrations and joints with firestopping requirements.
3.12 ACOUSTICAL PARTITIONS

A. Where framing is part of an acoustically rated assembly, install framing and accessories in accordance with the
specified tested assembly.

B. Seal perimeter joints and penetrations with acoustical sealant where indicated.
C. Isolate framing from adjoining construction where required to achieve specified acoustical performance.

3.13 TOLERANCES

NON-STRUCTURAL METAL FRAMING
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A. Maximum variation from true vertical: 1/8 inch in 10 feet.

B. Maximum variation from true line or plane: 1/8 inch in 10 feet.

C. Maximum variation in partition location: 1/4 inch from indicated location.
D. Correct framing that does not comply with specified tolerances.

3.14 CLEANING

A. Remove metal cuttings, shavings, fastener debris, and other construction waste from framing and adjoining areas.

B. Remove damaged or improperly installed framing and replace with new materials.

3.15 PROTECTION

A. Protect installed framing from damage caused by subsequent construction operations.

B. Do not permit loading or impact that could distort or damage installed non-structural framing.
C. Replace damaged framing before installation of gypsum board or other finishes.

END OF SECTION 09 2216

NON-STRUCTURAL METAL FRAMING
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SECTION 09 29 00 — ABUSE-RESISTANT GYPSUM BOARD

PART 1 — GENERAL

1.1 SUMMARY

A. Section Includes:

Abuse-resistant gypsum board wall and ceiling assemblies.

Abuse-resistant gypsum board with enhanced resistance to surface impact, abrasion, indentation, and
penetration.

Joint treatment, finishing, accessories, and related materials required for complete gypsum board
assemblies.

B. Related Sections:
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Section 05 40 00 - Cold-Formed Metal Framing.
Section 07 92 00 - Joint Sealants.

Section 08 11 13 — Hollow Metal Frames.

Section 09 22 16 — Non-Structural Metal Framing.
Section 09 51 13 — Acoustical Panel Ceilings.
Section 09 91 00 - Painting.

1.2 REFERENCES

A. Comply with applicable provisions of the following standards:

9.

10.
14,
12.

13.
14.
15.
16.

ASTM C11 - Standard Terminology Relating to Gypsum and Related Building Materials and Systems.
ASTM C36/C36M - Standard Specification for Gypsum Wallboard.

ASTM C475/C475M - Standard Specification for Joint Compound and Joint Tape for Finishing Gypsum
Board.

ASTM C645 - Standard Specification for Nonstructural Steel Framing Members.

ASTM C754 - Standard Specification for Installation of Steel Framing Members to Receive Screw-Attached
Gypsum Panel Products.

ASTM C840 - Standard Specification for Application and Finishing of Gypsum Panel Products.

ASTM C1396/C1396M - Standard Specification for Gypsum Board.

ASTM E90 - Laboratory Measurement of Airborne Sound Transmission Loss of Building Partitions and
Elements.

ASTM E119 - Standard Test Methods for Fire Tests of Building Construction and Materials.

ASTM E413 - Classification for Rating Sound Insulation.

ASTM E492 - Laboratory Measurement of Impact Sound Transmission Through Floor-Ceiling Assemblies.
ASTM E695 - Standard Method of Measuring Relative Resistance of Wall, Floor, and Roof Construction to
Impact Loading.

ASTM D4977 - Standard Test Method for Granule Adhesion to Mineral-Surfaced Roofing by Abrasion.
GA-214 - Recommended Levels of Gypsum Board Finish.

GA-216 - Application and Finishing of Gypsum Panel Products.

GA-600 - Fire Resistance and Sound Control Design Manual.

1.3 DEFINITIONS

ABUSE - RESISTANT GYPSUM BOARD 092900-1
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A. Abuse-Resistant Gypsum Board: Gypsum board manufactured with a reinforced core, facer, or combination of
core and facer treatments providing increased resistance to impact, abrasion, indentation, and surface damage
compared with standard gypsum wallboard.

B. Impact Resistance: Ability of a gypsum board assembly to resist damage resulting from impact by hard or blunt
objects.

C. Abrasion Resistance: Ability of the finished gypsum board surface to resist deterioration caused by rubbing,
scraping, or repeated contact.

1.4 SUBMITTALS
A. Product Data: Submit manufacturer's product data for each type of abuse-resistant gypsum board and accessory.
B. Shop Drawings: Submit where required to demonstrate:

Board thickness and configuration.

Number and orientation of board layers.

Fastener spacing.

Joint locations.

Control and expansion joints.

Reinforcement and backing.

Interfaces with doors, frames, casework, equipment, and other construction.

N N 2

C. Samples: Submit representative samples of abuse-resistant gypsum board and exposed accessories when
requested by Architect.

D. Installation Instructions: Submit manufacturer's written installation instructions.

E. Compatibility Documentation: Submit manufacturer's confirmation that joint treatment materials, primers,
sealants, adhesives, and coatings are compatible with the abuse-resistant gypsum board.

1.5 QUALITY ASSURANCE

A. Manufacturer Qualifications: Manufacturer regularly engaged in manufacturing commercial abuse-resistant
gypsum board products of the type specified.

B. Installer Qualifications: Installer experienced in installation of commercial gypsum board assemblies of similar
size and complexity.

C. Fire-Resistance-Rated Assemblies: Where gypsum board forms part of a fire-resistance-rated assembly, provide
materials and construction matching the tested assembly without unauthorized substitutions.

D. Mockup: Construct mockup when indicated on Drawings or requested by Architect, demonstrating board
installation, joints, corners, penetrations, finishing, and coating.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver materials in original, unopened packages bearing manufacturer's identification.

ABUSE - RESISTANT GYPSUM BOARD 092900-2
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B. Store gypsum board flat and supported above floor in a dry, protected location.

C. Protect materials from moisture, weather, damage, and contamination.

D. Do not use damaged, warped, deteriorated, or otherwise defective materials.

E. Condition materials to comply with manufacturer's recommendations before installation.

1.7 FIELD CONDITIONS

A. Maintain environmental conditions recommended by gypsum board manufacturer during installation and finishing.

B. Provide adequate ventilation to permit proper drying of joint compounds, primers, and coatings.

C. Do not install gypsum board until building is sufficiently enclosed and wet construction is substantially complete.

PART 2 —PRODUCTS

2.1 MANUFACTURERS

A. Subject to compliance with requirements, provide abuse-resistant gypsum board manufactured by one of the

following:
1. CertainTeed Corporation.
2. Georgia-Pacific Gypsum LLC.
3. USG Corporation.
4. National Gypsum Company.
5. Approved equal.

B. Manufacturers listed are intended to establish the minimum quality and performance requirements.
2.2 ABUSE-RESISTANT GYPSUM BOARD

A. General: Abuse-resistant gypsum board complying with ASTM C1396/C1396M and manufacturer's requirements
for intended application.

B. Core: Gypsum core engineered to provide enhanced resistance to impact, indentation, and penetration.

C. Face and Back Paper: Reinforced or otherwise manufactured to provide enhanced resistance to surface abuse.
D. Edges: Tapered edges suitable for joint treatment unless otherwise indicated.

E. Thickness:

1. Minimum 5/8 inch unless otherwise indicated.
2. Provide thickness required for specified fire-resistance, acoustic, impact-resistance, and structural
performance.

F. Width: 48 inches maximum unless otherwise indicated.

ABUSE - RESISTANT GYPSUM BOARD 092900-3
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G. Length: Longest practical lengths to minimize joints.
H. Abuse Resistance:

1. Provide gypsum board tested or documented by manufacturer for enhanced resistance to:
a. Impact.
b. Abrasion.
c. Indentation.
d. Surface penetration.
2. Where project documents identify a specific abuse-resistance classification or test requirement, provide
product meeting or exceeding that requirement.

|. Fire-Resistance-Rated Construction:

1. Provide Type X or other fire-resistance-rated gypsum board where required.

2. Provide complete assembly tested and listed for required fire-resistance rating.

3. Do notreduce board thickness, number of layers, fastener spacing, framing configuration, or other
assembly components from the tested design.

2.3 MOISTURE-RESISTANT ABUSE-RESISTANT GYPSUM BOARD

A.Where indicated for areas subject to intermittent moisture or high humidity, provide abuse-resistant gypsum board
specifically manufactured and approved by manufacturer for such conditions.

B. Do not use abuse-resistant gypsum board in areas requiring cementitious backer board or other specialized
substrate unless specifically approved for the application.

2.4 ACCESSORIES
A. Provide accessories complying with ASTM C1047 and manufacturer's recommendations.
B. Metal Trim:

1. Galvanized steel or corrosion-resistant metal.

2. Provide corner beads, edge trim, casing beads, control joints, and other accessories required for complete
installation.

3. Provide impact-resistant corner protection at exposed outside corners where indicated.

C. Joint Tape:

1. Manufacturer's standard paper or fiberglass joint tape compatible with specified joint treatment system.
2. Provide reinforcing tape at all joints and inside corners.

D. Joint Compound:

1. Factory-formulated gypsum-based joint compound compatible with abuse-resistant gypsum board.
2. Provide setting-type or drying-type compound as recommended by manufacturer.
3. Do not use incompatible ready-mixed compounds.

E. Fasteners:

ABUSE - RESISTANT GYPSUM BOARD 092900-4
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1. Type and length recommended by gypsum board manufacturer.
2. Corrosion-resistant where required by environmental conditions.
3. Fasteners shall be appropriate for substrate and board thickness.

F. Adhesives:

1. Where adhesive attachment is permitted, provide manufacturer's recommended adhesive.
2. Adhesive shall be compatible with gypsum board, framing, insulation, and substrate.

2.5 SEALANTS

A. Provide acoustical sealant, fire-rated sealant, and other sealants required by the Drawings and tested assemblies.

B. Sealants shall be compatible with adjacent materials and comply with Section 07 92 00.

2.6 OTHER MATERIALS

A. Provide backing, blocking, reinforcing, clips, channels, and other accessories required for a complete and durable
installation.

B. Provide additional framing or reinforcement at:

Wall-mounted equipment.

Casework.

Shelving.

Grab bars.

Handrails.

Door and frame assemblies.
Accessories.

Other items requiring secure attachment.
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PART 3 — EXECUTION

3.1 EXAMINATION

A. Examine substrates and framing before installation.

B. Verify that:

Framing is properly aligned and securely fastened.

Framing spacing complies with Drawings and manufacturer's requirements.
Blocking and backing are properly located.

Mechanical, electrical, plumbing, and other concealed work is complete.
Surfaces are dry and free of conditions that could adversely affect installation.
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C. Do not proceed with installation until unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Coordinate gypsum board installation with other trades.

ABUSE - RESISTANT GYPSUM BOARD 092900-5
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B. Verify locations of:

Doors and frames.
Windows.

Access panels.

Electrical devices.

Plumbing fixtures.
Casework.

Wall-mounted equipment.
Expansion and control joints.
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C. Install backing and reinforcement before gypsum board installation where required.
3.3INSTALLATION — GENERAL

A. Install gypsum board in accordance with ASTM C840, GA-216, manufacturer's written instructions, and
requirements of tested assemblies.

B. Install boards with long dimension perpendicular to framing unless otherwise required by tested assembly or
manufacturer's recommendations.

C. Stagger joints between layers of multiple-layer assemblies.

D. Locate joints to minimize cracking and maximize resistance to impact.
E. Do not install damaged or deteriorated gypsum board.

F. Cut gypsum board neatly around penetrations and openings.

G. Provide tight-fitting joints without forcing boards into position.

H. Do not place joints directly over or adjacent to corners of openings unless permitted by the applicable installation
standard.

3.4 FASTENING
A. Fasten gypsum board to framing using manufacturer's recommended fasteners and spacing.
B. Drive fasteners without breaking face paper or damaging board surface.

C. Provide additional fasteners at board ends, corners, openings, and other locations required by manufacturer's
installation instructions.

D. For abuse-resistant assemblies, comply with manufacturer's enhanced fastening requirements where applicable.
3.5 JOINT TREATMENT

A. Treat gypsum board joints, corners, fastener heads, and accessories in accordance with ASTM C840, GA-214,
GA-216, and manufacturer's written instructions.

ABUSE - RESISTANT GYPSUM BOARD 092900-6

68

Solicitation #2026-Terminallmprovement-003



FLORIDA BLVD. TERMINAL IMPROVEMENTS

B. Apply joint tape and joint compound to produce a smooth, uniform surface.

C. Feather joint compound to eliminate abrupt transitions.

D. Fill and finish fastener heads without damaging surrounding board surface.

E. Provide additional joint compound coats as required to achieve specified finish.

F. Sand finished surfaces as required to produce smooth, uniform surfaces without damaging face paper or abuse-
resistant surface.

3.6 CORNER AND EDGE PROTECTION

A. Install impact-resistant corner beads or other approved corner reinforcement at exposed outside corners subject
to abuse.

B. Secure accessories in accordance with manufacturer's written instructions.
C. Provide straight, true, and rigid corners.
3.7 CONTROL AND EXPANSION JOINTS

A. Provide control joints where indicated and where required by ASTM C840, GA-216, manufacturer's
recommendations, or conditions of construction.

B. Coordinate control-joint locations with architectural finishes and adjacent construction.

C. Do not bridge movement joints with rigid gypsum board materials.

3.8 OPENINGS AND PENETRATIONS

A. Cut openings accurately and neatly.

B. Reinforce openings as required by framing design and manufacturer's recommendations.

C. Seal penetrations through fire-resistance-rated assemblies with approved firestopping systems.
D. Seal penetrations through acoustically rated assemblies to maintain specified sound performance.
3.9 FIRE-RESISTANCE-RATED ASSEMBLIES

A. Install gypsum board assemblies exactly as required by the applicable tested and listed assembly.

B. Maintain required:

1. Board thickness.
2. Number of layers.
3. Jointtreatment.
4. Fastener type and spacing.
ABUSE - RESISTANT GYPSUM BOARD 092900-7
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5. Framing configuration.
6. Insulation.

7. Sealants.

8. Accessories.

C. Do not make field modifications that invalidate the tested assembly.

3.10 FINISHING

A. Finish gypsum board surfaces in accordance with GA-214 and the level indicated.
B. Unless otherwise indicated, provide Level 4 finish for painted surfaces.

C. Provide Level 5 finish where specifically indicated or where required to minimize surface telegraphing under
critical lighting conditions.

D. Coordinate final surface preparation with Section 09 91 00 - Painting.
E. Surfaces shall be free of:

Tool marks.

Ridges.

Cracks.

Pitting.

Excessive sanding.

Visible fastener depressions.
Surface irregularities.
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3.11 ABUSE-RESISTANCE REQUIREMENTS

A. Install abuse-resistant gypsum board continuously throughout designated areas without substituting standard
gypsum board at exposed or vulnerable locations.

B. Provide enhanced corner protection where required to withstand anticipated impact.

C. Protect completed gypsum board from construction damage.

D. Repair damage before application of primer or finish coating.

E. Replace board exhibiting damage that cannot be repaired without reducing required abuse resistance.
3.12 REPAIR AND REPLACEMENT

A. Inspect completed installation for damaged, cracked, loose, or improperly finished surfaces.

B. Repair minor defects using materials and procedures recommended by gypsum board manufacturer.
C. Replace damaged boards where repair would compromise performance or appearance.

D. Match replacement materials and finishes to adjacent construction.

ABUSE - RESISTANT GYPSUM BOARD 092900-8
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3.13 CLEANING

A. Remove excess joint compound, dust, debris, and other contaminants from finished surfaces.

B. Clean adjacent surfaces without damaging completed work.

C. Remove temporary protection after installation and finishing are complete.

3.14 PROTECTION

A. Protect completed gypsum board assemblies from damage during subsequent construction.

B. Do not permit construction activities that could damage abuse-resistant surfaces before final acceptance.
C. Repair or replace damaged work at no additional cost to Owner.

END OF SECTION 09 29 00
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SECTION 09 51 13 - ACOUSTICAL PANEL CEILINGS

PART 1 -GENERAL

1.1 SUMMARY

A. Section Includes:

Acoustical ceiling panels, 24 by 24 inches.

Exposed suspension system.

Edge moldings and trim.

Accessories required for a complete acoustical panel ceiling installation.
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B. Related Sections:

1. Section 09 22 16 — Non-Structural Metal Framing.
2. Section 09 29 00 - Gypsum Board.

1.2 REFERENCES
A. Comply with applicable requirements of the following standards:

1. ASTM C635 - Manufacture, Performance, and Testing of Metal Suspension Systems for Acoustical Tile and
Lay-In Panel Ceilings.

ASTM C636 - Installation of Metal Ceiling Suspension Systems for Acoustical Tile and Lay-In Panels.
ASTM E84 - Surface Burning Characteristics of Building Materials.

ASTM E1264 - Classification for Acoustical Ceiling Products.

ASTM E1414 - Sound Attenuation Between Rooms Sharing a Common Ceiling Plenum.

ASTM E1111 - Measuring Interzone Attenuation of Ceilings.

ASTM C423 - Sound Absorption and Sound Absorption Coefficients by the Reverberation Room Method.
ASTM D3273 - Resistance to Growth of Mold on the Surface of Interior Coatings in an Environmental
Chamber.

9. ASTM D3274 - Evaluation of Degree of Surface Disfigurement of Paint Films by Fungal or Algal Growth.
10. Applicable requirements of authorities having jurisdiction.

o NI & 0N

1.3 PERFORMANCE REQUIREMENTS

A. Provide acoustical ceiling panels complying with specified performance requirements and suitable for commercial
interior applications.

B. Acoustical Performance:

1. Minimum Noise Reduction Coefficient (NRC): 0.55, unless indicated otherwise.
2. Provide higher NRC where required by room acoustical requirements.

C. Fire Performance:

1. Provide panels tested in accordance with ASTM E84.
2. Flame Spread Index: 25 or less.
3. Smoke Developed Index: 50 or less.

ACOUSTICAL PANEL CEILINGS
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4. Provide products complying with applicable code requirements.
D. Humidity Resistance:

1. Provide ceiling panels suitable for anticipated interior environmental conditions.
2. Panels shall resist sagging, warping, and dimensional instability under normal operating conditions.

E. Mold and Mildew Resistance:

1. Provide panels with mold and mildew resistance appropriate for the intended application.
2. Where identified as a requirement, provide panels tested in accordance with ASTM D3273.

1.4 SUBMITTALS
A. Product Data:

Manufacturer's technical data for acoustical ceiling panels.

Suspension system data.

Panel dimensions, material composition, finish, edge details, and installation requirements.
Acoustic performance data.

Fire-performance data.

LAl S Sl

B. Shop Drawings:

1. Reflected ceiling plans where required.
2. Suspension system layout.
3. Locations of penetrations, access panels, light fixtures, air devices, and other ceiling-mounted items.
4. Perimeter conditions and edge details.
C. Samples:

1. Submit one sample of each acoustical ceiling panel type, minimum 12 by 12 inches.
2. Submit samples of exposed suspension system components and trim.

D. Manufacturer's installation instructions.
1.5 QUALITY ASSURANCE
A. Installer Qualifications:

1. Installer shall have demonstrated experience installing acoustical panel ceiling systems of similar size and
complexity.

B. Single-Source Responsibility:
1. Obtain acoustical ceiling panels and suspension system components from manufacturers regularly
engaged in production of acoustical ceiling systems.
2. Components shall be compatible and suitable for use as a complete system.

1.6 DELIVERY, STORAGE, AND HANDLING

ACOUSTICAL PANEL CEILINGS
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A. Deliver materials in original, unopened packaging bearing manufacturer's identification.

B. Store materials in a dry, enclosed space protected from damage, moisture, dirt, and excessive humidity.
C. Do not install panels that are damaged, warped, stained, or otherwise defective.

D. Acclimatize materials in the installation area in accordance with manufacturer's written instructions.
1.7 PROJECT CONDITIONS

A. Environmental Conditions:

1. Maintain temperature and humidity conditions recommended by ceiling panel manufacturer.

2. Do notinstall acoustical ceiling panels until wet work, painting, plastering, and other moisture-generating
construction is complete and dry.

3. Building shall be enclosed and weather-tight before installation.

PART 2-PRODUCTS
2.1 MANUFACTURERS

A. Subject to compliance with specified requirements, provide products by one of the following manufacturers:

1. Armstrong World Industries.
2. USG Corporation.

3. CertainTeed.

4. Rockfon.

5. Approved equal.

B. Product selections shall comply with specified performance requirements regardless of manufacturer.
2.2 ACOUSTICAL CEILING PANELS
A. General:

Type: Mineral fiber, fiberglass, or mineral wool acoustical ceiling panel.

Nominal Size: 24 by 24 inches (2 by 2 feet).

Thickness: 5/8 inch, unless otherwise indicated.

Surface: Factory finished, fissured, textured, or smooth as selected by Architect.
Color: White, unless otherwise indicated.

Edge: Square lay-in, tegular, or other edge profile as indicated on Drawings.
Panel face shall be factory finished and uniform in appearance.

N o oham N =

B. Acoustical Performance:
1. Minimum NRC: 0.55.

2. Provide panels with higher NRC where indicated or required for room acoustics.

ACOUSTICAL PANEL CEILINGS
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C. Light Reflectance:
1. Minimum Light Reflectance: 0.80, unless otherwise indicated.
D. Fire Performance:

1. Comply with applicable ASTM E84 requirements.
2. Provide Class A surface-burning characteristics where required by applicable code.

E. Sag Resistance:

1. Provide panels designed for commercial interior applications.
2. Panels shall maintain dimensional stability under anticipated temperature and humidity conditions.

F. Recycled Content:

1. Provide products with recycled content where available.
2. Identify post-consumer and pre-consumer recycled content in product data.

2.3 SUSPENSION SYSTEM
A. Type:

1. Exposed, intermediate-duty, commercial-grade acoustical ceiling suspension system.
2. Nominal module: 24 by 24 inches.
3. Provide suspension system compatible with selected acoustical panels.

B. Suspension Members:

1. Mainrunners and cross tees shall be roll-formed steel with factory-applied finish.
2. Mainrunners shall be mechanically interlocked with cross tees.
3. Cross tees shall provide positive locking connections.
4. Suspension system shall comply with ASTM C635 and ASTM C636.
C. Finish:

1. Factory-applied baked enamel or equivalent corrosion-resistant finish.
2. Color: White to match acoustical ceiling panels unless otherwise indicated.

D. Suspension System Classification:

1. Provide system appropriate for the project's seismic design category and applicable code requirements.

2. Provide heavy-duty system where required by code or project conditions.
2.4 EDGE MOLDINGS AND TRIM
A. Provide manufacturer's standard perimeter molding compatible with ceiling suspension system.

B. Exposed surfaces shall have factory-applied finish matching suspension system.

ACOUSTICAL PANEL CEILINGS
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C. Provide trim at:

Ceiling perimeters.

Changes in ceiling elevation.

Vertical penetrations.

Ceiling interruptions.

Other locations indicated on Drawings.

OV 200N =4

2.5 ACCESSORIES
A. Provide accessories required for a complete installation, including:

1. Hanger wires.

2. Anchorage devices.

3. Stabilizer bars.

4. Clips.

5. Splices.

6. Hold-down clips where required.

7. Seismic restraint components where required.
8. Perimeter clips.

9. Closure angles.

10. Miscellaneous fasteners.

B. Hanger Wire:

1. Galvanized carbon-steel wire of appropriate gauge for suspension system and loading conditions.
2. Provide additional support where required for concentrated loads.

C. Penetrations:

1. Provide appropriate trim and support around penetrations for light fixtures, diffusers, grilles, sprinkler heads,
access panels, and other ceiling-mounted items.

2.6 FABRICATION
A. Acoustical panels shall be factory fabricated to accurate dimensions and shall have straight, true edges.
B. Exposed panel surfaces shall be free of defects, stains, dents, broken edges, and other imperfections.

C. Suspension system components shall be fabricated to provide accurate alignment and positive connections.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, structural framing, overhead construction, and adjoining work before beginning installation.
B. Verify that conditions are suitable for installation.

ACOUSTICAL PANEL CEILINGS
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C. Verify locations of mechanical, electrical, fire protection, lighting, and other systems located above the ceiling.
D. Do not proceed with installation until unsatisfactory conditions have been corrected.
3.2 PREPARATION

A. Coordinate ceiling layout with other trades before installation.

B. Establish ceiling elevations and layout from permanent benchmarks.

C. Coordinate ceiling grid with:

Light fixtures.

HVAC diffusers and grilles.

Sprinkler heads.

Access panels.

Speakers.

Detectors.
Other ceiling-mounted equipment.

Nl U o8

D. Center ceiling panels in rooms where indicated or where practical.
E. Avoid narrow perimeter panels unless required by existing conditions or indicated otherwise.
3.3 INSTALLATION OF SUSPENSION SYSTEM

A. Install suspension system in accordance with ASTM C636, manufacturer's written instructions, and approved
shop drawings.

B. Install main runners and cross tees level and true to line.
C. Secure hanger wires to building structure using approved attachment methods.

D. Do not attach suspension system to ducts, piping, conduit, or other nonstructural building systems unless
specifically designed and approved for such use.

E. Space hanger wires and suspension members in accordance with manufacturer's requirements and applicable
code.

F. Provide additional hangers and reinforcement at:

Light fixtures.

Air diffusers.

Access panels.

Speakers.

Other concentrated loads.
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G. Independently support items mounted in or on the ceiling unless the suspension system is specifically designed to
support such loads.

ACOUSTICAL PANEL CEILINGS
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H. Provide seismic restraints and bracing where required by applicable code.

l. Install perimeter molding level and securely anchored.

3.4 INSTALLATION OF ACOUSTICAL PANELS

A. Install acoustical panels after suspension system has been inspected and approved.
B. Install panels in accordance with manufacturer's written instructions.

C. Fit panels accurately and neatly into suspension system.

D. Cut panels accurately at penetrations and perimeter conditions.

E. Maintain consistent joint lines and panel alignment throughout the installation.

F. Replace panels that are cracked, broken, stained, warped, damaged, or otherwise defective.
G. Do not use damaged or discolored panels.

3.5 COORDINATION WITH OTHER WORK

A. Coordinate installation with electrical, mechanical, fire protection, technology, and other ceiling-mounted
systems.

B. Locate ceiling-mounted devices accurately within the ceiling module.
C. Provide additional suspension system reinforcement as necessary to maintain alignment and prevent deflection.

D. Maintain access to valves, dampers, electrical equipment, junction boxes, and other serviceable equipment
located above accessible ceilings.

3.6 CLEANING

A. Clean exposed suspension system surfaces after installation.

B. Remove dirt, fingerprints, dust, and construction debris without damaging factory finishes.

C. Vacuum or otherwise clean acoustical panels using methods recommended by the manufacturer.
D. Replace panels that cannot be satisfactorily cleaned.

3.7 PROTECTION

A. Protect completed ceiling system from damage during remaining construction.

B. Replace damaged or contaminated ceiling panels and suspension system components.

ACOUSTICAL PANEL CEILINGS
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C. Do not permit construction activities that generate excessive dust or moisture after ceiling installation without
adequate protection.

3.8 FINAL INSPECTION
A. Inspect completed ceiling system for:

Proper alignment.

Levelness.

Uniform panel appearance.

Proper perimeter conditions.

Secure suspension connections.

Damaged or defective panels.

Proper coordination with ceiling-mounted equipment.

N AN 2

B. Correct deficiencies before final acceptance.

END OF SECTION 09 5113

ACOUSTICAL PANEL CEILINGS
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SECTION 096513
RESILIENT BASE AND ACCESSORIES
PART 1 - GENERAL
1.1 SUMMARY
A. Section Includes:
1. Resilient vinyl wall base.
2. Resilient accessories.
3. Adhesives and installation accessories required for complete installation.
B. Related Requirements:
1. Section 09 29 00 — Gypsum Board.
2. Section 09 65 00 - Resilient Flooring.
3. Section 09 91 00 - Painting.
1.2 REFERENCES
A. ASTM International:
1. ASTM F1861 - Standard Specification for Resilient Wall Base.
B. Federal Specifications:
1. Applicable federal requirements for resilient flooring accessories where specified.
C. International Building Code and applicable local building codes.
1.3 ACTION SUBMITTALS
A. Product Data:
Manufacturer's current product literature.
Physical properties.
Installation instructions.

Recommended adhesives and primers.
Cleaning and maintenance instructions.
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B. Samples:

1. Submit manufacturer's standard color samples showing full range of available colors.
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2. Submit 12-inch-long samples of each selected resilient base profile and color.
C. Shop Drawings:

1. Submit when required to indicate special conditions, transitions, inside and outside
corners, end stops, and terminations.

1.4 INFORMATIONAL SUBMITTALS

A. Manufacturer's installation instructions.

B. Safety Data Sheets for adhesives, primers, and other installation materials.
C. Certification that products comply with specified requirements.

1.5 QUALITY ASSURANCE

A. Manufacturer Qualifications:

1. Manufacturer regularly engaged in manufacturing resilient wall base and accessories of
similar type and scope.

B. Installer Qualifications:

1. Installer experienced in installation of resilient wall base and accessories.
2. Installer shall be familiar with substrate preparation, adhesive application, and required
finishing techniques.

C. Mockup:

1. Construct mockup when requested by project coordinator.
Demonstrate typical wall-base installation, inside and outside corners, seams,
terminations, and transitions.

3. Approved mockup may remain as part of completed Work if acceptable to Architect.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver materials in original, unopened containers and packaging bearing manufacturer's
identification.

B. Store materials in dry, enclosed areas protected from weather, direct sunlight, excessive heat,
and damage.

RESILIENT BASE AND ACCESSORIES

Solicitation #2026-Terminallmprovement-003

81



FLORIDA BLVD. TERMINAL IMPROVEMENTS

C. Condition resilient base and accessories to a minimum temperature of 65 degrees F for not
less than 48 hours before installation.

D. Do not install materials that are damaged, warped, distorted, or otherwise defective.
1.7 FIELD CONDITIONS

A. Maintain ambient and substrate temperatures in accordance with manufacturer's written
installation requirements.

B. Maintain environmental conditions after installation until adhesive has adequately cured.

C. Do not install resilient base over damp, wet, dusty, contaminated, or otherwise unsuitable
substrates.

1.8 WARRANTY

A. Provide manufacturer's standard written warranty for resilient base and accessories.
B. Warranty shall cover defects in materials and workmanship.

PART 2-PRODUCTS

2.1 MANUFACTURERS

A. Subject to compliance with requirements, provide products by one of the following:
Roppe Corporation.

Johnsonite, a Tarkett company.

Flexco.

Burke Flooring.
Equivalent products approved by Architect.

or B0 N

B. Basis-of-Design:
1. Resilient wall base complying with ASTM F1861, Type TP or Type TS as applicable to
product selected.
2. Use manufacturer's standard products meeting specified requirements.

2.2 RESILIENT WALL BASE

A. Material:

RESILIENT BASE AND ACCESSORIES
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1. Homogeneous thermoplastic rubber or vinyl compound suitable for commercial
applications.

2. Resilient base shall be flexible, nonporous, and resistant to normal commercial cleaning
chemicals.

3. Base shall be free of defects affecting appearance or performance.

B. Profile:

Cove base with integral toe.

Straight base where specifically indicated.

Standard height: 4 inches, unless otherwise indicated.

Thickness: manufacturer's standard for selected product and profile.

Length: manufacturer's standard roll or straight lengths suitable for installation with
minimum number of seams.

Al

C. ASTM Classification:

1. Comply with ASTM F1861.
2. Type TP -Thermoplastic Rubber, vulcanized thermoset base; or

3. Type TS - Thermoplastic Rubber, flexible thermoplastic base, as applicable to selected
product.

D. Color:

1. As selected by Architect from manufacturer's full range of standard colors.

2. Provide consistent color throughout each continuous area.

3. Do not mix production lots within a continuous installation where noticeable variation
could occur.

2.3 ACCESSORIES
A. Adhesive:

Manufacturer's recommended adhesive specifically formulated for resilient wall base.
Compatible with base material and substrate.

Low-emitting adhesive suitable for interior commercial applications.

Adhesive shall comply with applicable VOC requirements.

P 0o 3

B. Primer:
1. Manufacturer's recommended primer where required for substrate conditions.

C. Filler and Patching Compound:

RESILIENT BASE AND ACCESSORIES
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1. Cementitious or polymer-modified patching compound recommended by resilient-base
manufacturer.
2. Compatible with adhesive and substrate.

D. Inside and Outside Corners:

1. Factory-formed corners where available.

2. Matchresilient base in profile, material, color, and texture.

3. Field-form corners only where permitted by manufacturer and where factory-formed
corners are not available.

E. End Stops:

1. Factory-formed end stops where available.
2. Match base in material, color, and profile.

F. Welding:

1. Do not heat weld resilient wall base unless specifically recommended by manufacturer
for the selected product.

2.4 MATERIALS

A. Resilient base shall be manufactured from virgin or recycled-content material meeting
manufacturer's standard performance requirements.

B. Base shall have uniform dimensions, color, texture, and finish.
C. Products shall be resistant to:

1. Normal commercial cleaning agents.
2. Abrasion associated with normal commercial use.
3. Impactand indentation consistent with intended application.

D. Adhesives shall be compatible with:

Resilient base.

Concrete.

Gypsum board.

Wood substrates.

Other substrates indicated to receive resilient base.
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2.5 FABRICATION
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A. Factory fabricate resilient base with:

Uniform profile.

Clean, straight edges.

Consistent color and texture.
Integral cove toe where specified.

il il

B. Factory form corners and special shapes where practicable.

C. Provide accessories necessary to produce neat, complete installations.
PART 3-EXECUTION

3.1 EXAMINATION

A. Examine substrates with Installer present for compliance with manufacturer's requirements.

B. Verify substrates are:

Sound.

Dry.

Clean.

Smooth.

Free of dust, dirt, oil, grease, paint, curing compounds, sealers, and other contaminants
that may interfere with adhesion.

Al

C. Verify walls and floors are sufficiently cured and dry before installation.

D. Do not proceed with installation until unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Prepare substrates in accordance with resilient-base manufacturer's written instructions.
B. Remove projections, ridges, loose materials, and contaminants.

C. Fillcracks, holes, depressions, and irregularities with compatible patching compound.

D. Sand or otherwise smooth repaired areas to provide a uniform substrate.

E. Vacuum and clean substrates immediately before applying adhesive.

F. Do not use solvents or cleaning materials that could adversely affect resilient base or
adhesive.

RESILIENT BASE AND ACCESSORIES
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3.3 INSTALLATION
A. Install resilient base in accordance with:
1. ASTM F1861 where applicable.
2. Manufacturer's written instructions.
3. Approved submittals.
B. Install base after installation of adjacent flooring unless otherwise approved.

C. Install base tightly against wall surfaces without gaps, buckling, or excessive compression.

D. Apply adhesive uniformly to the back of resilient base in accordance with manufacturer's
recommendations.

E. Press base firmly into adhesive to ensure continuous contact.
F. Roll or otherwise firmly press installed base as recommended by manufacturer.
G. Install base with minimum number of seams.
H. Locate seams:
1. Away from corners and door openings where practicable.
2. Ininconspicuous locations.
3. Atleast6 inches from outside corners where conditions permit.
I. Butt straight lengths tightly together without visible gaps.

J. Install factory-formed inside and outside corners where available.

K. Form field corners only when permitted by manufacturer and when factory-formed corners are
unavailable.

L. Install end stops at exposed terminations.
M. Maintain continuous alignment of base around corners and transitions.
N. Do not stretch resilient base during installation.

0. Where base is installed over gypsum board, install without damaging or distorting the wall
surface.

P. Install base behind fixed casework and equipment where indicated by Drawings.

RESILIENT BASE AND ACCESSORIES

Solicitation #2026-Terminallmprovement-003



FLORIDA BLVD. TERMINAL IMPROVEMENTS

Q. Do not install base where it would interfere with doors, removable panels, access panels, or
other operable components.

3.4 CLEANING
A. Remove excess adhesive immediately using manufacturer's recommended cleaning method.

B. Remove protective coverings and installation debris without damaging resilient base or
adjacent finishes.

C. Clean resilient base in accordance with manufacturer's written recommendations.

D. Do not use abrasive cleaners or cleaning agents that could discolor, dull, or otherwise damage
the resilient base.

3.5 PROTECTION
A. Protect installed resilient base from damage during subsequent construction operations.

B. Do not permit traffic or cleaning operations that could disturb resilient base until adhesive has
cured in accordance with manufacturer's requirements.

C. Replace damaged, loose, stained, or defective resilient base.

D. Maintain installed resilient base in clean, undamaged condition until Substantial Completion.
3.6 REPAIR AND REPLACEMENT

A. Repair minor defects where approved by project coordinator.

B. Remove and replace resilient base that cannot be satisfactorily repaired.

C. Replacement base shall match adjacent base in:

Manufacturer.

Product.

Profile.

Color.

Texture.
Finish.
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3.7 FIELD QUALITY CONTROL

A. Inspect completed installation for:
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Secure adhesion.

Tight seams.

Properly formed corners.

Straight and continuous alignment.
Proper terminations.

0% Gl 160 N

B. Correct deficiencies before final acceptance.

END OF SECTION 0965 13

RESILIENT BASE AND ACCESSORIES
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SECTION 09 91 00 - PAINTING

PART 1 -GENERAL

1.1 SUMMARY

A. Section includes surface preparation and field application of paints and coatings for the following:

New interior gypsum board.

Existing painted interior gypsum board.

New hollow metal door frames.

New wood doors.

Existing wood doors and frames.

Existing exterior steel columns.

Existing exterior steel guardrails and miscellaneous steel.
Touch-up and incidental painting associated with the Work.
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B. Work includes preparation of substrates, priming, painting, finishing, and protection of adjacent surfaces.

C. Unless specifically indicated otherwise, provide complete coating systems consisting of compatible primers and
finish coats recommended by the coating manufacturer for each substrate.

1.2 RELATED REQUIREMENTS

A. Section 09 29 00 — Gypsum Board.

1.3 REFERENCES

A. Comply with applicable requirements of the following standards:

MPI - Master Painters Institute.

ASTM International standards applicable to preparation and application of coatings.

SSPC - Society for Protective Coatings standards applicable to preparation and coating of steel.
OSHA requirements for preparation, handling, and application of coatings.

Ao N =

1.4 SUBMITTALS

A. Product Data: Submit manufacturer's technical data for each paint, primer, coating, thinner, and related product.

B. Color Samples: Submit manufacturer's standard color charts and samples for Architect's selection.

C. Submit proposed coating systems identifying:

Substrate.

Surface preparation.

Primer.

Intermediate coat, where required.

Finish coats.

Number of coats.

Recommended dry-film thickness, where applicable.

NI O B 0N
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1.5 QUALITY ASSURANCE

A. Manufacturer Qualifications: Provide products manufactured by an established manufacturer regularly engaged in
manufacturing commercial architectural coatings.

B. Applicator Qualifications: Employ experienced painters qualified for commercial painting and coating work.
C. Compatibility: Use products from the same manufacturer within each coating system unless otherwise approved.

D. Mockups: Construct mockups when directed by Architect to establish acceptable color, texture, sheen, and
workmanship.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver materials in original, unopened containers bearing manufacturer's labels.

B. Store materials in accordance with manufacturer's written instructions.

C. Maintain storage areas within manufacturer's recommended temperature and humidity ranges.
D. Protect materials from freezing, excessive heat, moisture, and contamination.

1.7 PROJECT CONDITIONS

A. Comply with manufacturer's written requirements regarding temperature, humidity, ventilation, and substrate
conditions.

B. Do not apply coatings to wet, damp, dirty, dusty, or otherwise unsuitable surfaces.
C. Provide adequate ventilation during painting operations.

D. Protect occupants, furnishings, equipment, flooring, glazing, hardware, landscaping, and adjacent surfaces from
damage or overspray.

E. Schedule exterior painting operations to avoid application during rain, fog, high winds, or other conditions that
could adversely affect the coating system.

1.8 WARRANTY
A. Provide manufacturer's standard warranty for coatings and workmanship.

B. Correct coating failures attributable to defective materials or workmanship, including peeling, blistering, excessive
cracking, or loss of adhesion occurring during the warranty period.

PART 2 -PRODUCTS
2.1 MANUFACTURERS

A. Subject to compliance with requirements, provide products by one of the following:

PAINTING 099100-2
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Sherwin-Williams.
Benjamin Moore & Co.
PPG Paints.
AkzoNobel.

Approved equal.

A B 0N

B. Products specified are intended to establish minimum quality requirements. Equivalent products may be
submitted for approval.

2.2 MATERIALS - GENERAL

A. Provide primers, paints, and coatings specifically formulated for the substrate and service conditions.
B. Use low-VOC coatings where required by applicable regulations or project requirements.

C. Provide products that are mutually compatible and suitable for the intended service.

D. Do not thin coatings except as specifically permitted by the manufacturer's written instructions.
2.3INTERIOR GYPSUM BOARD - NEW

A. Surface preparation:

1. Ensure gypsum board joint compound is fully cured and dry.
2. Sand joints and fastener depressions smooth.
3. Remove dust and loose material.
4. Correct surface imperfections prior to priming.
5. Spot-prime repaired areas as required.
B. Primer:

1. One full coat of PVA or acrylic drywall primer/sealer formulated for new gypsum board.
2. Primer shall provide uniform absorption and minimize flashing and variation in sheen.

C. Finish Coats:
1. Two coats of premium-quality acrylic latex interior wall paint.
2. Sheen: As selected by Architect; provide eggshell or satin unless otherwise indicated.
3. Applyinaccordance with manufacturer's written instructions.

2.4 INTERIOR GYPSUM BOARD - EXISTING PAINTED

A. Surface Preparation:

1. Inspect existing painted surfaces for peeling, cracking, blistering, chalking, stains, grease, dirt, and other
defects.

2. Clean surfaces using appropriate detergent or cleaning solution.
3. Remove loose, peeling, or poorly adhered paint.
4. Sand glossy surfaces sufficiently to provide adequate adhesion.
5. Feather edges of remaining sound paint.
PAINTING 099100-3
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6. Fillminor holes, cracks, dents, and surface imperfections.
7. Sandrepaired areas smooth.
8. Remove dust and residue before painting.

B. Primer:
1. Spot-prime repaired, bare, stained, or porous areas.
2.  Where existing coating condition is questionable or substantially different from the new coating, provide one
full coat of compatible bonding primer.
C. Finish Coats:
1. Two coats acrylic latex interior paint.
2. Sheen as selected by Architect.
3. Apply uniformly without lap marks, runs, sags, or excessive roller texture.

2.5 NEW METAL DOOR FRAMES

A. Surface Preparation:

1. Clean factory-primed frames of dirt, oil, grease, dust, and other contaminants.
2. Lightly abrade glossy or excessively smooth surfaces.
3. Repair damaged primer or exposed steel with compatible metal primer.
4. Remove rust and corrosion before painting.
B. Primer:

1. Use manufacturer's recommended primer compatible with factory-applied primer.
2. Where factory primer is damaged or removed, apply rust-inhibitive metal primer to exposed steel.

C. Finish Coats:

1. Two coats of high-performance acrylic or alkyd enamel suitable for interior metal surfaces.
2. Sheen: Semi-gloss unless otherwise indicated.
3. Provide smooth, uniform coverage.

2.6 NEWWOOD DOORS
A. Surface Preparation:

Ensure doors are clean, dry, and free of dust and contaminants.
Sand wood surfaces smooth.

Fill minor surface imperfections.

Seal exposed end grain and edges.

Sand between coats as required for smooth finish.
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B. Primer:

1. One full coat of manufacturer's recommended wood primer.
2. Use stain-blocking primer where required by substrate conditions.

PAINTING 099100-4
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C. Finish Coats:

1. Two coats of premium-quality acrylic or alkyd enamel formulated for wood doors and trim.
2. Sheen: Semi-gloss unless otherwise indicated.
3. Finish shall be smooth and uniform.

2.7 EXISTING WOOD DOORS AND FRAMES
A. Surface Preparation:

Remove dirt, grease, dust, wax, and other contaminants.
Remove loose or peeling coatings.

Sand existing surfaces to provide adequate adhesion.
Feather edges of remaining coatings.

Fill dents, holes, cracks, and other minor imperfections.
Sand repairs smooth.

Spot-prime bare wood and repaired areas.
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B. Primer:

1. Apply compatible bonding or wood primer to bare areas.
2. Where existing finish is deteriorated or incompatible with proposed coating, apply one full coat of
compatible primer.

C. Finish Coats:

Two coats of premium-quality enamel.

Sheen: Semi-gloss unless otherwise indicated.
Paint door faces, edges, and frames as indicated.
Maintain consistent finish and color.

PP

2.8 EXISTING EXTERIOR STEEL COLUMNS
A. Surface Preparation:

Remove dirt, grease, oil, chalk, loose paint, corrosion, and other contaminants.

Scrape and wire-brush loose and peeling coatings.

Mechanically abrade remaining sound coating as necessary to provide adequate adhesion.
Feather edges of existing coating.

Remove rust to a sound substrate.

Clean prepared surfaces before priming.
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B. Primer:

1. Apply rust-inhibitive industrial metal primer compatible with existing coating and selected finish coat.
2. Prime all exposed bare steel.
3. Apply primer in accordance with manufacturer's specified dry-film thickness.

C. Finish Coats:

PAINTING 099100-5
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Two coats of high-performance exterior acrylic or industrial enamel formulated for structural steel.
Finish shall be suitable for exterior exposure.

Sheen: Satin or semi-gloss as selected by the Project Coordinator.

Provide complete and uniform coverage.
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2.9 EXISTING EXTERIOR STEEL GUARDRAILS
A. Surface Preparation:

Remove dirt, grease, oil, chalk, loose paint, rust, and corrosion.

Scrape and wire-brush deteriorated coatings.

Mechanically abrade existing sound coating to provide adequate adhesion.
Feather edges of remaining coatings.

Remove loose rust and corrosion.

Clean surfaces prior to priming.
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B. Primer:

1. Apply rust-inhibitive metal primer to exposed steel and prepared areas.
2. Use primer compatible with existing coating and specified finish coating.

C. Finish Coats:

Two coats of high-performance exterior metal coating.

Provide coating suitable for exterior steel exposed to weather and normal contact.

Sheen: Satin or semi-gloss as selected by the Project Coordinator.

Provide complete coverage of rails, posts, supports, brackets, and other exposed steel surfaces indicated
to be painted.

2Ok a

2.10 ACCESSORY MATERIALS
A. Provide compatible:

Thinners.

Cleaning agents.
Patching compounds.
Fillers.

Caulks.

Sealers.

Primers.

Touch-up materials.
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B. Provide accessories recommended by coating manufacturer for complete coating systems.
PART 3 - EXECUTION
3.1 EXAMINATION

A. Examine substrates and conditions before commencing painting.

PAINTING 099100-6
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B. Verify that surfaces are sound, dry, clean, and suitable for receiving coatings.

C. Verify that new gypsum board joint compound is fully cured.

D. Verify that metal substrates are free from excessive rust, oil, grease, and contaminants.

E. Notify Architect of conditions that could adversely affect the Work.

F. Do not proceed until unsatisfactory conditions have been corrected.

3.2 PREPARATION - GENERAL

A. Protect adjacent surfaces and building components from damage and overspray.

B. Remove or mask hardware, accessories, fixtures, and other items not scheduled to be painted.
C. Clean surfaces prior to painting.

D. Remove loose, peeling, blistered, chalking, or otherwise defective coatings.

E. Sand surfaces as necessary to promote adhesion.

F. Fill holes, cracks, dents, and other minor imperfections.

G. Sand repaired areas smooth and remove dust before painting.

H. Prime bare substrates and repaired areas as specified.

I. Do not paint over surfaces containing moisture or active leaks until conditions have been corrected.
3.3 APPLICATION

A. Apply coatings by brush, roller, spray, or combination of methods as recommended by manufacturer and
appropriate for the substrate.

B. Apply each coat at the manufacturer's recommended coverage rate.

C. Allow adequate drying time between coats.

D. Do not apply subsequent coats until preceding coats are sufficiently dry and cured.

E. Maintain uniform color, sheen, texture, and coverage.

F. Apply additional coats when necessary to achieve complete hiding and uniform appearance.
G. Avoid excessive buildup at corners, edges, joints, hardware, and other locations.

H. Sand lightly between coats where required to achieve the specified finish.

PAINTING 099100-7
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3.4 INTERIOR PAINTING
A. New gypsum board:

Prime entire surface.

Apply two finish coats.

Sand or correct surface imperfections between coats as required.
Provide uniform finish without visible flashing.

P =

B. Existing painted gypsum board:

Clean and prepare existing surfaces.

Remove defective coatings.

Spot-prime repaired and exposed areas.

Apply two finish coats.

Provide uniform appearance throughout each continuous surface.
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C. New metal frames:

1. Prepare factory-primed surfaces.
2. Prime damaged areas.
3. Apply two finish coats.

D. New wood doors:

1. Prime all paintable surfaces.
2. Apply two finish coats.
3. Paint edges and other exposed surfaces indicated to receive finish.

E. Existing wood doors and frames:

Clean and prepare existing surfaces.

Sand and repair as required.

Prime bare areas.

Apply two finish coats.

Maintain uniform finish on doors and frames.
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3.5 EXTERIOR STEEL PAINTING

A. Prepare existing steel columns and guardrails by removing loose coatings, rust, dirt, grease, chalk, and other
contaminants.

B. Mechanically abrade existing coatings sufficiently to promote adhesion of new coating.
C. Prime exposed bare steel and repaired areas with rust-inhibitive metal primer.
D. Apply two finish coats of exterior-grade metal coating.

E. Apply additional coating to areas where coverage is inadequate.

PAINTING 099100-8
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F. Pay particular attention to welds, corners, edges, joints, connections, fasteners, and areas subject to corrosion.

G. Do not apply coatings during rain or when surfaces are wet or when environmental conditions are outside the
coating manufacturer's requirements.

3.6 FIELD QUALITY CONTROL
A. Inspect completed surfaces for:

Uniform color.
Uniform sheen.
Complete coverage.
Proper adhesion.
Runs.

Sags.

Drips.

Brush marks.

Roller marks.

10. Overspray.

11. Holidays or missed areas.
12. Other visible defects.
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B. Correct defective work and repaint affected areas.

C. Provide additional coats where necessary to achieve uniform coverage and appearance.
3.7 CLEANING

A. Remove spilled, splashed, or spattered coatings from adjacent surfaces immediately.

B. Remove masking materials when coatings have sufficiently cured to prevent damage.

C. Clean windows, glass, hardware, floors, walls, fixtures, and other surfaces damaged or soiled by painting
operations.

D. Remove empty containers and unused materials from the project site.

E. Leave painted areas clean and ready for occupancy.

3.8 PROTECTION

A. Protect finished painted surfaces from damage until Substantial Completion.

B. Repair damaged painted surfaces caused by subsequent construction operations.

C. Touch up and repaint damaged areas to match adjacent existing work.

D. Do not consider painting Work complete until all surfaces have a uniform appearance and are free from visible

defects.

PAINTING 099100-9
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3.9 SCHEDULE OF FINISHES
A. New Gypsum Board - Interior Walls and Ceilings:

1. Primer: PVA/acrylic drywall primer.
2. Finish: Two coats acrylic latex.
3. Sheen: As selected by Architect.

B. Existing Painted Gypsum Board - Interior Walls and Ceilings:
1. Primer: Spot primer or full-coat bonding primer as required.
2. Finish: Two coats acrylic latex.
3. Sheen: Match adjacent existing finish unless otherwise indicated.

C. New Metal Door Frames:

1. Primer: Compatible metal primer at damaged or exposed areas.
2. Finish: Two coats enamel.
3. Sheen: Semi-gloss.

D. New Wood Doors:

1. Primer: Wood primer.
2. Finish: Two coats enamel.
3. Sheen: Semi-gloss.

E. Existing Wood Doors and Frames:

Primer: Compatible bonding/wood primer at bare or repaired areas.

1.
2. Finish: Two coats enamel.
3. Sheen: Semi-gloss.

F. Existing Exterior Steel Columns:

1. Primer: Rust-inhibitive metal primer.
2. Finish: Two coats exterior-grade metal coating.
3. Sheen: Satin or semi-gloss.
G. Existing Exterior Steel Guardrails:
1. Primer: Rust-inhibitive metal primer.
2. Finish: Two coats exterior-grade metal coating.

3. Sheen: Satin or semi-gloss.

END OF SECTION 09 91 00

PAINTING
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SECTION 09 91 00 - PAINTING

PART 1 -GENERAL

1.1 SUMMARY

A. Section includes surface preparation and field application of paints and coatings for the following:

New interior gypsum board.

Existing painted interior gypsum board.

New hollow metal door frames.

New wood doors.

Existing wood doors and frames.

Existing exterior steel columns.

Existing exterior steel guardrails and miscellaneous steel.
Touch-up and incidental painting associated with the Work.
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B. Work includes preparation of substrates, priming, painting, finishing, and protection of adjacent surfaces.

C. Unless specifically indicated otherwise, provide complete coating systems consisting of compatible primers and
finish coats recommended by the coating manufacturer for each substrate.

1.2 RELATED REQUIREMENTS

A. Section 09 29 00 — Gypsum Board.

1.3 REFERENCES

A. Comply with applicable requirements of the following standards:

MPI - Master Painters Institute.

ASTM International standards applicable to preparation and application of coatings.

SSPC - Society for Protective Coatings standards applicable to preparation and coating of steel.
OSHA requirements for preparation, handling, and application of coatings.
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1.4 SUBMITTALS

A. Product Data: Submit manufacturer's technical data for each paint, primer, coating, thinner, and related product.

B. Color Samples: Submit manufacturer's standard color charts and samples for Architect's selection.

C. Submit proposed coating systems identifying:

Substrate.

Surface preparation.

Primer.

Intermediate coat, where required.

Finish coats.

Number of coats.

Recommended dry-film thickness, where applicable.

NI O B 0N
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1.5 QUALITY ASSURANCE

A. Manufacturer Qualifications: Provide products manufactured by an established manufacturer regularly engaged in
manufacturing commercial architectural coatings.

B. Applicator Qualifications: Employ experienced painters qualified for commercial painting and coating work.
C. Compatibility: Use products from the same manufacturer within each coating system unless otherwise approved.

D. Mockups: Construct mockups when directed by Architect to establish acceptable color, texture, sheen, and
workmanship.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver materials in original, unopened containers bearing manufacturer's labels.

B. Store materials in accordance with manufacturer's written instructions.

C. Maintain storage areas within manufacturer's recommended temperature and humidity ranges.
D. Protect materials from freezing, excessive heat, moisture, and contamination.

1.7 PROJECT CONDITIONS

A. Comply with manufacturer's written requirements regarding temperature, humidity, ventilation, and substrate
conditions.

B. Do not apply coatings to wet, damp, dirty, dusty, or otherwise unsuitable surfaces.
C. Provide adequate ventilation during painting operations.

D. Protect occupants, furnishings, equipment, flooring, glazing, hardware, landscaping, and adjacent surfaces from
damage or overspray.

E. Schedule exterior painting operations to avoid application during rain, fog, high winds, or other conditions that
could adversely affect the coating system.

1.8 WARRANTY
A. Provide manufacturer's standard warranty for coatings and workmanship.

B. Correct coating failures attributable to defective materials or workmanship, including peeling, blistering, excessive
cracking, or loss of adhesion occurring during the warranty period.

PART 2 -PRODUCTS
2.1 MANUFACTURERS

A. Subject to compliance with requirements, provide products by one of the following:

PAINTING 099100-2
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Sherwin-Williams.
Benjamin Moore & Co.
PPG Paints.
AkzoNobel.

Approved equal.

A B 0N

B. Products specified are intended to establish minimum quality requirements. Equivalent products may be
submitted for approval.

2.2 MATERIALS - GENERAL

A. Provide primers, paints, and coatings specifically formulated for the substrate and service conditions.
B. Use low-VOC coatings where required by applicable regulations or project requirements.

C. Provide products that are mutually compatible and suitable for the intended service.

D. Do not thin coatings except as specifically permitted by the manufacturer's written instructions.
2.3INTERIOR GYPSUM BOARD - NEW

A. Surface preparation:

1. Ensure gypsum board joint compound is fully cured and dry.
2. Sand joints and fastener depressions smooth.
3. Remove dust and loose material.
4. Correct surface imperfections prior to priming.
5. Spot-prime repaired areas as required.
B. Primer:

1. One full coat of PVA or acrylic drywall primer/sealer formulated for new gypsum board.
2. Primer shall provide uniform absorption and minimize flashing and variation in sheen.

C. Finish Coats:
1. Two coats of premium-quality acrylic latex interior wall paint.
2. Sheen: As selected by Architect; provide eggshell or satin unless otherwise indicated.
3. Applyinaccordance with manufacturer's written instructions.

2.4 INTERIOR GYPSUM BOARD - EXISTING PAINTED

A. Surface Preparation:

1. Inspect existing painted surfaces for peeling, cracking, blistering, chalking, stains, grease, dirt, and other
defects.

2. Clean surfaces using appropriate detergent or cleaning solution.
3. Remove loose, peeling, or poorly adhered paint.
4. Sand glossy surfaces sufficiently to provide adequate adhesion.
5. Feather edges of remaining sound paint.
PAINTING 099100-3
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6. Fillminor holes, cracks, dents, and surface imperfections.
7. Sandrepaired areas smooth.
8. Remove dust and residue before painting.

B. Primer:
1. Spot-prime repaired, bare, stained, or porous areas.
2.  Where existing coating condition is questionable or substantially different from the new coating, provide one
full coat of compatible bonding primer.
C. Finish Coats:
1. Two coats acrylic latex interior paint.
2. Sheen as selected by Architect.
3. Apply uniformly without lap marks, runs, sags, or excessive roller texture.

2.5 NEW METAL DOOR FRAMES

A. Surface Preparation:

1. Clean factory-primed frames of dirt, oil, grease, dust, and other contaminants.
2. Lightly abrade glossy or excessively smooth surfaces.
3. Repair damaged primer or exposed steel with compatible metal primer.
4. Remove rust and corrosion before painting.
B. Primer:

1. Use manufacturer's recommended primer compatible with factory-applied primer.
2. Where factory primer is damaged or removed, apply rust-inhibitive metal primer to exposed steel.

C. Finish Coats:

1. Two coats of high-performance acrylic or alkyd enamel suitable for interior metal surfaces.
2. Sheen: Semi-gloss unless otherwise indicated.
3. Provide smooth, uniform coverage.

2.6 NEWWOOD DOORS
A. Surface Preparation:

Ensure doors are clean, dry, and free of dust and contaminants.
Sand wood surfaces smooth.

Fill minor surface imperfections.

Seal exposed end grain and edges.

Sand between coats as required for smooth finish.
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B. Primer:

1. One full coat of manufacturer's recommended wood primer.
2. Use stain-blocking primer where required by substrate conditions.

PAINTING 099100-4
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C. Finish Coats:

1. Two coats of premium-quality acrylic or alkyd enamel formulated for wood doors and trim.
2. Sheen: Semi-gloss unless otherwise indicated.
3. Finish shall be smooth and uniform.

2.7 EXISTING WOOD DOORS AND FRAMES
A. Surface Preparation:

Remove dirt, grease, dust, wax, and other contaminants.
Remove loose or peeling coatings.

Sand existing surfaces to provide adequate adhesion.
Feather edges of remaining coatings.

Fill dents, holes, cracks, and other minor imperfections.
Sand repairs smooth.

Spot-prime bare wood and repaired areas.
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B. Primer:

1. Apply compatible bonding or wood primer to bare areas.
2. Where existing finish is deteriorated or incompatible with proposed coating, apply one full coat of
compatible primer.

C. Finish Coats:

Two coats of premium-quality enamel.

Sheen: Semi-gloss unless otherwise indicated.
Paint door faces, edges, and frames as indicated.
Maintain consistent finish and color.
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2.8 EXISTING EXTERIOR STEEL COLUMNS
A. Surface Preparation:

Remove dirt, grease, oil, chalk, loose paint, corrosion, and other contaminants.

Scrape and wire-brush loose and peeling coatings.

Mechanically abrade remaining sound coating as necessary to provide adequate adhesion.
Feather edges of existing coating.

Remove rust to a sound substrate.

Clean prepared surfaces before priming.
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B. Primer:

1. Apply rust-inhibitive industrial metal primer compatible with existing coating and selected finish coat.
2. Prime all exposed bare steel.
3. Apply primer in accordance with manufacturer's specified dry-film thickness.

C. Finish Coats:

PAINTING 099100-5
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Two coats of high-performance exterior acrylic or industrial enamel formulated for structural steel.
Finish shall be suitable for exterior exposure.

Sheen: Satin or semi-gloss as selected by the Project Coordinator.

Provide complete and uniform coverage.
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2.9 EXISTING EXTERIOR STEEL GUARDRAILS
A. Surface Preparation:

Remove dirt, grease, oil, chalk, loose paint, rust, and corrosion.

Scrape and wire-brush deteriorated coatings.

Mechanically abrade existing sound coating to provide adequate adhesion.
Feather edges of remaining coatings.

Remove loose rust and corrosion.

Clean surfaces prior to priming.
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B. Primer:

1. Apply rust-inhibitive metal primer to exposed steel and prepared areas.
2. Use primer compatible with existing coating and specified finish coating.

C. Finish Coats:

Two coats of high-performance exterior metal coating.

Provide coating suitable for exterior steel exposed to weather and normal contact.

Sheen: Satin or semi-gloss as selected by the Project Coordinator.

Provide complete coverage of rails, posts, supports, brackets, and other exposed steel surfaces indicated
to be painted.
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2.10 ACCESSORY MATERIALS
A. Provide compatible:

Thinners.

Cleaning agents.
Patching compounds.
Fillers.

Caulks.

Sealers.

Primers.

Touch-up materials.
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B. Provide accessories recommended by coating manufacturer for complete coating systems.
PART 3 - EXECUTION
3.1 EXAMINATION

A. Examine substrates and conditions before commencing painting.

PAINTING 099100-6
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B. Verify that surfaces are sound, dry, clean, and suitable for receiving coatings.

C. Verify that new gypsum board joint compound is fully cured.

D. Verify that metal substrates are free from excessive rust, oil, grease, and contaminants.

E. Notify Architect of conditions that could adversely affect the Work.

F. Do not proceed until unsatisfactory conditions have been corrected.

3.2 PREPARATION - GENERAL

A. Protect adjacent surfaces and building components from damage and overspray.

B. Remove or mask hardware, accessories, fixtures, and other items not scheduled to be painted.
C. Clean surfaces prior to painting.

D. Remove loose, peeling, blistered, chalking, or otherwise defective coatings.

E. Sand surfaces as necessary to promote adhesion.

F. Fill holes, cracks, dents, and other minor imperfections.

G. Sand repaired areas smooth and remove dust before painting.

H. Prime bare substrates and repaired areas as specified.

I. Do not paint over surfaces containing moisture or active leaks until conditions have been corrected.
3.3 APPLICATION

A. Apply coatings by brush, roller, spray, or combination of methods as recommended by manufacturer and
appropriate for the substrate.

B. Apply each coat at the manufacturer's recommended coverage rate.

C. Allow adequate drying time between coats.

D. Do not apply subsequent coats until preceding coats are sufficiently dry and cured.

E. Maintain uniform color, sheen, texture, and coverage.

F. Apply additional coats when necessary to achieve complete hiding and uniform appearance.
G. Avoid excessive buildup at corners, edges, joints, hardware, and other locations.

H. Sand lightly between coats where required to achieve the specified finish.

PAINTING 099100-7

105

Solicitation #2026-Terminallmprovement-003



FLORIDA BLVD. TERMINAL IMPROVEMENTS

3.4 INTERIOR PAINTING
A. New gypsum board:

Prime entire surface.

Apply two finish coats.

Sand or correct surface imperfections between coats as required.
Provide uniform finish without visible flashing.

P =

B. Existing painted gypsum board:

Clean and prepare existing surfaces.

Remove defective coatings.

Spot-prime repaired and exposed areas.

Apply two finish coats.

Provide uniform appearance throughout each continuous surface.
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C. New metal frames:

1. Prepare factory-primed surfaces.
2. Prime damaged areas.
3. Apply two finish coats.

D. New wood doors:

1. Prime all paintable surfaces.
2. Apply two finish coats.
3. Paint edges and other exposed surfaces indicated to receive finish.

E. Existing wood doors and frames:

Clean and prepare existing surfaces.

Sand and repair as required.

Prime bare areas.

Apply two finish coats.

Maintain uniform finish on doors and frames.
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3.5 EXTERIOR STEEL PAINTING

A. Prepare existing steel columns and guardrails by removing loose coatings, rust, dirt, grease, chalk, and other
contaminants.

B. Mechanically abrade existing coatings sufficiently to promote adhesion of new coating.
C. Prime exposed bare steel and repaired areas with rust-inhibitive metal primer.
D. Apply two finish coats of exterior-grade metal coating.

E. Apply additional coating to areas where coverage is inadequate.

PAINTING 099100-8
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F. Pay particular attention to welds, corners, edges, joints, connections, fasteners, and areas subject to corrosion.

G. Do not apply coatings during rain or when surfaces are wet or when environmental conditions are outside the
coating manufacturer's requirements.

3.6 FIELD QUALITY CONTROL
A. Inspect completed surfaces for:

Uniform color.
Uniform sheen.
Complete coverage.
Proper adhesion.
Runs.

Sags.

Drips.

Brush marks.

Roller marks.

10. Overspray.

11. Holidays or missed areas.
12. Other visible defects.
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B. Correct defective work and repaint affected areas.

C. Provide additional coats where necessary to achieve uniform coverage and appearance.
3.7 CLEANING

A. Remove spilled, splashed, or spattered coatings from adjacent surfaces immediately.

B. Remove masking materials when coatings have sufficiently cured to prevent damage.

C. Clean windows, glass, hardware, floors, walls, fixtures, and other surfaces damaged or soiled by painting
operations.

D. Remove empty containers and unused materials from the project site.

E. Leave painted areas clean and ready for occupancy.

3.8 PROTECTION

A. Protect finished painted surfaces from damage until Substantial Completion.

B. Repair damaged painted surfaces caused by subsequent construction operations.

C. Touch up and repaint damaged areas to match adjacent existing work.

D. Do not consider painting Work complete until all surfaces have a uniform appearance and are free from visible

defects.

PAINTING 099100-9
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3.9 SCHEDULE OF FINISHES
A. New Gypsum Board - Interior Walls and Ceilings:

1. Primer: PVA/acrylic drywall primer.
2. Finish: Two coats acrylic latex.
3. Sheen: As selected by Architect.

B. Existing Painted Gypsum Board - Interior Walls and Ceilings:
1. Primer: Spot primer or full-coat bonding primer as required.
2. Finish: Two coats acrylic latex.
3. Sheen: Match adjacent existing finish unless otherwise indicated.

C. New Metal Door Frames:

1. Primer: Compatible metal primer at damaged or exposed areas.
2. Finish: Two coats enamel.
3. Sheen: Semi-gloss.

D. New Wood Doors:

1. Primer: Wood primer.
2. Finish: Two coats enamel.
3. Sheen: Semi-gloss.

E. Existing Wood Doors and Frames:

Primer: Compatible bonding/wood primer at bare or repaired areas.

1.
2. Finish: Two coats enamel.
3. Sheen: Semi-gloss.

F. Existing Exterior Steel Columns:

1. Primer: Rust-inhibitive metal primer.
2. Finish: Two coats exterior-grade metal coating.
3. Sheen: Satin or semi-gloss.
G. Existing Exterior Steel Guardrails:
1. Primer: Rust-inhibitive metal primer.
2. Finish: Two coats exterior-grade metal coating.

3. Sheen: Satin or semi-gloss.

END OF SECTION 09 91 00

PAINTING
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SECTION 102113

SOLID PHENOLIC TOILET COMPARTMENTS

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

Solid phenolic toilet compartments and partitions.
Floor-mounted, overhead-braced toilet compartments.

Pilasters, doors, panels, screens, and related compartment components.
Stainless-steel compartment hardware, fasteners, brackets, and accessories.
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B. Related Sections:

1. Section 09 91 23 - Interior Painting.
2. Section 10 28 00 - Toilet, Bath, and Laundry Accessories.

1.2 REFERENCES
A. Comply with applicable provisions of the following standards and codes:

1. ASTM International:

a. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials.
b. ASTM F1577 - Standard Guide for Partition Systems.

International Building Code (IBC), as applicable.

International Plumbing Code (IPC), as applicable.

Americans with Disabilities Act (ADA) and applicable accessibility requirements.

Applicable state and local building codes.
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B. Where requirements of applicable codes are more stringent than specified requirements, comply with the more
stringent requirements.

1.3 PERFORMANCE REQUIREMENTS
A. Structural Performance:

1. Design compartments and anchorage to withstand loads imposed by normal use without permanent
deformation or failure.
2. Design panels, doors, pilasters, and hardware for commercial institutional use.
B. Accessibility:
1. Provide accessible compartments in locations indicated on Drawings.
2. Comply with applicable ADA and accessibility requirements for compartment dimensions, door clearances,

hardware, and maneuvering clearances.

C. Fire Performance:

SOLID PHENOLIC TOILET COMPARTMENTS 102113-1
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1. Provide materials with flame-spread and smoke-developed indexes complying with applicable code
requirements.
2. Where required, provide tested assemblies or materials meeting specified fire-performance requirements.

1.4 SUBMITTALS

A. Product Data:

1. Manufacturer's technical data for solid phenolic panels.
2. Hardware and accessory information.
3. Cleaning and maintenance instructions.

B. Shop Drawings:

Plans, elevations, and details of toilet compartments.
Panel and pilaster dimensions.

Door swings and clearances.

Anchorage and mounting details.

Hardware locations.

Accessible compartment layouts.
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C. Samples:

1. Minimum 6-by-6-inch samples of phenolic panel material in proposed colors and finishes.
2. Samples of exposed stainless-steel hardware and trim.

D. Verification Samples:

1. Submit additional samples when requested by the Project Coordinator for color and finish verification.
1.5 QUALITY ASSURANCE
A. Manufacturer Qualifications:

1. Manufacturer shall have a minimum of five years' experience manufacturing commercial toilet
compartments of similar type and size.

B. Installer Qualifications:

1. Installer shall have demonstrated experience installing commercial toilet compartments of similar size and
complexity.

C. Single-Source Responsibility:

1. Provide panels, pilasters, doors, hardware, brackets, and accessories from a single toilet-compartment
manufacturer where practical.

1.6 DELIVERY, STORAGE, AND HANDLING
A. Deliver materials in original, unopened packaging bearing manufacturer's identification.

SOLID PHENOLIC TOILET COMPARTMENTS 102113-2
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B. Protect panels and components from moisture, excessive heat, direct sunlight, and physical damage.

C. Store panels flat and fully supported in a clean, dry location.

D. Do not expose panels to conditions that could result in warping, staining, or damage to finished surfaces.
1.7 PROJECT CONDITIONS

A. Verify dimensions and conditions at the project site before fabrication.

B. Coordinate compartment installation with:

Plumbing fixtures.

Toilet accessories.

Wall construction.

Flooring.

Ceiling construction.

Electrical and mechanical work.
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C. Do not fabricate compartments until field dimensions have been verified.
1.8 WARRANTY
A. Provide manufacturer's standard written warranty against defects in materials and workmanship.

B. Warranty shall be in effect for not less than one year from date of Substantial Completion unless a longer period is
provided by the manufacturer.

PART 2 -PRODUCTS
2.1 MANUFACTURERS
A. Subject to compliance with requirements, provide products by one of the following manufacturers:

Bobrick Washroom Equipment, Inc.
Bradley Corporation.

ASI Global.

Hadrian Manufacturing Inc.
General Partitions Mfg. Corp.
Accurate Partitions Corporation.

DO 0 D =

B. Products of other manufacturers may be considered provided they comply with specified performance,
construction, dimensions, and quality requirements.

2.2 SOLID PHENOLIC TOILET COMPARTMENTS

A. General:

SOLID PHENOLIC TOILET COMPARTMENTS 102113-3
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Factory-fabricated toilet compartments constructed of high-density solid phenolic material.

Panels shall be moisture-resistant, impact-resistant, and suitable for high-use commercial toilet facilities.
Provide compartments complete with doors, pilasters, panels, screens, hardware, mounting brackets, and
anchorage.

B. Panel Material:

s W N

Solid phenolic compact laminate manufactured from multiple layers of kraft paper impregnated with
thermosetting phenolic resin and consolidated under high pressure and temperature.

Panels shall be homogeneous throughout their thickness.

Minimum nominal panel thickness: 1/2 inch, unless otherwise indicated.

Edges shall be smooth, clean, and machined without exposed voids or delamination.

Provide sealed or factory-finished edges suitable for wet and humid environments.

C. Surface Finish:

1. Decorative, nonporous phenolic surface finish.
2. Finish shall be resistant to moisture, staining, impact, and common commercial cleaning agents.
3. Provide color and pattern selected by Architect from manufacturer's standard range.
D. Doors:
1. Solid phenolic construction matching compartment panels.
2. Minimum thickness: 1/2 inch.
3. Doors shall be rigid and free from warping.
4. Provide continuous or multiple-point hardware attachment as recommended by manufacturer.
5. Provide doors sized and arranged to comply with applicable accessibility requirements.
6. Provide door pulls and required accessibility hardware.
E. Pilasters:
1. Solid phenolic construction matching panels.
2. Minimum thickness: 1/2 inch.
3. Provide pilasters with concealed or semi-concealed anchorage as appropriate for the compartment
system.
4. Provide overhead bracing unless a floor-to-ceiling system is specifically indicated.
F. Panels:
1. Solid phenolic construction matching doors and pilasters.
2. Provide panels at dimensions indicated on Drawings.
3. Provide intermediate supports and anchorage as recommended by manufacturer.

G. Urinal Screens:

1.
2.
3.

Solid phenolic material matching toilet compartment panels.
Provide wall-mounted screens with stainless-steel brackets.
Provide dimensions and configuration indicated on Drawings.

2.3 HARDWARE

SOLID PHENOLIC TOILET COMPARTMENTS 102113-4
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A. General:

1. Provide heavy-duty commercial-grade hardware designed specifically for toilet compartments.
2. Exposed hardware shall be stainless steel unless otherwise indicated.
3. Conceal fasteners where practical.

B. Hinges:

1. Self-closing, gravity or cam-type hinges.
2. Provide three hinges per door where required by door size and manufacturer's recommendations.
3. Hinges shall permit door adjustment and proper alignment.

C. Door Latches:

1. Slide-bolt or surface-mounted latch designed for commercial toilet compartments.
2. Provide occupied/vacant indicator where available.
3. Provide emergency-release feature accessible from outside compartment.

D. Pulls:

1. Stainless-steel pulls.
2. Accessible compartments shall have pulls complying with applicable accessibility requirements.

E. Coat Hooks:

1. Heavy-duty stainless-steel or corrosion-resistant coat hooks.
2. Provide one hook per compartment unless otherwise indicated.
3. Locate hooks to comply with applicable accessibility requirements.

F. Door Stops:
1. Provide door stops integral with hinges or separate stops as required to prevent damage to panels.
G. Fasteners:

1. Stainless-steel fasteners.
2. Provide fastener type and size recommended by compartment manufacturer for substrate conditions.

2.4 ANCHORAGE AND SUPPORTS

A. Provide manufacturer's standard heavy-duty anchorage system.

B. Provide stainless-steel or corrosion-resistant brackets, shoes, stirrups, and supports.
C. Provide adjustable floor anchors where required to accommodate field conditions.

D. Provide overhead braces connected securely to pilasters.

E. Provide anchorage capable of maintaining compartment alignment under normal use.

SOLID PHENOLIC TOILET COMPARTMENTS 102113-5
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F. Coordinate anchorage with substrate construction and concealed utilities.
2.5 ACCESSORIES
A. Provide all accessories required for a complete installation, including:

Headrail or overhead bracing.

Pilaster shoes.

Wall brackets.

Panel brackets.

Door hardware.

Fasteners.

Anchors.

Spacers.

Manufacturer's standard trim and closures.
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B. Provide stainless-steel trim and accessories exposed to view unless otherwise indicated.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, walls, floors, and supporting construction for conditions affecting installation.
B. Verify:

Floor elevations.

Wall locations.

Wall construction.

Finished dimensions.
Location of plumbing fixtures.
Accessibility clearances.
Anchorage conditions.

o

C. Do not proceed with installation until unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Clean substrates of dirt, dust, construction debris, and materials that could interfere with installation.
B. Verify dimensions before drilling or fastening.

C. Protect adjacent finished surfaces during installation.

3.3INSTALLATION

A. Install compartments in accordance with manufacturer's written installation instructions and approved Shop
Drawings.

SOLID PHENOLIC TOILET COMPARTMENTS 102113-6
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B. Install components plumb, level, square, rigid, and accurately aligned.

C. Secure pilasters firmly to floors and overhead bracing.

D. Secure panels to pilasters and walls using manufacturer's standard brackets and fasteners.
E. Install doors with uniform reveals and proper clearances.

F. Adjust hinges and latches so doors:

Operate smoothly.

Close completely.

Remain securely latched.

Maintain required accessibility clearances.

B WiNe

G. Install accessible compartments to comply with applicable accessibility requirements.
H. Install urinal screens plumb and securely anchored.

I. Do not drill or anchor into concealed plumbing, electrical, or other building systems.

J. Replace damaged panels, doors, hardware, or other components that cannot be satisfactorily repaired.
3.4 FIELD QUALITY CONTROL

A. Inspect completed installation for:

Proper alignment.

Secure anchorage.

Proper door operation.

Proper latch operation.

Uniform reveals.

Proper accessibility clearances.
Damaged or defective surfaces.

N 0 B

B. Correct deficiencies identified during inspection.

3.5 ADJUSTING

A. Adjust doors, hinges, latches, brackets, and other hardware for smooth and proper operation.
B. Adjust compartment components to maintain consistent alignment and clearances.

C. Replace components that cannot be adjusted to achieve satisfactory operation.

3.6 CLEANING

A. Remove protective films, labels, packaging, and construction debris.

B. Clean phenolic panels using manufacturer's recommended cleaning methods.

SOLID PHENOLIC TOILET COMPARTMENTS 102113-7
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C. Clean stainless-steel hardware and accessories without scratching or damaging surfaces.

D. Do not use abrasive cleaners or cleaning agents that could damage phenolic surfaces or hardware.
3.7 PROTECTION

A. Protect installed toilet compartments from damage during remaining construction.

B. Do not permit heavy equipment, construction materials, or other objects to contact or bear against compartment
components.

C. Repair or replace damaged components before Substantial Completion.
3.8 COMPLETION

A. Verify that all doors, latches, hinges, hardware, panels, pilasters, and screens are securely installed and
operational.

B. Leave completed installation clean and ready for use.

END OF SECTION 1021 13
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SECTION 10 28 13 - TOILET ACCESSORIES
PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

Commercial toilet room accessories.

Toilet paper holders.

Paper towel dispensers.

Liquid or foam soap dispensers.

Feminine napkin and tampon dispensers.

Grab bars and related mounting accessories.

Fasteners, anchors, and mounting hardware required for complete installation.

NI B

B. Related Sections:

1. Section 09 29 00 - Gypsum Board.
2. Section 10 21 13 - Toilet Compartments.

1.2 REFERENCES

A. Comply with applicable provisions of the following standards and codes:

1. ICCA117.1 - Accessible and Usable Buildings and Facilities.

2. ADA Standards for Accessible Design.

3. ANSIZ358.1 - Emergency Eyewash and Shower Equipment, where applicable.

4. UL standards applicable to electric hand dryers.

5. NFPA70 - National Electrical Code.

6. ASTM A480/A480M - General Requirements for Flat-Rolled Stainless and Heat-Resisting Steel Plate,
Sheet, and Strip.

7. ASTM A276/A276M - Stainless Steel Bars and Shapes.

8. Applicable state and local plumbing, building, electrical, and accessibility codes.

B. Where requirements of applicable codes and standards exceed requirements specified herein, comply with the
more stringent requirements.

1.3 SUBMITTALS
A. Product Data: Submit manufacturer's product data for each accessory type, including:

Dimensions.

Materials and finishes.

Mounting requirements.

Capacities.

Electrical requirements for hand dryers.
Recommended maintenance procedures.
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B. Shop Drawings:

TOILET ACCESSORIES 102813-1
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Accessory elevations and mounting locations.

Mounting heights and clearances.

Reinforcement locations.

Electrical requirements and locations for hand dryers.

Coordination with toilet compartments, mirrors, partitions, plumbing fixtures, and other accessories.

A B 0N

C. Samples:
1. Submit samples of exposed finishes when requested by Project Coordinator.
D. Warranty:
1. Submit manufacturer's standard warranty documentation.
1.4 QUALITY ASSURANCE
A. Manufacturer Qualifications:
1. Manufacturer regularly engaged in manufacturing commercial toilet room accessories of types specified.
B. Installer Qualifications:

1. Experienced in installation of commercial toilet accessories.
2. Capable of properly installing accessories into substrates indicated.

C. Coordination:

1. Coordinate accessory locations with toilet partitions, plumbing fixtures, mirrors, electrical devices, doors,
grab bars, and accessible clearances.

1.5 DELIVERY, STORAGE, AND HANDLING

A. Deliver accessories in manufacturer's original unopened packaging.

B. Store products in clean, dry areas protected from damage, moisture, dirt, and construction activities.
C. Protect exposed surfaces from scratching, denting, staining, and other damage.

1.6 PROJECT CONDITIONS

A. Verify actual field conditions before fabrication and installation.

B. Do not install accessories until substrates are properly prepared and finished.

C. Coordinate concealed reinforcement with framing and wall construction.

1.7 WARRANTY

A. Provide manufacturer's standard commercial warranty for accessories.

TOILET ACCESSORIES 102813-2
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PART 2 -PRODUCTS
2.1 MANUFACTURERS
A. Basis-of-Design Manufacturers:

Bobrick Washroom Equipment, Inc.

Bradley Corporation.

American Specialties, Inc. (ASI).

Sloan.

Equivalent products complying with specified requirements may be submitted for approval.
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B. Provide products from a single manufacturer where practical to maintain consistent appearance, finish, and
compatibility.

2.2 GENERAL TOILET ACCESSORIES
A. Construction:

Commercial-grade construction.

Components shall be corrosion-resistant and suitable for humid toilet room environments.

Exposed surfaces shall be smooth and free of sharp edges, burrs, dents, and manufacturing defects.
Provide concealed mounting hardware where practical.

Provide tamper-resistant fasteners where accessories are subject to vandalism or public use.
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B. Stainless Steel:

1. Type 304 stainless steel unless otherwise indicated.
2.  Minimum nominal thickness suitable for intended application.
3. Satin stainless-steel finish unless otherwise indicated.
C. Mounting:
1. Concealed mounting where available.
2. Provide anchors and fasteners suitable for substrate.
3. Do notrely solely on gypsum board for mounting of grab bars or other accessories subject to substantial
loading.
4. Provide blocking or structural reinforcement as required.
2.3 TOILET PAPER HOLDERS
A. Commercial wall-mounted toilet paper holders.
B. Construction:
1. Type 304 stainless steel or manufacturer's commercial-grade equivalent.
2. Satin stainless-steel finish.

3. Heavy-duty construction suitable for public/commercial use.

C. Features:

TOILET ACCESSORIES 102813-3
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Accommodate standard commercial toilet tissue rolls.

Provide theft-resistant or vandal-resistant design where indicated.
Provide spindle or roll-retaining mechanism.

Provide controlled dispensing where indicated.

Provide exposed surfaces without sharp projections.
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D. Installation:

1. Securely anchor to wall or toilet partition.
2. Coordinate mounting height and location with accessible toilet compartments and code requirements.

2.4 PAPER TOWEL DISPENSERS
A. Provide commercial-grade paper towel dispensers.
B. Type:

1. Surface-mounted.

2. Manual, mechanical dispensing.

3. Provide dispensers compatible with commercially available roll paper towels.

C. Construction:

1. Type 304 stainless steel, satin stainless steel, or durable impact-resistant commercial-grade material.
2. Corrosion-resistant construction.
3. Lockable housing.
4. Concealed or tamper-resistant mounting hardware.
D. Features:
1. Adjustable or controlled dispensing.
2. Easy access for maintenance and refill.
3. Viewing window or other means of determining supply level where available.
4. No sharp edges or hazardous projections.
5. Provide manufacturer's standard lock and key.
E. Capacity:

1. Minimum capacity suitable for commercial/public toilet room use.

2.6 SOAP DISPENSERS

A. Provide commercial wall-mounted soap dispensers.

B. Type:

1. Provide manual dispenser.

TOILET ACCESSORIES 102813-4
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C. Construction:
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Type 304 stainless steel, satin stainless steel, or commercial-grade impact-resistant material.
Corrosion-resistant construction.

Lockable or tamper-resistant.

Concealed mounting hardware.

D. Features:

A BN

Adjustable dispensing volume where available.

Refillable reservoir or manufacturer's standard replaceable cartridge system.
Low-level indicator or viewing window where available.

Compatible with manufacturer's recommended commercial soap products.
Drip-resistant dispensing mechanism.

E. Installation:

1.
2,

Coordinate mounting height with accessible-use requirements.
Locate to avoid interference with lavatories, mirrors, grab bars, and other accessories.

2.7 FEMININE NAPKIN AND TAMPON DISPENSERS

A. Provide commercial-grade feminine hygiene product dispensers.

B. Type:

1.
2;
3.

Combination sanitary napkin and tampon dispenser unless otherwise indicated.
Surface-mounted or recessed as indicated.
Coin-free, free-vend, or controlled dispensing configuration as indicated.

C. Construction:

BN =

Type 304 stainless steel or commercial-grade corrosion-resistant material.
Satin stainless-steel finish unless otherwise indicated.

Heavy-duty construction suitable for public restroom use.
Tamper-resistant and lockable.

D. Features:
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Separate compartments for sanitary napkins and tampons where applicable.
Controlled product dispensing.

Easy refill access.

Visible product-level indication where available.

Concealed or tamper-resistant mounting hardware.

Smooth, easily cleanable surfaces.

E. Installation:

1.
2;

Coordinate location with toilet partitions, plumbing fixtures, grab bars, and accessible clearances.

Install at heights permitted by applicable accessibility requirements.

TOILET ACCESSORIES
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2.8 GRAB BARS

A. Provide commercial-grade grab bars complying with applicable accessibility requirements.

B. Material:
1. Type 304 stainless steel.
2. Satin stainless-steel finish unless otherwise indicated.
3. Tubular construction.
4. Slip-resistant gripping surface.

C. Construction:

1. Minimum outside diameter: 1-1/4 inches and maximum outside diameter: 2 inches, unless required
otherwise by applicable accessibility standards.

2. Provide concealed mounting flanges where practical.

Provide concealed structural reinforcement and mounting hardware.

4. Grab bars shall be capable of resisting required loads without rotation, bending, or structural failure.
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D. Mounting:

1. Secure to structural blocking, framing, or other approved structural support.
2. Provide stainless-steel mounting screws and hardware compatible with substrate.
3. Do not attach grab bars solely to gypsum board or other nonstructural finish materials.

E. Configurations:

Straight grab bars.

Horizontal grab bars.

Vertical grab bars where indicated.

Angled grab bars where indicated.

Swing-up or folding grab bars where indicated.
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F. Provide grab bar lengths and configurations shown on drawings and required by applicable accessibility codes.
2.9 FASTENERS AND ANCHORS

A. Provide concealed or tamper-resistant fasteners where practical.

B. Fasteners shall be corrosion-resistant and compatible with accessory materials.

C. Provide anchors designed specifically for the substrate encountered.

D. Provide structural reinforcement for grab bars and other heavily loaded accessories.

E. Do not use plastic anchors for grab bars unless specifically approved for the structural loading and substrate.
2.10 FABRICATION

A. Fabricate accessories accurately to required dimensions.

TOILET ACCESSORIES 102813-6
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B. Exposed surfaces shall be smooth, uniform, and free of dents, scratches, weld discoloration, or other defects.
C. Grind and finish welds to provide smooth exposed surfaces.
D. Fabricate corners and edges with rounded or eased profiles.
E. Provide concealed mounting provisions where indicated.
PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates and conditions before installation.

B. Verify:

Wall construction.

Blocking and reinforcement.

Mounting locations.

Electrical rough-ins.

Toilet partition construction.

Finished wall surfaces.
Required accessibility clearances.
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C. Notify Architect of conditions that would prevent proper installation.

D. Do not proceed until unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Coordinate installation with other trades.

B. Verify locations of concealed utilities before drilling or fastening.

C. Provide blocking and reinforcement required for secure installation.

D. Clean surfaces prior to installation.

3.3INSTALLATION

A. Install accessories plumb, level, square, aligned, and securely anchored.

B. Install accessories at locations and mounting heights indicated on Drawings.
C. Where Drawings do not indicate locations, coordinate locations with Architect before installation.
D. Install accessories in accordance with manufacturer's written instructions.

E. Conceal fasteners where practical.

TOILET ACCESSORIES 102813-7
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F. Use tamper-resistant fasteners in public areas where indicated.
G. Maintain required accessible clearances.
H. Coordinate accessory installation with:

1. Toilet partitions.

2. Lavatories.

3. Water closets.

4. Urinals.

5. Mirrors.

6. Doors.

7. Grab bars.

8. Electrical outlets and equipment.
9. Plumbing fixtures.

10. Wallfinishes.

3.4 GRAB BAR INSTALLATION

A. Install grab bars securely to structural reinforcement or approved structural support.

B. Provide required clearances between grab bars and adjacent walls, partitions, and obstructions.

C. Install grab bars without rotation or movement.

D. Verify required accessibility dimensions before final installation.

E. Provide continuous structural support capable of supporting required design loads.

F. Where concealed blocking is required, install blocking before wall finishes are installed.

3.5 ELECTRICAL HAND DRYER INSTALLATION

A. Install hand dryers in accordance with manufacturer's written instructions and Division 26 requirements.
B. Coordinate electrical rough-in with exact equipment dimensions and mounting locations.

C. Connect equipment to electrical power using wiring methods and overcurrent protection required by applicable
codes.

D. Test each hand dryer for proper operation.

3.6 ADJUSTING

A. Adjust accessories for proper operation.

B. Adjust dispensers for appropriate dispensing quantities.

C. Adjust automatic sensors for reliable activation without nuisance operation.

TOILET ACCESSORIES 102813-8
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D. Adjust hand dryers for proper activation and automatic shutoff.

E. Verify grab bars are rigid and securely mounted.

3.7 CLEANING

A. Remove protective coverings and packaging.

B. Clean stainless-steel surfaces using manufacturer's recommended cleaning products.

C. Remove fingerprints, dirt, adhesive residue, construction debris, and other contaminants.

D. Do not use abrasive cleaners that could damage finishes.

3.8 PROTECTION

A. Protect installed accessories from damage until Substantial Completion.

B. Replace damaged, scratched, dented, stained, or improperly installed accessories.

C. Maintain protective coverings where necessary until adjacent construction is complete.

3.9 SCHEDULE OF ACCESSORIES

Item Accessory Minimum Requirement

TA-1 Toilet Paper Holder Commercial-grade, stainless steel, satin finish

TA-2 Paper Towel Dispenser Commercial-grade, lockable, stainless steel or approved equivalent
TA-4 Soap Dispenser Automatic or manual, commercial-grade, refillable/cartridge type

TA-5 Feminine Napkin/Tampon Dispenser Combination or individual dispensers, stainless steel, lockable

TA-6 Grab Bar - Straight Type 304 stainless steel, accessibility compliant
TA-7 Grab Bar-Angled Type 304 stainless steel, accessibility compliant
TA-9 Mounting Hardware Corrosion-resistant, substrate-appropriate
TA-10 Concealed Wall Reinforcement Structural blocking/support as required

END OF SECTION 1028 13
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SECTION 10 28 13 - TOILET ACCESSORIES
PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

Commercial toilet room accessories.

Toilet paper holders.

Paper towel dispensers.

Liquid or foam soap dispensers.

Feminine napkin and tampon dispensers.

Grab bars and related mounting accessories.

Fasteners, anchors, and mounting hardware required for complete installation.
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B. Related Sections:

1. Section 09 29 00 - Gypsum Board.
2. Section 10 21 13 - Toilet Compartments.

1.2 REFERENCES

A. Comply with applicable provisions of the following standards and codes:

1. ICCA117.1 - Accessible and Usable Buildings and Facilities.

2. ADA Standards for Accessible Design.

3. ANSIZ358.1 - Emergency Eyewash and Shower Equipment, where applicable.

4. UL standards applicable to electric hand dryers.

5. NFPA70 - National Electrical Code.

6. ASTM A480/A480M - General Requirements for Flat-Rolled Stainless and Heat-Resisting Steel Plate,
Sheet, and Strip.

7. ASTM A276/A276M - Stainless Steel Bars and Shapes.

8. Applicable state and local plumbing, building, electrical, and accessibility codes.

B. Where requirements of applicable codes and standards exceed requirements specified herein, comply with the
more stringent requirements.

1.3 SUBMITTALS
A. Product Data: Submit manufacturer's product data for each accessory type, including:

Dimensions.

Materials and finishes.

Mounting requirements.

Capacities.

Electrical requirements for hand dryers.
Recommended maintenance procedures.
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B. Shop Drawings:

TOILET ACCESSORIES 102813-1
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Accessory elevations and mounting locations.

Mounting heights and clearances.

Reinforcement locations.

Electrical requirements and locations for hand dryers.

Coordination with toilet compartments, mirrors, partitions, plumbing fixtures, and other accessories.
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C. Samples:
1. Submit samples of exposed finishes when requested by Project Coordinator.
D. Warranty:
1. Submit manufacturer's standard warranty documentation.
1.4 QUALITY ASSURANCE
A. Manufacturer Qualifications:
1. Manufacturer regularly engaged in manufacturing commercial toilet room accessories of types specified.
B. Installer Qualifications:

1. Experienced in installation of commercial toilet accessories.
2. Capable of properly installing accessories into substrates indicated.

C. Coordination:

1. Coordinate accessory locations with toilet partitions, plumbing fixtures, mirrors, electrical devices, doors,
grab bars, and accessible clearances.

1.5 DELIVERY, STORAGE, AND HANDLING

A. Deliver accessories in manufacturer's original unopened packaging.

B. Store products in clean, dry areas protected from damage, moisture, dirt, and construction activities.
C. Protect exposed surfaces from scratching, denting, staining, and other damage.

1.6 PROJECT CONDITIONS

A. Verify actual field conditions before fabrication and installation.

B. Do not install accessories until substrates are properly prepared and finished.

C. Coordinate concealed reinforcement with framing and wall construction.

1.7 WARRANTY

A. Provide manufacturer's standard commercial warranty for accessories.

TOILET ACCESSORIES 102813-2
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PART 2 -PRODUCTS
2.1 MANUFACTURERS
A. Basis-of-Design Manufacturers:

Bobrick Washroom Equipment, Inc.

Bradley Corporation.

American Specialties, Inc. (ASI).

Sloan.

Equivalent products complying with specified requirements may be submitted for approval.
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B. Provide products from a single manufacturer where practical to maintain consistent appearance, finish, and
compatibility.

2.2 GENERAL TOILET ACCESSORIES
A. Construction:

Commercial-grade construction.

Components shall be corrosion-resistant and suitable for humid toilet room environments.

Exposed surfaces shall be smooth and free of sharp edges, burrs, dents, and manufacturing defects.
Provide concealed mounting hardware where practical.

Provide tamper-resistant fasteners where accessories are subject to vandalism or public use.
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B. Stainless Steel:

1. Type 304 stainless steel unless otherwise indicated.
2.  Minimum nominal thickness suitable for intended application.
3. Satin stainless-steel finish unless otherwise indicated.
C. Mounting:
1. Concealed mounting where available.
2. Provide anchors and fasteners suitable for substrate.
3. Do notrely solely on gypsum board for mounting of grab bars or other accessories subject to substantial
loading.
4. Provide blocking or structural reinforcement as required.
2.3 TOILET PAPER HOLDERS
A. Commercial wall-mounted toilet paper holders.
B. Construction:
1. Type 304 stainless steel or manufacturer's commercial-grade equivalent.
2. Satin stainless-steel finish.

3. Heavy-duty construction suitable for public/commercial use.

C. Features:

TOILET ACCESSORIES 102813-3
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Accommodate standard commercial toilet tissue rolls.

Provide theft-resistant or vandal-resistant design where indicated.
Provide spindle or roll-retaining mechanism.

Provide controlled dispensing where indicated.

Provide exposed surfaces without sharp projections.

A B 0N

D. Installation:

1. Securely anchor to wall or toilet partition.
2. Coordinate mounting height and location with accessible toilet compartments and code requirements.

2.4 PAPER TOWEL DISPENSERS
A. Provide commercial-grade paper towel dispensers.
B. Type:

1. Surface-mounted.

2. Manual, mechanical dispensing.

3. Provide dispensers compatible with commercially available roll paper towels.

C. Construction:

1. Type 304 stainless steel, satin stainless steel, or durable impact-resistant commercial-grade material.
2. Corrosion-resistant construction.
3. Lockable housing.
4. Concealed or tamper-resistant mounting hardware.
D. Features:
1. Adjustable or controlled dispensing.
2. Easy access for maintenance and refill.
3. Viewing window or other means of determining supply level where available.
4. No sharp edges or hazardous projections.
5. Provide manufacturer's standard lock and key.
E. Capacity:

1. Minimum capacity suitable for commercial/public toilet room use.

2.6 SOAP DISPENSERS

A. Provide commercial wall-mounted soap dispensers.

B. Type:

1. Provide manual dispenser.

TOILET ACCESSORIES 102813-4
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C. Construction:

00N =

Type 304 stainless steel, satin stainless steel, or commercial-grade impact-resistant material.
Corrosion-resistant construction.

Lockable or tamper-resistant.

Concealed mounting hardware.

D. Features:

A BN

Adjustable dispensing volume where available.

Refillable reservoir or manufacturer's standard replaceable cartridge system.
Low-level indicator or viewing window where available.

Compatible with manufacturer's recommended commercial soap products.
Drip-resistant dispensing mechanism.

E. Installation:

1.
2,

Coordinate mounting height with accessible-use requirements.
Locate to avoid interference with lavatories, mirrors, grab bars, and other accessories.

2.7 FEMININE NAPKIN AND TAMPON DISPENSERS

A. Provide commercial-grade feminine hygiene product dispensers.

B. Type:

1.
2;
3.

Combination sanitary napkin and tampon dispenser unless otherwise indicated.
Surface-mounted or recessed as indicated.
Coin-free, free-vend, or controlled dispensing configuration as indicated.

C. Construction:

BN =

Type 304 stainless steel or commercial-grade corrosion-resistant material.
Satin stainless-steel finish unless otherwise indicated.

Heavy-duty construction suitable for public restroom use.
Tamper-resistant and lockable.

D. Features:

o @ B 00N

Separate compartments for sanitary napkins and tampons where applicable.
Controlled product dispensing.

Easy refill access.

Visible product-level indication where available.

Concealed or tamper-resistant mounting hardware.

Smooth, easily cleanable surfaces.

E. Installation:

1.
2;

Coordinate location with toilet partitions, plumbing fixtures, grab bars, and accessible clearances.

Install at heights permitted by applicable accessibility requirements.

TOILET ACCESSORIES
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2.8 GRAB BARS

A. Provide commercial-grade grab bars complying with applicable accessibility requirements.

B. Material:
1. Type 304 stainless steel.
2. Satin stainless-steel finish unless otherwise indicated.
3. Tubular construction.
4. Slip-resistant gripping surface.

C. Construction:

1. Minimum outside diameter: 1-1/4 inches and maximum outside diameter: 2 inches, unless required
otherwise by applicable accessibility standards.

2. Provide concealed mounting flanges where practical.

Provide concealed structural reinforcement and mounting hardware.

4. Grab bars shall be capable of resisting required loads without rotation, bending, or structural failure.

<

D. Mounting:

1. Secure to structural blocking, framing, or other approved structural support.
2. Provide stainless-steel mounting screws and hardware compatible with substrate.
3. Do not attach grab bars solely to gypsum board or other nonstructural finish materials.

E. Configurations:

Straight grab bars.

Horizontal grab bars.

Vertical grab bars where indicated.

Angled grab bars where indicated.

Swing-up or folding grab bars where indicated.

a B 0N

F. Provide grab bar lengths and configurations shown on drawings and required by applicable accessibility codes.
2.9 FASTENERS AND ANCHORS

A. Provide concealed or tamper-resistant fasteners where practical.

B. Fasteners shall be corrosion-resistant and compatible with accessory materials.

C. Provide anchors designed specifically for the substrate encountered.

D. Provide structural reinforcement for grab bars and other heavily loaded accessories.

E. Do not use plastic anchors for grab bars unless specifically approved for the structural loading and substrate.
2.10 FABRICATION

A. Fabricate accessories accurately to required dimensions.

TOILET ACCESSORIES 102813-6
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B. Exposed surfaces shall be smooth, uniform, and free of dents, scratches, weld discoloration, or other defects.
C. Grind and finish welds to provide smooth exposed surfaces.
D. Fabricate corners and edges with rounded or eased profiles.
E. Provide concealed mounting provisions where indicated.
PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates and conditions before installation.

B. Verify:

Wall construction.

Blocking and reinforcement.

Mounting locations.

Electrical rough-ins.

Toilet partition construction.

Finished wall surfaces.
Required accessibility clearances.

N o b N =

C. Notify Architect of conditions that would prevent proper installation.

D. Do not proceed until unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Coordinate installation with other trades.

B. Verify locations of concealed utilities before drilling or fastening.

C. Provide blocking and reinforcement required for secure installation.

D. Clean surfaces prior to installation.

3.3INSTALLATION

A. Install accessories plumb, level, square, aligned, and securely anchored.

B. Install accessories at locations and mounting heights indicated on Drawings.
C. Where Drawings do not indicate locations, coordinate locations with Architect before installation.
D. Install accessories in accordance with manufacturer's written instructions.

E. Conceal fasteners where practical.

TOILET ACCESSORIES 102813-7
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F. Use tamper-resistant fasteners in public areas where indicated.
G. Maintain required accessible clearances.
H. Coordinate accessory installation with:

1. Toilet partitions.

2. Lavatories.

3. Water closets.

4. Urinals.

5. Mirrors.

6. Doors.

7. Grab bars.

8. Electrical outlets and equipment.
9. Plumbing fixtures.

10. Wallfinishes.

3.4 GRAB BAR INSTALLATION

A. Install grab bars securely to structural reinforcement or approved structural support.

B. Provide required clearances between grab bars and adjacent walls, partitions, and obstructions.

C. Install grab bars without rotation or movement.

D. Verify required accessibility dimensions before final installation.

E. Provide continuous structural support capable of supporting required design loads.

F. Where concealed blocking is required, install blocking before wall finishes are installed.

3.5 ELECTRICAL HAND DRYER INSTALLATION

A. Install hand dryers in accordance with manufacturer's written instructions and Division 26 requirements.
B. Coordinate electrical rough-in with exact equipment dimensions and mounting locations.

C. Connect equipment to electrical power using wiring methods and overcurrent protection required by applicable
codes.

D. Test each hand dryer for proper operation.

3.6 ADJUSTING

A. Adjust accessories for proper operation.

B. Adjust dispensers for appropriate dispensing quantities.

C. Adjust automatic sensors for reliable activation without nuisance operation.

TOILET ACCESSORIES 102813-8
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D. Adjust hand dryers for proper activation and automatic shutoff.

E. Verify grab bars are rigid and securely mounted.

3.7 CLEANING

A. Remove protective coverings and packaging.

B. Clean stainless-steel surfaces using manufacturer's recommended cleaning products.

C. Remove fingerprints, dirt, adhesive residue, construction debris, and other contaminants.

D. Do not use abrasive cleaners that could damage finishes.

3.8 PROTECTION

A. Protect installed accessories from damage until Substantial Completion.

B. Replace damaged, scratched, dented, stained, or improperly installed accessories.

C. Maintain protective coverings where necessary until adjacent construction is complete.

3.9 SCHEDULE OF ACCESSORIES

Item Accessory Minimum Requirement

TA-1 Toilet Paper Holder Commercial-grade, stainless steel, satin finish

TA-2 Paper Towel Dispenser Commercial-grade, lockable, stainless steel or approved equivalent
TA-4 Soap Dispenser Automatic or manual, commercial-grade, refillable/cartridge type

TA-5 Feminine Napkin/Tampon Dispenser Combination or individual dispensers, stainless steel, lockable

TA-6 Grab Bar - Straight Type 304 stainless steel, accessibility compliant
TA-7 Grab Bar-Angled Type 304 stainless steel, accessibility compliant
TA-9 Mounting Hardware Corrosion-resistant, substrate-appropriate
TA-10 Concealed Wall Reinforcement Structural blocking/support as required

END OF SECTION 1028 13

TOILET ACCESSORIES 102813-9

134

Solicitation #2026-Terminallmprovement-003



FLORIDA BLVD. TERMINAL IMPROVEMENTS

SECTION 104413 - FIRE PROTECTION CABINETS
PART 1 - GENERAL
1.1 SUMMARY

A. Section Includes:

1« Fire-protection cabinets for the following:
a. Portable fire extinguisher.

B. Related Requirements:

1 Section 104416 "Fire Extinguishers" for portable, hand-carried fire extinguishers
accommodated by fire-protection cabinets and wall mount brackets for fire extinguishers
not located in fire-protection cabinets.

1.2 PREINSTALLATION CONFERENCE

A. Preinstallation Conference: Conduct conference at Project site.

1. Review methods and procedures related to fire-protection cabinets, including, but not
limited to, the following:

a. Schedules and coordination requirements.
1.3 ACTION SUBMITTALS
A. Product Data: For each type of product.

1. Show door hardware, cabinet type, trim style, and panel style. Include roughing-in
dimensions and details showing recessed and semirecessed method and relationships of
box and trim to surrounding construction.

B. Shop Drawings: For fire-protection cabinets.

1. Include plans, elevations, sections, details, and attachments to other work.

C. Samples for Verification: For each type of exposed finish required, prepared on samples 6 by 6
inches square.

D. Product Schedule: For fire-protection cabinets. Indicate whether recessed, semirecessed, or
surface mounted. Coordinate final fire-protection cabinet schedule with fire-extinguisher schedule
to ensure proper fit and function.

1.4 CLOSEOUT SUBMITTALS
A. Maintenance Data: For fire-protection cabinets to include in maintenance manuals.
FIRE PROTECTION CABINETS 104413 - 1
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1.5 COORDINATION

A. Coordinate size of fire-protection cabinets to ensure that type and capacity of fire extinguishers
indicated are accommodated.

B. Coordinate sizes and locations of fire-protection cabinets with wall depths.
PART 2 - PRODUCTS
2.1 MANUFACTURERS

A. Source Limitations: Obtain fire-protection cabinets, accessories, and fire extinguishers from single
source from single manufacturer.

2.2 FIRE-PROTECTION CABINET (FEC)

A. Cabinet Type: Suitable for fire extinguisher.

1; Manufacturers: Subject to compliance with requirements, available manufacturers offering
products that may be incorporated into the Work include, but are not limited to the
following:

a. Babcock-Davis.

b. J. L. Industries, Inc.; Activar Construction Products Group, Inc.
(oF Larsen's Manufacturing Company.

d. Nystrom, Inc.

e. Potter Roemer LLC; a Division of Morris Group International.

B. Cabinet Construction: Nonrated.
C. Cabinet Material: Cold-rolled steel sheet.
D. Recessed Cabinet:

1. Exposed Flat Trim: One-piece combination trim and perimeter door frame overlapping
surrounding wall surface, with exposed trim face and wall return at outer edge (backbend).

E: Cabinet Trim Material: Aluminum sheet.

F. Door Material: Aluminum sheet.

G. Door Style: Vertical duo panel with frame.
H. Door Glazing: Tempered float glass (clear).

L. Door Hardware: Manufacturer's standard door-operating hardware of proper type for cabinet
type, trim style, and door material and style indicated.

1. Provide recessed door pull and friction latch.
24 Provide manufacturer's standard hinge, permitting door to open 180 degrees.
J. Accessories:
FIRE PROTECTION CABINETS 104413 -2
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1. Mounting Bracket: Manufacturer's standard steel, designed to secure fire extinguisher to
fire-protection cabinet, of sizes required for types and capacities of fire extinguishers
indicated, with plated or baked-enamel finish.

2. Identification: Lettering complying with authorities having jurisdiction for letter style, size,
spacing, and location. Locate as indicated.

a. Identify fire extinguisher in fire-protection cabinet with the words "FIRE
EXTINGUISHER."

1) Location: Applied to cabinet door.
2) Application Process: Engraved or etched.
3) Lettering Color: Red.
4) Orientation: Vertical.
K. Materials:

1. Cold-Rolled Steel: ASTM A1008/A1008M, Commercial Steel (CS), Type B.

a. Finish: Baked enamel, TGIC polyester powder coat, HAA polyester powder coat,
epoxy powder coat, or polyester/epoxy hybrid powder coat, complying with AAMA

2603.

b. Prepare, pretreat, and apply coating to exposed metal surfaces to comply with
coating and resin manufacturers' written instructions.

(o8 Color: Match Architect's sample.

2. Aluminum: ASTM B221 for extruded shapes and aluminum sheet, with strength and
durability characteristics of not less than Alloy 6063-T5 for aluminum sheet.

a. Finish: Clear anodic.

3. Tempered Float Glass: ASTM C1048, Kind FT, Condition A, Type I, Quality g3, 3 mm thick,
Class 1 (clear).

2.3 FABRICATION

A. Fire-Protection Cabinets: Provide manufacturer's standard box (tub) with trim, frame, door, and
hardware to suit cabinet type, trim style, and door style indicated.

1 Weld joints and grind smooth.
2% Miter corners and grind smooth.
3. Provide factory-drilled mounting holes.
4. Prepare doors and frames to receive locks.
B. Cabinet Doors: Fabricate doors according to manufacturer's standards, from materials indicated

and coordinated with cabinet types and trim styles.

1. Fabricate door frames with tubular stiles and rails and hollow-metal design, minimum 1/2
inch thick.
2. Miter and weld perimeter door frames and grind smooth.
C. Cabinet Trim: Fabricate cabinet trim in one piece with corners mitered, welded, and ground
smooth.
FIRE PROTECTION CABINETS 104413 -3
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2.4

GENERAL FINISH REQUIREMENTS

Comply with NAAMM's AMP 500, "Metal Finishes Manual for Architectural and Metal Products,"
for recommendations for applying and designating finishes.

Protect mechanical finishes on exposed surfaces of fire-protection cabinets from damage by
applying a strippable, temporary protective covering before shipping.

Finish fire-protection cabinets after assembly.
Appearance of Finished Work: Noticeable variations in same piece are unacceptable. Variations

in appearance of adjoining components are acceptable if they are within the range of approved
Samples and are assembled or installed to minimize contrast.

PART 3 - EXECUTION

34

3.2

3.3

3.4

EXAMINATION

Examine roughing-in for hose valves and cabinets to verify actual locations of piping connections
before cabinet installation.

Examine walls and partitions for suitable framing depth and blocking where recessed cabinets
will be installed.

Proceed with installation only after unsatisfactory conditions have been corrected.
PREPARATION

Prepare recesses for recessed fire-protection cabinets as required by type and size of cabinet and
trim style.

INSTALLATION

General: Install fire-protection cabinets in locations and at mounting heights indicated or, if not
indicated, at height indicated below:

1. Fire-Protection Cabinet Mounting Height: 42 inches above finished floor to top of fire
extinguisher.

Fire-Protection Cabinets: Fasten cabinets to structure, square and plumb.

1. Unless otherwise indicated, provide recessed fire-protection cabinets. If wall thickness is
inadequate for recessed cabinets, provide semirecessed fire-protection cabinets.

2. Provide inside latch and lock for break-glass panels.

3. Fasten mounting brackets to inside surface of fire-protection cabinets, square and plumb.

ADJUSTING AND CLEANING

Remove temporary protective coverings and strippable films, if any, as fire-protection cabinets
are installed unless otherwise indicated in manufacturer's written installation instructions.

FIRE PROTECTION CABINETS 104413 -4
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B. Adjust fire-protection cabinet doors to operate easily without binding. Verify that integral locking
devices operate properly.

C. On completion of fire-protection cabinet installation, clean interior and exterior surfaces as
recommended by manufacturer.

D. Touch up marred finishes or replace fire-protection cabinets that cannot be restored to factory-
finished appearance. Use only materials and procedures recommended or furnished by fire-
protection cabinet and mounting bracket manufacturers.

E; Replace fire-protection cabinets that have been damaged or have deteriorated beyond successful
repair by finish touchup or similar minor repair procedures.

END OF SECTION

FIRE PROTECTION CABINETS 104413 - 5
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SECTION 104416 - FIRE EXTINGUISHERS

PART 1 - GENERAL

1.1 SUMMARY
A. Section includes portable, hand-carried fire extinguishers and mounting brackets for fire
extinguishers.
B. Related Requirements:

1. Section 104413 "Fire Protection Cabinets."
1.2 ACTION SUBMITTALS
A. Product Data: For each type of product. Include rating and classification, material descriptions,
dimensions of individual components and profiles, and finishes for fire extinguisher and mounting
brackets.
1.3 INFORMATIONAL SUBMITTALS
A. Warranty: Sample of special warranty.
1.4 CLOSEOUT SUBMITTALS
A. Operation and Maintenance Data: For fire extinguishers to include in maintenance manuals.

1.5 COORDINATION

A. Coordinate type and capacity of fire extinguishers with fire-protection cabinets to ensure fit and
function.

1.6 WARRANTY

A. Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or replace
fire extinguishers that fail in materials or workmanship within specified warranty period.

1. Failures include, but are not limited to, the following:
a. Failure of hydrostatic test according to NFPA 10 when testing interval required by
NFPA 10 is within the warranty period.
b. Faulty operation of valves or release levers.

2. Warranty Period: Five years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 PERFORMANCE REQUIREMENTS
A. NFPA Compliance: Fabricate and label fire extinguishers to comply with NFPA 10, "Portable Fire
Extinguishers."
FIRE EXTINGUISHERS 104416 - 1
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B. Fire Extinguishers: Listed and labeled for type, rating, and classification by an independent testing
agency acceptable to authorities having jurisdiction.

2.2 PORTABLE, HAND-CARRIED FIRE EXTINGUISHERS
A. Fire Extinguishers: Type, size, and capacity for each fire-protection cabinet and mounting bracket
indicated.

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering
products that may be incorporated into the Work include, but are not limited to the
following:

a. Babcock-Davis.
b. J. L. Industries, Inc.; Activar Construction Products Group, Inc.
c. Larsen's Manufacturing Company.
d. Nystrom, Inc.
e. Potter Roemer LLC; a Division of Morris Group International.
2l Source Limitations: Obtain fire extinguishers, fire-protection cabinets, and accessories,

from single source from single manufacturer.

3. Valves: Manufacturer's standard.
4, Handles and Levers: Manufacturer's standard.
5 Instruction Labels: Include pictorial marking system complying with NFPA 10,

Appendix B, and bar coding for documenting fire-extinguisher location, inspections,
maintenance, and recharging.

B. Multipurpose Dry-Chemical Type in Aluminum Container: UL-rated 4-A:60-B:C, 10-Ib nominal
capacity, with monoammonium phosphate-based dry chemical in enameled-aluminum container.

1. Application: Typical, where fire extinguisher is indicated.

C. Clean-Agent Type in Aluminum Container: UL-rated 5-B:C, 5-lb nominal capacity, with HCFC
Blend B agent and inert material in enameled-aluminum container; with pressure-indicating gage.

1. Application: In locations with computers, servers, or other sensitive equipment.
2.3 MOUNTING BRACKETS
A. Mounting Brackets: Manufacturer's standard galvanized steel, designed to secure fire

extinguisher to wall or structure, of sizes required for types and capacities of fire extinguishers
indicated, with plated or red baked-enamel finish.

1. Source Limitations: Obtain mounting brackets and fire extinguishers from single source
from single manufacturer.

B. Identification: Lettering complying with authorities having jurisdiction for letter style, size,
spacing, and location. Locate as indicated by Architect.

1. Identify bracket-mounted fire extinguishers with the words "FIRE EXTINGUISHER" in red
letter decals applied to mounting surface.

a. Orientation: Vertical.

FIRE EXTINGUISHERS 104416 - 2
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PART 3 - EXECUTION
3.1 EXAMINATION

A. Examine fire extinguishers for proper charging and tagging.

1. Remove and replace damaged, defective, or undercharged fire extinguishers.
B. Proceed with installation only after unsatisfactory conditions have been corrected.
3.2 INSTALLATION
A. General: Install fire extinguishers and mounting brackets in locations indicated and in compliance

with requirements of authorities having jurisdiction.

B. Mounting Brackets: Fasten mounting brackets to surfaces, square and plumb, at locations
indicated.

1. Mounting Height: Top of fire extinguisher to be at 42 inches above finished floor.

END OF SECTION

FIRE EXTINGUISHERS 104416 - 3
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SECTION 112217 — BULLET-RESISTANT TELLER EQUIPMENT
PART 1 - GENERAL
11 SUMMARY

A. Section Includes:

1. Bullet-resistant deal trays.
2! Bullet-resistant barrier system.

B. Related Sections include the following:
1. Section 088853 — Security glazing for glass-clad polycarbonate used in barrier systems.
1.2 ACTION SUBMITTALS
A. Product Data: For each type of product.
B. Shop Drawings: For teller and service equipment.
1. Include plans, elevations, sections, details, and attachments to other work.
G, Samples: For glass-clad polycarbonate.
13 INFORMATIONAL SUBMITTALS
A. Qualification Data: For testing agency.

B. Product Test Reports: For each product indicated as ballistics resistant, for tests performed by a
qualified testing agency.

14 FIELD CONDITIONS

A. Field Measurements: Verify actual dimensions of openings by field measurements before
fabrication.

PART 2 - PRODUCTS
2.1 PERFORMANCE REQUIREMENTS

A. Attack Resistance: Provide units identical to those tested for compliance with requirements
indicated, and as follows:

1. Ballistics Resistance, UL 752: Listed and labeled as level indicated when tested according
to UL 752.
BULLET-RESISTANT TELLER EQUIPMENT 112217 -1
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22 DEAL TRAYS

A. Welded 18-gauge stainless steel deal tray, designed for recessed installation in counter with
concealed fasteners, inaccessible after installation, complying with level 3 per UL 752.

B. Basis of Design: Provide ballistic recessed currency tray, model TSS Bullet Trap Recessed
Currency Tray or comparable product by one of the following:

ool o

Creative Industries, Inc.
C.R. Laurence Inc.
Total Security Solutions
U. S. Bullet Proofing.

2.3 BULLET-RESISTANT BARRIER SYSTEM

A. Barrier System: Glass-clad polyurethane panels, fin-supported or set into aluminum channels
with minimal framing to keep sight lines open.

B. Basis of Design: TSS Secure Sound System or comparable product by one of the following:

SR R

Bullet Guard.

C.R. Laurence Inc.

North American Bullet Proof.
Total Security Solutions

U. S. Bullet Proofing.

C. Ballistic Resistance: Level 3 per UL 752.

D. Glazing Channels: Extruded aluminum.

E: Miscellaneous Glazing Materials: Provide material, size, and shape complying with requirements
of glass manufacturers and with a proven record of compatibility with surfaces contacted in

installation.

1. Cleaners, Primers, and Sealers: Type recommended by sealant or gasket manufacturer.

. Setting Blocks: Elastomeric material with a Shore A durometer hardness of 85, plus or
minus 5.

3 Spacers: Elastomeric blocks or continuous extrusions with a Shore A durometer hardness
required by glass manufacturer to maintain glass lites in place for installation indicated.

4. Edge Blocks: Elastomeric material of hardness needed to limit glass lateral movement

(side walking).

2.4 MATERIALS

A. Stainless-Steel Sheet, Strip, Plate, and Flat Bars: ASTM A666 or ASTM A240/A240M, austenitic
stainless steel, Type 304.

B. Aluminum Extrusions: ASTM B221. Provide alloy and temper recommended by manufacturer for
strength, corrosion resistance, and application of required finish, but not less than 22,000-psi
ultimate tensile strength.

C. Stainless Steel: ASTM A240/A240M or ASTM A666, Type 304.

BULLET-RESISTANT TELLER EQUIPMENT 112217 -2
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2.5

2.6

2.7

2.8

FABRICATION
GENERAL FINISH REQUIREMENTS

Comply with NAAMM's AMP 500, "Metal Finishes Manual for Architectural and Metal Products,"
for recommendations for applying and designating finishes.

Protect mechanical finishes on exposed surfaces of teller and service equipment from damage
by applying a strippable, temporary protective covering before shipping.

Appearance of Finished Work: Noticeable variations in same piece are unacceptable. Variations
in appearance of adjoining components are acceptable if they are within the range of approved
Samples and are assembled or installed to minimize contrast.

ALUMINUM FINISHES

Clear Anodic Finish: AAMA 611, AA-M12C22A41, Class I, 0.018 mm or thicker.
STAINLESS-STEEL FINISHES

Surface Preparation: Remove tool and die marks and stretch lines, or blend into finish.

Polished Finishes: Grind and polish surfaces to produce uniform finish, free of cross scratches.

1 Run grain of directional finishes with long dimension of each piece.

2. When polishing is completed, passivate and rinse surfaces. Remove embedded foreign

matter and leave surfaces chemically clean.
3. Directional Satin Finish: No. 4.

PART 3 - EXECUTION

3:1 EXAMINATION
A. Examine substrates, areas, and conditions, with Installer present, for compliance with
requirements for installation tolerances and other conditions affecting performance of teller and
service equipment.
B. Prepare written report, endorsed by Installer, listing conditions detrimental to performance of
security windows.
C. Proceed with installation only after unsatisfactory conditions have been corrected.
3.2 PREPARATION
A. Prepare recesses for recessed deal trays.
33 INSTALLATION
A. Install bullet-resistant teller equipment in accordance with manufacturers’ recommendations
and approved Shop Drawings.
B. Install deal tray recessed into counter where indicated.
BULLET-RESISTANT TELLER EQUIPMENT 112217 -3
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G. Erect bullet-resistant barriers in accordance with manufacturer's written recommendations and
approved Shop Drawings.

3:4 ADJUSTING AND CLEANING

A. Remove temporary protective coverings and strippable films, if any, as teller equipment are
installed unless otherwise indicated in manufacturer's written installation instructions.

B. Clean glass promptly after installation. Comply with manufacturer's recommendations.

END OF SECTION
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SECTION 123661 - SOLID SURFACING COUNTERTOPS
PART 1 - GENERAL
1.1 SUMMARY
A. Section Includes:
1. Solid surface material countertops.
1.2 ACTION SUBMITTALS
A. Product Data: For countertop

B. Samples for Verification: For the following products:

1; Countertop material, 6 inches square.
1.3 CLOSEOUT SUBMITTALS
A. Maintenance Data: For solid surface material to include in maintenance manuals. Include Product

Data for care products used or recommended by Installer and names, addresses, and telephone
numbers of local sources for products.

1.4 QUALITY ASSURANCE
A. Fabricator Qualifications: Shop that employs skilled workers who custom-fabricate countertops
similar to that required for this Project, and whose products have a record of successful in-service
performance.
B. Installer Qualifications: Fabricator of countertops.
1.5 FIELD CONDITIONS
A. Field Measurements: Verify dimensions of countertops and windowsills by field measurements

before windowsill fabrication is complete.
1.6 COORDINATION
A. Coordinate locations of utilities that will penetrate countertops and windowsills or backsplashes.
PART 2 - PRODUCTS
2.1 SOLID SURFACE COUNTERTOP MATERIALS
A. Solid Surface Material: Homogeneous-filled plastic resin complying with ICPA SS-1.
1. Basis-of-Design Product: Subject to compliance with requirements, provide product
indicated on Drawings.

2. Type: Provide Standard type unless Special Purpose type is indicated.
3. Colors and Patterns: As indicated by manufacturer's designations.

SOLID SURFACING COUNTERTOPS 123661 - 1
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FLORIDA BLVD. TERMINAL IMPROVEMENT

2.2 COUNTERTOP FABRICATION

A. Fabricate countertops according to solid surface material manufacturer's written instructions and
to the AWI/AWMAC/WTI's "Architectural Woodwork Standards."

1. Grade: Premium.
B. Configuration:
1 Front: Straight, slightly eased at top, with 1-inch nosing.
2% Backsplash: Straight, slightly eased at corner.
3: End Splash: Matching backsplash.
C. Countertops: 3/4-inch-thick, solid surface material with front edge built up with same material.

D. Backsplashes: 1/2-inch-thick, 4-inch-high solid surface material.

E. Fabricate tops with shop-applied edges unless otherwise indicated. Comply with solid surface
material manufacturer's written instructions for adhesives, sealers, fabrication, and finishing.

1 Fabricate with loose backsplashes for field assembly.
E: Joints: Fabricate countertops without joints.
G. Cutouts and Holes:

1. Counter-Mounted Plumbing Fixtures: Prepare countertops in shop for field cutting openings
for counter-mounted fixtures. Mark tops for cutouts and drill holes at corners of cutout
locations. Make corner holes of largest radius practical.

2. Fittings: Drill countertops in shop for plumbing fittings, undercounter soap dispensers, and
similar items.

2.3 INSTALLATION MATERIALS
A. Adhesive: Product recommended by solid surface material manufacturer.
PART 3 - EXECUTION
3:1 EXAMINATION
A. Examine substrates to receive solid surface material windowsills and conditions under which

windowsills will be installed, with Installer present, for compliance with requirements for
installation tolerances and other conditions affecting performance of windowsills.

B. Proceed with installation only after unsatisfactory conditions have been corrected.
3.2 INSTALLATION
A. Secure countertops to subtops with adhesive according to solid surface material manufacturer's

written instructions. Align adjacent surfaces and, using adhesive in color to match countertop,
form seams to comply with manufacturer's written instructions. Carefully dress joints smooth,
remove surface scratches, and clean entire surface.

SOLID SURFACING COUNTERTOPS 123661 - 2
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FLORIDA BLVD. TERMINAL IMPROVEMENT

B. Bond joints with adhesive and draw tight as windowsills are set. Mask areas of windowsills
adjacent to joints to prevent adhesive smears.

1. Install metal splines in kerfs in windowsill edges at joints. Fill kerfs with adhesive before inserting
splines and remove excess immediately after adjoining units are drawn into position.

C: Apply sealant to gaps at walls; comply with Section 079200 "Joint Sealants."

END OF SECTION

SOLID SURFACING COUNTERTOPS 123661 - 3
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CITY OF BATON ROUGE
AND
PARISH OF EAST BATON ROUGE

CATS FLORIDABLVD. TERMINAL IMPROVEMENT

2222 FLORIDA BLVD., BATON ROUGE, LOUISIANA
SOLICITATION # 2026

N MAP

LOCATIO

TYPE OF CONSTRUCTION:
INTERIOR IMPROVEMENTS AND EXTERIOR PAINTING

Solicitation #2026-
Terminallmprovement-003

PROJECT

INDEX OF DRAWINGS

DRAWINGS

DEMOLITION PLAN AND DEMOLITION CEILING PLAN| 1.1

FLOOR PLAN AND REFLECTED CEILING PLAN

NOT USED

INTERIOR ELEVATION 42
SCHEDULES 5.1
INTERIOR SECTIONS 6.1
| _DOOR AND WINDOW DETAILS 71
| MICCWORK DETAILS 72
| EXTERIOR PAINTING 8.1
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@ REMOVE EXISTING VINYL BASE IN THIS ROOM

2. REMOVE EXISTING VINYL FLOOR TILE

3. REMOVE EXISTING GLASS AND FRAME

4. REMOVE EXISTING METAL STUD AND DRYWALL PARTITION
5. REMOVE EXISTING MILLWORK

6. REMOVE EXISTING 2 X 2 ACOUSTICAL CEILING TILE

7. REMOVE EXISTING 2 X 2 ACOUSTICAL CEILING TILE AND GRID
8. REMOVE EXISTING TOILET ACCESSORIES

9. REMOVE EXISTING SEATING

10. REMOVE EXISTING LIGHT FIXTURE

11. REMOVE EXISTING DOORS AND FRAME

12. REMOVE EXISTING MONITOR

13. REMOVE EXISTING 12" PRESS BOARD AT WALL PERIMETER

Solicitation #2026-

Terminallmprovement-003

GENERAL NOTES:

1. REMOVE EXISTING VINYL BASE IN ALL AREAS

2. REMOVE EXISTING VINYL FLOOR TILE IN ALL AREAS OF WORK
3. REMOVE EXISTING TOILET PARTITIONS

4. REMOVE EXISTING TOILET ACCESSORIES

5. SALVAGE ALL LIGHT FIXTURES TO BE RE-USED
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EXHIBIT B
LOUISIANA UNIFORM PUBLIC WORKS BID FORM

TO: Capital Area Transit System BID FOR: Terminal Improvement Project
2250 Florida Blvd. Solicitation #2026-Terminallmprovement-003
Baton Rouge, LA. 70802
(Owner to provide name and address of owner) (Owner to provide name of project and other identifying information)

The undersigned bidder hereby declares and represents that she/he; a) has carefully examined and understands the bidding documents,
b) has not received, relied on, or based his bid on any verbal instructions contrary to the bidding documents or any addenda, c) has
personally inspected and is familiar with the project site, and hereby proposes to provide all labor, materials, tools, appliances and
facilities as required to perform, in a workmanlike manner, all work and services for the construction and completion of the referenced
project, all in strict accordance with the bidding documents prepared by: Capital Area Transit System (CATS). and
dated: (owner to provide name of entity preparing bidding documents.)

Bidders must acknowledge all addenda. The Bidder acknowledges receipt of the following ADDENDA: (Enter the number assigned
to each of the addenda that the Bidder is acknowledging) .

TOTAL BASE BID: For all work required by the bidding documents (including any and all unit prices designated “base bid” * but
not alternates) the sum of: DOLLARS ($ )

ALTERNATES: For any and all work required by the bidding documents for alternates including any and all unit prices designated
as alternates in the unit price description.

Alternate No. 1 (owner to provide description of alternate and state whether add or deduct) for the lump sum of:
Dollars ($ )

Alternate No. 2 (owner to provide description of alternate and state whether add or deduct) for the lump sum of:
Dollars ($ )

Alternate No. 3 (owner to provide description of alternate and state whether add or deduct) for the lump sum of:
Dollars ($ )

NAME OF BIDDER:
ADDRESS OF BIDDER:

LOUISIANA CONTRACTOR’S LICENSE NUMBER:

NAME OF AUTHORIZED SIGNATORY OF BIDDER:

TITLE OF AUTHORIZED SIGNATORY OF BIDDER:
SIGNATURE OF AUTHORIZED SIGNATORY OF BIDDER **:
DATE:

* The Unit Price Form shall be used if the contract includes unit prices. Otherwise, it is not required and need not be included with the form. The
number of unit prices that may be included is not limited and additional sheets may be included if needed.

** |F someone other than a corporate officer signs for the bidder/contractor, a copy of a corporate resolution or other signature authorization shall
be required for submission of bid. Failure to include a copy of the appropriate signature authorization, if required, may result in the rejection of the
bid unless bidder has complied with LA. R.S. 38:2212(A)(1)(C) OR RS 38:2212(0) .

BID SECURITY in the form of a bid bond, certified check or cashier’s check as prescribed by LA RS 38:2218.A is attached to and made a part of
this bid.
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EXHIBIT C

Questions and Request for Approved Equals Form

TERMINAL IMPROVEMENT PROJECT
Solicitation #2026-Terminallmprovement-003

All questions, requests for clarifications, equal specifications, or any changes must be made in writing in
accordance with the SCHEDULE OF EVENTS. Approved equal specifications to be submitted on this form.
See Scope and General Conditions for further information and instructions.

Date

Description of Product and
Manufacturer

Contact Information

Address

Phone, Fax & Email

(ITB) Bid Page Number(s)

Submit questions or provide brief description of request for approved equal or equivalent below

Please submit a separate form for each question or request for change
Make copies of this page as needed

For CATS Internal Use Only

Approved Denied Authorized By: Date

CATS Comments / Response (If Applicable)
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EXHIBIT D

TERMINAL IMPROVEMENT PROJECT
Solicitation #2026-Terminallmprovement-003

Checklist of Included Documents

Exhibit D — Checklist of Included Documents — A list of included items to be submitted with your bid as
indicated. This checklist was created for the bidding company to assist the vendor and ensure that the
required documents are submitted with your Bid.

ltem . . Check
Checklist of included Documents
# Here
1 Exhibit A - Bidder’s Signatory Page - Page 1 (Must be signed and returned with Bid - Must also check and
' acknowledge receipt of any addendums)
2. Exhibit B — Louisiana Uniform Public Works Bid Form (Must be completed, signed and returned with Bid)
Exhibit C — Questions and Request for Approved Equals Form
3. (Must be completed and returned per the Schedule of Events
on Exhibit A if you have questions or request an approved equal)
4. Exhibit D — Checklist of Included Documents
5. Exhibit E — Affidavit of Non-Collusion (Must be signed and submitted with bid)
6. Exhibit F — BID BOND (Must be completed, signed and returned with bid)
7. Exhibit G — Performance and Payment Bond
8. Exhibit H — Bidder's Organization (MUST be completed and returned with bid)
9. Exhibit | — AFFIDAVIT (Must be completed, signed and returned with bid)
10. Exhibit J — CORPORATE RESOLUTION (Must be completed and returned with bid)
11 Exhibit K— ATTESTATION CLAUSE (Must be submitted within 10 days of bid opening by apparent
’ low bidder)
12. Exhibit L - Disadvantaged Business Enterprise (DBE)
13. Exhibit M - DBE Contact Report
14. Exhibit N — Demonstration of Good Faith Effort
15. Exhibit O — Schedule of DBE Participation
16. Exhibit P — Letter of Intent to Perform as a DBE Subcontractor
17 Appendix | — FTA Lobbying Certification Must be signed and to be submitted with bid, if bid is over
' $100,000.)
Appendix Il - FTA Packet (FTA Federally Required and Other Model Contract Clauses)
18. (Must be signed where applicable and applicable pages
returned with Bid)
19. Appendix Il — US Department of Labor Prevailing Wage Determination
20. Appendix IV— Buy America Build America (Must be signed where applicable and returned with Bid)
154

Solicitation #2026-Terminallmprovement-003



EXHIBIT E

TERMINAL IMPROVEMENT PROJECT
Solicitation #2026-Terminallmprovement-003

Affidavit of Non-Collusion
(MUST be completed and returned with bid)

| hereby swear (or affirm) under penalty for perjury:

1. That | am the Bidder (if the Bidder is an individual), a partner in the Bid (if the Bidder is a partnership), or
an officer or employee of the proposing corporation having the authority to sign on behalf (if the Bidder is
a corporation);

2. That the attached Bid has been arrived at by the Bidder independently, and has been submitted without
collusion, and without any agreement, understanding, or planned common course of action with any other
vendor of materials, supplies, equipment, or services described in the Request for Bids, designed to limit
independent proposing or competition;

3. That the contents of the Bid have not been communicated by the Bidder or its employees or agents to any
person not an employee or agent of the Bidder or its surety or any bond furnished with the Bid, and will
not be communicated to any such person prior to the official opening of the Bids; and

4. That | have fully informed myself regarding the accuracy of the statement made in the affidavit.

Company / Firm Name

Address (City, State, Zip)

Authorized by:

Signature:

Title:

Date:

Subscribed and sworn to me this day of , 20

Notary Public

My commission expires , 20
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EXHIBIT F

TERMINAL IMPROVEMENT PROJECT
Solicitation #2026-Terminallmprovement-003

BID BOND

DATE:

KNOW ALL MEN BY THESE PRESENTS:

That of , as principal, and
as Surety, are held and firmly bound unto the _Capital Area Transit System And Parish Of East Baton Rouge as
(Oblige), in the full and just sum of five (5%) percent of the total amount of this bid, including all alternates, lawful
money of the United States, for payment of which sum, well and truly be made, we bind ourselves, our heirs, executors,
administrators, successors and assigns, jointly and severally firmly by these presents.

Surety represents that it is listed on the current U. S. Department of the Treasury Financial Management Service
list of approved bonding companies as approved for an amount equal to or greater that the amount for which it obligates
itself in this instrument or that it is a Louisiana domiciled insurance company with at least an A - rating in the latest
printing of the A. M. Best's Key Rating Guide. If surety qualifies by virtue of its Best's listing, the Bond amount may
not exceed ten percent of policyholders' surplus as shown in the latest A. M. Best's Key Rating Guide.

Surety further represents that it is licensed to do business in the State of Louisiana and that this bond is signed
by surety's agent or attorney-in-fact. This Bid Bond is accompanied by appropriate power of attorney.

THE CONDITION OF THIS OBLIGATION IS SUCH that, whereas said Principal is herewith submitting its
proposal to the Oblige on a Contract for:

NOW, THEREFORE, if the said Contract be awarded to the Principal and the Principal shall, within such time
as may be specified, enter into the Contract in writing and give a good and sufficient bond to secure the performance of
the terms and conditions of the Contract with surety acceptable to the Oblige, then this obligation shall be void; otherwise
this obligation shall become due and payable.

PRINCIPAL (BIDDER) SURETY

BY: BY:
AUTHORIZED OFFICER-OWNER-PARTNER AGENT OR ATTORNEY-IN-FACT(SEAL)
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EXHIBIT G

PERFORMANCE AND PAYMENT BOND

That we, the undersigned as principal, hereinafter referred to as "Contractor"
and , duly authorized to transact business in the State of Louisiana as surety, are held and firmly bound
unto Capital Area Transit System, hereinafter referred to as "CATS ", in the penal sum of $ , lawful money of

the United States, for the payment of which well and truly to be made, the said principal and the said surety do hereby bind ourselves,
our heirs, executors, administrators, and assigns, jointly and severally, by these presents as follows:

The condition of this obligation is such that whereas, the Contractor by an instrument in writing attached hereto and bearing date of
, 20___ has agreed with said CATS to furnish labor, materials, tools and equipment to construct: Terminal
Improvement Project shown on plans and specified thereby and in the specifications, bids and agreement forming the contract
documents thereto attached.

NOW THEREFORE, if said Contractor shall well and truly in good, sufficient and workmanship manner, and to the satisfaction of
CATS, perform and complete the work required and shall pay all costs, charges, rentals and expenses for labor, material, supplies
and equipment and deliver the said improvement to CATS complete and ready for occupancy or operation, and free from all liens,
encumbrances or claims for labor, material or otherwise; and shall pay all other expenses lawfully chargeable to CATS by reason of
any default or neglect of the said Contractor in the performance of said agreement and said work, then this obligation shall be void,
otherwise to remain in full force and effect.

PROVIDED FURTHER, That the said surety for value received hereby stipulates and agrees that no change, extension of time,
alterations, or addition to the terms of that contract, or the work to be performed thereunder, or the specifications accompanying the
same, shall in anywise affect its obligation on the bond and it does hereby waive notice of any change, extension of time, alterations,
or addition to the terms of the contract, or the work, or the specifications.

PROVIDED FURTHER, That if the Contractor, or his, their, or its subcontractors fail to duly pay for any labor, materials, team hire,
sustenance, provisions, provender or any other supplies or materials used or consumed or for any materials or supplies furnished for
use by such contractors or his, their, or its subcontractors in performance of the work contract to be done, the Surety will pay the same
in any amount not exceeding the sum specified in the bond, together with interest and attorney's fees as provided by law.

IN WITNESS WHEREOF, Said Principal and Surety have hereunto set their hands and seals this ___day of ,20
CONTRACTOR/BIDDER SURETY
(Address) (Address)
By:
(Witness) (Witness)
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EXHIBIT H

BIDDER’S ORGANIZATION (If the bid is by ajoint venture all parties to the bid must complete this form:

BIDDER IS:

AN INDIVIDUAL :
Individual's Name:

Doing business as:

Address:

Telephone No.: Fax No.:

A PARTNERSHIP

Firm Name:

Address:

Name of person authorized to sign:

Title:

Telephone No.: Fax No.:

A LIMITED LIABILITY COMPANY

Company Name:

Address:

Name of person authorized to sign:

Title:

Telephone No.: Fax No.:

A CORPORATION
IF BID IS BY A CORPORATION, THE CORPORATE RESOLUTION MUST BE SUBMITTED WITH BID.

Corporation Name:

Address:

State of Incorporation:

Name of person authorized to sign:

Title:

Telephone No.: Fax No.:

IFBIDIS BY A JOINT VENTURE, ALL PARTIES TO THE BID MUST COMPLETE THIS FORM.
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EXHIBIT |

AFFIDAVIT
STATE OF LOUISIANA
PARISH OF EAST BATON ROUGE

BEFORE ME, the undersigned authority, personally came and appeared, who, being duly sworn did depose and say:
That he is a duly authorized representative of
Receiving value for services rendered in connection with the

A public project of Capital Area Transit System: that he has employed no person, corporation, firm, association, or other
organization, either directly or indirectly, to secure the public contract under which he received payment, other than
persons regularly employed by him whose services in connection with the construction, alteration, or demolition of the
public building or project, or in securing the public contract, were in the regular course of their duties for him: and that no
part of the contract price received by him was paid or will be paid to any person, corporation, firm, association, or other
organization for soliciting the contract, other than the payment of their normal compensation to persons regularly
employed by him, whose services in connection with the construction of the public building or project were in the regular
course of their duties for him.

This Affidavit is executed in compliance with the provisions of LA R.S. 38:2224.

Affiant’'s Signature

SWORN TO AND SUBSCRIBED before me, on this day of , 20
Baton Rouge, Louisiana.

NOTARY PUBLIC
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EXHIBIT J

CORPORATE RESOLUTION
A meeting of The Board of Directors of ;
A corporation organized under the laws of the State of and
Domiciled in was held this day of
20 and was attended by a guorum of the members of the board of directors.

The following resolution was offered, duly seconded and after discussion was unanimously adopted by said

quorum:

BE IT RESOLVED, that is hereby authorized to

submit bids and execute agreements on behalf of this corporation with the Capital Area Transit System.

BE IT FURTHER RESOLVED, that said authorization and appointment shall remain in full force and effect,
unless revoked by resolution of this Board of Directors and that said revocation will not take effect until the
Procurement Manager of Capital Area Transit System, shall have been furnished a copy of said resolution, duly
certified

l, , hereby certify that | am the Secretary of

A corporation created under the laws of the State of domiciled in

that the foregoing is a true and exact copy of a resolution adopted by a quorum of the Board of

Directors of said corporation at a meeting legally called and held on the day of
20 . as said resolution appears of record in the official minutes of the Board of Directors in my
possession. This day of 20

SECRETARY
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EXHIBIT K

ATTESTATION CLAUSE

Name Of Project: Terminal Improvement Project
Solicitation #2026-Terminallmprovement-003 | DATE OF BID: 10:00AM, December 7, 2026

ATTESTATION CLAUSE REQUIRED BY
LA.R.S. 38:2227 (PAST CRIMINAL CONVICTIONS OF BIDDERS)

Appeared, as a Bidder on the above-entitled Public Works Project, does hereby attest that:

A. No sole proprietor or individual partner, incorporator, director, manager, officer, organizer, or
member who has a minimum of a ten percent (10%) ownership in the bidding entity named
named below has been convicted of, or has entered a plea of guilty or nolo contendere to
any of the following state crimes or equivalent federal crimes:

(a) Public bribery (R.S. 14:118) (c) Extortion (R.S. 14:66)
(b) Corrupt influencing (R.S. 14:120) (d) Money laundering (R.S. 14:230)

B. Within the past five years from the project bid date, no sole proprietor or individual partner,
incorporator, director, manager, officer, organizer, or member who has a minimum of a ten
percent (10%) ownership in the bidding entity named below has been convicted of, or has
entered a plea of guilty or nolo contendere to any of the following state crimes or equivalent
federal crimes, during the solicitation or execution of a contract or bid awarded pursuant to
the provisions of Chapter 10 of Title 38 of the Louisiana Revised Statutes:

(a) Theft (R.S. 14:67) (f) Bank fraud (R.S. 14:71.1)
(b) Identity Theft (R.S. 14:67.16) (g) Forgery (R.S. 14:72)
(c) Theft of a business record (h) Contractors; misapplication of
payments (R.S. 14:202)
(d) False accounting (R.S. 14:70) (i) Malfeasance in office (R.S. 14:134)
(e) Issuing worthless checks (R.S. 14:71)
Bidder/Contractor Name: Name Of Authorized Signatory
Date: Title Of Authorized Signatory

Signature Of Authorized Bidder:
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EXHIBIT L

DISADVANTAGED BUSINESS ENTERPRISE (DBE)

In connection with the Contract to be awarded as a result of the Solicitation to be issued by Capital Area Transit
System (CATS) for the following procurement:

Terminal Improvement Project

I hereby certify that 1 am the duly
(Title)

Authorized Representative of

(Nameof Firm)

(Address)

I do hereby assure CATS that | have read and am familiar with the requirements for Disadvantaged Business
Enterprise participation by companies contracting with CATS and that it is the intention of the undersigned to meet
such DBE goal.

I understand that CATS has established a goal of 20% Disadvantaged Business Enterprise (DBE) participation
onthis contract.

I further understand that this goal percentage is based on the total dollar value of the awarded contract.

I hereby further assure CATS that the undersigned will complete and submit the SCHEDULE OF DBE
PARTICIPATION form with this proposal and cause submission of the LETTER OF INTENT TOPERFORM AS
A DBE SUBCONTRACTOR form prior to the execution of the contract. | understand that this company
may not remain in competition unless the SCHEDULE OF DBE PARTICIPATION form is submitted or
this company has met the requirements identified on the form titted DEMONSTRATION OF GOOD FAITH
EFFORTS TO OBTAIN DBE PARTICIPATION, proof of which are hereby documented and submitted in
lieu of the SCHEDULE OF DBE PARTICIPATION form.

Signature: Print Name:

Date:
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EXHIBIT M

DBE CONTACT REPORT

This form is provided to assist in documenting the Offeror's DBE research process. Please include DBE contact
efforts. Please make a copy or copies of this page, fill out, and include with proposal if the Proposer has more
information than can be contained on this report.

Did your firm place a classified legal ad, advertisement, and/or Internet notification requesting the services of DBE

Subcontractors for this proposal? YES NO
Potential DBE Contact Person Phone Goods or- Sgrwces Date Contacted
Subcontractor Description

Name of Offeror:

Signature of Authorized Official:

Date:

Title of Official:

Address:

Telephone:
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EXHIBIT N

Demonstration of Good Faith Efforts

DISADVANTAGED BUSINESS ENTERPRISE (DBE) UTILIZATION

The undersigned proposer has satisfied the requirements of the solicitation specification in the

following manner (please check the appropriate space):

The proposer is committed to a minimum of 20% DBE utilization on this contract.

The proposer (if unable to meet the DBE goal of 20%) is committed to a minimum of % DBE
utilization on this contract and submits documentation demonstrating good faith efforts.
Nameofproposer’s firm:
Name of proposer’s Authorized Individual Title
(Signature) Date
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EXHIBIT O

SCHEDULE OF DBE PARTICIPATION

Name of Prime Offeror:

Procurement Number and Title:

Total Proposed
Price:

Total Dollars of DBE
Participation:

Contact Tvoe of Work
DBE Firm Name Name and yp Commencement Subcontract Price ($)
Work .
Phone and Completion
1.
2.
3.
4.
5.

The undersigned will enter into a formal agreement with Disadvantaged Businesses for work listed in this

Schedule of DBE Participation form upon execution of a contract with the CATS.

Signature

Title

Date

Solicitation #2026-Terminallmprovement-003
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EXHIBIT P

LETTER OF INTENT TO PERFORM AS A DBE SUBCONTRACTOR
(submit for each DBE subcontractor proposed)

Name of Prime Offeror:

Procurement Number and Title:

Address of Prime Offeror:

Prime Offeror’s Telephone:

The undersigned DBE intends to perform the following described work in connection with the

above project.

Specify in detail the particular work, items, or parts therefore to be performed):

Subcontract Price:

% of Total Bid/Proposed Price:

Name of DBE Firm:

Procurement Number and Title:

Signature of DBE Authorized Official:

Address of DBE Firm:

DBE Firm’s Telephone:

Solicitation #2026-Terminallmprovement-003
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Appendix |
FTA Lobbying Certification

Required Certification

Solicitation #2026-Terminallmprovement-003

Certification Regarding Lobbying

(Must be signed and submitted with the bid.

The undersigned [Contractor] certifies, to the best of his or her knowledge and belief, that:

(1) No Federal appropriated funds have been paid or will be paid, by or on behalf of the undersigned, to any person for
influencing or attempting to influence an officer or employee of an agency, a Member of Congress, an officer or employee
of Congress, or an employee of a Member of Congress in connection with the awarding of any Federal contract, the
making of any Federal grant, the making of any Federal loan, the entering into of any cooperative agreement, and the
extension, continuation, renewal, amendment, or modification of any Federal contract, grant, loan, or cooperative
agreement.

(2) If any funds other than Federal appropriated funds have been paid or will be paid to any person for making lobbying
contacts to an officer or employee of any agency, a Member of Congress, an officer or employee of Congress, or an
employee of a Member of Congress in connection with this Federal contract, grant, loan, or cooperative agreement, the
undersigned shall complete and submit Standard Form--LLL, "Disclosure Form to Report Lobbying," in accordance with
its instructions [as amended by "Government wide Guidance for New Restrictions on Lobbying," 61 Fed. Reg. 1413
(1/19/96). Note: Language in paragraph (2) herein has been modified in accordance with Section 10 of the Lobbying
Disclosure Act of 1995 (P.L. 104-65, to be codified at 2 U.S.C. 1601, et seq.)]

(3) The undersigned shall require that the language of this certification be included in the award documents for all sub
awards at all tiers (including subcontracts, sub grants, and contracts under grants, loans, and cooperative agreements)
and that all sub recipients shall certify and disclose accordingly.

This certification is a material representation of fact upon which reliance was placed when this transaction was made or
entered into. Submission of this certification is a prerequisite for making or entering into this transaction imposed by 31,
U.S.C. 81352 (as amended by the Lobbying Disclosure Act of 1995). Any person who fails to file the required certification
shall be subject to a civil penalty of not less than $10,000 and not more than $100,000 for each such failure.

[Note: Pursuant to 31 U.S.C. § 1352(c)(1)-(2)(A), any person who makes a prohibited expenditure or fails to file or amend
a required certification or disclosure form shall be subject to a civil penalty of not less than $10,000 and not more than
$100,000 for each such expenditure or failure.]

The Contractor, , certifies or affirms the truthfulness and accuracy of
each statement of its certification and disclosure, if any. In addition, the Contractor understands and agrees that the
provisions of 31 U.S.C. A 3801, et seq., apply to this certification and disclosure, if any.

Date:

Signature of Contractor’s Authorized Official:

Name & Title of Contractor’s Authorized Official:

Company Name:

167

Solicitation #2026-Terminallmprovement-003



Appendix Il

FTA Federally Required and Other Model Contract Clauses

TERMINAL IMPROVEMENT PROJECT
Solicitation #2026-Terminallmprovement-003

FTA Federal Clauses Index Solicitation | Page

4 Applicability No.
1. | Access to Records & Reports YES 169
2. | Bonding Requirement ( >$250,000 ) YES 169
3. | Buy America Requirements (above $250,000) YES 169
4. | Cargo Preference YES 170
5. | Clean Air Act & Federal Water Pollution Control Act ( >$250,000 ) YES 171
6. | Civil Rights Laws and Regulations (EEO, Title VI, ADA. & ADA Access) YES 171
7. | Disadvantaged Business Enterprise (DBE) YES 172

Prompt Payment (if threshold for DBE program met)
8. Disputes YES 176
9. | Employee Protections (Davis Bacon & Anti-Kickback >$10,000) YES 177

Contract Work hours & Safety Standard Act (>$250,000)
10. | Energy Conservation YES 179
11. | Federal Changes YES 179
12. | Fly America YES 179
13. | Government-Wide Debarment and Suspensions (> $25,000) YES 180
14. | Incorporation of Federal Terms YES 180
15. | Lobbying Restrictions ( > $100,000 — must be signed and returned w/bid) YES 181
16. | No Federal Government Obligation to Third Parties YES 181
17. | Program Fraud & False/ Fraudulent Statements YES 181
18. | Recycled Products YES 182
19. | Safe Operations of Motor Vehicles YES 182
20. | Seismic Safety (new building & additions) YES 183
21. | Termination (> $10,000 ) YES 183
22. | FTA Master Agreement §39(b) YES 184
23.| 2 CFR § 200.216 - Prohibition on certain telecommunications and video surveillance YES 184

services or equipment.
24. | Veterans Preferences YES 185
25. | Contract Work Hours and Safety Standard Act YES 185
26. | Contract work hours and safety standards for awards not involving construction YES 185
27. | Trafficking in Persons YES 186
28. | Special notification requirements for States YES 188
29. | Federal Tax Liability and Recent Felony Convictions YES 188

By submitting a bid or bid response, the vendor agrees to abide by the applicable federal certifications and to comply with the Terms

and Conditions of the above referenced clauses.
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FTA Federally Required and Other Model Contract Clauses

1. ACCESS TO RECORDS AND REPORTS - 49 U.S.C. § 5325(g), 2 C.F.R. § 200.333, 49 C.F.R. part 633
Applicability to Contracts: Requirements apply to all contracts funded in whole or in part with FTA funds.
The record keeping and access requirements extend to all third party contractors and their contracts at every
tier and subrecipients and their subcontracts at every tier.

Access to Records and Reports

a) Record Retention. The Contractor will retain, and will require its subcontractors of all tiers to retain,
complete and readily accessible records related in whole or in part to the contract, including, but
not limited to, data, documents, reports, statistics, sub-agreements, leases, subcontracts,
arrangements, other third party agreements of any type, and supporting materials related to those
records.

b) Retention Period. The Contractor agrees to comply with the record retention requirements in
accordance with 2 C.F.R. § 200.333. The Contractor shall maintain all books, records, accounts
and reports required under this Contract for a period of at not less than three (3) years after the
date of termination or expiration of this Contract, except in the event of litigation or settlement of
claims arising from the performance of this Contract, in which case records shall be maintained
until the disposition of all such litigation, appeals, claims or exceptions related thereto.

c) Access to Records. The Contractor agrees to provide sufficient access to FTA and its contractors
to inspect and audit records and information related to performance of this contract as reasonably
may be required.

d) Access to the Sites of Performance. The Contractor agrees to permit FTA and its contractors
access to the sites of performance under this contract as reasonably may be required.

2. BONDING REQUIREMENTS - 2 C.F.R. § 200.325; 31 C.F.R. part 223

Applicability to Contracts: Bonds are required for all construction or facility improvement contracts and
subcontracts exceeding the simplified acquisition threshold. FTA may accept the bonding policy and
requirements of the recipient if FTA has determined that the Federal interest is adequately protected. If such
a determination has not been made, the following minimum requirements apply:

a) A bid guarantee from each bidder equivalent to five percent of the bid price. The “bid guarantee”
must consist of a firm commitment such as a bid bond, certified check, or other negotiable
instrument accompanying a bid as assurance that the bidder will, upon acceptance of the bid,
execute such contractual documents as may be required within the time specified.

b) A performance bond on the part of the contractor for 100 percent of the contract price. A
“performance bond” is one executed in connection with a contract to secure fulfillment of all the
contractor's obligations under such contract.

c) A payment bond on the part of the contractor for 100 percent of the contract price. A “payment
bond” is one executed in connection with a contract to assure payment as required by law of all
persons supplying labor and material in the execution of the work provided for in the contract.

3. BUY AMERICA REQUIREMENTS - 49 U.S.C. 5323(j); 49 C.F.R. part 661
Applicability to Contracts: FTA’s Buy America law and regulations apply to projects that involve the
purchase of more than $150,000 of iron, steel, manufactured goods, or rolling stock to be delivered to the
recipient to be used in an FTA assisted project. FTA cautions that its Buy America regulations are complex.
Recipients can obtain detailed information on FTA’s Buy America regulation at the Federal Transit
Administration’s Buy America website. The Buy America regulation at 49 C.F.R. § 661.13 requires notification
of the Buy America requirements in a recipients bid (or request for proposal) for FTA funded contracts.
Recipients can draw on the following language for inclusion in their federally funded procurements. Note that
recipients are responsible for including the correct Buy America certification based on what they are acquiring.
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Recipients should not include both the rolling stock and steel, iron, or manufactured products certificates in
the documents unless acquiring both in the same procurement.

Buy America - The contractor agrees to comply with 49 U.S.C. 5323(j) and 49 C.F.R. part 661, which provide
that Federal funds may not be obligated unless all steel, iron, and manufactured products used in FTA funded
projects are produced in the United States, unless a waiver has been granted by FTA or the product is subject
to a general waiver. General waivers are listed in 49 C.F.R. § 661.7. Separate requirements for rolling stock
are set out at 49 U.S.C. 5323(j)(2)(C) and 49 C.F.R. § 661.11.

The [bidder or offeror] must submit to CATS the appropriate Buy America certification below with its [bid or
offer]. Bids or offers that are not accompanied by a completed Buy America certification will be rejected as
nonresponsive.

In accordance with 49 C.F.R. 8§ 661.6, for the procurement of steel, iron, or manufactured products,
use the certifications below.

Certificate of Compliance with Buy America Requirements
The bidder or offeror hereby certifies that it will comply with the requirements of 49 U.S.C. 5323(j)(1), and the
applicable regulations in 49 C.F.R. part 661.

Date
Signature
Company
Name
Title

Certificate of Non-Compliance with Buy America Requirements

The bidder or offeror hereby certifies that it cannot comply with the requirements of 49 U.S.C. 5323(j), but it
may qualify for an exception to the requirement pursuant to 49 U.S.C. 5323(j)(2), as amended, and the
applicable regulations in 49 C.F.R. § 661.7.

Date
Sighature
Company
Name
Title

4. CARGO PREFERENCE REQUIREMENTS - 46 U.S.C. § 55305; 46 C.F.R. part 381

Applicability to Contracts - The Cargo Preference Act of 1954 requirements applies to all contracts involving
equipment, materials, or commodities that may be transported by ocean vessels. The Cargo Preference
requirements apply to all contracts involved with the transport of equipment, material, or commodities by
ocean vessel.

Cargo Preference - Use of United States-Flag Vessels - The contractor agrees:

a) to use privately owned United States-Flag commercial vessels to ship at least 50 percent of the
gross tonnage (computed separately for dry bulk carriers, dry cargo liners, and tankers) involved,
whenever shipping any equipment, material, or commodities pursuant to the underlying contract
the extent such vessels are available at fair and reasonable rates for United States-Flag
commercial vessels;

b) to furnish within 20 working days following the date of loading for shipments originating within the
United States or within 30 working days following the date of loading for shipments originating
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c)

outside the United States, a legible copy of a rated, "on-board" commercial ocean bill-of-lading in
English for each shipment of cargo described in the preceding paragraph to the Division of National
Cargo, Office of Market Development, Maritime Administration, Washington, DC 20590 and to the
FTA recipient (through the contractor in the case of a subcontractor's bill-of-lading.); and

to include these requirements in all subcontracts issued pursuant to this contract when the
subcontract may involve the transport of equipment, material, or commodities by ocean vessel.

5. CLEAN AIR ACT AND FEDERAL WATER POLLUTION CONTROL ACT - 42 U.S.C. §8§ 7401 — 7671q; 33

U.S.C. 88 1251-1387; 2 C.F.R. part 200, Appendix Il (G)
Applicability to Contracts - The Clean Air and Clean Water Act requirements apply to each contract and
subcontract exceeding $150,000. Each contract and subcontract must contain a provision that requires the
recipient to agree to comply with all applicable standards, orders or regulations issued pursuant to the Clean
Air Act (42 U.S.C. 7401-7671q) and the Federal Water Pollution Control Act as amended (33 U.S.C. 1251—-
1387). Violations must be reported to the Federal awarding agency and the Regional Office of the
Environmental Protection Agency (EPA).

The Contractor agrees:

a)
b)

C)
d)

It will not use any violating facilities;

It will report the use of facilities placed on or likely to be placed on the U.S. EPA “List of Violating
Facilities;”

It will report violations of use of prohibited facilities to FTA; and

It will comply with the inspection and other requirements of the Clean Air Act, as amended, (42
U.S.C. 88 7401 — 7671q); and the Federal Water Pollution Control Act as amended, (33 U.S.C. 88§
1251-1387).

6. CIVIL RIGHTS LAWS AND REGULATIONS - (EEO, Title VI, ADA & ADA Access)

Applicability to Contracts- The following Federal Civil Rights laws and regulations apply to all contracts.

1.

Federal Equal Employment Opportunity (EEO) Requirements. These include, but are not

limited to:

a) Nondiscrimination in Federal Public Transportation Programs. 49 U.S.C. 8§ 5332, covering
projects, programs, and activities financed under 49 U.S.C. Chapter 53, prohibits discrimination
on the basis of race, color, religion, national origin, sex (including sexual orientation and gender
identity), disability, or age, and prohibits discrimination in employment or business opportunity.

b) Prohibition against Employment Discrimination. Title VII of the Civil Rights Act of 1964, as
amended, 42 U.S.C. § 2000e, and Executive Order No. 11246, “Equal Employment
Opportunity,” September 24, 1965, as amended, prohibit discrimination in employment on the
basis of race, color, religion, sex, or national origin.

Nondiscrimination on the Basis of Sex. Title IX of the Education Amendments of 1972, as

amended, 20 U.S.C. § 1681 et seq. and implementing Federal regulations, “Nondiscrimination on

the Basis of Sex in Education Programs or Activities Receiving Federal Financial Assistance,” 49

C.F.R. part 25 prohibit discrimination on the basis of sex.

Nondiscrimination on the Basis of Age. The “Age Discrimination Act of 1975,” as amended, 42

U.S.C. § 6101 et seq., and Department of Health and Human Services implementing regulations,

“Nondiscrimination on the Basis of Age in Programs or Activities Receiving Federal Financial

Assistance,” 45 C.F.R. part 90, prohibit discrimination by participants in federally assisted

programs against individuals on the basis of age. The Age Discrimination in Employment Act

(ADEA), 29 U.S.C. § 621 et seq., and Equal Employment Opportunity Commission (EEOC)

implementing regulations, “Age Discrimination in Employment Act,” 29 C.F.R. part 1625, also

prohibit employment discrimination against individuals age 40 and over on the basis of age.

Federal Protections for Individuals with Disabilities. The Americans with Disabilities Act of

1990, as amended (ADA), 42 U.S.C. 8§ 12101 et seq., prohibits discrimination against qualified

individuals with disabilities in programs, activities, and services, and imposes specific requirements

on public and private entities. Third party contractors must comply with their responsibilities under

Titles I, 11, Ill, 1V, and V of the ADA in employment, public services, public accommodations,
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telecommunications, and other provisions, many of which are subject to regulations issued by
other Federal agencies.

Civil Rights and Equal Opportunity

CATS is an Equal Opportunity Employer. As such, CATS agrees to comply with all applicable Federal civil
rights laws and implementing regulations. Apart from inconsistent requirements imposed by Federal laws or
regulations, CATS agrees to comply with the requirements of 49 U.S.C. § 5323(h) (3) by not using any Federal
assistance awarded by FTA to support procurements using exclusionary or discriminatory specifications.

Under this Agreement, the Contractor shall at all times comply with the following requirements and shall
include these requirements in each subcontract entered into as part thereof.

1. Nondiscrimination - In accordance with Federal transit law at 49 U.S.C. § 5332, the
Contractor agrees that it will not discriminate against any employee or applicant for
employment because of race, color, religion, national origin, sex, disability, or age. In addition,
the Contractor agrees to comply with applicable Federal implementing regulations and other
implementing requirements FTA may issue.

2. Race, Color, Religion, National Origin, Sex - In accordance with Title VII of the Civil Rights
Act, as amended, 42 U.S.C. § 2000e et seq., and Federal transit laws at 49 U.S.C. § 5332, the
Contractor agrees to comply with all applicable equal employment opportunity requirements of
U.S. Department of Labor (U.S. DOL) regulations, "Office of Federal Contract Compliance
Programs, Equal Employment Opportunity, Department of Labor," 41 C.F.R. chapter 60, and
Executive Order No. 11246, "Equal Employment Opportunity in Federal Employment,”
September 24, 1965, 42 U.S.C. § 2000e note, as amended by any later Executive Order that
amends or supersedes it, referenced in 42 U.S.C. § 2000e note. The Contractor agrees to take
affirmative action to ensure that applicants are employed, and that employees are treated
during employment, without regard to their race, color, religion, national origin, or sex (including
sexual orientation and gender identity). Such action shall include, but not be limited to, the
following: employment, promotion, demotion or transfer, recruitment or recruitment advertising,
layoff, or termination; rates of pay or other forms of compensation; and selection for training,
including apprenticeship. In addition, the Contractor agrees to comply with any implementing
requirements FTA may issue.

3. Age - In accordance with the Age Discrimination in Employment Act, 29 U.S.C. 88 621-634,
U.S. Equal Employment Opportunity Commission (U.S. EEOC) regulations, “Age
Discrimination in Employment Act,” 29 C.F.R. part 1625, the Age Discrimination Act of 1975,
as amended, 42 U.S.C. § 6101 et seq., U.S. Health and Human Services regulations,
“Nondiscrimination on the Basis of Age in Programs or Activities Receiving Federal Financial
Assistance,” 45 C.F.R. part 90, and Federal transit law at 49 U.S.C. § 5332, the Contractor
agrees to refrain from discrimination against present and prospective employees for reason of
age. In addition, the Contractor agrees to comply with any implementing requirements FTA
may issue.

4. Disabilities - In accordance with section 504 of the Rehabilitation Act of 1973, as amended,
29 U.S.C. § 794, the Americans with Disabilities Act of 1990, as amended, 42 U.S.C. § 12101
et seq., the Architectural Barriers Act of 1968, as amended, 42 U.S.C. 84151 et seq., and
Federal transit law at 49 U.S.C. § 5332, the Contractor agrees that it will not discriminate
against individuals on the basis of disability. In addition, the Contractor agrees to comply with
any implementing requirements FTA may issue.

7. DISADVANTAGED BUSINESS ENTERPRISE (DBE) - 49 C.F.R. part 26

Background and Applicability - The Disadvantaged Business Enterprise (DBE) program applies to FTA
recipients receiving planning, capital and/or operating assistance that will award prime contracts (excluding
transit vehicle purchases) exceeding $250,000 in FTA funds in a Federal fiscal year. All FTA recipients above
this threshold must submit a DBE program and overall triennial goal for DBE participation. The overall goal
reflects the anticipated amount of DBE participation on DOT-assisted contracts. As part of its DBE program,
FTA recipients must require that each transit vehicle manufacturer (TVM), as a condition of being authorized
to bid or propose on FTA assisted transit vehicle procurements, certify that it has complied with the
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requirements of 49 C.F.R. § 26.49. Only those transit vehicle manufacturers listed on FTA's certified list of
Transit Vehicle Manufacturers, or that have submitted a goal methodology to FTA that has been approved or
has not been disapproved at the time of solicitation, are eligible to bid.

FTA recipients must meet the maximum feasible portion of their overall goal using race-neutral methods.
Where appropriate, however, recipients are responsible for establishing DBE contract goals on individual
DOT-assisted contracts. FTA recipients may use contract goals only on those DOT-assisted contracts that
have subcontracting responsibilities. See 49 C.F.R. § 26.51(e). Furthermore, while FTA recipients are not
required to set a contract goal on every DOT-assisted contract, they are responsible for achieving their overall
program goals by administering their DBE program in good faith. FTA recipients and third party contractors
can obtain information about the DBE program at the Federal Transit Administration website Disadvantaged
Business Enterprise or Department of Transportation website Disadvantaged Business Enterprise Program.

For all DOT-assisted contracts, each FTA recipient must include assurances that third party contractors will
comply with the DBE program requirements of 49 C.F.R. part 26, when applicable. The following contract
clause is required in all DOT-assisted prime and subcontracts:

The contractor, subrecipient or subcontractor shall not discriminate on the basis of race, color, national origin,
or sex in the performance of this contract. The contractor shall carry out applicable requirements of 49 C.F.R.
part 26 in the award and administration of DOT-assisted contracts. Failure by the contractor to carry out these
requirements is a material breach of this contract, which may result in the termination of this contract or such
other remedy as the recipient deems appropriate, which may include, but is not limited to:

a) Withholding monthly progress payments;

b) Assessing sanctions;

¢) Liguidated damages; and/or

d) Disqualifying the contractor from future bidding as non-responsible. 49 C.F.R. § 26.13(b).

Further, recipients must establish a contract clause to require prime contractors to pay subcontractors for
satisfactory performance of their contracts no later than 30 days from receipt of each payment the recipient
makes to the prime contractor. 49 C.F.R. § 26.29(a). Finally, for contracts with defined DBE contract goals,
each FTA recipient must include in each prime contract a provision stating that the contractor shall utilize the
specific DBEs listed unless the contractor obtains the recipient's written consent; and that, unless the
recipient’s consent is provided, the contractor shall not be entitled to any payment for work or material unless
it is performed or supplied by the listed DBE. 49 C.F.R. § 26.53(f) (1).

As an additional resource, recipients can draw on the following language for inclusion in their federally funded
procurements.

It is the policy of CATS and the United States Department of Transportation (“DOT”) that Disadvantaged
Business Enterprises (“DBE’s”), as defined herein and in the Federal regulations published at 49 C.F.R. part
26, shall have an equal opportunity to participate in DOT-assisted contracts. It is also the policy of CATS to:

a) Ensure nondiscrimination in the award and administration of DOT-assisted contracts;

b) Create a level playing field on which DBE’s can compete fairly for DOT-assisted contracts;

c) Ensure that the DBE program is narrowly tailored in accordance with applicable law;

d) Ensure that only firms that fully meet 49 C.F.R. part 26 eligibility standards are permitted to
participate as DBE'’s;

e) Help remove barriers to the participation of DBEs in DOT assisted contracts;

f) To promote the use of DBEs in all types of federally assisted contracts and procurement
activities; and

g) Assist in the development of firms that can compete successfully in the marketplace outside
the DBE program.
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This Contract is subject to 49 C.F.R. part 26. Therefore, the Contractor must satisfy the requirements for DBE
participation as set forth herein. These requirements are in addition to all other equal opportunity employment
requirements of this Contract. CATS shall make all determinations with regard to whether or not a
Bidder/Offeror is in compliance with the requirements stated herein. In assessing compliance, CATS may
consider during its review of the Bidder/Offeror's submission package, the Bidder/Offeror's documented
history of nhon-compliance with DBE requirements on previous contracts with CATS.

The Contractor, subrecipient or subcontractor shall not discriminate on the basis of race, color, national origin,
or sex in the performance of this Contract. The Contractor shall carry out applicable requirements of 49 C.F.R.
part 26 in the award and administration of DOT-assisted contracts. Failure by the Contractor to carry out these
requirements is a material breach of this Contract, which may result in the termination of this Contract or such
other remedy as CATS deems appropriate.

DBE Participation
For the purpose of this Contract, CATS will accept only DBE'’s who are:
a) Certified, at the time of bid opening or proposal evaluation, by CATS or the Unified Certification
Program (UCP)]; or
b) An out-of-state firm who has been certified by either a local government, state government or
Federal government entity authorized to certify DBE status or an agency whose DBE
certification process has received FTA approval; or
c) Certified by another agency approved by CATS.

DBE Participation Goal - The DBE participation goal for this Contract is set at 20 % (twenty). This goal
represents those elements of work under this Contract performed by qualified Disadvantaged Business
Enterprises for amounts totaling not less than 20% of the total Contract price. Failure to meet the stated goal
at the time of bid/proposal submission may render the Bidder/Offeror non-responsive.

Proposed Submission - Each Bidder/Offeror, as part of its submission, shall supply the following information:
a) A completed DBE Utilization Form that indicates the percentage and dollar value of the total
bid/contract amount to be supplied by Disadvantaged Business Enterprises under this

Contract.

b) A list of those qualified DBE’s with whom the Bidder/Offeror intends to contract for the
performance of portions of the work under the Contract, the agreed price to be paid to each
DBE for work, the Contract items or parts to be performed by each DBE, a proposed timetable
for the performance or delivery of the Contract item, and other information as required by the
DBE Participation Schedule. No work shall be included in the Schedule that the
Bidder/Offeror has reason to believe the listed DBE will subcontract, at any tier, to other than
another DBE. If awarded the Contract, the Bidder/Offeror may not deviate from the DBE
Participation Schedule submitted in response to the bid. Any subsequent changes and/or
substitutions of DBE firms will require review and written approval by CATS.

c) An original DBE Letter of Intent (see below) from each DBE listed in the DBE Participation
Schedule.

d) An original DBE Affidavit (see below) from each DBE stating that there has not been any
change in its status since the date of its last certification.

Good Faith Efforts - If the Bidder/Offeror is unable to meet the goal set forth above (DBE Participation Goal),
CATS will consider the Bidder/Offeror's documented good faith efforts to meet the goal in determining
responsiveness. The types of actions that CATS will consider as part of the Bidder/Offeror’s good faith efforts
include, but are not limited to, the following:

a) Documented communication with CATS DBE Coordinator (questions of IFB or RFP
requirements, subcontracting opportunities, appropriate certification, will be addressed in a
timely fashion);

b) Pre-bid meeting attendance. At the pre-bid meeting, CATS generally informs potential
Bidder/Offeror’s of DBE subcontracting opportunities;
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c) The Bidder/Offeror’s own solicitations to obtain DBE involvement in general circulation media,
trade association publication, minority-focus media and other reasonable and available means
within sufficient time to allow DBES to respond to the solicitation;

d) Written notification to DBE’s encouraging participation in the proposed Contract; and

e) Efforts made to identify specific portions of the work that might be performed by DBE'’s.

The Bidder/Offeror shall provide the following details, at a minimum, of the specific efforts it made to negotiate
in good faith with DBE’s for elements of the Contract:
a) The names, addresses, and telephone numbers of DBE’s that were contacted;
b) A description of the information provided to targeted DBE’s regarding the specifications and
bid proposals for portions of the work;
c) Efforts made to assist DBE’s contacted in obtaining bonding or insurance required by the
Bidder or the Authority.

Further, the documentation of good faith efforts must include copies of each DBE and non-DBE subcontractor
guote submitted when a non-DBE subcontractor was selected over a DBE for work on the contract. 49 C.F.R.
§ 26.53(b) (2) (VI). In determining whether a Bidder has made good faith efforts, the Authority may take into
account the performance of other Bidders in meeting the Contract goals. For example, if the apparent
successful Bidder failed to meet the goal, but meets or exceeds the average DBE participation obtained by
other Bidders, the Authority may view this as evidence of the Bidder having made good faith efforts.

Administrative Reconsideration - Within five (5) business days of being informed by CATS that it is not
responsive or responsible because it has not documented sufficient good faith efforts, the Bidder/Offeror may
request administrative reconsideration. The Bidder should make this request in writing to CATS DBE Liaison
Officer. The DBE Liaison Officer will forward the Bidder/Offeror’s request to a reconsideration official who will
not have played any role in the original determination that the Bidder/Offeror did not document sufficient good
faith efforts.

As part of this reconsideration, the Bidder/Offeror will have the opportunity to provide written documentation
or argument concerning the issue of whether it met the goal or made adequate good faith efforts to do so.
The Bidder/Offeror will have the opportunity to meet in person with the assigned reconsideration official to
discuss the issue of whether it met the goal or made adequate good faith efforts to do so. CATS will send the
Bidder/Offeror a written decision on its reconsideration, explaining the basis for finding that the Bidder/Offeror
did or did not meet the goal or make adequate good faith efforts to do so. The result of the reconsideration
process is not administratively appealable to the Department of Transportation.

Termination of DBE Subcontractor - The Contractor shall not terminate the DBE subcontractor(s) listed in
the DBE Participation Schedule without CATS prior written consent. CATS may provide such written
consent only if the Contractor has good cause to terminate the DBE firm. Before transmitting a request to
terminate, the Contractor shall give notice in writing to the DBE subcontractor of its intent to terminate and the
reason for the request. The Contractor shall give the DBE five days to respond to the notice and advise of the
reasons why it objects to the proposed termination. When a DBE subcontractor is terminated or fails to
complete its work on the Contract for any reason, the Contractor shall make good faith efforts to find another
DBE subcontractor to substitute for the original DBE and immediately notify CATS in writing of its efforts to
replace the original DBE. These good faith efforts shall be directed at finding another DBE to perform at least
the same amount of work under the Contract as the DBE that was terminated, to the extent needed to meet
the Contract goal established for this procurement. Failure to comply with these requirements will be in
accordance with Section 8 below (Sanctions for Violations).

CATS shall monitor the Contractor's DBE compliance during the life of the Contract. In the event this
procurement exceeds ninety (90) days, it will be the responsibility of the Contractor to submit quarterly
written reports to CATS that summarize the total DBE value for this Contract. These reports shall provide
the following details:

e DBE utilization established for the Contract;

e Total value of expenditures with DBE firms for the quarter;
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The value of expenditures with each DBE firm for the quarter by race and gender;

e Total value of expenditures with DBE firms from inception of the Contract; and

e The value of expenditures with each DBE firm from the inception of the Contract by race and
gender.

Reports and other correspondence must be submitted to the DBE Coordinator with copies provided to CATS.
Reports shall continue to be submitted quarterly until final payment is issued or until DBE patrticipation is
completed.

The successful Bidder/Offeror shall permit:

e CATS to have access to necessary records to examine information as CATS deems
appropriate for the purpose of investigating and determining compliance with this provision,
including, but not limited to, records of expenditures, invoices, and contract between the
successful Bidder/Offeror and other DBE parties entered into during the life of the Contract.

e The authorized representative(s) of CATS, the U.S. Department of Transportation, the
Comptroller General of the United States, to inspect and audit all data and record of the
Contractor relating to its performance under the Disadvantaged Business Enterprise
Participation provision of this Contract.

e All data/record(s) pertaining to DBE shall be maintained as stated in Section [insert reference
to record keeping requirements for the Project.]

Sanctions for Violations - If at any time CATS has reason to believe that the Contractor is in violation of its
obligations under this Agreement or has otherwise failed to comply with terms of this Section, CATS may, in
addition to pursuing any other available legal remedy, commence proceedings, which may include but are not
limited to, the following:
e Suspension of any payment or part due the Contractor until such time as the issues concerning
the Contractor’'s compliance are resolved; and
e Termination or cancellation of the Contract, in whole or in part, unless the successful
Contractor is able to demonstrate within a reasonable time that it is in compliance with the DBE
terms stated herein.

8. DISPUTES

Disputes arising in the performance of this Contract which are not resolved by agreement of the parties shall
be decided in writing by the Procurement Manager. The decision of the Procurement Manager shall be final
and conclusive unless within seven (7) days from the date of receipt of its copy, the Contractor mails or
otherwise furnishes a written appeal to the CEO of CATS. In connection with any such appeal, the Contractor
may be afforded an opportunity to be heard and to offer evidence in support of its position. The decision of
the CEO shall be binding upon the Contractor and the Contractor shall abide by the decision.

Performance during Dispute. Unless otherwise directed by CATS, Contractor shall continue performance
under this contract while matters in dispute are being resolved.

Claims for Damages. Should either party to the Contract suffer injury or damage to person or property because
of any act or omission of the party or of any of his employees, agents, or others for whose acts he is legally
liable, a claim for damages therefore shall be made in writing to such other party within a reasonable time
after the first observance of such injury or damage.

Remedies. Unless this contract provides otherwise, all claims, counterclaims, disputes, and other matters in
guestion between CATS and the Contractor arising out of or relating to this agreement or its breach will be
decided by arbitration if the parties mutually agree, or in a court of competent jurisdiction within the State of
Louisiana.

Rights and Remedies. The duties and obligations imposed by the Contract Documents and the rights and
remedies available there under shall be in addition to and not a limitation of any duties, obligations, rights,
and remedies otherwise imposed or available by law. No action or failure to act by CATS, (its agents or
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assigns) or Contractor shall constitute a waiver of any right or duty afforded any of them under the Contract,
nor shall any such action or failure to act constitute an approval of or acquiescence in any breach there under,
except as may be specifically agreed in writing.

9. EMPLOYEE PROTECTIONS - (Davis Bacon, Anti-Kickback, Contract Work Hours & Safety Standards) -
49 U.S.C. § 5333(a); 40 U.S.C. 88 3141 — 3148; 29 C.F.R. part 5; 18 U.S.C. § 874; 29 C.F.R. part 3; 40 U.S.C. 883701-3708; 29
C.F.R. part 1926

Applicability to Contracts - Certain employee protections apply to all FTA funded contracts with particular
emphasis on construction related projects. The recipient will ensure that each third party contractor complies
with all federal laws, regulations, and requirements, including:

1. Prevailing Wage Requirements
a) Federal transit laws, specifically 49 U.S.C. § 5333(a), (FTA’s “Davis-Bacon Related Act”);
b) The Davis-Bacon Act, 40 U.S.C. 88 3141 — 3144, 3146, and 3147; and
c) U.S. DOL regulations, “Labor Standards Provisions Applicable to Contracts Covering Federally
Financed and Assisted Construction (also Labor Standards Provisions Applicable to Non-
construction Contracts Subject to the Contract Work Hours and Safety Standards Act),” 29 C.F.R.
part 5.
2. “Anti-Kickback” Prohibitions
a) Section 1 of the Copeland “Anti-Kickback” Act, as amended, 18 U.S.C. § 874;
b) Section 2 of the Copeland “Anti-Kickback” Act, as amended, 40 U.S.C. § 3145; and
c) U.S. DOL regulations, “Contractors and Subcontractors on Public Building or Public Work
Financed in Whole or in part by Loans or Grants from the United States,” 29 C.F.R. part 3.
3. Contract Work Hours and Safety Standards
a) Contract Work Hours and Safety Standards Act, as amended, 40 U.S.C. 88 3701-3708; and
supplemented by Department of Labor (DOL) regulations, 29 C.F.R. part 5; and
b) U.S. DOL regulations, “Safety and Health Regulations for Construction,” 29 C.F.R. part 1926.

These requirements extend to all third party contractors and their contracts at every tier and subrecipients
and their subcontracts at every tier. The Davis-Bacon Act and the Copeland “Anti-Kickback” Act apply to all
prime construction, alteration, or repair contracts in excess of $2,000.

The Contract Work Hours and Safety Standards Act apply to all FTA funded contracts in excess of
$100,000 that involve the employment of mechanics or laborers.

The recipient must place a copy of the current prevailing wage determination issued by the Department of
Labor in each solicitation. The decision to award a contract or subcontract must be conditioned upon the
acceptance of the wage determination. In addition, recipients can draw on the following language for inclusion
in their federally funded procurements.

Prevailing Wage and Anti-Kickback

For all prime construction, alteration, or repair contracts in excess of $2,000 awarded by FTA, the Contractor
shall comply with the Davis-Bacon Act and the Copeland “Anti-Kickback” Act. Under 49 U.S.C. § 5333(a),
prevailing wage protections apply to laborers and mechanics employed on FTA assisted construction,
alteration, or repair projects. The Contractor will comply with the Davis-Bacon Act, 40 U.S.C. 8§ 3141-3144,
and 3146-3148 as supplemented by DOL regulations at 29 C.F.R. part 5, “Labor Standards Provisions
Applicable to Contracts Governing Federally Financed and Assisted Construction.” In accordance with the
statute, the Contractor shall pay wages to laborers and mechanics at a rate not less than the prevailing wages
specified in a wage determination made by the Secretary of Labor. In addition, the Contractor agrees to pay
wages not less than once a week. The Contractor shall also comply with the Copeland “Anti-Kickback” Act
(40 U.S.C. § 3145), as supplemented by DOL regulations at 29 C.F.R. part 3, “Contractors and Subcontractors
on Public Building or Public Work Financed in Whole or in part by Loans or Grants from the United States.”
The Contractor is prohibited from inducing, by any means, any person employed in the construction,
completion, or repair of public work, to give up any part of the compensation to which he or she is otherwise
entitled.
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Contract Work Hours and Safety Standards

For all contracts in excess of $100,000 that involve the employment of mechanics or laborers, the Contractor
shall comply with the Contract Work Hours and Safety Standards Act (40 U.S.C. 88 3701-3708), as
supplemented by the DOL regulations at 29 C.F.R. part 5. Under 40 U.S.C. § 3702 of the Act, the Contractor
shall compute the wages of every mechanic and laborer, including watchmen and guards, on the basis of a
standard work week of 40 hours. Work in excess of the standard work week is permissible provided that the
worker is compensated at a rate of not less than one and a half times the basic rate of pay for all hours worked
in excess of 40 hours in the work week. The requirements of 40 U.S.C. § 3704 are applicable to construction
work and provide that no laborer or mechanic be required to work in surroundings or under working conditions
which are unsanitary, hazardous, or dangerous. These requirements do not apply to the purchase of
supplies or materials or articles ordinarily available on the open market, or to contracts for
transportation or transmission of intelligence.

In the event of any violation of the clause set forth herein, the Contractor and any subcontractor responsible
therefor shall be liable for the unpaid wages. In addition, the Contractor and subcontractor shall be liable to
the United States (in the case of work done under contract for the District of Columbia or a territory, to such
District or to such territory), for liquidated damages. Such liquidated damages shall be computed with respect
to each individual laborer or mechanic, including watchmen and guards, employed in violation of this clause
in the sum of $10 for each calendar day on which such individual was required or permitted to work in excess
of the standard workweek of forty hours without payment of the overtime wages required by this clause.

The FTA shall upon its own action or upon written request of an authorized representative of the Department
of Labor withhold or cause to be withheld, from any moneys payable on account of work performed by the
Contractor or subcontractor under any such contract or any other Federal contract with the same prime
Contractor, or any other federally-assisted contract subject to the Contract Work Hours and Safety Standards
Act, which is held by the same prime Contractor, such sums as may be determined to be necessary to satisfy
any liabilities of such Contractor or subcontractor for unpaid wages and liquidated damages as provided in
this section.

The Contractor or subcontractor shall insert in any subcontracts the clauses set forth in this section and also
a clause requiring the subcontractors to include these clauses in any lower tier subcontracts. The prime
Contractor shall be responsible for compliance by any subcontractor or lower tier subcontractor with the
clauses set forth in this agreement.

Contract Work Hours and Safety Standards for Awards Not Involving Construction

The Contractor shall comply with all federal laws, regulations, and requirements providing wage and hour
protections for non-construction employees, in accordance with 40 U.S.C. § 3702, Contract Work Hours and
Safety Standards Act, and other relevant parts of that Act, 40 U.S.C. § 3701 et seq., and U.S. DOL regulations,
“Labor Standards Provisions Applicable to Contracts Covering Federally Financed and Assisted Construction
(also Labor Standards Provisions Applicable to Non-construction Contracts Subject to the Contract Work
Hours and Safety Standards Act),” 29 C.F.R. part 5.

The Contractor shall maintain payrolls and basic payroll records during the course of the work and
shall preserve them for a period of three (3) years from the completion of the contract for all laborers
and mechanics, including guards and watchmen, working on the contract. Such records shall contain
the name and address of each such employee, social security number, correct classifications, hourly rates of
wages paid, daily and weekly number of hours worked, deductions made, and actual wages paid.

Such records maintained under this paragraph shall be made available by the Contractor for inspection,
copying, or transcription by authorized representatives of the FTA and the Department of Labor, and the
Contractor will permit such representatives to interview employees during working hours on the job.

The contractor shall require the inclusion of the language of this clause within subcontracts of all tiers.
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10. ENERGY CONSERVATION - 42 U.S.C. 6321 et seq.; 49 C.F.R. part 622, subpart C

Applicability to Contracts - The Energy Policy and Conservation requirements are applicable to all
contracts. The Recipient agrees to, and assures that its subrecipients, if any, will comply with the mandatory
energy standards and policies of its state energy conservation plans under the Energy Policy and
Conservation Act, as amended, 42 U.S.C. § 6201 et seq., and perform an energy assessment for any building
constructed, reconstructed, or modified with federal assistance as required under FTA regulations,
“‘Requirements for Energy Assessments,” 49 C.F.R. part 622, subpart C.

These requirements extend to all third party contractors and their contracts at every tier and subrecipients
and their subcontracts at every tier.

Energy Conservation - The contractor agrees to comply with mandatory standards and policies relating to
energy efficiency, which are contained in the state energy conservation plan issued in compliance with the
Energy Policy and Conservation Act.

11. FEDERAL CHANGES - 49 CFR Part 18

Applicability to Contracts - Contractor shall at all times comply with all applicable FTA regulations, policies,
procedures, and directives, including without limitation those listed directly or by reference in the Master
Agreement between Purchaser and FTA, as they may be amended or promulgated from time to time during
the term of this contract. Contractor's failure to so comply shall constitute a material breach of this contract.

12. FLY AMERICA - 49 U.S.C. § 40118; 41 C.F.R. part 301-10; 48 C.F.R. part 47.4

Applicability to Contracts + The Fly America requirements apply to the transportation of persons or property,
by air, between a place in the U.S. and a place outside the U.S., or between places outside the U.S., when
the FTA will participate in the costs of such air transportation. Transportation on a foreign air carrier is
permissible when provided by a foreign air carrier under a code share agreement when the ticket identifies
the U.S. air carrier's designator code and flight number. Transportation by a foreign air carrier is also
permissible if there is a bilateral or multilateral air transportation agreement to which the U.S. Government
and a foreign government are parties and which the U.S. DOT has determined meets the requirements of the
Fly America Act.

The Fly America requirements flow down from FTA recipients and subrecipients to first tier contractors who
are responsible for ensuring that lower tier contractors and subcontractors are in compliance.

Fly America Requirements

a) Definitions. As used in this clause-- “International air transportation” means transportation by air
between a place in the United States and a place outside the United States or between two places
both of which are outside the United States. “United States” means the 50 States, the District of
Columbia, and outlying areas. “U.S.-flag air carrier” means an air carrier holding a certificate under
49 U.S.C. Chapter 411.

b) When Federal funds are used to fund travel, Section 5 of the International Air Transportation Fair
Competitive Practices Act of 1974 (49 U.S.C. 40118) (Fly America Act) requires contractors,
recipients, and others use U.S.-flag air carriers for U.S. Government-financed international air
transportation of personnel (and their personal effects) or property, to the extent that service by
those carriers is available. It requires the Comptroller General of the United States, in the absence
of satisfactory proof of the necessity for foreign-flag air transportation, to disallow expenditures
from funds, appropriated or otherwise established for the account of the United States, for
international air transportation secured aboard a foreign-flag air carrier if a U.S.-flag air carrier is
available to provide such services.

c) If available, the Contractor, in performing work under this contract, shall use U.S.-flag carriers for
international air transportation of personnel (and their personal effects) or property.

d) In the event that the Contractor selects a carrier other than a U.S.-flag air carrier for international
air transportation, the Contractor shall include a statement on vouchers involving such
transportation essentially as follows:
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Statement of Unavailability of U.S.-Flag Air Carriers - International air transportation of persons (and their
personal effects) or property by U.S.-flag air carrier was not available or it was necessary to use foreign-flag
air carrier service for the following reasons. See FAR § 47.403. [State reasons]: The Contractor shall include
the substance of this clause, including this paragraph (e), in each subcontract or purchase under this contract
that may involve international air transportation.

13. GOVERNMENT-WIDE DEBARMENT AND SUSPENSION - 2 C.F.R. part 180; 2 C.F.R part 1200; 2 C.F.R. §
200.213; 2 C.F.R. part 200 Appendix Il (I), Executive Order 12549; Executive Order 12689

Background and Applicability - A contract award (of any tier) in an amount expected to equal or exceed
$25,000 or a contract award at any tier for a federally required audit (irrespective of the contract amount) must
not be made to parties listed on the government-wide exclusions in the System for Award Management (SAM),
in accordance with the OMB guidelines at 2 C.F.R. part 180. The Excluded Parties List System in SAM
contains the names of parties debarred, suspended, or otherwise excluded by agencies, as well as parties
declared ineligible under statutory or regulatory authority other than Executive Order 12549.

Recipients, contractors, and subcontractors (at any level) that enter into covered transactions are required to
verify that the entity (as well as its principals and affiliates) with which they propose to contract or subcontract
is not excluded or disqualified. This is done by: (a) checking the SAM exclusions; (b) collecting a certification
from that person; or (c) adding a clause or condition to the contract or subcontract.

Debarment, Suspension, Ineligibility and Voluntary Exclusion - The Contractor shall comply and facilitate
compliance with U.S. DOT regulations, “Non-procurement Suspension and Debarment,” 2 C.F.R. part 1200,
which adopts and supplements the U.S. Office of Management and Budget (U.S. OMB) “Guidelines to
Agencies on Government-wide Debarment and Suspension (Non-procurement),” 2 C.F.R. part 180. These
provisions apply to each contract at any tier of $25,000 or more, and to each contract at any tier for a federally
required audit (irrespective of the contract amount), and to each contract at any tier that must be approved by
an FTA official irrespective of the contract amount. As such, the Contractor shall verify that its principals,
affiliates, and subcontractors are eligible to participate in this federally funded contract and are not presently
declared by any Federal department or agency to be:

a) Debarred from participation in any federally assisted Award;

b) Suspended from patrticipation in any federally assisted Award;

c) Proposed for debarment from participation in any federally assisted Award;

d) Declared ineligible to participate in any federally assisted Award;

e) Voluntarily excluded from participation in any federally assisted Award; or

f) Disqualified from participation in ay federally assisted Award.

By signing and submitting its bid or proposal, the bidder or proposer certifies as follows:

e The certification in this clause is a material representation of fact relied upon by CATS. Ifitis
later determined by CATS that the bidder or proposer knowingly rendered an erroneous
certification, in addition to remedies available to CATS, the Federal Government may pursue
available remedies, including but not limited to suspension and/or debarment. The bidder or
proposer agrees to comply with the requirements of 2 C.F.R. part 180, subpart C, as
supplemented by 2 C.F.R. part 1200, while this offer is valid and throughout the period of any
contract that may arise from this offer. The bidder or proposer further agrees to include a
provision requiring such compliance in its lower tier covered transactions.

14. INCORPORATION OF FEDERAL TERMS

Applicability to Contracts - The incorporation of FTA terms applies to all federally funded contracts.
Incorporation of Federal Transit Administration (FTA) Terms - The preceding provisions include, in part,
certain Standard Terms and Conditions required by DOT, whether or not expressly set forth in the preceding
contract provisions. All contractual provisions required by DOT, as set forth in FTA Circular 4220.1E, are
hereby incorporated by reference. Anything to the contrary herein notwithstanding, all FTA mandated terms
shall be deemed to control in the event of a conflict with other provisions contained in this Agreement. The
Contractor shall not perform any act, fail to perform any act, or refuse to comply with any CATS requests
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which would cause CATS to be in violation of the FTA terms and conditions.

15. LOBBYING RESTRICTIONS - 31 U.S.C. § 1352; 2 C.F.R. § 200.450; 2 C.F.R. part 200 appendix Il (J); 49 C.F.R. part 20
Applicability to Contracts - The lobbying requirements apply to all contracts and subcontracts of $100,000
or more at any tier under a Federal grant. If any funds other than Federal appropriated funds have been paid
or will be paid to any person for influencing or attempting to influence an officer or employee of any agency,
a Member of Congress, an officer or employee of Congress, or an employee of a Member of Congress in
connection with this agreement, the payor must complete and submit the Standard Form-LLL, “Disclosure
Form to Report Lobbying,” in accordance with its instructions.

49 C.F.R. part 20, Appendices A and B provide specific language for inclusion in FTA funded third party
contracts as follows:

Lobbying Restrictions
The bidder certifies, to the best of his or her knowledge and belief, that:

a) No Federal appropriated funds have been paid or will be paid, by or on behalf of the bidder, to any
person for influencing or attempting to influence an officer or employee of an agency, a Member
of Congress, an officer or employee of Congress, or an employee of a Member of Congress in
connection with the awarding of any Federal contract, the making of any Federal grant, the making
of any Federal loan, the entering into of any cooperative agreement, and the extension,
continuation, renewal, amendment, or modification of any Federal contract, grant, loan, or
cooperative agreement.

b) If any funds other than Federal appropriated funds have been paid or will be paid to any person
for influencing or attempting to influence an officer or employee of any agency, a Member of
Congress, an officer or employee of Congress, or an employee of a Member of Congress in
connection with this Federal contract, grant, loan, or cooperative agreement, the bidder shall
complete and submit Standard Form-LLL, “Disclosure Form to Report Lobbying,” in accordance
with its instructions.

c) The bidder shall require that the language of this certification be included in the award documents
for all sub-awards at all tiers (including subcontracts, sub-grants, and contracts under grants,
loans, and cooperative agreements) and that all subrecipients shall certify and disclose
accordingly. (See Appendix I, Page 167)

This certification is a material representation of fact upon which reliance was placed when this transaction
was made or entered into. Submission of this certification is a prerequisite for making or entering into this
transaction imposed by section 1352, title 31, U.S. Code. Any person who fails to file the required certification
shall be subject to a civil penalty of not less than $10,000 and not more than $100,000 for each such failure.

16. NO FEDERAL GOVERNMENT OBLIGATION TO THIRD PARTIES
Applicability to Contracts - The No Obligation clause applies to all third party contracts that are federally
funded.

No Federal Government Obligation to Third Parties. The Recipient and Contractor acknowledge and agree
that, notwithstanding any concurrence by the Federal Government in or approval of the solicitation or award
of the underlying Contract, absent the express written consent by the Federal Government, the Federal
Government is not a party to this Contract and shall not be subject to any obligations or liabilities to the
Recipient, Contractor or any other party (whether or not a party to that contract) pertaining to any matter
resulting from the underlying Contract. The Contractor agrees to include the above clause in each subcontract
financed in whole or in part with Federal assistance provided by the FTA. It is further agreed that the clause
shall not be modified, except to identify the subcontractor who will be subject to its provisions.

17. PROGRAM FRAUD AND FALSE OR FRAUDULENT STATEMENTS AND RELATED ACTS - 49 U.S.C.
§ 5323(]) (1); 31 U.S.C. §8 3801-3812; 18 U.S.C. § 1001; 49 C.F.R. part 31

Applicability to Contracts - The Program Fraud clause applies to all third party contracts that are federally

funded.
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The Program Fraud clause extends to all third party contractors and their contracts at every tier and
subrecipients and their subcontracts at every tier. These requirements flow down to contractors and
subcontractors who make, present, or submit covered claims and statements.

Program Fraud and False or Fraudulent Statements or Related Acts - The Contractor acknowledges that
the provisions of the Program Fraud Civil Remedies Act of 1986, as amended, 31 U.S.C. § 3801 et seq. and
U.S. DOT regulations, "Program Fraud Civil Remedies," 49 C.F.R. part 31, apply to its actions pertaining to
this Project. Upon execution of the underlying contract, the Contractor certifies or affirms the truthfulness and
accuracy of any statement it has made, it makes, it may make, or causes to be made, pertaining to the
underlying contract or the FTA assisted project for which this contract work is being performed. In addition to
other penalties that may be applicable, the Contractor further acknowledges that if it makes, or causes to be
made, a false, fictitious, or fraudulent claim, statement, submission, or certification, the Federal Government
reserves the right to impose the penalties of the Program Fraud Civil Remedies Act of 1986 on the Contractor
to the extent the Federal Government deems appropriate.

The Contractor also acknowledges that if it makes, or causes to be made, a false, fictitious, or fraudulent
claim, statement, submission, or certification to the Federal Government under a contract connected with a
project that is financed in whole or in part with Federal assistance originally awarded by FTA under the
authority of 49 U.S.C. chapter 53, the Government reserves the right to impose the penalties of 18 U.S.C. §
1001 and 49 U.S.C. § 5323(l) on the Contractor, to the extent the Federal Government deems appropriate.

The Contractor agrees to include the above two clauses in each subcontract financed in whole or in part with
Federal assistance provided by FTA. It is further agreed that the clauses shall not be modified, except to
identify the subcontractor who will be subject to the provisions.

18. RECYCLED PRODUCTS - 42 U.S.C. § 6962; 40 C.F.R. part 247; 2 C.F.R. part § 200.322

Applicability to Contracts - The Resource Conservation and Recovery Act, as amended, (42 U.S.C. § 6962
et seq.), requires States and local governmental authorities to provide a competitive preference to products
and services that conserve natural resources, protect the environment, and are energy efficient. Recipients
are required to procure only items designated in guidelines of the Environmental Protection Agency (EPA) at
40 C.F.R. part 247 that contain the highest percentage of recovered materials practicable, consistent with
maintaining a satisfactory level of competition, where the purchase price of the item exceeds $10,000 or the
value of the quantity acquired during the preceding fiscal year exceeded $10,000.

Recovered Materials - The Contractor agrees to provide a preference for those products and services that
conserve natural resources, protect the environment, and are energy efficient by complying with and
facilitating compliance with Section 6002 of the Resource Conservation and Recovery Act, as amended, 42
U.S.C. § 6962, and U.S. Environmental Protection Agency (U.S. EPA), “Comprehensive Procurement
Guideline for Products Containing Recovered Materials,” 40 C.F.R. part 247.

19. SAFE OPERATION OF MOTOR VEHICLES - 23 U.S.C. part 402;Executive Order No. 13043; Executive Order No.
13513; U.S. DOT Order No. 3902.10

Applicability to Contracts - The Safe Operation of Motor Vehicles requirements apply to all federally funded
third party contracts. In compliance with Federal Executive Order No. 13043, “Increasing Seat Belt Use in the
United States,” April 16, 1997, 23 U.S.C. Section 402 note, FTA encourages each third party contractor to
adopt and promote on-the-job seat belt use policies and programs for its employees and other personnel that
operate company owned, rented, or personally operated vehicles, and to include this provision in each third
party subcontract involving the project. Additionally, recipients are required by FTA to include a Distracted
Driving clause that addresses distracted driving, including text messaging in each of its third party agreements
supported with Federal assistance.

Safe Operation of Motor Vehicles
1. Seat Belt Use - The Contractor is encouraged to adopt and promote on-the-job seat belt use
policies and programs for its employees and other personnel that operate company-owned
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vehicles, company-rented vehicles, or personally operated vehicles. The terms “company-owned”
and “company-leased” refer to vehicles owned or leased either by the Contractor or CATS.

2. Distracted Driving - The Contractor agrees to adopt and enforce workplace safety policies to
decrease crashes caused by distracted drivers, including policies to ban text messaging while
using an electronic device supplied by an employer, and driving a vehicle the driver owns or rents,
a vehicle Contactor owns, leases, or rents, or a privately-owned vehicle when on official business
in connection with the work performed under this agreement.

20. SEISMIC SAFETY- 42 U.S.C. 7701 et seq.; 49 C.F.R. part 41; Executive Order (E.O.) 12699
Applicability to Contracts - The Seismic Safety requirements apply only to contracts for the construction of
new buildings or additions to existing buildings.

Seismic Safety - The contractor agrees that any new building or addition to an existing building will be
designed and constructed in accordance with the standards for Seismic Safety required in Department of
Transportation (DOT) Seismic Safety Regulations 49 C.F.R. part 41 and will certify to compliance to the extent
required by the regulation. The contractor also agrees to ensure that all work performed under this contract,
including work performed by a subcontractor, is in compliance with the standards required by the Seismic
Safety regulations and the certification of compliance issued on the project.

21. TERMINATION

a.

Termination for Convenience (General Provision) CATS may terminate this contract, in whole or in
part, at any time by written notice to the Contractor when it is in CATS and/or the Government’s best
interest. The Contractor shall be paid its costs, including contract close-out costs, and profit on work
performed up to the time of termination. The Contractor shall promptly submit its termination claim to
CATS to be paid the Contractor. If the Contractor has any property in its possession belonging to CATS,
the Contractor will account for the same, and dispose of it in the manner CATS directs.

Termination for Default [Breach or Cause] (General Provision) If the Contractor does not deliver
supplies in accordance with the contract delivery schedule, or, if the contract is for services, the
Contractor fails to perform in the manner called for in the contract, or if the Contractor fails to
comply with any other provisions of the contract, CATS may terminate this contract for default.
Termination shall be affected by serving a notice of termination on the contractor setting forth the
manner in which the Contractor is in default. The contractor will only be paid the contract price for
supplies delivered and accepted, or services performed in accordance with the manner of performance
set forth in the contract.

If it is later determined by CATS that the Contractor had an excusable reason for not performing,
such as a strike, fire, or flood, events which are not the fault of or are beyond the control of the
Contractor, CATS, after setting up a new delivery of performance schedule, may allow the Contractor
to continue work, or treat the termination as a termination for convenience.

Opportunity to Cure (General Provision) CATS at its sole discretion may, in the case of a termination
for breach or default, allow the Contractor seven (7) calendar in which to cure the defect. In such case,
the notice of termination will state the time period in which cure is permitted and other appropriate
conditions.

If Contractor fails to remedy to CATS satisfaction the breach or default or any of the terms, covenants,
or conditions of this Contract within ten (10) days after receipt by Contractor of written notice from
CATS setting forth the nature of said breach or default, CATS shall have the right to terminate the
Contract without any further obligation to Contractor. Any such termination for default shall not in
any way operate to preclude CATS from also pursuing all available remedies against Contractor and
its sureties for said breach or default.

Waiver of Remedies for any Breach. In the event that CATS elects to waive its remedies for any
breach by Contractor of any covenant, term or condition of this Contract, such waiver by CATS shall
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not limit CATS remedies for any succeeding breach of that or of any other term, covenant, or condition
of this Contract.

22. FTA MASTER AGREEMENT 39(b)

(b) Notification to FTA; Flow Down Requirement. If a current or prospective legal matter that may affect
the Federal Government emerges, the Recipient must promptly notify the FTA Chief Counsel and FTA
Regional Counsel for the Region in which the Recipient is located. The Recipient must include a similar
notification requirement in its Third Party Agreements and must require each Third Party Participant to
include an equivalent provision in its sub agreements at every tier, for any agreement that is a “covered
transaction” according to 2 C.F.R. §§ 180.220 and 1200.220.

(3) Additional Notice to U.S. DOT Inspector General. The Recipient must promptly notify the U.S. DOT
Inspector General in addition to the FTA Chief Counsel or Regional Counsel for the Region in which the
Recipient is located, if the Recipient has knowledge of potential fraud, waste, or abuse occurring on a
Project receiving assistance from FTA. The notification provision applies if a person has or may have
submitted a false claim under the False Claims Act, 31 U.S.C. § 3729, et seq., or has or may have
committed a criminal or civil violation of law pertaining to such matters as fraud, conflict of interest, bid
rigging, misappropriation or embezzlement, bribery, gratuity, or similar misconduct involving federal
assistance. This responsibility occurs whether the Project is subject to this Agreement or another
agreement between the Recipient and FTA, or an agreement involving a principal, officer, employee,
agent, or Third Party Participant of the Recipient. It also applies to subcontractors at any tier. Knowledge,
as used in this paragraph, includes, but is not limited to, knowledge of a 95 criminal or civil investigation
by a Federal, state, or local law enforcement or other investigative agency, a criminal indictment or civil
complaint, or probable cause that could support a criminal indictment, or any other credible information in
the possession of the Recipient. In this paragraph, “promptly” means to refer information without delay
and without change. This notification provision applies to all divisions of the Recipient, including divisions
tasked with law enforcement or investigatory functions.

23. 2 CFR 8§ 200.216 - PROHIBITION ON CERTAIN TELECOMMUNICATIONS AND_ VIDEO
SURVEILLANCE SERVICES OR EQUIPMENT

§ 200.216 Prohibition on certain telecommunications and video surveillance services or equipment. (a)
Recipients and subrecipients are prohibited from obligating or expending loan or grant funds to: (1)
Procure or obtain; (2) Extend or renew a contract to procure or obtain; or (3) Enter into a contract (or
extend or renew a contract) to procure or obtain equipment, services, or systems that uses covered
telecommunications equipment or services as a substantial or essential component of any system, or as
critical technology as part of any system. As described in Public Law 115-232, section 889, covered
telecommunications equipment is telecommunications equipment produced by Huawei Technologies
Company or ZTE Corporation (or any subsidiary or affiliate of such entities). (i) For the purpose of public
safety, security of government facilities, physical security surveillance of critical infrastructure, and other
national security purposes, video surveillance and telecommunications equipment produced by Hytera
Communications Corporation, Hangzhou Hikvision Digital Technology Company, or Dahua Technology
Company (or any subsidiary or affiliate of such entities). (ii) Telecommunications or video surveillance
services provided by such entities or using such equipment. (iii) Telecommunications or video surveillance
equipment or services produced or provided by an entity that the Secretary of Defense, in consultation
with the Director of the National Intelligence or the Director of the Federal Bureau of Investigation,
reasonably believes to be an entity owned or controlled by, or otherwise connected to, the government of
a covered foreign country. (b) In implementing the prohibition under Public Law 115-232, section 889,
subsection (f), paragraph (1), heads of executive agencies administering loan, grant, or subsidy programs
shall prioritize available funding and technical support to assist affected businesses, institutions and
organizations as is reasonably necessary for those affected entities to transition from covered
communications equipment and services, to procure replacement equipment and services, and to ensure
that communications service to users and customers is sustained. (c) See Public Law 115-232, section
889 for additional information. (d) See also §200.471.
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24 VETERANS PREFERENCE.

Authority — 49 USC 8§ 5325(k), FTA Master Agreement FY 2020 at Section 16(u)

Applicability — all contracts

To the extent practicable, the Contractor agrees to give a hiring preference to veterans (as defined in 5
USC § 2108) who have the skills and abilities required to perform construction work required for a capital
project supported with funds made available or appropriated for 49 USC chapter 53; provided, however,
the Contractor may not give a hiring preference to any veteran over any equally qualified applicant who is
a member of any racial or ethnic minority, female, an individual with a disability or a former employee.

25.CONTRACT WORK HOURS AND SAFETY STANDARDS ACT
Authority — Appendix Il to Part 200, 40 U.S.C. 88 3701-3708 and 29 C.F.R. part 1926, FTA Master
Agreement FY2020 at Section 16(d)(5), FTA C 4220.1H at Appendix D

Applicability - Contracts over $250,000 that involve the employment of mechanics or laborers.

For all contracts in excess of $250,000 that involve the employment of mechanics or laborers, the
Contractor shall comply with the Contract Work Hours and Safety Standards Act (40 U.S.C. 8§ 3701-
3708), as supplemented by the DOL regulations at 29 C.F.R. part 5. Under 40 U.S.C. § 3702 of the Act,
the Contractor shall compute the wages of every mechanic and laborer, including watchmen and guards,
on the basis of a standard work week of 40 hours. Work in excess of the standard work week is
permissible provided that the worker is compensated at a rate of not less than one and a half times the
basic rate of pay for all hours worked in excess of 40 hours in the work week. The requirements of 40
U.S.C. § 3704 are applicable to construction work and provide that no laborer or mechanic be required
to work in surroundings or under working conditions which are unsanitary, hazardous or dangerous.
These requirements do not apply to the purchase of supplies or materials or articles ordinarily available
on the open market, or to contracts for transportation or transmission of intelligence.

In the event of any violation of the clause set forth herein, the Contractor and any subcontractor
responsible therefor shall be liable for the unpaid wages. In addition, the Contractor and subcontractor
shall be liable to the United States (in the case of work done under contract for the District of Columbia
or a territory, to such District or to such territory), for liquidated damages. Such liquidated damages shall
be computed with respect to each individual laborer or mechanic, including watchmen and guards,
employed in violation of this clause in the sum of $10 for each calendar day on which such individual was
required or permitted to work in excess of the standard workweek of forty hours without payment of the
overtime wages required by this clause.

The FTA shall upon its own action or upon written request of an authorized representative of the
Department of Labor withhold or cause to be withheld, from any moneys payable on account of work
performed by the Contractor or subcontractor under any such contract or any other Federal contract with
the same prime Contractor, or any other federally-assisted contract subject to the Contract Work Hours
and Safety Standards Act, which is held by the same prime Contractor, such sums as may be determined
to be necessary to satisfy any liabilities of such Contractor or subcontractor for unpaid wages and
liquidated damages as provided in this section.

The Contractor or subcontractor shall insert in any subcontracts the clauses set forth in this section and
also a clause requiring the subcontractors to include these clauses in any lower tier subcontracts. The
prime Contractor shall be responsible for compliance by any subcontractor or lower tier subcontractor
with the clauses set forth in this agreement.

26. CONTRACT WORK HOURS AND SAFETY STANDARDS FOR AWARDS NOT INVOLVING
CONSTRUCTION

The Contractor shall comply with all federal laws, regulations, and requirements providing wage and hour
protections for non-construction employees, in accordance with 40 U.S.C. § 3702, Contract Work Hours
and Safety Standards Act, and other relevant parts of that Act, 40 U.S.C. § 3701 et seq., and U.S. DOL
regulations, “Labor Standards Provisions Applicable to Contracts Covering Federally Financed and
Assisted Construction (also Labor Standards Provisions Applicable to Non-
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construction Contracts Subject to the Contract Work Hours and Safety Standards Act),” 29 C.F.R. part 5.

The Contractor shall maintain payrolls and basic payroll records during the course of the work and shall
preserve them for a period of three (3) years from the completion of the contract for all laborers and
mechanics, including guards and watchmen, working on the contract. Such records shall contain the
name and address of each such employee, social security number, correct classifications, hourly rates of
wages paid, daily and weekly number of hours worked, deductions made, and actual wages paid.

Such records maintained under this paragraph shall be made available by the Contractor for inspection,
copying, or transcription by authorized representatives of the FTA and the Department of Labor, and the
Contractor will permit such representatives to interview employees during working hours on the job.
The contractor shall require the inclusion of the language of this clause within subcontracts of all tiers.

Flow Down Requirements - This requirement flows down to all subcontracts at every tier.

(27) TRAFFICKING IN PERSONS
(1) Legal Authorities. The Recipient agrees to comply and assures the compliance of each
Subrecipient, with federal requirements and guidance, including:
(i) Section 106(g) of the Trafficking Victims Protection Act of 2000 (TVPA), as amended, 22
U.S.C. § 7104(g); and
(ii) The terms of this section 4(f), which have been derived from U.S. OMB regulatory
guidance, “Award Term for Trafficking in Persons,” 2 CFR Part 175, per U.S. OMB’s
direction.

(2) Definitions. The Recipient agrees that for purposes of this section 4(f):
(i) Employee means either an individual who is employed by the Recipient or a Subrecipient, and is
participating in a Project or related activities as set forth in the Underlying Agreement, or another person
who is participating in a Project or related activities as set forth in the Underlying Agreement and is not
compensated by the Recipient, including, but not limited to, a volunteer, or an individual whose services
are contributed by the Recipient or Third Party Participant as an in-kind contribution toward the cost
sharing requirements of the Recipient’s Underlying Agreement.
(ii) Forced labor means labor obtained by recruitment, harboring, transportation, provision, or other
means of obtaining of a person for labor or services through the use of force, fraud, or coercion for the
purpose of subjection to involuntary servitude, peonage, debt bondage, or slavery.
(i) Private entity means any entity other than a state, local government, Indian tribe, or foreign
public entity, as those terms are defined in 2 CFR § 175.25, and includes a for-profit organization, or
a nonprofit organization, including any nonprofit organization of higher education, hospital, or tribal
organization other than one included in the definition of Indian Tribe at 2 CFR § 175.25(b).
(iv) Severe forms of trafficking in persons has the meaning given at section 103 of the TVPA,
as amended, 22 U.S.C. § 7102. 23
(v) Commercial sex act has the meaning given at section 103 of the TVPA, as amended, 22
U.S.C. §7102.
(vi) Coercion has the meaning given at section 103 of the TVPA, as amended, 22 U.S.C. §7102.

(3) Provisions Applicable to All Recipients. The Recipient agrees to, and assures that its
Subrecipients will:

(i) Provide Information. Inform FTA immediately of any information it receives from any
source alleging a violation of the prohibitions listed in section 4(f)(4) of this Master
Agreement; and

(i) Subagreement Provision. Include the following provision in any subagreement it enters into with a
private entity as defined above in section 4(f)(2)

(iii) of this Master Agreement:

XXX agrees that it and its employees that participate in the Recipient’'s Award, may not:
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Engage in severe forms of trafficking in persons during the period of time that the Recipient’'s Award
is in effect, Procure a commercial sex act during the period of time that the Recipient’'s Award is in
effect, or Use forced labor in the performance of the Recipient’s Award or subagreements thereunder.

(4) Provisions Applicable to a Private Entity Recipient. If the Recipient is a private entity, it agrees that:
(i) Prohibitions. It, its employees, its Subrecipients, and its Subrecipients’ employees that
participate in the Underlying Agreement will not:

(A) Engage in severe forms of trafficking in persons during the period of time that the
Recipient’s Underlying Agreement is in effect;

(B) Procure a commercial sex act during the period of time that the Recipient’s Underlying
Agreement is in effect; or

(C) Use forced labor in the performance of the Recipient’s Underlying Agreement or
subagreements.

(i) Termination of Federal Assistance. Section 106(g) of the TVPA, as amended, 22 U.S.C. §
7104(g), and U.S. OMB regulatory guidance, “Award Term for Trafficking in Persons,” 2
CFR Part 175, provide FTA the right to unilaterally terminate the Underlying Agreement for
a violation of that Act without penalty to the Federal Government, if FTA determines that
the private entity Recipient or its Subrecipient:

(A) Has violated a prohibition described above in section 4(g)(4)(i) of this Master Agreement; or
(B) Has an employee whose conduct is determined to have violated a prohibition described above in
section 4(g)(4)(i) of this Master Agreement because that employee’s conduct is either:

a. Associated with the performance of the Recipient’s Underlying Agreement; or
a. Imputed to the Recipient or Subrecipient using the standards of due process for conduct of an
individual to an organization provided in:
i. U.S. DOT regulations, “Nonprocurement Suspension and Debarment,” 2 CFR Part
200; or
ii. U.S. OMB regulatory guidance, “Guidelines to Agencies on Governmentwide
Debarment and Suspension (Nonprocurement),” 2 CFR Part 180.

(5) Provisions Applicable to a Recipient That is Not a Private Entity. A Recipient that is not a
private entity agrees that section 106(g) of the TVPA, as amended, 22 U.S.C. § 7104(g), and
U.S. OMB regulatory guidance, “Award Term for Trafficking in Persons,” 2 CFR Part 175,
provides FTA the right to unilaterally terminate the Underlying Agreement, without penalty to the Federal
Government, for a violation of that Act if FTA determines that:

i. A private entity that is the Subrecipient of the Recipient is determined to have engaged in severe
forms of trafficking in persons during the period of time that the Recipient's Underlying
Agreement is in effect; procured a commercial sex act during the period of time that the
Recipient’s Underlying Agreement is in effect; or used forced labor in 25 the performance of the
Recipient’s Underlying Agreement or sub agreements thereunder; or

i. An employee of a private entity that is the Subrecipient has engaged in severe forms of
trafficking in persons during the period of time that the Recipient’s Underlying Agreement is in
effect; procured a commercial sex act during the period of time that
the Recipient’s Underlying Agreement is in effect; or used forced labor in the performance of
the Recipient’s Underlying Agreement or subagreements thereunder, and whose conduct
described above is associated with the performance of the Recipient’s Underlying Agreement;
or is imputed to the Subrecipient using the standards for due process to impute the conduct of
an individual to an organization as provided in U.S. OMB regulatory guidance, “Guidelines to
Agencies on Governmentwide Debarment and Suspension (Nonprocurement),” 2 CFR Part
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180, and U.S. DOT regulations, “Nonprocurement Suspension and Debarment,” 2 CFR Part
1200.

(6) Remedies Other Than Termination of Federal Assistance. The Recipient agrees that FTA’s right to
terminate federal assistance as provided in the TVPA and in sections 4(f)(4)(ii) and 4(f)(5) are in addition
to all other remedies for noncompliance available to the Federal Government under this Master Agreement.

(28) SPECIAL NOTIFICATION REQUIREMENTS FOR STATES —
Note: Projects that are procured with Federal Funds.
(a) Types of Information. To the extent required under federal law, the State, as the Recipient, agrees to
provide the following information about federal assistance awarded for its State Program, Project, or
related activities:

(1) The Identification of FTA as the federal agency providing the federal assistance for a State
Program or Project;

(2) The Catalog of Federal Domestic Assistance Number of the program from which the federal
assistance for a State Program or Project is authorized; and

(3) The amount of federal assistance FTA has provided for a State Program or Project.

(b) Documents. The State agrees to provide the information required under this provision in the following
documents: (1) applications for federal assistance, (2) requests for proposals or solicitations, (3) forms,
(4) notifications, (5) press releases, and (6) other publications.

(29) FEDERAL TAX LIABILITY AND RECENT FELONGY CONVICTIONS

(1)Transactions Prohibited.
() The Recipient agrees that, prior to entering into any Third Party Agreement with any private corporation,
partnership, trust, joint-stock company, sole proprietorship, or other business association, the Recipient
will obtain from the prospective Third Party Participant a certification that the Third Party Participant—

(A) Does not have any unpaid Federal tax liability that has been assessed, for which all judicial
and administrative remedies have been exhausted or have lapsed, and that is not being
paid in a timely manner pursuant to an agreement with the authority responsible for
collecting the tax liability; and
(B) Was not convicted of the felony criminal violation under any Federal law within the preceding 24
months.

(ii) If the prospective Third-Party cannot certify, the Recipient agrees to refer the matter to FTA
and not to enter into any Third Party Agreement with the Third Party Participant without
FTA’s written approval.

(2) Flow-Down. The Recipient agrees to require all Third Party Participants to flow this requirement down to
participants at all lower tiers, without regard to the value of any subagreement.
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APPENDIX I

US Department of Labor Prevailing Wage Determination

"General Decision Number: LA20260035 05/18/2026
State: Louilsiana
Construction Types: Building

Counties: Louisiana Counties of East Baton Rouge

Modification Number Publication Date
0 01/02/2026
1 05/18/2026

Asbe0053-001 09/02/2024

Rates Fringes
Asbestos Worker/Heat & Frost Insulator.................. $ 32.66 9.86
E1ec0995-008 01/01/2025

Rates Fringes
Electrician (Including Hvac/Temperature Controls
Installation And Low Voltage Wiring) ................... $ 29.47 13.50
Engi0406-002 07/01/2014

Rates Fringes
Power Equipment Operator: Crane Crane Premiums:
50-150 Tons $1.75 Over 150 Tons $2.25........ $ 23.46 8.35
Iron0623-017 07/01/2025

Rates Fringes
Ironworker, Structural.. ... ..ttt ettt teenenenenn S 34.75 13.86
Iron0623-020 01/01/2025

Rates Fringes
Ironworker, ReinforCing........ouueeeieeneenennn S 34.75 13.86
Painl244-011 12/01/2021

Rates Fringes
PaINter (SPTaAY) + vttt ettt ettt ettt ettt eteneeeeeaennns $ 18.83 9.48
P1lum0060-003 06/02/2025

Rates Fringes
LI o s I i $ 34.87 17.79
Plum0198-004 12/08/2022

Rates Fringes
B0 o1 $ 32.42 16.50
Roof0317-001 12/01/2022
Rates Fringes

e T $ 23.04 9.34
Shee0214-011 01/01/2024
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Sheet Metal Worker (Including Hvac Duct
0o FS it = 0 =l 1o 1 $ 30.38 14.20

Sula2012-020 09/22/2014

Rates Fringes
Truck Driver: Dump TruCK.......i i i ittt eeeeeeeennnnn. $ 17.26 0.00
Tile SeLter . ittt ittt ettt et ettt ettt ee e $ 20.00 0.00
Sprinkler Fitter (Fire Sprinklers)................... $ 20.07 1.27
Painter (Brush And RoOLIEr) .. vt i ittt it ittt i eieeeenn S 18.30 8.91
Operator: Backhoe/Excavator/Trackhoe................ $ 19.07 0.00
Laborer: Mason Tender — BricKk.......oeiiiiiinnnnnnn. $ 12.17 0.00
Laborer: Common Or General.......oeeeeeeeeeeeeenneens S 12.72 0.00
Cement Mason/Concrete Finisher..........oeiiiiieeennn. S 16.24 2.56
(O ey 0= o =l $ 17.60 0.00
BriCKlay el i i ittt e ettt e e e e e et e e et e e $ 20.00 0.00
WELDERS - Receive rate prescribed for craft performing operation to which

welding is incidental.

Note: Executive Order (EO) 13706, Establishing Paid Sick Leave for Federal
Contractors applies to all contracts subject to the Davis-Bacon Act for
which the contract is awarded (and any solicitation was issued) on or after
January 1, 2017. If this contract 1is covered by the EO, the contractor
must provide employees with 1 hour of paid sick leave for every 30 hours
they work, up to 56 hours of paid sick leave each year.

Employees must be permitted to use paid sick leave for their own illness,
injury or other health-related needs, including preventive care; to assist
a family member (or person who is like family to the employee) who is 1ill,
injured, or has other health-related needs, including preventive care; or
for reasons resulting from, or to assist a family member (or person who is
like family to the employee) who is a victim of, domestic violence, sexual
assault, or stalking. Additional information on contractor requirements
and worker protections under the EO is available at
https://www.dol.gov/agencies/whd/government-contracts.

Note: Executive Order 13658 generally applies to contracts subject to the
Davis-Bacon Act that were awarded on or between January 1,2015 and January
29, 2022, and that have not been renewed or extended on or after January
30, 2022. Executive Order 13658 does not apply to contracts subject only
to the Davis-Bacon Related Acts regardless of when they were awarded. If
a contract is subject to Executive Order 13658, the contractor must pay
all covered workers at least $13.65 per hour (or the applicable wage rate
listed on this wage determination, if it is higher) for all hours spent
performing on the contract from May 11, 2026, through December 31, 2026.
The applicable Executive Order minimum wage rate will be adjusted annually.
Additional information on contractor requirements and worker protections
under Executive Order 13658 is available at www.dol.gov/whd/govcontracts.

190

Solicitation #2026-Terminallmprovement-003



Unlisted classifications needed for work not included within the scope of
the classifications listed may be added after award only as provided in
the labor standards contract clauses (29CFR 5.5 (a) (1) (iii)).

The body of each wage determination lists the classifications and wage
rates that have been found to be prevailing for the type(s) of construction
and geographic area covered by the wage determination. The classifications
are listed in alphabetical order under rate identifiers indicating whether
the particular rate is a union rate (current union negotiated rate), a
survey rate, a weighted union average rate, a state adopted rate, or a
supplemental classification rate.

Union Rate Identifiers

A four-letter identifier beginning with characters other than
SU€, QUAVCE, SA€@p, or €@SC€ denotes that a union rate was prevailing for

that classification in the survey. Example:PLUM0198-005 07/01/2024. PLUM
is an identifier of the union whose collectively bargained rate prevailed
in the survey for this classification, which in this example would be
Plumbers. 0198 indicates the local union number or district council number
where applicable, i.e., Plumbers Local 0198. The next number, 005 in the
example, 1is an internal number used in processing the wage determination.
The date, 07/01/2024 in the example, 1s the effective date of the most
current negotiated rate.

Union prevailing wage rates are updated to reflect all changes over time
that are reported to WHD in the rates in the collective bargaining agreement
(CBA) governing the classification.

Union Average Rate Identifiers

The UAVG identifier indicates that no single rate prevailed for those
classifications, but that 100% of the data reported for the classifications
reflected union rates. EXAMPLE: UAVG-OH-0010 01/01/2024. UAVG indicates
that the rate is a weighted union average rate. OH indicates the State of
Ohio. The next number, 0010 in the example, is an internal number used in
producing the wage determination. The date, 01/01/2024 in the example,
indicates the date the wage determination was updated to reflect the most
current union average rate.

A UAVG rate will be updated once a year, usually in January, to reflect a

weighted average of the current rates 1in the collective bargaining
agreements on which the rate is based.
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Survey Rate Identifiers

The @SU€@ identifier indicates that either a single non-union rate

prevailed (as defined in 29 CFR 1.2) for this classification in the survey
or that the rate was derived by computing a weighted average rate based on
all the rates reported in the survey for that classification. As a weighted
average rate includes all rates reported in the survey, 1t may include
both wunion and non-union rates. Example: SUFL2022-007 6/27/2024. SU
indicates the rate is a single non-union prevailing rate or a weighted
average of survey data for that classification. FL indicates the State of
Florida. 2022 is the year of the survey on which these classifications and
rates are based. The next number, 007 in the example, is an internal
number used in producing the wage determination. The date, 6/27/2024 in the
example, indicates the survey completion date for the classifications and
rates under that identifier.

©SU€@ wage rates typically remain in effect until a new survey is

conducted. However, the Wage and Hour Division (WHD) has the discretion to
update such rates under 29 CFR 1.6(c) (1).

State Adopted Rate Identifiers

The €@SA€@Q identifier indicates that the classifications and prevailing

wage rates set by a state (or local) government were adopted under 29 C.F.R
1.3(g)-(h). Example: SAME2023-007 01/03/2024. SA reflects that the rates
are state adopted. ME refers to the State of Maine. 2023 is the year during
which the state completed the survey on which the listed classifications
and rates are based. The next number, 007 in the example, is an internal
number used in producing the wage determination. The date, 01/03/2024 in
the example, reflects the date on which the classifications and rates under

the @SA€@ identifier took effect under state law in the state from which

the rates were adopted.

WAGE DETERMINATION APPEALS PROCESS

1) Has there been an initial decision in the matter? This can be:
a) a survey underlying a wage determination
b) an existing published wage determination
c) an initial WHD letter setting forth a position on
a wage determination matter
d) an initial conformance (additional classification
and rate) determination

192

Solicitation #2026-Terminallmprovement-003



On survey related matters, initial contact, including requests for
summaries of surveys, should be directed to the WHD Branch of Wage Surveys.

Requests can be submitted via email to davisbaconinfo@dol.gov or by mail
to:

Branch of Wage Surveys

Wage and Hour Division

U.S. Department of Labor

200 Constitution Avenue, N.W.

Washington, DC 20210
Regarding any other wage determination matter such as conformance
decisions, requests for initial decisions should be directed to the WHD
Branch of Construction Wage Determinations.
Requests can be submitted via email to BCWD-Office@dol.gov or by mail to:

Branch of Construction Wage Determinations

Wage and Hour Division

U.S. Department of Labor

200 Constitution Avenue, N.W.

Washington, DC 20210

2) If an initial decision has been issued, then any interested party (those
affected by the action) that disagrees with the decision can request review
and reconsideration from the Wage and Hour Administrator (See 29 CFR Part
1.8 and 29 CFR Part 7). Requests for review and reconsideration can be
submitted via email to dba.reconsideration@dol.gov or by mail to:

Wage and Hour Administrator

U.S. Department of Labor

200 Constitution Avenue, N.W.

Washington, DC 20210
The request should be accompanied by a full statement of the interested
party's position and any information (wage payment data, project
description, area practice material, etc.) that the requestor considers
relevant to the issue.

3) If the decision of the Administrator is not favorable, an interested
party may appeal directly to the Administrative Review Board (formerly the
Wage Appeals Board). Write to:

Administrative Review Board

U.S. Department of Labor

200 Constitution Avenue, N.W.

Washington, DC 20210.

END OF GENERAL DECISION
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APPENDIX IV

BUY AMERICA CERTIFICATION

Instructions: Bidder to complete the Buy America Certification listed below. Bidder shall certify
EITHER COMPLIANCE OR NON-COMPLIANCE (not both). This Certification MUST BE submitted
with the Bidder’s bid response.

Certification requirement for procurement of steel, iron, or manufactured products.
Certificate of Compliance with 49 U.S.C. 5323(j)(1)

The bidder or offeror hereby certifies that it will meet the requirements of 49 U.S.C. 5323(j)(1) and the
applicable regulations in 49 CFR Part 661 and any amendments thereto.

Signhature

Company Name

Title

Date

Certificate of Non-Compliance with 49 U.S.C. 5323(j)(1)

The bidder or offeror hereby certifies that it cannot comply with the requirements of 49 U.S.C. 5323(j)(1) and
49 C.F.R. 661.5, but it may qualify for an exception pursuant to 49 U.S.C. 5323(j)(2)(A), 5323(j)(2)(B), or
5323(j)(2)(D), and 49 C.F.R. 661.7.

Signature

Company Name

Title

Date

Special Note: Make sure you have signed only one of the above statements —
either Compliance OR Non-Compliance (not both).
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Build America Buy America Act Certifications

In addition to the aforementioned Buy America Requirements, the Infrastructure Investment and Jobs Act
(“IIJA”), Pub. L. No. 117-58 that includes the Build America, Buy America Act (“the Act”) Pub. L. No. 117-58,
88 70901-58, specifically 870914 of the Act, requires the following Buy America preference:

1. All iron and steel used in the project are produced in the United States. This means all
manufacturing processes, from the initial melting stage through the application of coatings,
occurred in the United States.

2. All manufacturer products used in the project are produced in the United States. This means
the manufactured product was manufactured in the United States, and the cost of the
components of the manufacturer product that are mined, produced or manufactured in the
United States is greater than 55 percent (55%) of the total cost of all components of the
manufactured product, unless another standard for determining the minimum amount of
domestic content of the manufactured product has been established in applicable law or
regulation.

3. All construction materials are manufactured in the United States. This means that all
manufacturing processes for the construction material occurred in the United States (IIJA
§70912(2) and (6)(B)(ii)).

The Buy America preference only applies to articles, materials, and supplies that are consumed in,
incorporated into, or affixed to an infrastructure project. As such, it does not apply to tools, equipment, and
supplies, such as temporary scaffolding, brought to the construction site and removed at or before the
completion of the infrastructure project. Nor does a Buy America preference apply to equipment and
furnishings, such as movable chairs, desks, and portable computer equipment that are used at or within the
finished infrastructure project, but are not an integral part of the structure or permanently affixed to the
infrastructure project.

DEFINITIONS

“Construction materials” include an article, material, or supply — other than an item of primarily iron or steel;
a manufactured product; cement and cementitious materials; aggregates such as stone, sand, or gravel; or
aggregate binding agents or additives — that is or consists primarily of:

e Non-ferrous metals;

e Plastic and polymer-based products (including polyvinylchloride, composite building
materials and polymers used in fiber optic cables);

e Glass (including optic glass);

e Lumber; or

e Drywall.

“‘Domestic content procurement preference’ means all iron and steel used in the project are produced in the
United States; the manufactured products used in the project are produced in the Unites States; or the
construction materials used in the project are produced in the United States.

“Infrastructure” includes, at a minimum, the structures, facilities, and equipment for, in the United States,
roads, highways, and bridges; public transportation; dams, ports, harbors, and other maritime facilities;
intercity passenger and freight railroads; freight and intermodal facilities; airports; water systems, including
drinking water and wastewater systems; electrical transmission facilities and systems; utilities; broadband
infrastructure; and buildings and real property. Infrastructure includes facilities that generate, transport, and
distribute energy.
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“Project” means the construction, alteration, maintenance, or repair of infrastructure in the United States.

Flow Down Requirements - The Buy America requirements flow down from FTA recipients and subrecipients
to first tier contractors, who are responsible for ensuring that lower tier contractors and subcontractors are
in compliance.

1. Provisions for resolution of disputes, breaches, or other litigation. Authority
— FTA Master Agreement FY2020 at Section 39(b)(1)-(2). Applicability — all contracts

If a current or prospective legal matter that may affect the Federal Government emerges, the
Contractor must promptly notify the Authority. The Contractor must include a similar notification
requirement in its subcontracts at every tier for any agreement that is a “covered transaction”
according to 2 C.F.R. 88 180.220 and 1200.220.

Q) The types of legal matters that require notification include, but are not limited to, a
major dispute, breach, default, litigation, or naming the Federal Government as a party to
litigation or a legal disagreement in any forum for any reason.

2 Matters that may affect the Federal Government include, but are not limited to, the
Federal Government’s interests in the Award, the accompanying Underlying Agreement, and
any Amendments thereto, or the Federal Government’s administration or enforcement of
federal laws, regulations, and requirements.

Flow Down Reguirements - The Contractor must include a similar notification requirement in its subcontracts
at every tier for any agreement that is a “covered transaction” according to 2 C.F.R.
88 180.220 and 1200.220.

The Made in America Office of the OMB has established evidentiary recommendations to substantiate
compliance with BABAA. The following instructions present those requirements allowing the designated
parties to provide tailored certifications of their compliance to the specifics of the iron, steel, manufactured
products, or construction materials under consideration.

INSTRUCTIONS FOR SUBMITTING A BABAA COMPLIANCE CERTIFICATION

Notes to User: Following are instructions to enable the “Contractor," "Subcontractor,” "Seller," Or "Material
Supplier," to produce a valid certification of compliance with Build America, Buy America Act domestic
preference requirements. A certification should be provided to the Owner and Agency.

The following are to be carried out by an individual(s) with the necessary knowledge of the composition,
fabrication and pricing of all Iron, Steel, Manufactured Products, and Construction Materials installed on the

project.
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BABAA Compliance Certification Checklist:

Step 1: Preparation The “Contractor," "Subcontractor," "Seller," Or "Material Supplier," should collect country-
of-origin information on all the materials and components of products. For those elements and items not
satisfying the BABAA requirement, separate requests for BABAA waivers must be submitted.

Step 2: Assemble the Data Create a table containing the country-of-origin for all materials and components
of products employed in the project. Immediately below the material and product country-of-origin table, place
the authorized and knowledgeable individual(s) signatory space and date over their printed name(s). Below
each signature should appear the title of the certifying individual(s), the company’s name, and the contact
information including a telephone number and email address at which the individual(s) may be reached.

Step 3: Documentation Prepare a document, either paper or electronic, on the letterhead of the company
titled “BABAA Compliance Certification”. Include the RUS project designation in the second line. Then insert
the following statement:

| hereby certify that to the best of my knowledge and belief all Iron, Steel, Manufactured Products, and
Construction Materials installed on this project by my company and by any and all subcontractors and
suppliers for this project comply with the Build America, Buy America Act (BABAA) requirements of the
Infrastructure Investment and Jobs Act of 2021 (Pub. L. 117- 58, 88 70901-70953), or are the subject of a
waiver approved by the Secretary of Agriculture or designee.

Step 4: Compilation The information tabulated in step 2, Assemble the Data, for all materials and components
of products employed in the project should then be inserted.

Step 5: Certifying After compiling all information and documentation, each certifying individual(s) provides wet
signature and date.
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